CITY OF SACRAMENTO Permit No: 9806981

1231 I Street, Sacramento, CA 95814 Insp Area: 3 N
Site Address: 3341 POWER INN RD SAC Sub-Type: NCOM
Parcel No: 079-0310-049 Housing (Y/N): N
CONTRACTOR OWNER ARCHITECT
PCM BUILDERS PHASE | REGIONAL PARK LTD
8413 JACKSON RD #B 3321 POWER INN RD #100
SACRAMENTO CA 95826 SACRAMENTO CA 95826

Nature of Work: NEW 3 STORY OFFICE BUILDING SHELL WITH CORE IMPROVEMENTS

CONSTRUCTION LENDING AGENCY : 1 hereby affirm under penalty of perjury that there is a construction lending agency for the performance
ot the work for which this permit is issued (Sec. 3097, Civ. C).

ender’s Name Lender'sAddress

LICENSED CONTRACTORS DECLARATION: | hereby affirm under penalty of perjury that | am licensed under provisions of Chapter 9
(commencing with section 7000) of Division 3 of the Busincss and Protessions Code and my license is in full force and effect. ~

"j —— Lo « NG el p
License Class lA) License Numberr—}( i I’\)t’l ) Date %"’ »QQ)"CT{] Contractor Signatu?c"f.

OWNER-BUILDER DECLARATION: 1 hereby affirm under penalty of perjury that I am exemph fronf the contractors License Law for the
following reason (Sec. 7031.5, Business and Professions Code; any city or county which requires a permit to construct, alter, improve, demolish, orrepair
any structure, prior to its issuance, also requires the applicant for such permit to file a signed statement that he or she is licensed pursuant to the provisions
ol the Contractors License Law (Chapter 9 (commencing with Section 7000) of Division 8 of the Business and Professions Code) or that he or she is
exempt theretrom and the basis for the alleged cxemption. Any violation of Section 7031.5 by any applicant for a permit subjects the applicant to a civil
penalty of not more than five hundred dollars ($500.00);

1, as a owner of the property, or my employces with wages as their sole compensation, will do the work, and the structure is not intended or offered
for sale (Sec. 7044, Business and Professional Code: The Contractors License Law does not apply to an owner of property who builds or improves
thereon, and who does such work himself or herself or through his/her own employees, provided that such improvements are not intended or offered for
sale. 1f, however, the building or improvement is sold within one year of completion, the owner-builder will have the burden of proving that he/she did
not build or improve for the purpose of sale.)

1, as owner of the property, am exclusively contracting with licensed contractors to construct the project (Sec. 7044, Business and Professions
Code: The Contractors License Law does not apply to an owner of property who builds or improves thereon, and who contracts for such projects with a
contractor(s) licensed pursuant to the Contractors License Law).

__lam exempt under Sec. B & PC for this reason:

Date Owner Signature

IN ISSUING THIS BUILDING PERMIT, thc applicant represents, and the city relies on the representation of thﬁé éﬁﬁiicaht ‘thé‘f“iﬁ&applicant verified

all measurements and locations shown on the application or accompanying drawings and that the improvement to be constructed does not violate any law
or private agreement relating to permissible or prohibited locations for such improvements. This building pdmﬁhd@e}i’mtau hqnze IV Q %ga] location of’
any improvement or the violation of any private agreement relating to location of improvements. AN oy : ’V "’W

| certify that | have read this application and state that all information is correct. 1 agree to comply with all city and county ordinances and state laws
relating to building construction and herby authorize representative(s) of this city to enter upon the abovementloncd px DSrt for mspectlon purposes.

‘Eﬂ(

/
WORKER'S COMPENSATION DECLARATION: 1 hereby affirm underﬁalty of perjury one of the following declarations:
___Ihave and will maintain a certificate of consent to self-insure for workers' compensation as provided for by Section 3700 of the Labor Code, forthe

performance of work for which the permit is issued.

Date r'/ L % i 1 Applicant/Agent Signature ;. 3 l(\(

~_>'- | have and will maintain workers' compensation insurance, as required by Section 3700 of the Labor Code, for the performance of the work for
whi?ﬁ~ this permit is issued. My workers' compensation insurance carrier and policy number are:

Carrier COMMERCIAL COMP Policy Number W96B148565 Exp Date 11/01/1999

__(This section need not be completed if the permit is for $100 or less) [ certify that in the performance of the work for which this permit is issued, I
shall not employ any person in any manner so as to become subject to the workers' compensation laws of California and agree that if I should become
subject to the workers' compensation provisions of Section 3700 of the Labor Code, I shall forthwith omply WIYl Xrovxslons

Date_ "/ 'r?‘ﬂ’ '// C“/~' Applicant Slgndture\—»’>\[; ' \‘ { t { 55;_ ’\ C

WARNING: FAILURE TO SECURE WORKER'S (OMPENSATION COVFRAGE IS UNLAWFUL AND SHALL SUBJECT AN EMPLOYER TO
CRIMINAL PENALTIES AND CIVIL FINES UP TO ONE HUNDRED THOUSAND DOLLARS ($100,000) IN ADDITION TO THE COST OF
COMPENSATION, DAMAGES AS PROVIDED FOR IN SECTION 3706 OF THE LABOR CODE, INTEREST AND ATTORNEY'S FEE.

THIS PERMIT SHALL EXPIRE BY LIMITATION IF WORK IS NOT COMMENCED WITHIN 180 DAYS.




CITY OF SACRAMENTO

r RF (. Mt ror eommmeamms 5utDING PERMIT 75 -Ob 7 g/ C

’ NOV 10 1398
DEVELOPMENT SERVICES DIVISION

PERMIT SER @&ﬁﬁfﬁmf?ﬂ Division

;ﬁ;g:gtcgssu 9162647619 FAX 2647046 &y Applicant MUST complete ALL Unshaded area.
%(,” this page only

ADDRESS _- _ Eaner Inn Road _ Suite .

PARCEL # N 0794310 - 049G
MmiKe Wiagine conract LICENSED CONTRACTOR  LicNo. # 7/55 70
Name _CCIN Bu:lc(&‘rs Thne. Name _fC M Buildera, Tno

Address_ 842 TacWeon Road Suite B | address 3415 JacKson Road, Suite B
Socramento ) CH“ Zip qggab SQCPOMCWPO;CH’ Zip 23846 -
phone Alb-281-7790 _ FAX 416 -391-7793 _ | Phone 1b-38(-7772 _ FAX 26-381-7793

ARCHITECT/ENGINEER Q $Sociate S OWNE

Name _[S. M, Kadp M— Name {hoet § Remonal arK _Lm3d
address Vbl Garden  Hwy Address 232} _fower  Tnn Road, Suite 10O
Sacramento (O ‘zp_ 35833 Cacromento, Cf zp 35826
rrone Qlb- G21- lbb)  Fax Phone 316736 -9000 __ FaX_T736-£% 24

=% Will the permittee have any employees on the jobsite? M Yes [ No

=~} Ifyes, WORKER’S COMPENSATION POLICY # (DGR B4 35 bS EXPIRATION DATE: _ 1 ~1-99

NAME OF INSURANCE COMPANY: _ Commercia OOmDCI‘\SOd“lOV\ The. Co.

NATURE OF WORK IN DETAIL: %ﬂi{d:'naﬁ_—g;\a“ _Ioc.r-r"*(‘m ;

P A~ aa e e _— e R .

Yy --L_anmgulll—__.u\-
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D Jabeseie  oitioeh atoe Py
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B1-25799 @9:2% DEVEL.OPMENT SERVICES » 916 391 7793 NJ.337 PPR3-883

CITY OF SACRAMENTO -
_DEVELOPMENT SERVICES DIVISION !
1231 1 STREET, ROOM 200, SACRAMENTO, CA 95814

%mmmew;mwdmmmemmmmmuzmmmmm wmm%w”wmmw
o5 Department s a review process. Belors permit Issuancs af parties must agreement. Pisase comply with special
mmuwmmmmmmmmmmmmmwmmwmnmm

~PART | + SPECIALINSPECTION AND TESTING ¢ EMEN
PROJECTNAME_Granite Regional Park Phase 1.B Office Byildipe
PROJECT ADDRESS 3341 Power Inn Road Sacramento, CA 95826
PLAN REVIEW NUMBER ._PC# 98-06081
PERMIT NUMBER
OWNER'S NAME._ Phase T Regional Park Limited, A California Partpershin
OWNER'S ADDRESS 3321 Power Inn Road, Sacramento, CA 95826
OWNER'S REPRESENTATIVE Mike Wiggins PHONE NUMBER (916)38}—7790

TESTING/INSPECTION FIRM(S) ITEMS

1 Iospection Consultante  Tnc

CONTACT PERSON: _Robert 1., Halk, P.E
2__Wallace-Kuhl Associates, Inc

CONTACT PERSON: Daniel C. Smith

PART Il « SPECIAL INSPECTION AND TESTING AGREEMENT +INSPECTION REQUIRED
In accardance with Chapter 17 Section 1701 of the USC, us adopted by this Jurisdiction, SPECIAL INSPECTION It required as noted below:
PRECONSTRUCTION MEETING ( ) REQUIRED { )WAIVED

CODE SECTION TYPE OF WORK CONTINUOUS | PERIODIC
1701.5.1 CONCRETE - X
1701.5.2 BOLTS INSTALLED (N CONCRETE X
170153 SPECIAL MOMENT - RESISTING CONCRETE FHAME
1701.54 REINFORCING STEEL AND PRESTRESSING STEEL TENDONS X
17015 STRUCTURE WELDING
170151 GENERAL
FIELD STRUCTURAL WELDING X
SHOP STRUCTURAL WELDING (REQUIRING SPECIAL INSPECTION) X
1701.5.2 SPECIAL MOMENT - RESISTING STEEL FRAMES
1701.5.3 WELDING OF REINFORCING STEEL ¥
. J70158§ HIGH STRENGTH BOLTING e

L T0.67 STRUCTURAL MASONRY
© 170158 REINFORCED GYPSUM CONCRETE
1701.5.9 INSULATING CONCRETE FILL
| 1701.5.10 SPRAY APPLIED FIREPROOFING _ .
I 1101811 PILING, DRILLED PIERS AND CAISSONS A
. 1701512 SHOTCRETE
| 1701.5.13 SPECIAL GRADING, EXCAVATION & FILLING X
1 1701.5.14 SMOKE CONTROL SYSTEM
1 1701.5.15 SPECIAL CASES

1702 STRUCTURAL OBSERVATION PER SECTION 307 REQUIRED: ( )YES ( )NO )

| 5CC 9.26.1004] FING | N
1 OTHER: SHEAR CTup % G’?‘exl)’ Anletfo g

; SPECIAL INSTRUCTIONS:




Bl-25-99 B893:25 DEVELOPMENT SERVICES » 916 381 7793 NO.337 PRB2-BR3

CITY OF SACRAMENTO
DEVELOPMENT SERVICES DIVISION
123] I STREET, ROOM 200, SACRAMENTO, CA 95814

SPECIAL INSPECTION AND TESYTING AGREEMENT _
When special inspection Ie required by Section 1701, the architect or engineer of record shall prepare an inspection program
which shall be submitted to the Bullding Official for spproval prior to issuance of the bulkling permil. The apecial inspector shall
be amployed by the owner (other than owner-bulider/devaioper), the engineer or architect of record, or an agent of the owner,
BUTNOT the contractar, or any other person responsibie for the work (such as an owner-bulider/developer). - C

The special inspection firm(s) named In Part | have been authorized ta perform the special inspection and testing services
designated in this agreement, and in accordance with the Uniform Buliding Code (USC) requiramants, and 1o report all activites
fo the Bullding Official, and other parties as listed. it Is understood that speciel inspections sre required in addition to the norma/
lnmcﬂampodomdbythnﬂnczlfdlnalmpom e o o, B he s '
that inspwstion
: ?Wmu%%mmmum mwuw‘w mmm [P
Toe tnde 253 ced 8l resscasbly difigence te completivg thly | and 1o the Dol of Misfher Raowisdge e inforaation centained barain Is trve et complels.
- “mmmmmmmml;nnﬁ'qmmmnmmwm the foregeiny Is bve sod oamest.
) SIGNATURES € NUMBER

OWNER
ARCHITECT
‘ENGINEER
CONTRACTOR
DEVELOPER
SPECIAL INSPECTOR

(916)363-7222
(916)381-7790

WARNING: Any persen, whe cortities under penaity of petjury in any case where coriification Is permitied by
law and willfully states ws true any material matter which he or she knews te ke false, may be found gulity of
porjucy and subjoct to penaitios which may include fines or lmprisenment under the Califorala Penal Code.

PART lll - GEQTECHNICAL INSPECTION REQUIREMENTS
OEOTECHNICALEIRM _~ yallgce-Kyhl Associntes. Toc.
GEOTECHNICAL FIRM ADDRESS 3050 Industrial Blvd.SaC.CA9569EHQNEWMBER 372-1434
GEQTECHNICAL ENGINEER D-nicl C. Soith
BEPORTNUMBER = WKA No. 2790.04

BEPORTDATE _ Maych 20, 1998 _ BECEIPT NUMBER BEVISIONDATES July 17, 1998
TYPE OF WORK BEQUIRED

SITE PREPARATION/FILL COMPACTION X

FQUNDATION QBSERVATION X

DRILLED PIERS AND CAISSONS .

IF THE EARTHWORK INSPECTION IS NOT BEING DONE BY THE ABOVE GEOTECHNICAL ENGINEERING FIRM THEN A

REVISED REPORT MUST BE SUBMITTED TO AND APPROVED BY THE CITY'S DEVELOPMENT SERVICES DIVISION.

ACCEPTED FOR THE BUILDING DEPARTMENT

PLAN CHECK ENGINEER (Pame Prg
CTHAR - Yen) ==
PLAN CHECK ENGINEER SIGNATURE
’ /} oo A 3/ Z23/75

P
INSTRUCTIONS TO TME SPECIAL INSPECTOR N i

1+ PROVIDE DAILY FIELD REPORTS TO THE BUILDING INSPECTOR ON SITE AS CONSTRUCTION PROGRESSES.

2 * ACOPY OF ALL SPECIAL INSPECTIONS LABORATORY REFORTS SHALL BE SENT TO THE PLAN CHECK ENGINEER
IDENYIFIED ABOVE AND THE ARCHITECT OR ENGINEER OF RECORD.

3 + UPON COMPLETION OF SPECIAL INSPECTIONS AND TESTING WORK, PROVIDE THE CITY'S PLAN CHECK

ENGINEER WITH A FINAL SPECIAL INSPECTIONS TEST REPORT, WET STAMPED AND SIGNED BY THE RESPONSIBLE
PROFESSIONAL ENGINEER.

DATE

e MU =~ _ st ™ -
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COUNTY SANITATION DISTRICT NO. 1
SACRAMENTO REGIONAL COUNTY SANITATION DISTRICT

SEWER IMPACT FEE

PERMIT AND CALCULATION SHEET

N [
Doy
13 H
:l(f
-
-
'
e
3
™
-
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-
—
I} ]

APPLICATION NO: BLDOG PERMIT NO:
GENERAL INFORMATION THIS PERMIT GOOD ONLY WHEN
_ ) VALIDATED BY THE CASHIER
il e beod 74 Mo E P’T 'vz".'. IR GE M;, ST 53,00
-\ ~—ANC S s 3T 200790 Y

LEIFT Laaﬁﬂﬂ (¢ 700403, 00

THIS PERMIT TO CONNECT EXPIRES
ONE YEAR FROM DATE OF ISSUANCE

FEE CALCULATION BUILDING USE
INSPECTION RESIDENTIAL sf O MF O
CSD- 1 VWV O COMMERCIAL USE UNITS
SRCSD I LA
CONSTRUCTION
IN-LIEY

TOTAL FEE[ /0 o2

APN ‘-‘) ‘ ) (. ) ;}L) - j“/'j-l”) . ‘“) (f.l:.' '?I _ ,_’(J.i}

DESCR!F‘TION /

SUBDIVISION €' bt 7 cas e At K + v LOT: (kJ </

o
PROPERTY ADDRESS . 'f.:.,f'*"f\ \ IR S (| M W)
OWNER \*g N R Can )
MAILING ADDRESS (.t f\’ W NPl e [ {
. N R A o o DL
CITY-STATE-ZIP = . /\1 (..{/'x T pHONE '-F_.e...\l 1 ,<::3l

"ADDITIONAL FEES MAY BE DUE IF CHANGES IN USE INCREASE SEWER IMPACT.

\ .. i ' b
APPLICANT SIGNATUR/ / ! [

CONSOLIDATED UT/ATY BILLING USE ONLY’

ACCT ‘ INPUT wo oo .. START
Sl .. tau.. v RECEIPT -

COPY




SACRA’ INTO CITY UNIFIED SCHO,_. DISTRICT ;

CERTIFICATION OF COMPLIANCE

SCHOOL DISTRICT DEVELOPMENT FEES

PROPERTY OWNER'S NAME Phase 1 Regional Fark Limited, A California Partnershiip
OWNER'S ADDRESS 3321 Power Inn Road, Sacramento, CA 95876

PROJECT ADDRESS 3341 Power Inn Road, Sacramento, CA 95826

PARCEL NUMBER 0720310049 LoT NUMBER

SUBDIVISION NAME Granite Park - Bujlding B

NUMBER OF UNITS o ,O-Efﬁo\hxilding

APPLICANT'S SIGNATURE

TITLE OF APPLICANT

PLAN IDENTIFICATION NUMBER 08-09151, 98-06931
BUILDING TYPE (CHECK ONE)
[J RESIDENTIAL [} APARTMENT/CONDOMINIUM JM&CPMMERCIAL/INDUSTRIAL
SQUARE FEET OF CHARGEABLE BUILDING AREA 164,981 ' i )
SIGNATURE | L WA ’ Y e \“_'Szl .
: A W , -

TITLE A .

DISTRICT CERTIFICATION NUMBER [,, 5,4‘ | <o
EXEMPT \ A COMMENTS
e
RESIDENTIAL / APARTMENT / ETC. SQ. Fr. X § = $
COMMERCIAL / INDUSTRIAL {44 A SO. FT. X $__ . o 2 ‘ = $ qm, ﬂ*MQS

It

OTHER FEE , TYPE SQ. FT. X $

R R
TOTAL FEES COLLECTED S e $ Mg, VUYL (R

This certification covers only the amount of square footage indicated above. Any additions or corrections to
the square footage for this project will require an amendment to the Certificate of Compliance.

As the authorized school district official, I hereby certify that the requirements of Government Code
Section 65995 and any other authorized requirements have been complied with by the above signed
applicant.

{

SIGNATURE NI AR / A ‘1 AT
. /:,/ ' :& l ¢ / ' ..-.’lh o, )
TITLE o !:\_f" VY P e T /R DATE l e
T - 7 ” 4 T
9la:certcdmp L’/—/’ .

Distribution: Original--School District; Ist Copy--School District; 2nd Copy--Building Department; 3rd Copy--Applicant




LR

City of Sacramento
Water and Sewer Service Quotation
FY 98/99
Date:  1s-mar-s9 |Time: 03:40:25 e [Building Permit No..  B98-70 _ Plan Check No.: 6278
Address: 3341 Power Inn Road Parcel no.: 079-0310-049
Description: Building B, Granite Pit
Subdivision Map: Granite Regional Park [Water Plan No.: 51-2072
Estimate by: Dilley ' Bldg. Insp. Reviewer:
[Engineering Firm: JTs Engineering Consultants
Sewer Jurisdiction: Regional San Dist 1

Comment No. 1 A11 water taps constructed as part of off-site water plan (51-2072)
Comment No. 2 1-4" meter and development fee

Comment No. 3

Comment No. 4

/ 13.0 hrs x $75 /hr= 975.00
TOTAL WATER DEV. FEES: 46,669.00 or $300.00 (whichever is greater) _ )
TOTAL SEWER DEV. FEES: 0.00 total on-site grading and drainage review fee: 575.00 v~

Water Service Quotations

Main Service Tap Meter Total Dev.
Size Size Description Qty |[Fee/ea. |Feelea. Tap Cost  |Fees
12" 4" |Meter & Dev. fee only 1 2,730.00 2,730.00 | 46,669.00
0.00
0.00
.00
0.00
1 Fire Hydrant: 0.00
Total for Water: 2,730.00
Acreage Charge: 0.00

Sewer Service Quotations

Main Service St MH Tap Total Dev.
Size Size Description Qty |(FT) |Feel/ea. |Feelea. Cost Fees

0.00

0.00

0.00

0.00

0.00

Total for Sewer: 0.00

Note: Total cost = Qty. x St/2 x Tap Fee + MH Fee

Water Main Construction Charge: 0.00
Total For Address: 2,730.00

Water development fees are based on the size of domestic service. total water development for commercial property
includes a $3,058.00 per acre charge in addition to the standard fee.
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City of Sacramento Development Services Division
. Planning -and Zoning Information Request

Project Address: 2241 POWER fww ~ RO

Assessor’s Parcel Number:
Current Land Use: (DW oL S'f‘*'“?O @DL’D'(S , fﬁ-bv— l/a.rﬁ_.u?p

Description of Requestl_Proposed Use:

M) el R fer oﬁ]{;@ "

Zoning Designation: _47~2 <
Prior Applications for Project Site(P#,2#,DRPB#):: P F& =00

” @WZ

Comments:

o

_~ Are There Any Planning Issues?: (Circle One NO
Site Plan Check Required? (Circle One) - NO

Design Review/ Preservation Required?: (Circle One) YES @

Planning Review by/Date: 2Zer’ 2oy dwbreer - 2=2/>7F

A ‘!ist of items that must be reviewed by Planning is provided on the reverse side of this form.

—

.




PLAN CHECK ROUTING PROCEDURE

Date Received: 1 7R O Plan Check #; Q 2 K /
Project: ) , 2
Address: 257/ [Ouzl [NA) (el
Legal Description:

Contact Person: Telephone:
Address:
Architect or Civil Engineer: Telephone:

PUBLIC WORKS - DEVELOPMENT SERVICES
STREET IMPROVEMENTS

"y

Approved:_X__ LAty A\ cq Date Received:

Total frontage length of New Street Improyements: If,
Comments:___«5 z=¢7 4 2 /4 Nad, A - /] (PRI A
Right of Way Dedication : Approved Disapprove

Public Improvement Agreement: Approved Disapprove

Surety Bond, etc. : Approved__________ Disapprove

Staking and Inspection Fee $

PUBLIC WORKS - DEVELOPMENT SERVICES

Date Received:

Removal of aba
Comments:

PUBLIC WORKS - DEVELOPMENT SERVICES
ENCROACHMENT/EXCAVATION PERMIT

t Required: [} Yes
Approved: 7 v Disapprovet:

Comments:

DEPT. OF UTILITIES

. Date Received:
Disapproved;

Y NS, 7 4mum 781

PLANNING AND DEVELOPMENT SERVICES

SITE CONDITIONS
. Date Received:
Approved: Apgrov_ed with Changes: Disapproved:
Review Zone: pecial Permit: ‘Variances:
lé%rlﬁll;:‘%nstgpces Furnished: Parking Spaces Required:




CITY OF SACRAMENTO

: BUILDING INSPECTION DIVISION
APPLICATION FOR BUILDING PERMIT - HAZARDOUS MATERIAL SURVEY

As Required by Assembly Bill #3205 - A Building Permit Cannot be Approved Without This Completed Form

1. Business Name: _ P IV\ P"\l,\ \der ﬁ) ‘I_(‘ Phone:@MBTCIO
Site Address: 230 | %J x| E\F\ Q 'ﬂd. _ Suite: ____
Business Owner/Representatlve(S[remTﬁ\lOP N\—-—(Eﬂ Dr\(_, (lel&hone@‘m:] 7Cf O
Nature of Business: (;@ﬁom\ (\O\“r\‘mf Ganl) s
propeny owner. 100 T eyl [k Liended] prone{@10)1242- 4000
address: _ 253 FHner \T)\ Q[Y X \ Suite: _LlD_
CONCAMDETIN O e (A A3

(City) T (State) (Zip)
2. Are you developing an undetermined tenant space" Yes __ No _XIS this permit for a shell building? Yes x No

Notify iessee of the responsibility to coordinate with the Fire Department regarding the use and handling
of hazardous materials.

3. Does/Will your business generate hazardous waste? Yes No X

4. Does/Will your business handle, store or transport any solid, liquid, or gaseous chemicais? Yes No x

CONSULT THE EPA CHEMICAL LIST LOCATED AT THE BUILDING DIVISION COUNTER FOR HAZARDOUS OR
ACUTELY HAZARDOUS MATERIALS TO COMPLETE THE FOLLOWING QUESTIONS.

If you answered "YES" to questions #3 and/or #4 above, continue on to questions 5 - 8.
5. Do you handle, store, or transport 55 gallons, 500 pounds, or 200 cubic feet (at Standard Temperature or

Pressure) of a product or formulation containing hazardous materials at any one time? Yes No
6. Do you handle, store or transport any amount of acutely hazardous materials? Yes No
7. Is/Will your business be located within 1,000 feet of a schooi? Yes No

If you answered “yes" to questions #6 and/or #7, complete the RMPP informational sheet.
8. Is/Will your business be located within 1,000 feet of a hospital, and/or long-term healthcare facility? Yes __ No__

IF YOU ANSWERED *YES" TO QUESTION #3 AND/OR #4, PLEASE CONTACT THE CITY OF SACRAMENTO
FIRE DEPARTMENT LOCATED AT 1231 | STREET, SUITE 401, SACRAMENTO, CA OR CALL 449-5416.

PENALTY: Any business that violates Section 25531-25541 of the Health and Safety Code shall be civiily liable to
the administering agency in an amount of not more than two thousand dollars ($2,000) for each day in which the
violation occurs. If the violation results in, or significantly contributes to, an emergency, Including a fire, the
business shall also be assessed the full cost of the city emergency response, as well as the cost of cleaning up
and disposing of the hazardous materials. Additional liability and punishment may be assessed for knowing a

violation after reasonable notice of the violation.

BID Use Only:  Plan Ck#AR(Y | Permit #1
No

OK to issue prmt? Ygﬁﬂ 223-44 F.D. Appr Req'd
Applicant's Namef_ ;(”)Q(_Ea A “A:-_( )L")f\@’ date @
rint Hold on Certificate of Occupancy" Yes
ppr(d TR 2009 Prsve v om

C\ (Signature) (Date) OK to issue permit? ini* date
OK to issue Certiticate of Qccupancy? init date /!




PCM Buliders, inc.

City of Sacramento
Development Services

1231 T Street - Second Floor
Sacramento, CA 95814-2998

8413 Jackson Road e Suite B
Sacramento, CA 95826

(916) 381-7790
Fax (916) 381-7793

LETTER OF TRANSMITTAL

DATE JOB NO.

3-23-99 20120
Granite Courthouse Building B
3341 Power Inn Road
Sacramento, CA 95826

WE ARE SENDING YOU A Attached XEX Sent via .. Hand Deliversd
[J Subcontract Agreement O change Order O prints xi&d Plans
O specifications [J Copy of Letter O submittals O samples
COPIES DATE NO. DESCRIPTION
4 "A" sheets revisions in response to PC # 93-06981
Wetsigned sets for resubmittal from Greg Balderree at
E.M. Kado Associates. Sheets include: A2.1, A2.2, A2.3,
A3.2, A3.5, A4.1, A5.1, A6.1, A6.2, and A9.1. Sheets dated
N 3-17-99 with Delta "4 revisions, R
1 A_check made payable to the City of Sacramento for athe
amount of $372,787.10.

44 For Approval
O Return_...
[J Resubmit— ...

O For your use O Approved as submitted

O For review and comment 0 Approved as noted copies for distribution

] FOR BIDS DUE , 19

copies for approval

SIGNED: _Joyce McGlone, Admin. Asst.

3
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- RUSKIN®

3900 Dr. Greaves Rd. . Kansas City, MO 64030 . (816) 761-7476 FAX (816) 765-8955

INSTALLATION INSTRUCTIONS
FSD60, FSD60-l, FSD60-V, FSD34, FSD35, FSD36, AND FSD37

COMBINATION FIRE AND LEAKAGE RATED MULTIPLE BLADE DAMPERS
11/2 HOUR UL CLASSIFIED RATING

APPLICATION INSTALLATION SUPPLEMENTS
Models FSD60, FSD60-H, FSD60-V, FSD34, FESD35, FSD36 and Ref " Auskin | S . |
FSD37 combination fire and leakage rated dampers are designed eler ;0 the appropriate Ruskin instalflation instructions supple-
to operate with blades running horizontally (except FSDBC-V) and ments for special requirements: _ N
must be installed with leading edge of closed blades within the * Metal Stud Framing for Fire Dampers in Drywall Partitions
wall. The FSD60, FSD60-II and FSD60-V are approved for out of » Wood Stud Framing for Fire Dampers in Drywall Partitions
the wail installation. » Transfer Openings and Duct Terminations

FSD60, FSD60-Il MAXIMUM UL CLASSIFIED SIZES - * Mullions for Dampers in Oversized Wall Openings
PARALLEL BLADE * S-and-Drivemate No. 14880
Single section vertical and horizontal instaliation * Ductmate
30°w y 40%h (762 ¥ 1245) . . « Optional Sealant of Dampers in Fire Rated Walls ar Floors
Si‘;‘%ﬁ’ ws:“":g’”';‘ ‘29,2‘202' 102“;50)' the wall installation » TS150 FireStat System with High Limit Temperature Sensor
Multiple section assembly vertical installation * Electric ELF Controlled Closure Device
90"w x 49°h or 31"w x 91"'h (2286 x 1245 or 762 x 2311). + Pneurnatic PFL Controlled Closure Device
Muitiple section assembly horizontal installation * Picture Frame Mounting Angles
90"w x 49"h (2286 x 1245).

FSD600B, FSD60-1I0B MAXIMUM UL CLASSIFIED SIZES -
OPPOSED BLADE
Single section vertical in or out of wall installation MAXIMUM UL CLASSIFIED SIZE
32"w x 49"h (813 x 1245). FSD600B, 60-110B, 3708, 3608, 3508, 3408
Single section horizontal instaliation
30"w x 49"h (762 x 1245).
Multiple section assembly vertical installation S ‘A =126
120w x 98'h (3048 x 2489). Ny rabacog 200 fer
Muttiple section assembly horizonial installation i . *A = 120" (3048) for
90"w x 48"h (2286 x 1219). ‘ Py FSD3408, 3508,

FSD60ORBY, (VERTICAL BLADES) MAXIMUM UL CLASSIFIED ' ¥ AN 3708, 6008, 60-1108
SIZES - OPPOSED BLADE g e
Single section vertical in or out of wall installation . W i qfs B e, ‘B = 122" (3099) for
49"w x 32"h (1245 x §13). R O iy FSDSSOBZ \
il ‘ {l '8 =198"(2489) for
FSD34, FSD35, FSD36, FSD37 MAXIMUM UL CLASSIFIED SIZES i, N Hii FSDGOOé, so-n)toa
PARALLEL BLADE ; J M TR § ‘B = 96" (2438) for
Single section vertical or horizontal installation T s S e Fsp3soB. 3508,
36"w x 48"h (914 x 1219). M 3 P 2l s708
Muitiple section assembly vertical installation BN T ' S
90"w x 48"h or 36"w x 91"'h (2286 x 1219 or 914 x 2311). oy | D T e 14 gage (2.0) x
Multiple section assembly horizontal installation i W Fodudy damper "A° dimen-
90"w x 48"h (2286 x 1219) N T ] sion x 57 (127) wide

reinforcing plate
FSD240B, FSNISOR. FSDI7OB MAXIMUM UL CLASSIFIED SIZES
OPPOSED BLADE
Single section vertical or horizontal installation
36"w x 48°h (914 x 1219),
Multiple section assembly vertical installation
120"w x 96"h (3048 x 2438).°"
Multiple section assembly horizontal installation
90"w x 48™h (2286 x 1219).

FSD360B MAXIMUM UL CLASSIFIED SIZES -~
OPPOSED BLADE

Single section vertical installation **Two section high dampers require a 14 gage reinforcing plate

42'w x61"'h (1067 x 1559)‘ . unless overall height is less than 91" (2311) and width is less
Single section horizontal installation “than 32° (813).

36"w x 48'h (314 x 1219). Notes.
Muitiple section assembly vertical installation otes:
126"w x 122"h {3200 x 3099).*" 1. Dimensions shown in parentheses ( ) indicate miliimeters.

Multiple section assembly horizontal installation 2. Alt multiple section dampers are constructed of equal single sec
90"w x 48°h (2286 x 1219). tion sizes no greater than the maximum single sechon sizes indi-
FSD3485, FSD355S, FSD36SS and FSD375S MAXIMUM cated above
UL CLASSIFIED SIZES — OPPOSED BLADE
Single section vertical installation
24'w X 24'h (610 x 610),

1-FSD-138/ fleplaces | FSD-997 ALL STATED SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE OR OBLIGATION, @ Ruskin Manufactunng 129




1. Expansion Clearance

Expansion clearance is required for all cormbination fire/smoke
damper/sleeve assemblies. The fire wall opening shall be a mini-
mum of s* per foot (5 per 305) larger than the overall size of the
damper/sleave assembly. The maximum opening size shall not
oxceed /a" par foot (5 per 305) plus 2° (51), nor shall the open-
ing be less than /4" (6) larger than any size damper/siseve
assembly. If damper is to be installed out of the wall the opening
shall be /2" (13) larger than the overall size of the damper, fiber
frax and sleeve assembly.

. Fasteners and Multiple Section Assembly

When joining multiple damper assemblies or fastening the
damper to the sleeve, dampers shall be fastened with 1/4-20
(M8) bolts, number 10 (M5) scraws, or /2" (13) long welds stag-
gered intermittently on both sides. Space tasteners 6 (152) on
center and a maximum 2° (51) from the ands of the joining sec-
tions or from each comar. When joining multiple damper assem-
blies, a continuous s" (3) bead of Dow-Corning 899-A, Dow-
Corning silastic 732 RTV, or GE RTV 108 sealant shall be
applied on the muilion joint. Press the surface of the sealant In
place to dispel any air. Another bead of the same sealant shall
be applied between the damper and sleave in the same manner.
Only one side of the damper requires caulking. Note the sealant
is not required when dampers are supplied for fire damper appli-
cations only and are not required to be leakage rated. Multiple
section high vertical mount dampers include a 14 gage x 5° (2 x
127) wide steel mullion plate sandwiched between the damper
frames where required. The mullion piate must be the same
material as the dampers,

Damper Slesve

Sleave thickness must be equal to or thicker than the duct con-
nected to it. Sleeve gage requirements are listed in the SMACNA
Fire, Smoke and Radiation Damper Installation Guide for HVAC
Systems and in NFPASOA. If a breakaway style duct/sieeve con-
nection is not used, the sleeve shall be a minimum of 16 gage
(1.5) for dampers up to 36" (914) wide by 24" (610) high and 14
gage (1.9) for dampers exceeding 38" (914) wide by 24" (610)
high. Damper sleeve shall not extend more than 6* (152) beyond
the fire wall or partition unless damper is equipped with an actu-
ator and/or factory Installed access door. Sleave may extend up
to 16" (406) beyond the fire wall or partiion on sides equipped
with actuator and/or factory Iinstalled access door, Sleeve shall
tarminate at both sides of wall within dimensions shown. If
damper Is to be installed out of the wall the sleeve shall have 12"
(305) strips of /4" (6) fiber frax insulation on the top and both
sides adhered 1o sleeve with rubbar cement.

. Damper Orlentation
Damper is designed to operate with blades running horizontally
and must be installed with leadiny adge of closed blades within
the wall or floor when they are in the closed position (this does

not apply to FSD80-V or if damper is to be Instailed out of wall).
Use "“Mount With Arrow Up* label as a guide for proper darnper
orientation. Horizontal mount dampers may be instalted with
actuator above or below the fioor.,

. Mounting Angles

Ruskin’s Picture Frame Mounting Angles are UL tested and may
be used as shown in the supplemental instaltation instructions in
lieu of the following conventional mounting angles:

Conventional mounting angles shall be a minimum of 1'/2° x 11/2*
X 16 gage (38 x 38 x 1.5) and fastened o the slaeve with No. 10
(MS5) bolts or screws, '/2° (13) long tack welds or ¥e* (5) dlame-
ter steel rivets. A minimum of two connections on each side, top
and bottom of damper on both sides of wall are required. Space
tasteners 8" (203) on center. Do not weld or fasten angles
together at comners of damper. Angles must overlap wall a
minimum of 1* (25). Only one angle is required on out of wall
installation (see page 4).

. Actuators

The Damper may be supplied without the actuator installed.
Qualified actuators (supplied by the damper manufacturer or oth-
ers), shipped loose for fleld mounting, must bear a UL labal
attixed by the damper manufacturer. Contact Ruskin for actu-
ator installation instructions for fiald mounting.

—=—

STANDING S

7. Duct/Sleeve Connections

Break-away Duct/Sleeve Connections

Rectangular ducts must use one or more of the connaections
depicted below:

el B s
PLAN °§* SLIP  HEMMED "S" SLIP DOUBLE "$* SUP  INSIDE SLIP JOINT

4 AT

STANDINGS  STANDING § (ALT.) STANDING §
{Angls Relnforced) {Bar Reinforced)

- ==

STANDING § DRIVE SLIP JOINT
{Angle Reinforced)

A maximum of two #10 (M5) sheet metal screws on each side
and the bottom, located in the center of the slip pocket and pen-
etrating both sides of the slip pocket may be used. Connections
using these slip Joints on the top and bottom with flat drive ships
up to 20" (508) long on the sides may also be used.

Round and Oval Break-away Connections

Round and flat oval break-away connections must use either a

4" (102) wide drawband or #10 (M5) sheet metal screws spaced

equally around the circumterence of the duct as follows:

* Duct diameters 22" (559) and smaller — maximum 3 screws.

* Duct diameters over 22" (559) and including 36* (914) — maxi-
mum 5 screws,

+ Duct diameters over 36" (914) and up to and including 191"
(4851) total perimeter — maximum 8 screws.

For flat oval ducts, the diameter is considered the largest (major)
dimension of the duct. These connections are depicted in the
SMACNA Flire, Smoke, and Radiation Damper Installation
Guide.

Note: When optional sealing of these joints is desired, the fol-
lowing sealants may be applied in accordance with the sealant
manufacturer's instructions:

Hardcast, Inc. — lron Grip 601

Precision — PA20B4T

Eco Duct Seai 44-52

Flanged Break-away Style Duct/Slesve Connections.

Flanged connection systems manutactured by Ductmate, Nexus
or Ward are approved break-away when installed as depicted.

Ductmat 'l'-(ﬁzz -
uctmate /e (1 .
" Clont

Angle 12 (308) c-c

S&§

TDC and TDF and other roll-formed flanged connactions
installed per the flange manufacturer's breakaway instructions.

Non-Break-away Duct/Slesve Connections

If other duct/'sleeve connactions ara used, the slaeve shall be a
minimum of 16 gage (1.6) for dampers up to 36" (914} wide x 24"
(610) high and 14 gage (2.0) for dampaers exceeding 36" (914)
wide x 24" (610) high.




ITEM DESCRIPTION
1. Actuator (location may vary). Damper may be suppiied VERTICAL INSTALLATION

without actuator Installed. Ruskin's UL listed Fire Damper
Actuators may be field installed if properly labeled. See
Actuator Installation Instructions for field mounting of 1° (25) Minimum R s
damper actuators. Typleal Overlap CLa- .

. Optional FiraStat or SP-100. ] on All Sides el 114" (8)

. Auxiliary Operating Jackshaft of Damper oo Minimum

. Damper

. QOver-Center Link

. Sleeve

. Caulking Material
(may be on either side of damper frame).

. PFMA or conventional Mounting Angles

. S-Joint/Duct Mate, sleave to duct connection.

HORIZONTAL INSTALLATION

Duct

6" (152) Min, " 1" {25) Minimum
18" (406) Typical Overisp 8 (152] Min _J
on All Sides .
Max. Typ. ~ y o Dt
L. . : TYPICAL AIRFOIL INSTALLATION

-

Wa* (8)
Min.

ORIENTATION
ACTUATOR ABOVE FLOOR

FSD60V Motor Locations

>

This actuator loca-

tion requires non oll-

immersed actuators

only (MA220, 223,

th* (8 230, NF120 and
Mlt(|.) NF24).

‘ - 25 LY -
Minlsnu)m L) (1_52) Min,
Typlesi 16" (408)
Overlap Max. Typ.
on All Sides
of Damper

ACTUATOR BELOW FLOOR

To ensure optimum operation and performance, the damper
must be installed so that it is square and free from racking.
Do not compress or stretch the damper frame into the duct
or opening. Lift or handle the damper using sleeve or frame.
Do not lite damper using biades or actuators.




FSD600BV VERTICAL INSTALLATION (only)

¢" (152) Min.
TEM DESCRIPTION 1687 (408)

. Actuator {location may vary}. Damper may be supplled with- . Max. Typ.
out actuator installed. Ruskin's UL listed Fire Damper :
Actuators may be field installed if properly labeled. See
Actuator Installation ingtructions for field mounting of damper
actuators,

Optional FireStat or SP-100.

Auxillary Operating Jackshaft

Damper

Over-Center Link

Sleeve

Caulking Material (may be on either side of damper frama).

PFMA or conventional Mounting Angles

S-Joint/Duct Mate, sleeve to duct connsction.

Fastenars — 12" c-to-c, minimum of 1 per side

a. In metal stud walls or metal stud framing in drywall partition
uge minimum #10 screws

b. In U438 drywall construction use minimum #10 screws.

¢. In masonry wall construction use #10 self tapping concrete

anchors. .—I,-
1* (25) Minimum

Va* (8) S A Typical Overlap
Min, ~.1. s on All Sides
.. of Damper

CopNPOdLN

-

FSDE0 OUT OF WALL INSTALLATION
Thrust Washers

Thermal

insulation Va* (8) 1" (25)

Bademee ey e o
L I
4
-

_}
% el Overlap
(ses page 2, #3) \ Min. ' S Typ. I
" - ;ﬁ——c
Duet _/ -

MARKING ON ENCLOSED

ot SEE DETAILS ON
@ UL CLASSIFICATION
PRODUCT

Callfornia State Fire Marshal Listing No. 3225-245:005 FSD34.

California State Fire Marsha! Listing No. 3225-245:005 and 3230-
245:108 for FSD35, 38,

California State Fire Marshal Listing No. 3225-245:102 and 3230
245:110 for FSDEO.

New York City BSA No. 176-82-SM for FSD35, 36, 60.
New York City MEA No. 394.93-M for FSD37.

Pneumatic actuators to be piped per the local codes.

| 8" (127)
Max. Electric actuators 1o ba wired per the National Elec’
{NEC) and iocal codes. Sea actuator for wiring dias

3900 Dr. Greaves Rd.

® Kangas City, MO 84030
(918) 781.7478
FAX (B16) 765-8955
: www.ruskln.com
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3900 Dr. Greaves Rd. . Kansas City, MO 64030 (816) 761-7476 . FAX (816) 765- 8955
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MOTON OPERATED EFL L R
| ,iygfsm:onwmpw

APPLICATION - CONTROLLED CLOSURE

The EFL Electric Resettable Link system used in conjunction with
a combination fire/smoke damper, closas and locks the damper
when temperatures in excess of 165°F, 212°F or 285°F are
detected. If the systam is equipped with smoke detection, the
damper closes and remains closed as long as a smoke signal is
present. Once the smoke signal ceases, the system automatically
rasets and the damper opens.
Damper with
OPERATION Actustor and EFL

-

Fire Conditions — When temperatures in excess of 165°F (212°F
or 285°F optional) are detected, the damper will close and lock.
Upon cessation of fire conditions the damper can be reopened by
prassing the reset button located on the damper assembly.

Smoks Conditions — When a smoke signal is detected, the
damper will close and remain closed until the smoke signal ceasas.
The system will then reset and the damper will open.

The damper may be closed at any time by placing the control
awitch in the CLOSED position,

It the EFL s tripped accidantally or during system testing, the EFL
must be reset by pressing the RESET button located on the
damper assembly.

Refer to the appropriate damper installation instructions for details
on damper installation.

DESCRIPTION
EFL Electric Reset Link
Control Switch (Optional)
Flex Conduit
Damper Frame
Junction Box
Actuator
Over-Center Lock
Sleeve
PFMA or conventional mounting angles
Sleeve to Duct Connection (by others)

ot SEE DETAILS ON
UL CLASSIFICATION
MARKING ON ENCLOSED
PRODUCT

ceBNALOAGN S

-

Pneumnatic actuators to be piped per loocal codes:

Electric actuators to be wired per the Natlonal Electric Code
(NEC) and local codes, See actuator for wiring diagrams,

1 EFL |

r_——ﬁ
Wiring

Compartment

(e

am |
/ Control Switch }
(Optionai) |

Closed ]

|

|

--*__

Open Smoke
Datector

(1t uaed)

120V AC or 24 VAC
Fused Circuit

Manusl
Reset Button

HEFL-1198Replaces 1-EFL200-308 ©Ruskin Manufacturing 1095
ufactur




816 765 B335
DAR 11 '99 12:38  £ROM:RUSKIN/SNARTWOUT/RINK 816-765-8955 T-101 P.G1/03 F-D01

-

Ruskin Fax

3900 Dr. Greaves Rd.
Grandview, MO 64030
Phone (816) 761-7476
Fax # (816) 761-1936

March 11, 1999

To: Vie Cartlér

From: Richard L. Cravy
Subj: Shaft Wall Construction

Pages: 3

Vic,

Here is a copy of our latest U438 and U497 shaft wall design installation
instructions. Page two shows how to frame out the U438 design. It shows the
opening at 48" x 36" because of the use of only one angle. The opening can be
larger if 2 retaining angles are used. The framing for the larger opening wouid
follow the same pattern. We show E studs but CH studs are also approved to
frame the opening. Please let me know if you have any questions.

Thanks.




. B16 765 8955
MAR 11 '99 12:38  FROM:RUSKIN/SWARTWOUT/RINK 916-T65-9955 T-101 P.02/03 F-001

RUSKIN®
3900 Dr. Greaves Rd. . Kansas City, MO 64030
v  METAL STUD PRAMING FGH VE
' CURTAIN TYPE IBD AND-MULTIPLE

- AND FIRE SMOKE DAM
... . - OF FIRE.RES]
5 INST

APPLICATION

These fira damnper installations are for special fire rasistant wall
designs no. U438 and U487, They differ from convantional fira
damper instalations in that they require mounting angles on one
side of wall only, which are lastened to the wall as well as the
dampar.

GENERAL INSTALLATION

. Opening in wall shall ba & minimum " (3) per foot larger than
overall size of dampar and sleavae assembly for galvanized steel
dampars and a minimum 316* (5) per foot for stainiess steel
dampers. Maximum opening not 1o exceed /s (3) per foot plus
two incheg for gatvanized steal dampars and 316" (8) per foot
plus two inches for stainieas stesl dampers. Opening shall not
bo loss than 14" (6) larger for any size dampar and sleeve
assembly.

. Sieeve gage shall be at least equal 1o the gage of the duct as
defined by the appropriate SMACNA duct construction standard
and deccribed in NFPA 00A whan ons or mora of the following
duct-slaave connections are used {S-and-Drivamate No. 14880,
breakaway ductmate, plain 'S* slip, hemmed *S° sfip, slanding
5" sup, rOINfOrced SIANAing ~S° slip, Insiae siip joint, and Coudld
“S" sfip.)

. If any other duct-sleeve connections are used, sleeve shall be
minimum of 16 gage (1.6) for dampers up 10 36° w x 24°h (314 x
610) and 14 gage {1.9) if damper width exceads 36° (914) or
height excaads 24" (610).

. Mounting an%es shall be a minimum of 112" x 112" x 18 gage
(38 x 38 x 1.6) and fastened with #10 boits o scraws, '/2° (13)
1g. walds, or 31" (5) rivets 1o sleave at @ maximum spacing of
6° (152) O.E. not more than 2° (51) from sach end with a mini-
mum of two connections in each side, top and bottom (seq Mus-
tration). Ruskin Picture Frame Mounting Angle can be used in
keu of conventional mounting angles. NOTE: Mounting angles
are required on one side of wall only.

. When multiple damper sssemblies are joined or tastening
damper lo sieave dampers shall bo fastenad with no. 10 bolt or
scrows, 316° (5) rivet or 2" (13) ig. weid staggered intérmit-
tently, and spaced 12" (305) maximum c-¢ for galvanized and 6°
{152) maximum ¢-c for stantess stes!.

. Mounting angles screw to wall with #10 screws. Use & minimum
of two tasteners per sida. For dampers over 21" (533) wide, use
three astenets minimum at fop and bottom sides.

7. See (raming detail on back of page for opaning preparation,

NOTE: Dimensions shown in parenthesgs { ) Indicate milimaters.

wabitty, SEE DETAILS ON
UL CLASSIFICATION
MARKING ON ENCLOSED
PRODUCT

N-U438-200Replaces K-U438- 1090 ALL STATED EPECIFICATIONS ARE SUSMICT TO CHANGE WITHOUT NOTICE OR OBLIGATION. G Ruskin Manutacwining 1598




. 816 765 8955
MAR 11 '99 12:38 FROM: RUSKIN/SWARTWOUT/RINK 416-765-895% T-101 P.03/03 F-001

FRAMING DETAILS - U438

Aunnar

Double ¢

™ ;;h’ :" Vo %
X38x Screw
ARSI i ﬁ- R

. Type 8-12 Low Profile
3%° (014) Mead Sorews

SECTION A-A

1A 1A x 2
(38 x 30 x§1) An:os«mv
Arched with #%° (1)
Type 812 Low Profile
Head Sorews

JRunner GBIl
Botom of

“E-Brud Cut o Allow
) For Penetration

(1219 Opening
Max,

SECTION B-8
FRAMING DETAILS - U497

J-Track headers with ends
slotted 1o fit into |-Study

Teack longth beheb
and 1egs cut ot those
/ NGNS Bna foiGed 8e

- shown 10 silp into vald.

Attach to J-Traek hender

with fan head scrows.

v
N

/‘

e
=10

3000 [, Granves Rd.

@ Kanzas City, MO 84030
(818) 761-747¢
RUSKIN® - s




3900 Dr. Greaves Rd. Kansas City, MO 64030

METAL STUD FRAMING FOR FIRE DAMPERS

IN DRYWALL PARTITIONS
INSTALLATION INSTRUCTIONS SUPPLEMENT

/—90“ Bend
/

A
/ < 2'42" Min. Runner
! \

\ ‘- Screws

N,

2" Min. Stud

W "“\\m\

\- Celling Runner

Section A-A

“—24'0.C.— [™~~—>—— Double Stud Not Required
Maximum | " On Panetrations 36 x 36
Or Smaller.

42" Min. Gypsum 7
Walitboard /’

¥

g

2% Min. Stud . _
or Runner b

Two P ad N ~—Retainin
\Floor Runner Two Panhe § / )

Screws ' N / Angle

S B

Opening Preparation Detall 1 :Mn.

2 Hr, Wall Rating

NOTES

1. Gypsum panels must be screwed 12" O.C. maximum to all stud
and runner flanges surrounding opening.

2. See standard instatiation instructions sheet for additional details. < v Min. Gypsum

\, Waitboard 1'%" Mineral Fibar Bianket

In Cavity, it Required

< - 24" Min. Stud
- Or Runner

Retaining
These Instructions comply with Underwriters Laboratories Angle

Safety Standard 555. . - *MT
1" Min,

i
i, UL FILE NO. RS531
T SEE DETAILS ON L
UL : UL CLASSIFICATION

MARKING ON ENCLOSED i
PRODUCT 1 Hr. Wall Rating

e
s

H-MS8F-1280/Raplaces II-MSF-387 & Ruekin Manutacturing 1689
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OWNER'S NAME_i 7't o5y
OWNER'S ADDRESS__% %,

I

PROJECT ADDRESS___ %=

»

PARCEL NUMBER__ . /i~

SUBDIVISION NAME
NUMBER OF UNITS

Upon payment of the fees listed below, .2 90—63y appmval period commences upon which the applicant paying the fees may protest such fees. Any
failure to file such protest within the 90-day period shall result in forfeiture of any rights to.challenge such fees, through litigation or otherwise.

APPLICANT'S SIGNATURE a / o
D e

TITLE OF APPLICANT i [
DATE o~ 1-{ ‘

PLAN IDENTIFICATION NUMBER___ Y0 1) 4

BUILDING TYPE . - /
" RESIDENTIAL () .- APARTMENT/CONDOMINIUM () COMMERCIALINDUSTRIAL o)

SQUARE FEET OF CHARGEABLE BUILDING AREA I

s

SIGNATURE ./ £ /f} ,e’*f/f; — "“/ N B WO P
IR G NI

SCHOOL DISTRICT_ 32 G A1 IpHAD (L2, / /.««-_./éfuwf .
o O 7/
DISTRICT CERTIFICATION NO.___& /. /7 /

EXEMPT e " COMMENTS
RESIDENTIAL/APT/CONDO SQFT X $
COMMERCIAL/INDUSTRIAL i SQ FT X $
OTHER FEE TYPE SQFTX$

TOTAL FEES COLLECTED A

This Certification covers only the amount of square footage indicated above. Any additions or corrections to the square
footage for this project will require an amendment to the Certificate of Compliance.

As the authorized school district official, | hereby certify that the requirements of Government Code Section 65995 and
any other authorized requirements have been complied with by the above signed applicant.

ey L ) Ay -
SIGNATURE ( / J/ (-fiécls &
: AN i ’

T i
TITLE L Lt i e e G2 s L DATE_“/ /' /o D

7 i
Q,;i‘gi?{:eﬂ: School District 1st copy: School District  ©  2nd copy: Building Department 3rd copy: Applicant

Revised 12/12/96




