CITY OF SACRAMENTO , Permit No: 0014239

1231 I Street, Sacramento, CA 95814 Insp Area: 4
Site Address: 3200 TRUXEL RD SAC Sub-Type: REM
Parcel No: 225-0740-015 BUILDING 2 IN SECTION R Housing (Y/N): N
CONTRACTOR OWNER ARCHITECT

MJB BIXBY CONSTRUCTION INC SACRAMENTO NATOMAS VILLAGE INVESTORS

PS03 I8THST 383 RHODE ISLAND ST 2N

SACRAMENTO A 05814 SAN FRANCISCO CA 94103

Nature of Work: REPLACE & REPAIR ROOF TRUSSES ON BUILDING 2 OF SECTION R

CONSTRUCTION LENDING AGENCY : | hereby affirm under penalty of perjury that there is a construction lending agency for the performance
W the work for which this permit is issued (Sec 3097, Civ. ()

iender's Name . _ Lender'sAddress

LICENSED CONTRACTORS DECLARATION: [ hereby affirm under penalty of perjury that [ am der provisions of Chapter 9

commencing with section 7000) of Division 3 of the Business and Professions Code and my license is in full for

B < ) e

71 icense Class tl b license Number, ) ¢ | /v < Date / /- 30 G L' Contractor Signature / \

j \(.//V il AN
OWNER-BUILDER DECLARATION: ! hueh\ affirm under penalty of perjury that [ am exempt from e Tontractors License Law to\tﬁe
“ollowing reason (Sec. 7031.5, Business and Professions Code; any city or county which requires a permit to construct, alter, improve, demolish, orrepair
any structure. prior to its issuance, also requires the applicant for such permit to file a signed statement that he or she is licensed pursuant to the provisions
of the Contractors License Law (Chapter 9 (comimencing with Section 7000) of Division 8 of the Business and Professions Code) or that he or she is
2xempt theretrom and the basis for the alleged exemption. Any violation of Section 7031.5 by any applicant for a permit subjects the applicant 1o a civil
penalty of not more than tive hundred dollars (S300 00)

L asaowner of the property, or my employees with wages as their sole compensation, will do the work, and the structure is not intended or offered
for sale (Sec. 7044, Business and Professional ('ode: The Contractors License Law does not apply to an owner of property who builds or improves
thereon, and who does such work himself or herselt or through his/her own employees, provided that such improvements are not intended or offered tor
sale  If, however, the building or improvement s sold within one year ol completion, the owner-builder will have the burden of proving that he/she did
not build or improve for the purpose ot sale.)

L. as owner of the property, am exclusively contracting with licensed contractors to construct the project (Sec. 7044, Business and Professions
¢"ode: The Contractors [ icense Law does not apply 10 an owner of property who builds or improves thereon, and who contracts for such projects with a
contractor(sy licensed pursuant to the Contractors License Law)

~ PamexemptunderSee. B & PC for this reason:

Date Owner Signature

IN ISSUING THIS BUILDING PERMIT, the applicant represents, and the city relies on the representation of the applicant, that the applicant verified
all measurements and locations shown on the application or accompanying drawings and that the improvement to be constructed does not violate any law
or private agreement relating to permissible or prohibited locations for such improvements. This building permit does not authorize any illegal location of
any improvement or the violation of any private agreement relating to location of improvements.

i certify that | have read this application and state that all information is corrge: o comply with all city and county ordinances and state laws
relating to building construction and herby authorize representative(s) of thigCity to enter the apovementioned property for inspection purposcs
. 2 - S — -, M -
¥ Date_ [ /Wm’ ) D) { C & j ___YApplicant/Agent Signature / AN
7 C A g ~—7

WORKER'S COMPENSATION DECLARATION: | hereby affirmTundeipendlty of perjury one of the following declarations:
| have and will mamtain a certificate of consent to self-1 -nsurg foFworkers' compensation as provided for by Section 3700 of the Labor Code, torthe
performance of work for which the permit 1§ issued. -
{L /l«) have and will maintain workers' compmsaftr\o\n msumm.&ab required by Section 3700 of the Labor Code, for the pertormance of the work for
which this permit is issued. My workers' compensation insjr. rrier dnd(p()]lt) number are:

Carrier STATE FUND ) o _’wﬁxml)cl 229-99 UNIT 0004721 Exp Date 01/01/2001

_(This scctmn nud not be Lompleted if tlw\pah’ﬁy,xgih‘r“ﬂoi) orless) | ¢ ut.) that in the performance of the work for which this permit is issued, |

gmpensation laws of California and agree that if I should become
subject to the workers' compensation provisions of Section 3700 of the Libope6d

hall tonpthh comply with those provisions.
SR S A
y Date ‘;'l { ~y U (-‘v\ ! \:{Apphmm\lgndtﬁ’re //ng

> DA o
WARNING: FAILURE TO SECURE WORKIZR'S COMPENSATION ( OV] RA(;[ IS UNLAWFUIL. AND SH SUBJECT AN EMPLOYER TO
CRIMINAL PENALTIES AND CIVIL FINES UP TO ONE HUNDRED THOUSAND DOLLARS ($100,000) IN ADDITION TO THE COST OF
COMPENSATION. DAMAGES AS PROVIDED FOR IN SECTION 3706 OF THE LABOR CODE, INTEREST AND ATTORNEY'S FEE.

THIS PERMIT SHALL EXPIRE BY LIMITATION IF WORK IS NOT COMMENCED WITHIN 180 DAYS.



APPLICATION FOR COMMERCIAL BUILDING PERMIT

CITY OF SACRAMENTO
DEVELOPMENT SERVICES DIVISION

PERMIT SERVICES SECTION
1231 1 Street, Rm. 200 i
Sacramento, CA 95814  (916) 264-7619 FAX 264-7046 9 Applicant MUST complete ALL Unshaded areas

ADDRESS oo w . Suite
PARCEL# 225 — dV0¢ & — o<

' CONTACT LICENSED CONTRACTOR  Lic No. # ﬁ:Zﬂ &;;‘
Nameu/v/(,% / D1 x 2N/ C}/Ué Tg?&g /{ A} Name /%/(}1/34( AI K‘S\ﬁ/

Street Address / S-./ 3 / / 2) - ) / Address 5 t’i- G—G-T*
City/State/Zip A c QRN A c/ City/State/Zip _¢ ) /3~C alat
Phone CﬂOD - BJQ 2 ?___EAX Phone QQQ ,Sf 2 2 FAX

E-mail: - E-mail: c[C( & ?7 1 7 ?7? o7) E/L

ARCHITECT/ENGINEER

OWNER
Name Namﬁ/l/mMﬁﬁ_-g UfLC@(& M
Address Address €2 1) s e 2D
City/State/Zip City/State/Zip Sz .
Phone Phone___ 71 7“'4’:13 D FAX
E-mail: E-mail:

=) Will permittee have any employees on the jobsite? AL No [ Yes - INSURANCE CO:
~? WORKER’S COMPENSATION POLICY # ; . - ... EXPIRATIONDATE:~ -~ -~~~ — -

NATURE OF WORK IN DETAIL: éakg v Bl raes é'é T2 oc5e
ers DL - W s

OCCUPANT/TENANT:

| Ocep Group Const type |

£
Y

dssu/forms/commercialapp. [rev. 03/28/00]




Pae

5%

V\?rh?‘!
Il SpacEs
T’

16

T

o ALL PARKING SFACES (COVEFEP % UNCOVERED)

swaLL BE B8°0'x 180" U

- At A rRNGCA 2T R r2LA I /A

NLESS NOTEP OTHERWMISE.

coArse e RED S

R

ANG N

5. e

S NN
4, P1MEN
MNP
. MM




HlHﬁS.u \ \ WWW. dﬂmwﬂwﬁoﬁ.nwﬂgrmﬂ. com
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Truss Maintenance and Guarantee Instruction

o . : ) " ; . Ry ’ .
Project:_ /', "/ i 7 " L Date: S

-

RV
Contractor: /77 s

Trusses are guaranteed to meet specifications on approved drawings and can not be
guaranteed unless all items listed are complied with, whether written or implied.

1. Provide proper ventilation in all areas at all times.

2. Restraint of the structures lateral bracing is to be designed, installed and verified by

job engineer, contractor & owner. ,

Provide a proper and adequate vapor barrier in all appropriate locaticns.

4. Do not expose truss to the weather. If any part of the truss is exposed to the weather
it must be properly protected and maintained.

5. Owner and contractor must protect trusses from loads above the designed loads

shown on the drawings.

Do not cut or otherwise alter the truss, its members, or support points.

Provide approved walk ways to mechanical units or unit that require service.

8. Owner and contractor to verify loads on the drawings are adequate for the building
department load requirements and the requirements of the application. :

9. All lateral bracing indicated on the approved truss drawings must be installed prior to
loading of any trusses.

10. Trusses must be properly installed right side up at the proper bearing locations with
the approved bracing and fasteners,

11. Truss bottom chords should not be restrained or permanently fastened down in any
manner to prevent movement different from adjacent trusses other than support
points.

12. Do not over load Trusses with any materials (units of sheeting, roof materials, sheet
rock etc.)

13. Failure to comply with these requirements, all local building codes, specifications on
plans, construction documents and approved truss drawings will void all guarantee’s,

hat

o

Thank You

Mike Walker
Mike Walker Lumber Company, Inc.

PO BOX 958 6915 30 STREET NORTH HIGHILANDS, CA. 95660
916 338-2121 FAX 916 33 8-5353 mikew@walker-lumber.com




EVALUATION REPORT

Copyright © 1997 ICBO Evaluation Sarvice, inc.

ICBO Evaluation Service, Inc.

5360 WORKMAN MILL ROAD » WHITTIER. CALIFORNIA 30601-2239
A subsidiary corporation of the-International Conference of Building Officials

ER-4994
Reissued November 1, 1997

Filing Category: FASTENERS—Steel Gusset Plates (066)

ROBEINS LOCK (AL} AND ROBBINS HIGH STRENGTH
{RHS} METAL CONNECTOR PLATES FOR WOOQD
TRUSSES

ROBBINS MANUFACTURING CO.
POST OFFICE BOX 17939
TAMPA, FLORIDA 33682-7939

1.0

2.0

SUBJECT

Robbins Lock (RL) and Robbins High Strength (AHS) Metai
Connector Plates for Wood Trusses.

DESCRIPTION
2.1 General:

Robbins Lock {RL) and Robbins High Strength (RHS) piates
are metal connector plates for wood trusses. The plates are
manufactured from galvanized steel in various lengths and
widths, and have integral teeth that are designed to laterally
transmit loads between truss wood members. Plans and cal-
culations must be submitted to the building official for the
trusses using metal connector plates described in this report.

2.2 Materials:

Robbins Lock (RL} plates are manufactured from No. 20 gage
[0.035 inch {0.89 mm)], ASTM A 653, Grade 40, structural-
quality steet with a hot-dipped galvanized coating designated
G60.

Robbins High Strength (RHS) plates are manufactured
from No. 20 gage [0.035 inch (0.89 mm)], ASTM A 653 HSLA,
Type |, Grade 60, high-strength, structural-guality steel with
a hot-dipped galvanized coating designated G60.

Both the Robbins Lock {RL} and Robbins High Strength
{RHS} plates have slots approximately Y, inch (12.7 mm)
long by !/g inch (3.2 mm) wide that have been punched along
the longitudinal axis of the plate. Each punched slot forms two
opposite-facing, sharply pointed teeth protruding at right
angles from the parent metal. The punched slots are spaced
approximately 1/, inch (6.4 mm) on center across the width of
the piate and approximately 1 inch {25.4 mm) on center along
the length of the plate, with adjacent longitudinal rows stag-
gered V5 inch {12.7 mm). Connector plates are available in
1-inch (25.4 mm) increments of width and tength. Minimum
plate width and length are 1 inch (25.4 mm) and 3 inches (76
mm}, respectively. See Figure 1 for details of plate dimen-
SIONS.

There are eight teeth per square inch (1.24 teeth per square
centimeter) of plate surface. The length of each taoth, includ-
ing the thickness of the parent metal, is approximately 3/ inch
(9.5 mmy}, and the width of each tooth is approximately /g inch
(3.2 mm). The shank of each tooth is concave and the tip of
each tooth is twisted approximately 40 degrees with respect

to the plate width. Adjacent longitudinal rows of teeth are
twisted in opposite directions.

2.3 Allowable Loacds:

Tables 1, 2 and 3 provide aliowable lateral loads, tension
loads and shear loads for the RL and RHS plate connectors.
These values are based on the National Design Standard for
Metal Plate Connected Woaod Truss Construction, ANSI/TP|
1-1995. A copy of the ANSI/TP! 1-1995 standard must be
supplied to the buiiding department when this is requested by
the building official.

2.3.1 Lateral Resistance: Each metal connector piate must
be designed to transfer the required load without exceeding
the allowable load per square inch of plate contact area,
which is based on species, the orientation of the teeth relative
to the load, and the direction of load relative to grain. Design
for lateral resistance must be in accordance with Section
11.2.1 of ANSI/TP! 1-1995. Table 1 provides allowabie lateral
loads for the metal connector plates.

2.3.2 Tension Resistance: Each metal connector plate
must be designed for tension capacity that is based on the ori-
entation of the metal connector plate retative to the direction
of load. Design for tension must be in accordance with Sec-
tion 11.2.2 of ANSI/TPI 1-1995, Table 2 provides allowable
tension loads for the metal connector plates. Additionally, the
net section of the metal connector plates for tension joints
must be designed using the allowable tensile stress values of
the metal that are adjusted by the metal connector plate ten-
sile effectiveness ratios shown in Table 2.

2.3.3 Shear Resistance: Each metal connector plate must
be designed for shear capacity that is based on the orienta-
tion of the plate relative to all possible lines of shear. Design
for shear must be in accordance with Section 11.2.3 of ANSY
TPl 1-1995. Table 3 provides allowable shear loads for the
metal connector plates. Additionally, the net section of the
metal connector plates for heel joints, and other joints involv-
ing shear, must be designed using the allowable shear values
for the metal connector plates that are adjusted by the shear
resistance effectiveness ratios shown in Table 3.

2.3.4 Metal Plate Reductions: Several allowable-load re-

duction factors for the metal plates, when they are applicable,

must be considered cumulatively in the design of metal con-
nector plates used in fabricated wood trusses:

1. Allowable lateral resistance vaiues for the RL and RHS
metal connector plates must be reduced by 15 percent
when the plates are installed on the narrow face of truss
lumber members.

2. Allowable lateral resistance values must be reduced by
20 percent when the RL and RHS metal connector piates
are installed in lumber having a moisture content greater
than 19 percent at the time of truss fabrication.

Evaluation reports of ICBO Evaluation Service, Inc., are issued solely to provide information to Class A members of ICBO, utilizing the code upon which the report
is based. Evaluation reports are not to be consirued as representing aesthetics or any other attributes not specificafly addressed nor as an endorsement or recommen-
dation for use of the subject report.

This report is based upon independent tests or other technical data submitted by the applicant. The ICBO Evaluation Service, Inc., technical staff has reviewed the
test resulls and/or other data, but does not possess test facilities to make an independent verification. There is no warranty by ICBQ Evaluation Service, Inc., express
or implied, as to any “Finding™ or other matter in the report or as to eny product covered by the report. This disclgimer includes, but is not limited to, merchantability.
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LATERAL BRACING )
Indicates approximate ’
location of continuous 4
laterai bracing
required for stability
of individual member.

PLATE SIZE

The first dimension is
the width measured per-
pendicular to slots. The

Symbols

PLATE LOCATION
— |~ 108 Center plates on joints second dimension is the
unless otherwise noted in length measured parallel
piate list or on drawing. to slots.
Dimensions are given in
inches (i.e. 1 1/2" or 1.5}
or in IN-16ths (i.e. 108).

6.3x88

DIMENSIONS
_ All dimensions are
; shown in FT-IN-SX Indicates support

g | . ' »”
(l.e. 6 . 8 1/?.. or 6-08- r« (bearing) at jOiﬂE.
08). Dimensions less !
than one foot are ; T :Z :

shown in IN-SX only
(i.e. 708). AN

BEARING
PLATE ORIENTATION | 6-08-08
When shown, indicates '

—_— direction of slots in con- 708

nector plate.

NOTICE:

This truss designed at request and specification of customer as an individual building component, in a vertical plane,
to be incorporated into building design at the specification of the building designer. Bracing shown is for lateral sup-
port of individual members only. Temporary bracing to insure stability during construction is the responsibility of
the erector. Additional permanent bracing of the overall structure is the responsibility of the building designer.
Design and materials are in accordance with latest editions of NDS, HUD Design Criteria for Trussed Rafters,
and TP specifications. For general guidance regarding fabrication, quality control, storage, delivery, erection, and
bracing, consult Quality Control Manual, Bracing of Wood Trusses (HIB-91) and Recommended Code of
Standard Practice, available from Truss Plate Institute, 583 D'Onofrio Drive, Madison, WI 53719.

General Notes:

{. Provide copies of this truss 6. Top and bottom chords shall 10. Building designer is responsible
design to the building designer be adequately braced in the to insure that loading
and erection supervisor. absence of sheathing or rigid shown hereon is applicable

2. Cut members to bear tightly ceiling, respectively. to building site.

against each other. 7. Anchorage and/or tie-in i1, Care should be exercised

3. Place plates on each face of
truss at each joint and seat
securely. Avoid knots and wane
at joint locations.

4, Unless otherwise noted, moisture
content of lumber shall not
exceed 19% at time of
fabrication.

3. Unless specifically noted, this
design is not applicable for use
with fire retardant or preservarive
treated [umber.

components are the responsibility
of others, unless shown.

3. Do not stack construction
materials on floor or roof that
induces loading con truss greater
than design loads.

9. Do not cut or alter uss without
prior approval of a professional
engineer.

in handling. erection, and
installation of trusses.

12. Camber is a mon-structural
consideration and is the
responsibility of the truss
fabricator. General practice
15 10 camber for dead load
detlection.

13. Refer 1o On-Line Dara's
Ch. VI-B for joint details.

© 1994 ROBBINS ENGINEERING

MIKE WALKER LUMBER

P.O. Box 958

North Highlands, CA 95660

[NATIONAL HEADQUARTERS:]
P.O. Box 280055
Tampa, FL 33682-0053
(800)282-1299/ FAX (813)971-6117

ROBBINS ENGINEERING, INC.

Bringing you the best of both worids

[ REGIONAL OFFICES:

1402 20th Strest NW Suite 4
Aubum, WA 93001
(800)532-9404/ FAX (206)735-2238

1 [77 Rockingham
Richardson. TX 75080
(31 )238-960% FAX (214)1437-0467




Detail for conventionally framed Valley Fill

. Valley Jacks Spaced 24" o.c. clear span not to ¢exceed 8’ — 0" (DFL#2 or better) \
Valley Pads Sec Plans
Jack Post 2 x 4’s to be placed under Valley jacks at no more than 8° —0” o.c. and nailed to Jack
Purlins.
Jack Purlins 2 x 4’ — (" spanning over three Trusses ::%:.35_ and parallel to valley jacks to which

the jack poslt supports are nailed.

Ridge Board _ Same Species as jacks, one size greater,
Ridge Post 2 x 4’s to be placed under ridge board at no more than 5' — " o.c. and nailed to ridge ) l—
Purlin.
Ridge Purlin 2 x 4 Whaose length is 4 the valley width at the point indicated by a Ridge Post.
Valley lacks
" A Ridge Bowrd Nailing & Span Table per U.B.C. 19USD AT 2WVe.c,

.

T

_cm._wa Post

KRW UALL, CARLE WD
ON CARDLE YPUSS

ridge Purlin.

Ridge

s Purlln ek Purting '
menowa-a A N J7 ¥ Tt T . rrr
Limitation: DL = 16 PSF
ILIL, = 16 PSF
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WePECTION 4
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TIMBER PRODUCTS INSPECTION, INC.
dba
GENERAL TESTING AND INSPECTION AGENCY

PO Box 55878 - 97238
6600 NE 78th Ct., Suite A-5
Portland, OR 97218

We are an inspection agency recognized by the International
Conference of Building Officials. Council of American Building
Officiais NER - QA275.

This is to verify that:

WALKER LUMBER, INC.
P.0.BOX 958
NORTH HIGHLANDS, CA 95660

is under our Audited Quality Controf Program and has been since:
AUGUST 1, 1987

We audit the production under the Uniform Building Code
Section 2304.4 4. Inspections are made at least quarterly. We find
the quality observance of this plant to be in Conformance to the
Standards.

Chopy Sawrin

TONY LEW!N
MANAGER OF WESTERN TRUSS DIVISION
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Ridge Blocking as
Req. by plans

First Commmon Tryss 1‘
Hip_'_[‘nm ‘

~ Single or Double
This Detail is to be used Hip Truss
As an alternate for j
Continuous lateral bracing | !
;_ i
1 End Wall Jacks gy Y
. l With Extended Top =~ Top of Wall
v . Chords to Hi Side Wall Jack
24 DF #2 brace P Rafler  fop of Wall A
wi10d Nails @ 47 0.c. Typ _ - ¢ / ~
Rmm
TRUSS HIP Extended Top Chord
- E ied Top With Vertical Support
' SYSTEM ) , Chords Support \Evexj"l-’lv" .
Can not exceed .
2°4
KN Zetind RIS

END HIP JACKS
SPACED AT 247

Note: Brace must ba 90% the | _ ' /' \
length of the member. Hip Truss With Flar
Flat Top Chord ]
- SETMACK TRISS ik e S ‘L

- HIP TRUSS WITH
1°-g* NTS FLAT TOP CHORD

: PLAN VIEW
@ _

HIP _TO TRUSS CONNECTION HIP TO TRUSS CONNECTION HIP TO TRUSS CONNECTION
oeran. (1) oerar (1) oeralt (3)




ARNING

DO NOT INSTALL THESE TRUSSES EZFCHE
READING INSTRUCTIONS.

LT T ERECTOR
- DO \IOT INSTALL THESE TRUSSES BEFORE READING
AND COMPLYING WITH THESE INSTRUCTIONS.

GENERAL CONTRACTOR
DO NOT LOAD THESE TRUSSES WITH PERMANENT OR
TEMPORARY LOADS BEFORE READING THESE
INSTRUCTIONS.

1. Before Erectoring These Trusses Erector Should:

A. Obtain Study and Comply with “Bracing Wood
Trusses” (BWT 76) as published by TPI. Obtain this
guide from: The fabricator or dealer who provided the
trusses or TPL.7411 Riggs Road. Hyattsville Maryland
20783

Alternate
_ B. Obtain complete erection bracing plan from building
architect. Engineer or structurally competent designer.

Caution
Erector is responsible for all damages or injury as a result
of inadequate bracing failures occurring during erection
and prior to installation of permanent bracing.
Compliance with this industry guide is in your best
interest.







HI 5 & &
J1
|
|
J
J
k i
J2A Al _
2
- T
"
ol ¥ AL
L/ A B = _
h s Ad
Ad ) _
M1 A
"H _ a5 )
MARK BIXBE® Y
NATOMAS VILLAGE APTS
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Job Mark

im498 Al

Quan  Type
1*2p DUAL

Span
320000

P1-H1 Left OH

Right OH
5 0 0

Engineering

NATOMAS VILLAGE APTS.

This Truss Design & Specifications is an individual Building
Component in a vertical plane to be incorporated inta the
building design as specificd by the building designer lateral
bracing shown is for individual members only. Additional
permanent bracing of the overall structure is the responsibility
of the building design. Temporary bracing (o insure stability
during construction is the responsibilily of the erector.
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AaLL PLATES ARE LOCEZD Scale: 0.087" = 1'
APBROK. TRU3S WEIGHT: 369.4 LBS
Online Plus -- Version 6.0.008 COMCENTRATED LOADS (LBS) MEMBR €SI P({(LBS) MELlST ME2ND
RN DATE: 10-25-00 AS 402 (LIVE) A7-A8 .47 1032 T 3311 9143
AS 527 (DEAD) AH-AS .53 1032 T -9143 10630
et e e e W e e Ab 402 {LIVE) A9-B0 .53 1032 T-10630 10515
* 2=-PLY TRUSS * AB 527 (DEAD) BO-P .52 1032 T-10515 3539
Ve i kR AR AW R A7 402 {LIVE) P-Bl .28 164 T -353% -6240
AT 527 {DEAD) B1-0 . B7 164 T 6240-20253
CsI SIZE LUMBER FB A8 402 {LIVE) O=-B2 1 74 T 20253 -68381
TOP .69 2X 4 DFL-#2 1350 Ad 527 {DERD) B2-B3 40 74 T 6881 1204
BTM .B7 2X 8 DFL-#1B 1440 A9 43 (LIVE) B3-B4 .11 T4 T -1204 -1B53
wBs .74 2X 4 DFL-STAN 575 A9 56 {DEAD) B4-BS5 .34 74 T 1859 -5980°
EXCEPTIONS: BO 402 [LIVE} BS~-E LT 74 T 5980-13564
B2-B3 2X 8 DFL-#2 1080 BO 527 (DEAD) E-Bf 77 66 T 13564 887
B3-B4 B4-B5 B5~E SAME AS B2-B3 Bl 402 {LIVE) B&-B7 .68 66 T -887 11389
E-B6 B6-B7 B7-C SAME AS BZ~B3 Bl 527 (DEAD) B7-C .68 66 T-11%59 2091
LUMBER STRESS INCREASE: 25.0% B2 402 (LIVE) WEBS
B2 527 {DEAD) A-J = 1380 C J-K = 1813 T
LATERAL BRACING: B3 402 (IL.IVE) K-L = 1389 T L-P = 1203 C
TOP CHORD - CONTINUQUS B3 527 {DERD) P-M = 235 T O-H = 259 C
BTM CHORD - CONTINUOUS B4 43 (LIVE) Q-H = 126 T H-E = 369 C
TRUSS SPACING - 24.0 IN. B4 56 {DEAD) E-I = 238 C
BS 402 (LIVE)}
LOADING LIVE DEAD (PSE) B5 527 (DEAD) DL+LI, DEFL = .22" IN J-L
TOP CHD 16.0 14.0 BS5 402 (LIVE) LL DEFL = .08" < PRG-SPAN/360
BTM CHD .0 7.0 B6 527 (DEAD) SPAN/DEFL (DL+LL) = 999
TOTAL 16.0 21.0 37.0 B7 537 (LIVE)
BY T04 {DEAD) NOTES:
1. TRUSSES MANUFACTURED BY -
SUPPORT CRITERIA Walkear Lumbar
JT RERCT WIDTH JT REACT WIDTH 2. EMPIRICAL ANALOG IS USED.
LBS IN-S5X LBS IN-SX 3. TIE-IN LOADS SHOWN WITHOUT
A 3204 3-8 O 5125 3-8 DAMAGE TO TRUSS.
E 4190 3-8 C 589 3-8 4. PREVENT TRUSS ROTATIONM AT
ALL BEARING LOCATIONS.
LEFT RIGHT EACH BEARING WALL AS
HEEL OIN - 28X D TQO INSURE FULL

(HECKED 0CT 3 1 2000

e

MEMBER FORCES - EACH PLY

MEMBR CSI P(LBS) MI1ST MB2ND
TOP CHORDS {
J-L .69 1865 C 3 -237TR~
L-M .46 202 C 2378 158K
M-B .31 44 C -1584 -99%
B-N .39 249 ¢ %98 -203¢
N-H .40 167 ¢ 2035 -41
H-I .34 114 7T 415 -1705
I-C .33 52 Cc 1705 1440
BOTTOM CHCRDS
A-AS .22 OrT 0 5090
AS-AB .22 0 T -5090 =550
AB-K .53 0T 550-12428
K-A7 .60 1032 T 12428 -3311

o T N M dd ™A vEd MY a

Pl AR, TRUSSES REQUIRED.
\SES TOGETHER W/

SPACING (IN)
12.0
12.0
12.0
OF NAILS IF

“=%d NAILS & 4"
L-p

O.C.




Job Maxk Quan Type Span P1l-H1 Left OH Right OH Engineering
jm498 A2 1 DUAL 320000 5 0 0
NMATOMAS VILLAGE APTS.
e PR
- - =4 - L —-— -
HO I-11-15 3‘2"5 HQ 3-15
HE I~ 8- 2 HH 2
o 2z
2 v ‘g E a é
FEE2288 . 7- 9135 3x5
= g™ 8 =]
sEEZF5 S
= & g 33 3x5=
23E < v.2 3 X
288555, wal i .
SEBRET ¥g a % BIL b BIR P
@ 2
5338382 W:308 Ixd - W:308 E W:308
2328233 R: 2982 R:1584 3x4= R: 492
5228257 U 34 U: 245 g: 85
e >SS 258 2 D
S5a3223 x5 5%8=
BER2EEEE
a==g 2 2 SPL
ABgEE =
ST &S5 22
= 3 ge @ g S SL 8- 9-10 6~ 4- §- 4- f- 2- 6-11-
DL 552 EP 8- 1-'3 14- 9- 0 19-10- 3 25- 7= 3 32— 0- O
2s5% - TC §- 1- § 5-10- 8 5-10~_38 5~ §-11 G- 4-1
ZRAZE5S 5 BC . 5— 3- 2 g- 8-14 g- 8-14 9= 3= 2 ‘k
258232 EF 5- 3- 2 f4- 0- 0 22~ 8-14 32- 0- 0 R\
YL <
EE2ES S .
M E2B8ESE - 32— 0= 0
ESE58%3 ALL PLATES ARE LOCK20
) e - Scale: 0127 = 1’
APPROX. TRUSS WEIGHT: 209.1 LaS
Onlina Plus —-~ Varsion 6.0.008 LOAD CASE #2 2 WIND FROM LEFT LEFT RIGET
RUN DATE: 10-25-00 LUMBER STRESS INCREASE: 33.3% HEEL QIN - 28X
PLATE STRESS INCREASE: 33.3%
CSI SIZE LUMBER 1.15FB LOADING LIVE DEAD (PSF) MEMBR, €S P(LBS) ME1ST ME2ND
0r .80 2X 4 DFL-#2 1552 TOPF CHD 16.0 14.0 TOP CEORDS
BTM .59 2% 4 DFL-#2 1552 BTM CHD .0 7.0 J=-L . T4 126 ¢ 3 -2033
was .79 2X 4 DFL-STAN 661 TOTAL 16.0 21.0 37.0 L-B .80 417 T 4373 -~966
REFETITIVE MEMBER INCREASES: EXCEPTIONS: B-H .42 429 T 935 -2145
FB 15.0% FT .0% FC 0% J-B -13.2N 14.0 H-I .42 385 C 2145 -2440
B=C -15.4N 14.0 I-C .42 678 C 2440 29
LATERAL BRACING: J-A 13.MT9 Q BOTTOM CHORDS
TOP CHORD - CONTIRUOUS SUPPORT CRITERIA A~K .35 35 T 1 -853
BTM CEORD - CONTINUOUS JT TYIPE HORZ VERT WIDTH ®-D .45 101 T B53 ~1112
TRUSS SPRCING - 24.0 IN. LBS LBS IN-SX D-E .51 123 T 1090 -~-1387
A PIN -122 64 3-8 E-C .59 838 T 1387 & 412
STANDARD LOADING o HORZ RLR [} 279 3-8 WEBS
LUMBER STRESS INCREASE: 25.0% c HORZ RLR 0 77 3-8 A-J .11 269 C -0 0
PLATE STRESS INCREASE: 25.0% J=K = 131 T K-L = "~ 255 T
LOADING LIVE DEAD (PSF) LOAD CASE #3 WIND FROM RIGHT L-Dp = 587 ¢ D-B = 626 C
TOP CHD 16.0 14.0 LUMBER STRESS INCREASE: 33.3% D-H = 693 C H-E = 534 T
BTM CHD .0 7.0 PLATE STRESS INCREASE: 33.3% E=1 = 3%0 C
TOTAL 16.0 21.0 37.0 LOADING LIVE DEAD (PSF)
SUPPOCRT CRITERIA TOP CHD 16.0 14.0 DL+LL DEFL = 38" IN J-L
JT REACT WIDTH JT RERCT WiIDTH BTHM CHD .0 T.0 LL DEFL = .12" < BRG-SPAN/360
LBS IN-SX LBS IN-SX TOTAL 16.0 21.0 37.Q SPAN/DEFL (DL+LL) = 999
A 2%2 3-8 D 1584 3-8 EXCEPTIONS:
c 492 13- 8 J-B =-15_4N 14.0 HOTES :
B~-C -13.2N 14.0 1. TRUSSES MANUFACTURED BY -
LOAD CASE #1 UBC LL CHECK J=A -12.8N .0 Walker Lumber
LUMBER STRESS INCREASE: 25.0% SUPPORT CRITERIA 2. EMPIRICAL ANMALOG IS USED.
PLATE STRESS INCREASE: 25.0% JT TYPE HORZ VERT WIDTH 3. DESIGN INCLUDES CHECK FOR
LOADING LIVE DERD (PSF) LBS 1BS IN-SX 10 PSF NON-CONCURRENT
TOP CHD .0 14.0 A PIN 28 44 3-8 LIVE LOAD ON BOTTCM CHORD.
BTM CHD 10.0 T.0 o HORZ RLR 0 284 3- 3 4. WIND LOADS - ANSI/ASCE 1997
TOTAL 10.0 21.0 31.0 c HORZ RLR Q 108 3-8 TROSS IS DESIGNED AS A
MAIN WIND-FORCE RES SYSTEM

SUPPORT CRITERIA

JT REACT WIDTH JT REACT WIDTH
LBS IN-3X LRS IN-SX

A 246 3-8 D 1323 3-8

c 413 3-8

CHECKED 0CT 3 1 2000

ONLINE PLLS™ varsion: 3.0.008 Enginesnng - Portran 1731700 2:11:35 PM Page 1

LOAD CRSE ¥4 WIND // RIDGE

WIND SPEED - 80 MPH
LUMBER STRESS INCREASE: 33.3% EAN..B

QOF HEIGHT ~ 25':

PLATE STRESS INCREASE: 33.3% - <
LOADING LIVE DEAD (PSF) CRREGORY - 1
TOP CHD 16.0 14.0
BTM CHD .0 7.0 - 100 MILES
TATAL 16.0 21.0 37.0 14.0 PSF
EXCEPTIONS: 7.0 PSF
J-B =26.48 14.0
B-C -26.4N 14.0
J=-A ~26, 4N 0
SUPPORT CRITERIA
JT TYPE HORZ VERT WIDTH
Bs LBS IN-SX
A PIN 3 -34 3-8
D HORZ RLR 0 =245 3-8
c HORZ RLR 0 ~65 3~ 8




Job Mark Quan Type Span P1l-Hl1 Left OH Right OH Engineering
jm498 A3 4 SP 320000 5 0 0
MATOMAS VILLAGE APTS.
» £z
'S, 5383
832288,
g EE3 g52
iz a<ciae
[ @ QA o=
128823520
! 'g ‘5 uE.ﬂ ma
288205y
§83538>
w8588 5= : : :
2273 =
223553 R: 424 R:1349 3.5x8= R: 594
£gEE 22 U: 109 u: 112 U: 123
EF Y )
2 =839 =) A D
S8g2zEE
2RI =0 2xd 3x:
2g3EE,5
5] T e ]
4T 85 0-5?: SL. 1-7-0 7- 1- 0 - 5-1 - 1-114 6-10~ &
5>an 83 EP- 7- 0- 0 14- 0- 0 1$-11-18  25- 7-13 32- 3= 0
2a 2303 TC 7- 0-10 7-.0-10 5-11-10 5- 8- 3 6~ 4= 3
B2 BC. - 0- 0 7= 0= 0 B="5-12 9- 2- 4
~=558232% EP 7= 0= 0 14~ 0- D 22- 9-12 32- 0- ¢
A8V HES 3 SL 7- 4- 9 - 4- ‘g
E B Al an G4 o9
F2EPH o om NS
aE23E= S ~——32- 0- 0 \
= 23 - 3
E0358%3 ALL PLATES ARE LOCK20 Seale: 0.133" = 1
APPROX. TRUSS WEIGHT: 320.4 LBS
Online Plus -- Version 6.0.008 LOAD CASE #2 WIND FROM LEFT MEMBR CSI P(LBS) MA1lST MA2ND
RUN DATE: 10-25-00 LUMBER STRESS INCREASE: 33.3% TOPF CHORDS
PLATE STRESS INCREASE: 33,3% K-H .63 651 C 7 =-3671
CSI SIZE LUMBER 1.15FB LOADING LIVE DEAD (PSF) BR-B .68 442 T 3671 =1743
™P .58 2% 4 DFL-#2 1552 TOP CHD 16.0 14.0 B-1 .39 464 T 1724 =-19330
BT™M .74 2X 4 DFL-#2 1552 BTM CHD .0 7.0 I~J .40 656 C 1530 -2350
wB3 .96 2X 4 DFL-STAN 661 TOTAL 16.0 21.0 37.0 J«C .41 94% £ 2350 ~1%3
REPETITIVE MEMBER INCREASES: EXCEPTIONS: BOTTOM CHORDS
FB 15.0% FT .0% FC .0% K-B -13.2N 4.0 A-G .34 108 T 1 -845
B-C =15.44 14.0 G~E -42 ESS T 661 -697
LATERAL BRACING: K-A 13.M™ .0 D=F &1 9 C 0 -3630
TOP CHORD - CONTINUOUS SUPFORT CRITERIA F=-C T4 483 T 1801 386
BTM CHORD - CONTINUQUS JT TYDE HORZ VERT WIDTE WEBS
TRUSS SPACING - 24.0 IN. LB3 LBS TIN-SX A-K 1s 83 ¢ o 0
A PIN -123 50 3-8 E-B 34 720 © 424 - 0
STANDARD LOADING D HORZ RLR 0o 303 3-8 k-G = 6l8 T G-H = 132 7T
LUMBER STRESS INCREASE: 25.0% < HORZ RLR Q 66 3-8 H-E = 1032 C D-E = 1303 C
PLATE STRESS INCREASE: 25.0% E-I = 458 C E-F = .605 T
LOADING LIVE DEAD (PSF) LOAD CASE #3 WIND FROM RIGHT I-F = 313 T FP-J = 385 C
TOP CHR 16.0 13.0 LUMBER STRESS INCREASE: 33.3%
BTM CHD .0 7.0 PLATE 3TRES3 INCREASE: 33.3% DL+LL DEFL = 27" IN D=F
TOTAL 16.0 21.0 3at.o9 LOADING LIVE DEAD (PSP} LL DEFL = .16" < BRG-SPAN/360
SUPPORT CRITERIA TCF CHD 16. 8 14.0 SPAN/DEFT, (DL+LL) = 999
JT REACT WIDTH JT REACT WIDTH BTM CED .9 7.0
LB IN-3X LBS IN-SX TOTAL 16.0 21.9 37.0 NOTES:
A 424 3-8 D 134% 3-8 EXCEPTIONS: 1. TRUSSES MANUFACTURED BY -
c 594 3~ 8 X-B -15.49 14.9 Walker Lumber
a-c -13.2N 14.0 2. EMPIRICAL ANALOG IS USED.
LOAD CASE #1 UBC LL CHECK X-A «12.8N v] 3. DESIGN INCLUDES CHECK FOR
LUMBER STRESS INCREASE: 25.0% SUPPORT CRITERIA 10 PSF NON-CONCURRENT
PLATE STRESS INCREASE: 25.0% J7T TYPE HORZ VERT WIDTH LIVE LOAD OH BOTTOM CHCORD.
LOADING LIVE DERD (PSF) LBS LBS IN=-8X 4. WIND LOADS - ANSI/ASCE 1997
TOP CHD .9 14.0 A PIN 29 45 3- B TRUSS IS DESIGNED AS A
BTM CHD 10.9 7.0 D HORZ RLR o] 282 3-8 MAIN WIND-FORCE RES SYSTEM
TOTAL 10.0 21.0 31.0 (o4 HORZ RLR Q 108 3= 18 WIND SPEED ~ 80 MPH

SUPPORT CRITERIA
JT REACT WIDTHE JT REACT WIDTH

LBS IN-SX 1LBS IN-SX
A 357 3-8 D 1127 3-8
c 499 3-8

CHECKED CCT 3 1 2000

[

LOAD CASE #4 WIND // RIDGE
LUMBER. STRESS INCREASE: 33.3%
PLATE STRESS INCREASE: 33.3%
LOADING LIVE DEAD (PSF)
TOP CHD 16.0 14.0
BTM CHD .0 1.0
TOTAL 16.0 21.0
EXCEPTIONS:
X-B -26.48 14.0
8-C -26.4N 14.0
R-A -26.4H .0
SUPPORT CRITERIA
JT TYPE HORZ
LBS
11
¢
Q

37.¢

VERT WIDTH
LBS IN-SXK
-109 3-8
-112 3~ 8
-123 3-8

A PIN

o} HCRZ RLR

c HORZ RLR
LEFT RIGHT

HEEL 0IN - 25X

ONLINE PLUS™™ version: 6.0 008 Enginaering - Porralt 10/31/0C 2:11:35 PM Page 1

MEAN ROQF HEIGHT ~ 25’
EXPOSURE CATEGORY - C
OCCTUPANCY CATEGORY - 1
ENCLOSED BUILDING.
ocsmmm»sm - 100 MILES
A, 14.0 PSF

‘Fm;n; ‘-\ 7.0 P3F
f\.r

~ "f
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Quan Type Span Pl-H1l Left OH Right OH Engineering
A4 2 SP 320000 ) 0
AGE\APTE.
— SL 15~ 2- § §L 19- 6~ O
DG 16- 0- 3 5.5%6; DG 19- 7-
HO 1-11-15 a HO 3-15
BH 1- 8~ 2 3x4- HH 2

LY

'Egﬁggg .= 9-1§5
Ao =2 b
=£83388 .

55835833 - 6-13
Eg'; w2 G
ZF3E xS gw
SEnTaod

S 282 =
SREEC, 2y _

5823503‘

«nEFZEEE
PN

:.Euugsiﬁ
§eBEZgT R:1184 : 5x12= R:1184

o nE S = . 2
FEERE o: 172 5210 0: 172
PR P 2x4

B 9 = .=
SE2tS 5

= gzé 2% 5 SL 7- 7- 0 7- 7~ 0 G- 5-10 g~ 1-14 5-10~ 9
20 =.2-§ o5 EP T- 0- 0 1l4- 0~ 0 18-11-10 25- 7-13 3z2- 0-0
3_59_0;3 s 23 TC 7- 0- 0 - Q-1 5-11-10 5~ 8- 3 6~ 4= 3
SC 52553 BE T=-"0-= 0 T=0=0 8- 9-17 G- 2- 4
BESETE S EE 7- 0- 0 14- 0- 0 22- 32-0-0
Eigggg; SL TJe 4- 9 7- 4- 3
2s33 EE.I_E_ 32- 0=
S QS B 5. 5 ~
=058 a35=

ALL PLATES ARE LOCKZ0
Scale: 0.133"=1'

SUPFORT CRITERIA

HORZ VERT WIDTH
LBS LAs IN-8X
c3x SIZE LUMBER 1.15FB A PIN -123 221 3-8
T™OP 79 2% 4 DFL-#2 15582 c HORZ RLR 1} 199 3-8
BTM .30 2% 4 DFL-#2 1552
WwBs .98 2X 4 DFL-STAN 461
EXCEPTIONS:

K-H 2X 4 DFL-#1B 2070
H-B SAME AS XK-H

X-G 2X 4 DFL-STUD 885

Online Plus -- Varsion 6.0.008
RUN DATE: 10-25-00 JT TYPE

LOAD CASE #3 WIND FROM RIGHT
LUMBER S3TRES3 INCREASE: 33.3%
PLATE STRE33 INCREASE: 33.3%
LOADING LIVE DEAD (PSF)
0P CED 16.0 14.0

D-E E-B E-F SAME AS K«G BTM CHED .9 1.0
REPETITIVE MEMBRER INCREASES: TOTAL 16.0 21.0 371.0
FB 15.0% FT .0% FC 0% EXCEPTIONS:
K-B -15.4N 14.0
LATERAL BRACING: B-C -13.2N 14.0
TOP CHORD -~ CONTINUOUS K-A =-12.8N Q

BTM CHORD - CONTINUOUS SUPPORT CRITERIA
TRUSS SPFACING - 24.0 IN. JT TYPE HORZ VERT WIDTH

LBS LBS IN-SX
STANDARD LORDING A PIN 29 204 3-8
LUMBER STRESS INCREASE: 25.0% c BEORZ RLR a 232 3-8

PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD ({PSF}
TOP CHD 18.0 14.0
BRT™M CED .0 7.0
Q

LOAD CASE #4 WIND // RIDGE
LUMBER STRESS IMCREASE: 33.3%
PLATE STRESS INCREASE: 33.3%

TOTAL is.0 21. 37.0 LOADING LIVE DEAD {PSF)
SUPPORT CRITERIA TOP CHD 16.0 14.0
JT TYIPE HORZ VERT WIDTH BTM CHD .0 7.0
Las LBS IN-3SX TOTAL 16.0 21.0 7.0

A ?IN 0 1184 3-8 EXCERTIONS:
[+ HORZ RLR 9 1184 2- 8 K-B -26 . 4N 14.0

B-C -26.4N 14.0
LOAD CASE #1 UBC LL CHECK R-A -26 . 4N .0
LUMBER STRESS INCREASE: 25.0% SUPPORT CRITERIA
PLATE STRESS INCREASE: 25.0% JT TYPE HORZ VERT WIDTH
LOADING LIVE DEAD (PSF) LBS Lds IN-3X
TOF CHD .0 14.0 A PIN 11 -172 3- B
BIM CHD 10.0 7.0 c HORZ RLR 0 -172 3-8
TOTAL 10.0 2l1.0 31.0
SUPPORT CRITERIA LEFT RIGHT
JT TYPE HORZ VERT WIDTH HEEL OIN - 23X

LB3 LBS IN-SX

A PIN o) 991 3-8 MEMBR CSI P(LBS) MELIST ME2ND
c HORZ RLR g $%1 3-8 TOP CHORDS

K~H .79 3022 C T -3312
LOAD CASE #2 WIND FROM LEFT H~-B .56 3632 C 3312 -1648
LUMBER STRESS INCREASE: 33.3% B-I .54 3599 c 1410 -1814

PLATE STRESS INCREASE: 33.3% I-J .3% 2141 Cc 1814 -2001
LOADING LIVE DEAD (PSF) J-c .42 2422 ¢ 2001 ~-950
TOP CED 16.G¢ 14.0 BOTTOM CHORDS

BT™ CED .a 1.0 A-G .33 ws T 1 =823
TOTAL 16.0 21.0 37.0 G-E .15 2875 T 565 7
EXCEPTIONS : D-¥F .57 14 T g -1323
x-B ~13.2N 14.0 F-C .90 2242 T 1323 -112
B-C =15.4N 14.0 WEBS

E-h 13,7 0 A=K .17 1141 C Q Q

ANLINE PLUS™ version: 5 0.008 Engineering - Portrait 1073100 2:11:36 PM Page *

AEPROX. TRUES WEIGHT: 220.4 LBS

MEMBR CSI P(LBS) MBL1ST MI2ND

D-E .24 118 T 0 =358
E-B .98 2407 T 743 »)
K-G = 2811 T G-H = 689 C
H-E = 542 T E-% = 813 7T
B-F = 2836 T I-F = 1089 C
F-J = 365 ¢

DL+LL DEFL = .6§7" IN D-F

LL DEFL = .37" < BRG-SPAN/360
DL+LL HORZ = .41" AT C
SPAN/DEFL (DL+LL) = 56%

NOTES:

1.

2.
3.

TRUSSES MANUFACTUHRED BY -~
Walkex Lumbar

EMPIRICAL ANALQG IS USED.
DESIGN INCLUDES CHECK FOR
10 PSF NON-CONCURRENT
LIVE LOAD ON BOTTCM CHORD.

. WIND LOADS - AMNSI/ASCE 1997

TRUSS IS DESIGNED AS A
MAIN WIND-FORCE RES SYSTEM
WIND SPEED - 80 MPH

MEAN ROOF HEIGHT - 25°'
EXPOSURE CATEGORY - C
QOCCUPANCY CATEGORY - 1
ENCLOSED BUILDING.
OCEANLINE DIST - 100 MILES
TC DEAD LOAD = 14.0 PSF
BC DEAD LOAD = 7.0 PSP

. BUILDING DESIGNER IS

AESPONSIELE FOR ADEQUATE
DESIGN OF TRUSS TO BRG
PLATE CONNECTION WHICH
ALLOWS .41 INCEE3 QF
HORZ. MOVEMENT AT JOINT C
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jm498 A5 2 SP 230300 5 0 0
NATOMAS VILLAGE APTS.
SL 5~ 8- 4
DG %~ 5- 2
HO 5- 7-11
HH 5- 3-11
13904
PO A dxa
- g Ho 3-15 s
S4533EE -— HE TZ 3xy:
= 22E= J—
5‘5 =20 E% 5 Ixd L
2o F5 8w 5 H ‘ W7
JEE3 g 58 T1 4
et Eaa 7- 9-15 ‘
2ag =253 4% 6\ W3j 3
SE=2x=222 4= 5-13E K wal
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“BEEZuwEs N Bl
§33 § 28> L.
BSBRESE ) * B3 € 4 p B2 *
1852 EAET W:308 W:308 4x6: Ind W: 308
iBo~gER g R: 104 R:1136 £ R: 669
BgF35es
SHEmB2ES U: 85 U: 144 4.5x7- U: 100
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55853 =
§5>35 #3533 SL 40514 7~ 3- 2 7- 7- - 8- 4
e c2 T a3 EP 40112 11- 0- @ 18- 0- 0 23- 3- 0
T RIPEEIE TC 40117  §=30- 4 J-0-0 _5-3-0
ZEL2CE3 BC 40000 ~7-0-d ~ - 0-0 5~ 3- 0
48°EETE 5 EF 40000 11- G- O 18- 0- 0 23-3- 70 <X
[:8.-??:“52:0 SL T 4- 3 7- 4-9
M E3FEEE 23- 3- 0 — }
E3E5453 "
= ALL PLATES ARE LOCK20 Seate: 0.112" = 1°
APPROY. TRUSS WEIGHT: 170.7 LBS
Onlinae Plus ~-- Varsion 6.0.008 LOAD CASE #2 WIND FROM LEFT MEMBR CSI P{LBS) ME1ST MEZND
RUNM DATE: 10-25-00 LUMBER STRESS INCREASE: 33.3% TOP CHORDS
PLATE STRESS INCREASE: 33.3% N-K .52 428 T -277 -25T4
CSI  SIZE LUMBER i.l5EB LOADINRG LIVE DEAD (PSF) K-H .53 1299 ¢ 2574 -3012
TOP .53 2X 4 DFL-#2 1552 TOP CHD 16.0 14.0 H-3 .52 1018 ¢ 3012 -1787
BTM .44 2X 4 DFL-#2 1552 BTM CHD 0 7.0 B-L .31 8B3 C 1765 -7
WBS .86 2X 4 DFL-STAN 661 TOTAL 16.0 21.0 37.0 BOTTOM CHORDS
REPETITIVE MEMBER INCREASES: EXCERPTIONS: N=A .28 370 ¢ -317 -969
FB 15.0% FT .0% FC .0% H-B -13.2N 14.0 A-G .28 391 C 963 -401
B-L -15.4N 14.0 G-E .44 1275 T 401 ~543
LATERAL BRACING: L-M 12.8N o D-M .22 6C 0 -4
TOP CHORD - CONTINUOUS SUPPORT CRITERIA WEBS ,
BTM CHORD - CONTINUOUS JT  TYPE  HORZ VERT WIDTH D-E .16 87 T 0 311
TRUSS SPAGING - 24.0 IN. LBS 1BS IN-5X £-8 .56 461 T 949 0
A HORZ RIR 0 245 3-8 M-¥, .86 633 ¢ o ° o0
STANDARD LOADIMG N PIN -4 -27 3-8 A=K = 907 ¢ K-G = 1575 T
LUMBER STRESS INCREASE: 25.0% M  HORZ RLR 0 122 3-8 G-E = 332 C H-E = 360 T
PLATE STRESS INCREASE: 25.0% E-L = 926 T E-M = -188 T
LOADING LIVE DEAPR ({P3PF) LOAD CASE #3 WIND FROM RIGHT
TOF CHD 16.0 14.0 LUMBER STRESS INCREASE: 33.3% DL+LL DEFL = .23" IN H-8B
BTM CHD . 7.0 PLATE STRESS INCREASE: 33.3% LL DEFL = .07" < BRG-SPAN/360
TOTAL 16.0 21.0 37.0 LOADING LIVE DEAD (PSF) SPAN/DEFL (DL+LL) = 399
SUPBORT CRITERIA TOP CHD 16.0 14.0
JT  TYPE  HORZ VERT WIDTH BTM CHD .0 7.0 NOTES :
LBS LABS IN-SX TOPAL 6.0 21.0 37.0 1. TRUSSES MANUFACTURED BY -
A HORZ RLR 0 1138 3- 4 EXCEPTIONS: Walker Lumber
N PIN 0 -85 3-8 N-B -15.4N 14.0 2. EMPTRICAL ANALOG LS USED.
M  HORZ RLR 0 66% 3-8 B-L -13.2N 14.0 3. DESIGN INCLUDES CHECK FOR
L-M -13.7N o 10 PSF HON-CONCURRENT
LOAD CASE #1 UBC LL CHECK SUPPORT CRITERIA LIVE LOAD ON BOTTOM CHORD.
LUMBER STRESS INCREASE: 25.0% JT  TYPE  HORZ VERT WIDTH 4. WIND LOADS - ANSI/ASCE 1897
PLATE STRESS INCREASE: 25.0% LBS LBS IN-SX TRUSS IS DESIGNED AS A
LOADING LIVE DEAD (PSF) A HORZ RLA 0 82 3-8 MAIN WIND-FORCE RES SYSTEM
TOP CHD .0 14,0 N PIN 318 104 3-8 WIND SPEED - B0 MPH
ATM CHD 10.0 7.0 M  HORZ RLR 0 96 3-8 MEAN ROGF HEIGHT - 25'
TOTAL 10.¢ 21.¢ 31.0
SUPPORT CRITERIA LOAD CASE #4 WIND // RIDGE
JT TYPE HORZ VERT WIDTH LUMBER STRESS INCREASE: 33.23%
LBS LBS IR-SX PLATE 3STRESS IMCREASE: 33.3%
A HORZ RLR 0 956 3-8 LOADING LIVE DEAD (PSF)
N PIN 0 -75 3-8 TOP CHD 16.0  14.0
M HORZ RLR 0 560 3-8 BTM CHD .0 7.0
TOTAL 16.0 21.0 37.0
EXCEPTIONS:
H-B -26.4H 14.0
B-L -26.4N 14.0
L-M 26. 4N o
SUPPORT CRITERIA
JT  TYPE  HORZ VERT WIDTH
LBS L1BS IN-8X
A HORZ RLR 0 -144 3-8
) N PIN -8 -6 3~ 8
. M  HORZ RLR 0 -100 3-8
’ AR A 4
CHECKED CCT 3 1 2000 verr wacar
. HEEL OIN - 28X




building design as specified by the building designer latera
bracing shown is for individual members only. Additional
permanent bracing of the overall structure is the responsibility
of the building design. Temporary bracing to insure stability
during construction is the responsibility of the erector.

This Truss Design & Spcciﬁémions is an individual Building
Component in a verical plane to be incorporated into the
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Job Maxk Quan Type Span Pl1-Hl Left OH Right OH Engineering
jm498 Bl 2 SP 140408 5 0 0
NATOMAS VILLAGE APTS.
SL 4- 4-_ 0 HO 2- 4-15
DG 4- 5-10 #4x10= HH 2- 1-'7
HO 3-15 B

3x8=
o]

5- 2-°5 5= 2= 5

SL 4~ 4- 0
EP 4- 0- 0 3- 2- 4 iq- 4~ 8
TC. 4- 3- 0 5- 2- 4 5-_2- 4
BC 4= I-1Z 5= 0-8 571
EP 4- 1-12 3- 2- 4 i4- 4- 8 <
=
14- 4- 8 e

ALIL PLATES ARE LOCK20, # = PLATE SELECTED IN PLATE MONITOR
Scale: 0.247" = 1'

Online Plus -— Version 6.0.008
RUN DATE:. 10-25-Q0

CsI SIZE LUMBER FB
TOP .90 2X 4 DFL-#2 1350
BTM .72 2X 4 DFL-#2 1350
WBS .63 2X 4 DFL-STAN 575

LATERAL BRACTNG:

TOP CHORD - CONTINUQUS
BTM CHORD - CONTINUQUS
ONE BRACE - G-D

TRUSS SFACING - 24.0 IN.

STANDARD LOADING

LUMBER STRESS INCREASE: 25.0%
PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD {PSF)
TOP CHD 16.9 14.90

BTM CHD B 7.0

TOTAL 16.0 21.0 37.0
EXCEPTIONS

B-C 40.0 20.9

F-D 8.0 17.5
CORCENTRATED LOADS (LBS)

3 103 (LIVE)

F 135 (DEAD)

SJUPPORT CRITERIA

JT REACT WIDTH JT REACT WIDTE
LBS IN-SX LBS TIN-5X

A 1062 3-8 D 1242 3-8

LOAD CASE #1 UBC LL CHECK
LUMBER 3TRESS INCREASE: 25.0%
PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD (PSF)

TOP CHD .0 14.0

BTM CHD 0.9 7.0

TOTAL 10.0 21.0 31.0
EXCEPTIONS:

B-C Ny 20.0

F-D 18.0 17.5
CONCENTRATED LOADS (LAS)

P 103 (LIVE}

r 135 (BEAD)

SUPPORT CRITERIA

JT REACT WIDTH JT REACT WIDTH
LAS IN-8X LBS IN-3X

A 800 3-8 D 837 3-8

LOAD CASE #2 WIND FROM LEFT
LUMBER STRESS INCREASE: 33.3%
PLATE STRESS INCREASE: 33.3%
LOADING LIVE DEAD (PSF)
TOP CHD 16.0... 14.0

BTM CHD .a 7.0

TOTAL 16.0 21.0 37.0

AFPROX. TRUSS WEIGHT: 47.0 LRS

EXCEPTIONS: MEMBR C3SI P{LBS) M@LST ME2ND
A~B -15,3N 14.0 TOP CHORDS

B~C ~75.0N 20.0 A-R .31 2301 C 812 -773
F-D -15.00 17.5 B-G .90 2318 C 941 -3926
D-C 13. 4N .0 G-C .76 50 T -3726 14
CONCENTRATED LOADS (LBS) BOTTCM CHORDS

F 58 UP A-F .48 2124 T 533 ~18s5
SUPPORT CRITERIA F-E .72 2124 T 188 -1472
a7 TYPE HORZ VERT WIDTE E-D .72 2318 T 1472 -6

LE3 LBS IN-SK WEBS

A PIN 55 -~-378 3-8 D~=C .28 256 C 0 0
D HORZ RLR g ~-714 3~ 3 F-B = 462 T B-Z = 334 C

E-G = 426 T G-D = 2477 C
LOAD CASE #3 WIND FROM RIGHT

LUMBER STRESS INCREASE: 33.3% DL+LL DEFL = .21" IN B-G -
PLATE STRESS INCREASE: 33.3% LL DEFL = 15" < BRG-SPAN/360
LOADING LIVE DEAD (PSF) SPAN/DEFL (DL+LL} = 838
TOP CHD 16.0 14.0 T
BTM CHD .0 7.0 NOTES :
TOTAL 15.0 21.0 37.¢ 1. TRUSSES MANUFACTURED BY -
EXCEPTIONS: Walker Lumbar
A-2 -15.4N 14.0 2. EMPIRICAL ANALOG IE USED,
B-C -43.8N 20.0 3. DESIGN INCLUDES CHECK FOR
F-D -8.8N 17.35 10 PSF NON~CONCURRENT
D=C -13. T 9 LIVE LOAD ON BOTTOM CHORD.
CONCENTRATED LOADS (LBS) 4. WIND LOADS - ANSI/ASCE 19957
P 0 {LIVE} TRUSS TS DESIGNED AS A
F 22 {DEAD) MAIN WIND-FORCE RES SYSTEM
SUPFORT CRITERIA WIND SPEED - 80 MPH
JT TYPE HORZ VERT WIDTH MEAR ROOF HEIGHT - 25'

LBS LBS IN-3X EXPOSURE CATEGORY - C
A PIN 144 ~40 3-8 QCCUPANCY CATEGORY - 1
D HORZ RLR o =201 3-8 ERCLOSED BUILDING.

OCEANLINE DIST ~ 100 MILES
14.0 PSF
7.0 PSF

LORD CASE #4 WIND // RIDGE
LUMBER STRESS INCREASE: 33, 3%
PLATE STRESS INCREASE: 33.3%
LOADING LIVE DERD (PSF)
TOP CED 16.0 14.
BITM CHD .0 7.
TOTAL 1.0 21.
EXCEPTIONS:
A-B -30.0N 14.
B~C -75.08 20.
D - ~-15.08 17
b-¢ 30.0M .
CONCENTRATED LOADS (LRS)
F 58 UP
SUPPORT CRITERIA
JT TYPE HORZ VERT WIDTH
LBS LBS IN-SX
A PIN 32 -484 3-8
D  HORZ RLR 9 -728 3-8

[=NeoN=-]

37.0

Qoo

LEFT RIGHT
HEEL OIN - 28X

—- ' o ”
ONLINE pLUS™ Varsion' 6.0 008 Engireering - Portrait 10/31/00 2:11:38 PM Page ! CH t CKED BCT \j 1 Zggﬂ )
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Job Mazk Quan Type Span Pl1-H1 Left OH Right OH Engineering
jm498 B2 12 SP 140408 5 0 0
NATOMAS VILLAGE APTS.
SL 4- 4- 0 .- HO 2- 4-13
B§ 4-_5-10 #4x10 =3
& 22
E B ==
5 =E ==
SHEEEE
Ao cEgas
FE283g933 3-11-12
23§<s8d
SR -
EEaS2as
53385833 —
ws38 3_'5‘:'
2e=ESSE
E38E25%
ey
S Fwa S E S
ag ey el s=
e
a#8335:%
/E S 5022
s2g<wd 3
Fu 2323 1 SO 30305 L %%
3§-§§_§;§§ TC G- 3- 0 5- 3- 4 5- 2- 14
2282223 5C = 1-12 5= 0- 3§ 5= 2- 4
8805 E5F 3 EB- 4- 1-12 5~ 2- 4 T4- a- 8 ~
Es 2w 2 -
~ASc S o
2EZGESE 14~ 4- 3 =
~S258%3
ALL PLATES ARE LOCK20, % = PLATE SELECTED IN PLATE MONITOR
Scale: 0.254" = 1

Onlina Plus -- Varsion 6.0.008

RUN DATE: 10-25-00

CsI SIZE LUMBER FB
TOP .88 2X 4 DFL-#2 1350
BTM .39 2X 4 DFL-#2 1350
WBS .6l 2X 4 DFL-STAN 575

LATERAL BRACING:

TOP CHORD - CONTINUOUS
BTM CHORD - CONTINUOUS
ONE BRACE - G-D

TRUSS SPACING - 24.0 IN,.

STANDARD LOADING
LUMBER STRESS INCREASE: 25.0%

PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD (PSF)
TOP CHD 16.0 14.0

BTM CHD .0 7.0

TOTAL 16.0 21.0 37.0
EXCEPTIONS:

B-C 40.0 20.0

SUPPORT CRITERIA

JT REACT WIDTE JT REACT WIDTH
LBS IN-SX LBS IN-SX

A 751 3-8 D 930 3-8

LOAD CASE #1 UBC LL CHECK
LUMBER STRESS INCREASE: 25.0%

PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD (PSF)
TOP CHD .9 14.0

BTM CHD 16.0 7.0

TOTAL 1¢.0 21.0 31.0
EXCEPTIONS:

B-C 0 20.0

SUPPCRT CRITERIA

JT REACT WIDTH JT REACT WIDTH
LBS IN-SX LBS IN-SX

A 489 3-8 D 525 3~ 8

CHECKED £CT 3 1 2000

.

APPROX. TRUSE WETGHT:. 37.0 LBS

LOAD CASE #2 WIND FROM LEFT
LUMBER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%

LOADING LIVE DEAD (PSF)

TOP CHD 16.0 14.¢

BTM CHD .0 7.0

TOTAL 16.0 21.0 37.0

EXCEPTIONS:

A-B -15.38 14.0

B-C -75.090 20.0

D-C 13.44 Q

SUPPORT CRITERIA

JT TYPE HORZ VERT WIDTH
LBS LBS IN-SX

A PIN 55 -302 3-8

D HORZ RLR Q9 -638 3-8

LOAD CASE #3 WIND FRCM RIGHT
LUMBER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%

LOADING LIVE DEAD (PSF}

TOP CHD 16.0 14.0

BTM CHD .0 7.0

TOTAL 16.0 21.0 37.0

EXCEPTIONS:

A-B -15.4N 14.0

B-C ~43.8N 20.0

D-C -13.7N .0

SUPPCORT CRITERIA

JT TYPE HORZ VERT WIDTH
LRBS LBS IN-SX

A PIN 144 -69 3~ 8

o] HORZ RLR 0 -230 3-8

LOAD CASE #4 WIND // RIDGE
LUMBER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%

LOADING LIVE DEAD (PSE)

TOP CHD 16.0 14.0

BTM CHD .0 7.9

TOTAL 16.0 21.9 37.0

EXCEPTIONS:

A-B -30.0N 14.0

B-C -75.0M 20.0

D-C 30.0M .0

SUPPORT CRITERIA

JT TYPE HORZ VERT WIDTH
LBS LBS IN-SX

A PIN 32 -408 3-8

D HORZ ALR Q -652 3-8

ONLINE PLUS™ varsion. 3 0.008 Engineenng - Porrat 10731/00 2:11 39 PM Page !

LEFT RIGHT
HEEL 0IN - 28X
MEMBR CSI P(LBS) MR1ST ME2ND
TOP CHORDS
A~-B .28 1519 ¢C 462 =771
B-G .88 1699 € 1190 -3970
G-C .17 50 T -3737 14
BOTTOM CHORDS
A~F 29 1405 T 214 15
F-E .34 1405 T -15 -isg
E-D .39 1699 T 184 -1
WEBS :
D-C .26 255 ¢ ] )
F-B = 148 T B-E = 359 ¢
E~-G = 185 T G-D = 1816 C
DL+LL DEFL = .16" IN B-G

LL DEFL = .10" < BRG-SPAN/360
SPAN/DEFL (DL+LL) = 399

NOTES:
1. TRUSSES MANUFACTURED BY -~
Walker Lumbar
2. EMPIRICAL ANALOG IS USED.
3. DESIGN INCLUDES CHECK FOR
10 PSF NON-CONCURRENT
LIVE LOAD ON BOTTOM CHORD.
4. WIND LOADS - ANSI/ASCE 1997
TRUSS IS DESIGNED AS A
MAIN WIND-FORCE RES SYSTEM
WIND SPEED ~ 80 MPH

MEAN ROOF HEIGHT - 25
EXPOSURE CATEGORY -~ C
OCCUPANCY CATEGORY - 1




Job Mark Quan Type Span Pl-H1l Left OH Right OH Engineering
jm498 HlI 2 Jc2 50606 3.536 0 0
NATOMAS VILLAGE APTS.
» _ Ex —
93,5828 =]
353828 . =
B2oSEes 1-1i- 3 o .S
"BEES =T = 3l
 Sg@mae gl Soc
'Eum_u--:o ﬁ_,gﬂ
Iz883x=Sa¢w woo
BB pER s e omos
EEESRES Wiz
583358332 SE
»2E58385% oG =
a3 S EEmE wmEwE
2822083 =z
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"H.2SE5 88 Z—zn
LA 2SS T g o =0 O
S3g23z38 ¢ EoLp
352 E oF S-S
2558 2 1.5x4 maE=
BE2525 5 st 2-11- 5 2- 5-13 St
- = oAl o o H . ik
S8 .92 EP 2- 5-15 5- 6~ § e
Facl3 g Tc 2- §-1% 2- -7 BN
REDEEEC it = a-15 AT . E e
Q2855537 EB- Z- 3-13 5- 5- 5 =2 =
282 E =3 5 —
2 g g al @59
~aSZgz2p — 5- 6- &
mE2ZESE
E3358y 3 ALL PLATES ARE LOCKZO
Scale; 0.400" = 1'
APPROX. TRUSS WEIGHT: 24.1 LBS
Online Plus -- Version 6.0.008 LOAD CASE #2 WIND FROM LEFT LEFT RIGHT
RUN DATE: 10-25-00 LUMBER STRESS INCREASE: 33.3% MEEL OIN - 4S%
PLATE STRESS INCREASE: 233.3%
foi-} 4 SIZE LUMBER FB LOADING LIVE DEAD (PSF) MEMER C3I P(LBES)} MILST MIZND
TOPF .47 2% 4 DFL-#2 1350 TOP CHD 16.0 14.0 TOP CHORDS
BT™M .35 2X 4 DFL-#2 1350 BTM CHD a1 A-D .47 56 ¢ =271 76
WBS .13 2% 4 DFL-STAN 575 TOTAL 16.0 21.0 37.0 D~B .47 i C 76 0
EXCEPTIONS: BOTTOM CHORDS
LATERAL BRACING: A-B -22.08 14.0 A-E .35 49 T 983 -221
TOP CHORD - CONTINUOUS B-~C 13.48 .0 E-C .35 49 T 221 -1
BTM CHORD - CONTINUOUS CONCENTRATED LOADS (LBS) WEBS
TRUSE SPACING - 24.0 IN. D 1 up £ a up c-B .13 165 C 0 o
SUPPORT CRITERIA ,
STANDARD LOADING JT TYPE HORZ VERT WIDTH DL+LL DEFL, = ,11" AT D .
LUMBER STRESS INCREASE: 25.0% LBS LBS IN-SX LL DEFL = .05" < BRG-SPAN/360
PLATE STRESS INCREASE: 25.0% A PIN 24 -1 a-15 SPAN/DEFL (DL+LL) = 624
LOADING LIVE DEAD (FSE) c HORZ RLR 2 =11 3-8 t
TOP CHD  16.0  14.0 HOTES:
BTM CHD .Q 7.0 LOAD CASE #3 WIND FROM RIGHT 1. TRUSSES MANUFACTURED BY -
TOTAL 16.0 21.9 37.0 LUMBER STRESS INCREASE: 33.3% Walker Lumbar
CONCENTRATED LOADS (LBS) PLATE STRESS INCREASE: 33.3% 2. EMPIRICAL AMALOG IS USED.
D i39 {LIVE) LOADING LIVE DEAD {PSF} 3. DESIGN INCLUDES CHECX FPOR
D 25 {DEAD) TOP CHD 1€.0 13.0 10 PSF NON-CONCURRENT
E 12 {LIVE) BTM CHD 0 1.0 LIVE LOAD ON BOTTOM CHORD.
E HY {DEAD) TOTAL 16.0 21.0 37.0 4. WIND LOADS - ANSI/ASCE 1997
SUPPORT CRITERIA EXCEPTIONS: TRUSS IS DESIGNED AS A
JT REACT WIDTH JT REACT WIDTH a-B -15.48 14.0 MAIN WIND-FORCE RES SYSTEM
LBY IN-SX LB IN-SX B=-C ~13. 78 .0 WIND SPEED - B0 MPH
A 243 4~15 ¢ 239 3-8 CONCENTRATED LOADS (LBS) MEAN ROOF HEIGHT - 25°
D o] {LIVE) EXPOSURE CATEGORY -~ C
LOAD CASE #1 UBC LI, CHECK D [ {DRAD) OCCUPANCY CATEGORY - 1
LUMBER STRESS INCREASE: 25.0% E 1] {LIVE) ENCLOSED BUILDING.
PLATE STRESS INCREASE: 25.0% E 4 {DEAD) OCEANLINE OIST - 100 MILES
LOADING LIVE CEAD (PSF) SUPPORT CRITERIA TC DEAD LOAD = 14.0 PSF
TOP CHD .0 14.0 JT  TYPE  HORZ VERT WIDTH
BTM CHD 10.0Q 7.0 LBS LBS IN-5X
TGTAL 10.0 21.0 31.0 A PIN 91 53 4-15
CONCENTRATED LOADS (LBES) c HORZ RLR 0 19 3-8
D 19 (LIVE)
D 25 {DEAD) LOAD CASE #4 WIND // RIDGE
E 12 (LIVE) LUMBER STRESS INCREASE: 33.3%
£ 16 {DEAD) PLATE STRESS INCREASE: 33.3%
SUPPORT CRITERIA LOADING LIVE DEAD (PS¥H)
JT REACT WIDTH JT REACT WIDTH TOP CHD 16.0 14.0
LRS IN-SX LBS IN-SX BIM CHD .0 T.0
AR 209 4-15 ¢ 206 3- 8 TOTAL 16.0 21.0 37.0
EXCEPTIONS:
A=-B =-30.08 14.0
B-C 30.08 0
CONCENTRATED LOADS [LES)
N D 10 uP E 5 up
SUPPORT CRITERIA

SHECKED 00T R e e e
LHtLKtD GCTE 12&00 A 21w -4 58 2-15

[ HORZ RLR 0 -58 3-8




Job Mark Quan Type Span P1-H1 Left OH Right OH Engineering

jm498 J1 4 Jc2 11015 5 0 0
NATOMAS VILLAGE APTS.

SL 2- 0-14
EP  [-10-15
T 1-10-15
BC I-10-1%
EF 1-13-13 ;Fﬁ:
e,
- 1-10-15 — o

permanent bracing of the overall structure is the responsibility
of the building design. Temporary bracing to insure stability

building design as specificd by the building designer lateral
during construction is the responsibility of the erector.

This Truss Design & Spcciﬂéalions is an individual Building
Component in a vegtical plane to be incorporated into the
bracing shown is for individual members only. Additional

ALL PLATES ARE LOCK20
Scaie: 0.485" = 1'

Onlina Plus -- Version 6.0.008 LOAD CASE #2 WIND FROM LEFT LEFT RIGHT
RUN DATE: 10-25-00 LIMBER STRESS INCREASE: 33.3% HEEL O0OIN - 28X
. PLATE STRESS INCREASE: 33.3%
CcsI SIZE LUMBER 1.15FR LOADIMG LIVE DEAD {PSF) MEMBR CS5I P{LBS) MALST MRZND
TOP .03 2X 4 DFL-#2 1552 TOP CHD 16.0 14.0 TOP CHORDS
BTM .03 2X 4 DFL-#2 1552 BTM CHD .0 7.0 A-B .03 19 ¢ 28 0
REPETITIVE MEMBER INCREASES: TOTAL 16.0 21.¢ 37.0 BOTTCM CHORDS
FB 15.0% FT .0%  FC .0% EXCEPTIONS : A-C .03 oT -1i78 )
A-B -15.38 14.0 WEBS
LATERAI, BRACING: SUPPORT CRITERIA
TOP CHORD - CONTINUOUS Jr TYPE HORZ VERT WIDTH DL+LL DEFL = .00" IN A-B
BTM CHORD - CONTINUOUS LBS 1LBS INM-SX LI DEFL < BRG-SPAN/360
TRUSS SPACING - 24.0 IN. A PIN 21 18 3-8 SPAN/DEFL (DL+LL) = 999
B HORZ RLR ] -4 3-8
STANDARD LOADING C HORZ RLR 0 7 3-8 NOTES:
LUMBER STRESS INCREASE: 25.0% 1. TRUSSES MANUFACTURED BY -
PLATE STRESS INCREASE: 25.0% LOAD CASE #3 WIND FROM RIGHT Walker Lumber
LOADING LIVE DBAD (PSF) LUMBER STRESS INCREASE: 33.3% 2. EMPIRICAL ANALOG IS USED.
TOP CEP 15.0 14.0 PLATE STRESS INCREASE: 33.3% 3. DESIGN INCLUDES CHECK FOR
BTM CHD .0 7.0 LOADING LIVE DEAD (PSE) 10 PSF NON-CONCURRENT
TOTAL 16.0 21.0 37.0 TOP CHD 16.0 14.0 LIVE LOAD ON BOTTOM CHORD.
SUPPORT CRITERIA BTM CHD .0 7.0 4. WIND LOADS - ANST/ASCE 1997
JT REACT WIDTH JT REACT WIDTH TOTAL 16.0 21.0 37.0 TRUSS IS DESIGNED AS A
LBS IN-SX LBS IN-SX EXCEPTIONS: MAIN WIND-FORCE RES SYSTEM
A 76 3-8 B 4 3-8 A-B -15.4N 14.0 WIND SPEED - 80 MPH
c 20 3-8 SUPPORT CRITERTIA MEAN ROOF HEIGHT -~ 25°'
JT TYDE HORZ VERT WIDTH EXPOSURE CATEGORY -
LOAD CASE #1 UBC LL CEECE LBS LBS IN-SX OCCUPANCY CATEGORY - 1
LUMBER STRESS INCREASE: 25.0% A PIN 21 18 3-8 ENCLOSED BUILDING.
PLATE STRESS INCREASE: 25.0% B HORZ RILR 0 -4 3-8 OCEANLINE DIST - 100 MILES
LOADING LIVE DEAD (PSF) C HORZ RLR 0 7 3-8
TOP CHD .0 14.0
BTM CHD 10.0 7.0 LOAD CASE #4 WIND // RIDGE
TOTAL 10.0 21.0 31.0 LUMBER STRESS INCREASE: 33,3%
SUPPORT CRITERIA PLATE STRESS INCREASE: 33.3%
JT REACT WIDTH JT REACT WIDTH LOADING LIVE DEAD (PSF)
LBS IN-SX LBS IN-SX TOP CHD 16.0 14.0
A 64 3-8 B 25 3-8 BTM CHD .0 7.0
c 29 13- 8 TOTAL 16.0 21.0 37.0
EXCEPTIONS:
A-B -30.0N 14.0

SUPPORT CRITERIA
JT TYPE HORZ VERT WIDTH
LBs LBS IN-3X
PIN 42 -5 3-8

A
CCHECKED OCT3 12000 2 BEM ¢ % &

ONLINE PLUS™ varsion: 6.0.008 Engineesng - Portrait 10/31/00 2:11:40 PM Page !




ly. Additional

crmancnt bracing of the overall structure is the rcsponsib_il_ity
bracing {0 insure stability

gn as specified by the building designer latcral
during construction is the responsibility of the erector.

This Truss Design & Specifications is an individual Building
Component in a vertical planc 1o be incorporated into the

bracing shown is for individual members on

of the building design. Temporary

building desi
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Job Mark Quan Type Span P1-H1 TLeft OH Right OH Engineering
jm498 J2 12 JC2 40000 5 0 0
NATOMAS VILLAGE APTS.
3L 4- 4- 3
DG 4- 5-10 HO 1-11-15
HO 3-15 HE 1- 8- 2
HH 2 5

5L 4- 4- 0

EP 4- J- 9

mC 4- 0-0

BC 4~ 0=7D0

EP 4- 0= 0
e L B S ——

ALL PLATES ARE LOCX20

Scate: 0.460" = 1’

<
ol

Online Plus -- Version 6.0.008
RUN DATE: 10-25-00

C8I SIZE LUMBER 1.15FB
TOP .70 2X 4 DFL~-#2 1552
BT™ .81 2X 4 DFL-#2 1552

REPETITIVE MEMBER INCREASES:
FB 15.0% FT .0% FC .0%

LATERAL BRACING:

TOP CHORD - CONTINUOUS
BTM CHORD -~ CONTINUOUS
TRUSS SPACING - 24.0 IN.

STANDARD LOADING
LUMBER STRESS INCREASE: 25.0%

PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD (PSF}
TOP CHD 15.0 14.0

BTM CHD .0 7.0

TOTAL 1s.0 21.0 37.0

SUPPORT CRITERIA

JT REACT WIDTH JT REACT WIDTH
LBRE IN-SX LBS IN-SK

A 153 3-8 ¢ 142 3-8

LOAD CASE #1 UBC LL CHECK
LUMBER STRESS INCREASE: 25.0%

PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD (PSF)
TOP CHD .0 14.0

BTM CHD 10,0 7.0

TOTAL 10.0 21.0 31.0

SUPEORT CRITERIA

JT REACT WIDTH JT REACT WIDTH
LBS IN-S¥X LBS IN-SK

A 128 3-8 ¢ 1is 3-8

" CHECKED 0CT 3 1 2000

APBROX. TRUSS WEIGHT:

LOAD CASE #2 WIND FROM LEFT
LUMBER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%

LOADING LIVE DEAD (PSF)

TOP CHD 15.0 14.0

RTM CHD .0 7.0

TOTAL 16.0 2.0 37.0

EXCEPTIONS:

A~B ~15.38 14.0

SUPPORT CRITERIA

JT TYPE HORZ VERT WIDTE
LBs LBS IN-SX

A PIN 48 3e 3-8

c HORZ RLR a 9 3-8

LOAD CASE #3 WIND FROM RIGHT
LUMBER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%

LOADING LIVE DEAD (PSF)

TOP CHD 16.0 14.0

BTM CHD .0 7.0

TOTAL 15.0 21.0 37.0

EXCEPTIONS :

A-B =-15.48 1.4.0

SUPPORT CRITERIA

JT TYPE HORZ VERT WIDTH
LBS LBS IN-SX

A PIN 48 35 3-8

c HORZ RLR 0 g 3-8

LOAD CASE #4 WIND // RIDGE
LUMBER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%

LOADING LIVE DEAD (P3SF)

TOP CED 16.0 14.0

BTM CHED .0 7.0

TOTAL 16.0 21.0 37.0

EXCEPTIONS:

A-B -30.060 14.0

SUPPORT CRITERIA

JT TYPE HORZ VERT WIDTH

LBs LBs IN-SX

A PIN 94 -13 3-8

Cc HORZ RLR 0 -58 3-8
LEFT RIGHT

HEEL QIN - 25X

i6.0 L3S

MEMBR CSI ©P(LBS) M@LST MA2NMD
TOP CHORDS

A-B .70 40 © 4141 Q
BOTTOM CHORDS

A-C .81 Q0 T -4829 0

WEBS

DL+LL DEFL = _63" AT B

LL DEFL = .05" < BRG~-SPAN/360

DL+LL HORZ = .28" AT B '

NOTES :

1. TRUSSES MANUFACTURED BY -
Walkar Lumber

2. EMPIRICAL ANALOG IS USED.

3. DESIGN INCLUDES CHECK FCR
10 PSF NON-CONCURRENT
LIVE LOAD QW BOTTCM CHORD.

4. WIND LOADS - ANSI/ASCE 1997
TRUSS IS DESIGNED AS A
MAIN WIND-FORCE RES SYSTEM
WIND SPEED - 80 MPE
MEAN RQOF HEIGHT ~ 25°'

EXPOSURE CATEGCRY -~ C
OCCUPANCY CATEGORY - 1
ENCLOSED BUILDING.
OCEANLINE DIST - 100 MILES
14.0 PSF

TC DEAD LOAD =




*

Job ] Marik

im498 | J2A

Quan Typa
i JC2

Span
40108

P1l-Hl Left OH Right OH

Q 0

Engineering

NATOMAS VILLAGE APTS.

building design as specified by the building designer lateral
bracing shown is for individual members only. Additional
permanent bracing of the averall structure is the responsibility
of the building desigh. Temporary bracing to insure stability
during construction is the responsibility of the erector.

This Truss Design & Specifications is an individual Building
Component in a veriigal plane to be incorporated into the
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CsI
.11

SIZE LUMBER 1.15FB
2X 4 DFL-#2 1552
BTM .04 2K 4 DFL-#2 1552
WBS .05 2¥X 4 DFL~STAN 661
REPETITIVE MEMBER INCREASES:
FB 15.0% PFT .0% FC L0%

TOP

LATERAL BRACING:

TOP CEORD - CONTINUOUS
BTM CHORD - CONTINUDOUS
TRUSS SPACING -~ 24.0 IN.

STANDARD LOADING
LUMBER STRESS INCREASE: 25.0%

PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD (PSF)
TOP CHD 16.0 14.0

BT™M CHD .0 7.0

TOTAL 16.0 21.0 37.0

SUPPCRT CRITERIA

JT REACT WIDTE JT REACT WIDTH
LBS IN-38X Les IN-SX

c 2 3-3

CONTINUCUS BETWEEM JNTS A & C

LOAD CASE #1 URC LL CHECK
LUMBER STRESS INCREASE: 25.0%

PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD (PSF)
TOP CHD .0 14.0

BTM CHD 10.0 T.0

TOTAL 10.0 21.0 31.0

SUPPORT CRITERIA

JT REACT WIDTH JT REACT WIDTH
LBS IN-SX LBS IN-8X

< 11 3-8

CONTINUCUS BETWEEN JNTS A & C

CHECKED 0CT 3 1 2000

LOAD CASE #2 WIND FROM LEFT

LUMBER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%

LOADING LIVE DEAD (PSF})

TOP CHD 16.0 14.0

BTHM CHD .a 7.0

TOTAL 15.0 21.0 37.0

EXCEPTIONS:

A-B -15.38 14.0

SUPPORT CRITERIA

JT TYPE HORZ VERT WIDTH
LBS LBS TIN-S5X

c HORZ RLR 0 6§ 3-8

CONTINUQUS BETWEEN JNTS A & C

LOAD CASE #3 WIND FROM RIGET
LOMBER STRESS INCREASE: 33.3%

PLATE. STRESS INCREASE: 33.3%

LOADING LIVE DEAD (PSF)

TOP CHD 16.0 14.0

BTM CHD .0 7.0

TOTAL 16.0 21.0 37.0

EXCEPTIONS:

A-B -15.4N 14.0

SUPPORT CRITERIA

JT TYPR HORZ VERT WIDTH
LBS LBs IN-SX

c HORZ RLR 0 6 3-8

CONTINUOUS BETWEEN JNTS A & C

LOAD CASE #4 WIND // RIDGE
LUMBER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%

LOADING LIVE DERD (PSF)

TOP CHD 16.0 14.0

BRTM CHD .0 7.0

TOTAL 16.0 21.0 37.0

EXCEPTIONS:

a-B -30.0N 14.0

SUPPORT CRITERIA

JT TYPE HORZ VERT WIDTH

IBS LBS IN-SX

C HORZ RLR 0 9 3-8

CONTINUOUS BETWEEN JNTS A & C
LEFT RIGHT

HEEL OIN - 2S%

¢ onumE PLUS™™ varsien 5 0008 Engingering - Portrait 10/31/00 2:11 41 PM Page 1

MEMAR C3I P(LBS)} ME1ST ME2ND
TOP CHORDS
11 72 C 59 452
-1 ls C 640 1]
BOTTCM CEORDS
.04 07T -163 -142
.04 orT 142 4]
WEBS
173 ¢

A-E
E-B

A-D
D~C

b-E =

DL+LL DEFL = .0l" AT B )
LL DEFL = 00" < BRG-SPAN/360
SPAN/DEFT, (DL+LL) = 999

NOTES:
1. TRUSSES MANUFACTURED BY -
Walker Lumber
2. EMPIRICAL AMALOG IS USED.
3. DESIGN INCLUDES CHECK FOR
10 PSF NON-CONCURRENT
LIVE LOAD ON BOTTOM CHORD.

4. WIND LOADS - ANSI/ASCE 1957

TRUSS IS DESIGNED AS A

MATN WIND-FORCE RES SYSTEM

WIND SPEED - 80 MPH
MEAN ROQF HEIGHT -~ 25°'
EXPOSURE CATEGORY ~ C
OCCUPANCY CATEGORY - 1
ENCLOSED BUILDING.

OCEANLINE DIST - 100 MILES
14.0 PSF
7.0 PSF
SIZE. _

TC DEAD LOAD =




JTob Mark Quan Type Span P1-Hl1 Left OH Right OH Engineering
jm498 M1 1 JC2 40308 5 0 0
NATOMAS VILLAGE APTS.
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Online Plus ~- Varsion #.0.008
RUN DATE: 10-25-00

CsI 3IZE LUMBER 1.15FR
TP .17 2X 4 DFL-#2 1552
BTM .04 2X 4 DFL-#2 1552
WBS .05 2X 4 DFL-STAN 661

REPETITIVE MEMBER INCREASES:
FB 15.0% FT .0% FC .0%

LATERAL BRACING:

TOP CHORD -~ CONTINUOUS
BTM CHORD - CONTINUOUS
TRUSS SPACING - 24.0 IN.

STANDARD LOADING
LUMBER STRESS INCREASE: 25.0%

PLATE STRESS INCREASE: 25.0%
LOADING LIVE DEAD (PSF)
TOP CHD 16.0 14.0

BTM CHD .0 7.0

TOTAL 16.0 21.0 37.0

SUPPORT CRITERIA
CONTINUOUS RETWEEN JNTS A & C

LOAD CASE #1 UBC LL CHECK
LUMBER STRESS INCREASE: 25.0%

PLATE STRESS INMCREASE: 25.0%
LOADING LIVE DEAD (PSF)
TOP CHD .0 14.0

BTM CHD 10.0 7.0

TOTAL 10.0 2.0 31.9

SUPPORYT CRITERIA
CONTINUOUS BETWEEN JNTS A & C

CHECKED 0CT 3 1 2000

ONLINE PLLS™ version: & 0.004 Engineanng - Fortrait 10/31/00 2:11:42 PM Page 1

APPROX. TRUSS WEIGHT: 18.3 L33

LOAD CASE #2 WIND FROM LEFT
LUMEER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%
LOADING LIVE DERD (PSF}
TOPF CHD 1.0 14.9

BTM CHD .Q 7.0

TOTAL 16.0 21.0 37.0
EXCEPTIONS:

A-B ~-15.3N 14.0

SUPPORT CRITERIA
CONTINUOQOUS BETWEEN JNTS A & C

LOAD CASE #3 WIND FROM RIGHT
LUMBER STRESS INCREASE: 33.3%

PLATE STRESS INCREASE: 33.3%
LOADING LIVE DEAD (PSF)
TQP CHD 16.0 14.0

BTM CHED .0 7.0

TOTAL 16.0 21.0 37.0
EXCEPTIONS:

A-B -15.4N 14.0

SUPPCRT CRITERIA
CONTINUQUS BETWEEM JNTS A & C

LOAD CASE #4 WIND // RIDGE
LUMBER STRESS INCREASE: 33.3%

PLATFE, STRESS INCREASE: 33.3%
LOADING LIVE DERD (PSF)
TOP CHD 16.0 14.0

BTM CHD .Q 7.0

TCTAL 16.0 21.0 37.0
EXCEPTIONS:

A-B -30.08 14.0

SUPPORT CRITERIA
CONTINUCUS BETWEEN JNTS A & C

LEFT RIGET

HEEL 0IN - 28X

MEMBR CSI P(LBS} ME1ST ME2ND
TOP CHORDS

B4 C 672

A-E .17 99

MEMBR CSI P(LBS) ME1ST ME2KD

E-B .16 l9 ¢ 950 0
BOTTOM CHORDS
A-D .04 o™ -66 -~105
D-C .04 arT 105 0
WEBS
D=E = 204 C
DL+LL DEFL = .Q2" AT B

LL DEFL < BRG~-SPAN/360
SPAN/DEFL (DL+LL) = 999

NOTES:
1. TRUSSES MANUFACTURED BY -
Walker Lumber ’
2. EMPIRICAL ARALOG IS USED.
3. DESIGN INCLUDES CHECK FOR
10 PSF NON-CONCURRENT
LIVE LOAD ON BOTTOM CHORD.
4. WIND LOADS ~ ANSI/ASCE 1997
TRUSS IS DESIGNED AS A
MAIN WIND-FCRCE RES SYSTEM
WIND SPEED - B0 MPH
MEAN ROQF HEIGHT - 25°

EXPOSURE CATEGORY - C
QCCUPANCY CATEGORY - 1
ENCLOSED BUILDING.
CCEANLINE DIST - 100 MILES




