. COMPENSATION, DAMAGES AS PROVIDED FOR IN SECTION 3706 OF THE LABOR CODE, INTEREST AND A

ot R

CITY OF SACRAMENTO _ Permit No: 0411926

1231 I Street, Sacramento, CA 95814 Tusp Area: 2
Thos Bros: 336H3

Site Address: 7730 WINDBRIDGE DR SAC Sub-Type: RES
Parcel No: 031-1110-032 Housing (Y/N): N
CONTRACTOR OWNER ARCHITECT

MONARCH ROOFING INC ATPFRT CECELIA & FRANKLIN JUDY

8262 ALPINE AVE SUITE A 1720 WND BR\CEE T,

SACRAMENTO, CA 95826 SACRAMENTO CA 95831

Nature of Work: T/O SHAKE: INSTALL METAL BATTEN SYSTEM REROOF W/ LT WT TILE
SNGL STRY 32 8Q

CONSTRUCTION LENDING AGENCY : [ heteby affirm under penalty of perjury that there is a construction lending agency for the performance of
the work for which this permit is issued (Sec. 3097, Civ. C);

Lender's Name Lender'sAddress

LICENSED CONTRACTORS DECLARATION: I hereby affirm under penalty of perjury that 1 am licensed under provisions of Chapter 9
(commencing with section 7000) of Division 3 of the Business and Professions Code and my license is in full force and

License Class C"':i ( License Number 806787 Date\ 26 Contractor Signature

reason (Sec. 7031.5, Business and Professions Code; any city or county which requires a permit to construct, alter, improve, demolish, ok repair any structure,
prior to its issuance, also requires the applicant for such permit to file a signed statement that he or she is licensed pursuant to the provision ontractors
License Law (Chapter 9 (cornmencing with Section 7000) of Division 8 of the Business and Professions Code) or that he or she is exempt therefrom and the
basis for the alleged exemption. Any violation of Section 7031.5 by any applicant for a permit subjects the applicant to a civil penalty of not more than five
hundred dollars ($500.00);

OWNER-BUILDER DECLARATION: I hereby affirm under penalty of perjury that I am exempt from the contractors License w following

I, as a owner of the property, or my employees with wages as their sole compensation, will do the work, and the structure is not intended or offeredfor
sale (Sec. 7044, Business and Professional Code: The Contractors License Law does not apply to an owner of property who builds or improves thereon, and
who does such work himself or herself or through his/her own employees, provided that such improvements are not intended or offered for sale. If, however,
the building or improvement is sold within one year of completion, the owner-builder will have the burden of proving that he/she did not build or improve for

the purpose of sale.)

1, as owner of the property, am exclusively contracting with licensed contractors to construct the project (Sec. 7044, Business and Professions Code:
The Contractors License Law does not apply to an owner of property who builds or improves thereon, and who contracts for such grojects with a contractor(s)
licensed pursuant to the Contractors License Law). ;:)Alﬁ

[0 SA CRAMENTO
Ui 2 ¢ 200

I am exempt under Sec. B & PC for this reason: gy
_— AR

Date QOwner Signature

. NG
IN ISSUING THIS BUILDING PERMIT, the applicant represents, and the city relies on the representation of Waﬁfbﬁo‘aﬁf} tﬁétl’ﬂ’lé ;\p]\ﬂligémt verified all
measurements and locations shown on the application or accompanying drawings and that the improvement to be cons Fud pds jRot violate any law or
private agreement relating to permissible or prohibited locations for such improvements. This building permit does not authorize any illegal location of aity
improvement or the violation of any private agreement relating to location of improvements.

I certify that I have read this application and state that all information is correct. I agree to comply with all city and county ordinances and state laws relatingto
buildir:-pxlstruction and herby authorize representative(s) of this city to enter i inspection purposes.

\._'\ ‘, C 'Z.G. . 0 \-\ Applicant/Agent Signature

Date

WORKER'S COMPENSATION DECLARATION: [ hereby affirm under penalty of perjury one of the following decsations:
I have and will maintain a certificate of consent to self-insure for workers' compensation as provided for by Section 3700 of the Labor Code, for the

performance of work for which the permit is issued.

_&_ I have and will maintain workers' compensation insurance, as required by Section 3700 of the Labor Code, for the: perforinance of the work for which
this pertnit is issued. 'My workers' compensation insurance carrier and policy number are:

Carrier VIRGINIA SURETY COMPANY, INC Policy Number 005-00016796 Exp Date 01/01/2005

(This section need not be completed if the permit is for $100 or less) I certify that in the performance of the work for which this permit is issued, Ishall
not employfany person in any manner so as to become subject to the workers' compensation laws of California and agree that if I should become subject tothe

workers' cotipensation provisions of Section 3700 of the Labor Code, 1 shamx%th comply wi yisions.
Date %) ‘,\,{ Th, O L\ Applicant Signature [ Ao - Sy S Gl )
\ 1

SUBJECT AN EMPLOYER TO
ADDITION TO THE COST OF
Y'S FEE.

WARNING: "FAILURE TO SECURE WORKER'S COMPENSATION COVERAGE IS UNLAWFUL AND SH
CRIMINAL PENALTIES AND CIVIL FINES UP TO. ONE HUNDRED THOUSAND DOLLARS ($100,000)

THIS PERMIT SHALL EXPIRE BY LIMITATION IF WORK IS NOT COMMENCED WITHIN 180 DAYS.
LR TR R AR o
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o paul Zacher — Structural Engineers, In¢ _
o } 4701 Lakeside Way - _ R . ~TEL: 916.961.3960
Fair Oaks, CA o628 . - - - ' o FAX: 916.961.6552

July 17, 2004

Monarch Roofing

8262 Alpine Avenue, Suite A
Sacramento, CA 95820

TEL: (916) 978-3182

FAX: (916) 456-1703

Attn.: Mr. Neal Weber,

re: Job 2004335: FRANKLIN

Subject: Structural Investigation Report of the Roof for the Residence located at 7730 Windbridge Drive,
Sacramento, CA 9583 1.

As requested by Mr. Neal Weber, this is a report to determine what needs should be addressed to correct
any structural deficiencies of the roof. Paul Zacher visited the site July 15,2004, The investigation was
made to determine the existing condition of the structure. All information, data and analysis contained

within this report are based on the 1997 Uniform Building Code with 2001 CBC Title 24 Amendments.

The following is based on visual observations with no subsurface investigation being made.

DESCRIPTION:

Type of Facility: Residence. p e g

Year Built: Estimated 1980’s vintage. g iw?ljmm

Occupancy: Residential. iy of Sacrameric

No. of Stories: One. T h

Dimensions: Approximately 2000 square feet. JUL 2 8 2004
U PERMYET

CENTER

CONSTRUCTION:
Roof:

The roof covering will consist of a Light Weight Concrete Tile over a batten system. The roof structure is
framed with pre-engineered wood trusses spaced at 247 on center.

CONCLUSIONS:
Roof:
The roof structure currently lacks sufficient structural capacity for the applied live and dead loads. See

«“Recommendations” for location and repair fo bring the roof structure up to the required capacity.

This set of plans and specifications must be

Sorea, kept on the job at all times and it is unfawful A 3 GOP‘
o to make any changes or alterations from the -
iF 5418 same without written permission from the el

o

CITY CODE Building Inspection Division,

The approval of this plan and specification” 7'?'6.
SHALL NOT be held to permit or approve the =1
viglation of any City Ordinance or State Law.

e
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i paul Zacher — Structural Engineers, Inc

Lu

4701 Lakeside Way. o _ _ TEL: 916.961.3960
Fair Oaks, CA 05628 _ : ' _ : FAX: 916._961.6552

RECOMMENDATIONS:
If any of the following recommendations do not correspond to actual field conditions, the engineer of
record shall be notified for further investigation and evaluation before continuing work.
Roof Structure:
1. Scab a 2x6 rafter to the existing 2x6 rafters with 16d’s @ 12" on center where the span is greater
than 12°-0". The rafter to be scabbed to the existing rafter may be held short of the intersecting
bearing wall, hip, valley, ridge or purlin by no more than 4”. See detail 1.
7 Scab a 2x10 rafter to the top chord of the existing truss that has had the web cut due to the
instatlation of the existing HVAC system. See detail 1 and 2.
3. Scaba2x4 DF#2X 12-0” long rafer to the top chord of the existing truss. See details 1 and 3.

1t shall be noted that small hairline cracking may occur at exterior stucco and interior gypboard fi nished
walls that are load bearing or distributing roof strut loads. These cracks are a natural occurrence as the
existing structure re-distributes the new roof weight. They are cosmetic in nature and are not an
indication of a structural hazard or failure.

1t shall be noted that some deflection of the rafters may be evident after installation of the tile. The
existing roof framing has deflected but this may not be readily evident due to the uneven nature of the
existing roofing material. Concrete tile is a very consistent and uniform product and when installed m an
even plane, even small deflections can become apparent. This is only a cosmetic issue and not a
structural concern.

The inspection consisted of visual observation only, made solely to determine the structural capacity of
the existing roof. Analysis does not determine any effects on the overall structure under lateral forces or
offects on the foundation unless specifically noted in the calculations and in this document. No
warranties, expressed or implied, are made of intended in conjunction with this report. The inspection
was made only to the portions that were accessible. The specific items noted were those that were
observable and there may be defects that are not observable, or are hidden by architectural and structural
materials.

I youlhave any questions on the above, do not hesitate to call.




DESIGN LOADING:

Roof Pitch
pitch Adjustment Factor

LOCATION: ROOF BATTEN SYTEM

MATERIAL
Light Weight Tile
Roofing felt
1x4 skip sht'g
Batten system
2x6 rafters @ 24" oc
Load
Roof Pitch Adjustment
Total Load

WEIGHT
730
0.30
1.09
0.50
1.00
10.2
1.20
114

The dead and live load on truss top chord is

placed along the length of the top chord.
Therefore, the live load is as follows:

Live Load on top chord

14.3

LOCATION: TOP CHORD BATTEN SYSTEM

MATERIAL
Light Weight Tile
Roofing felt
Batten system
1x4 skip sht'g
2x4 truss @ 24" oc
Total Load

WEIGHT
7.30
0.30
0.50
1.09
0.64
9.8

inl2

pst
pst
pst
psf
pst
psf
psf
psf

psf

pst
pst
psf
psf
psf
pst

LOCATION: BOTTOM CHORD BATTEN SYSTEM

MATERIAL
Batt/blown insul
2x%4 truss @ 24" oc
1/2" Gypboard
Load

WEIGHT
0.50
1.28
2.50
4.3

pst
pst
pst
psf
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PAUL ZACHER- STRUCTURAL ENGINEERS, INC.
Job#: 04 335

4701 Lakeside Way
Fair Oaks, Ca 95628
TEL: (916) 961-3960

Lr= 16.0 psf x 7-0" = 112 pHf

Date: 07/17/2004 FAX: (916) 961-6552
LOADING:
Rafter: 22.8132.0
Dr = 11.4 psf x 2-0" = 22.8 pif %6 #2 a0 |
Lr = 16.0 psf x 2-0" = 32.0 pif S
Rafter: 22.8/32.0
Dr = 11.4 psf x 2-0" = 22.8 plf 2-2x6 #2 153" |
Lr= 16.0 psf x 2-0" = 32.0 pif CoT
Rafter. 228/32.0
Dr = 11.4 psf x 2-0" = 22.8 pif 2%10 #2 §;18':9" o
Lr = 16.0 psf x 2'-0" = 32.0 pHf e e
Bt 80/112
Dr = 11.4 psf x 70" = 80 pif 4x12 #2 1 60" _




paul Zacher - Structural Engr's
4704 Lakeside Way

Fair Oaks, CA 95628

TEL: (916) 961-3960

FAX: (916) 961-6552

TRev: 560100

User KW-0BD2844, Ver 56.1, 25-0c-2002
_fen 983-2002 ENERC.ALC Engineeiing

- R T %

Title : Job #
Dsgnr: Date: 5:00PM, 17 JUL D4
Description :

Scope :

P i St N e T T R B
Descnptlon RAFT ERS AND BEAMS
ﬁxmber Member Information T e ations are designed to 1997 NDS and 41997 UBC Requirements i
A %’T(‘W’WM&WWW WW«M«WVWMWW‘&WWM@WWRWM ML SRS 3 WWNTWWW RO b R
£ rafter rafter rafter Bt
Timber Section i 6 2.2x6 2x10 Ax12
Beam Width in| 1.500 3.000 1.500 3.500
Beam Depth in 5.500 5.500 9.250 11.250
Le: Unbraced Length fti 0.00 X
Timber Grade Jougias Fir - Larch, Jouglas Fir
Fb - Basic Allow psi 875.0
Fv - Basic Allow psi 95.0
Elastic Modulus ksii  1,600.0
Load Duration Factor | 1.250
Member Type ; Sawn
Repetrtwe Status | Repetitive
| Center Span Data
_WWWWWWW T T T
Span ft§ 12.00
Dead Load #Ht) 22.80
Live Load # 3200
i 0 9572
7 £ Z :'W‘TW’"M\W A i TR
Mmax @ Center in-ki 3 . .
a@x ft 6.00 762 9.37 8.00
b - Aciual psi 1,565.2 1,263.9 1,351.0 998.6
Fb : Allowable psi 16352 14219 1,383.6 1,203.1
Eending OK Bending 0K Bending OK Rending OK
fv: Actual psi 55.5 359 51.1 52.0
Fv : Allowable psi 118.8 118.8 118.8 118.8
Shear OK Shear OK Shear oK Sheaf OK
fReactions
v R R L R R LR R T S R AN LR T A R MWW#"‘?W&‘WWW'? SR 71\’%“#’3”@9«W&MWWWI&WEW%‘»WW@WW”" PSR i
@LleftEnd DL ths 136.80 173.85 213.7 640.00
LL ths 192.00 244 .00 300.00 896.00
Max. DL+LL bs 328.80 A17 85 513.75 1,536.00
@ Right End DL bs 136.80 173.85 213.75 640.00
Lt lbs 192.00 244 00 300.00 896.00
Max. DL+LL bs 32880 A417.85 51375 1,536.00
l[ Deflections ) Ratio OK Deflaction OK Deflection OK ‘Deflection OK N __.._... - o o
B ot e e R AR i WWV’MWW*WWWWW&WW“MW&N el AR T e R ,"&TWW%WW*MWM"%WWWHNWWWW&WKW i
Center DI Defl in| -0.320 0417 0.401 0.178
LDeft Ratio 450.5 4389 561.7 1,081.5
Center LL Deft in 20.449 -0.585 -0.562 -0.249
|/Defl Ratio 320.9 3128 400.2 772.5
Center Total Deft in| 0.768 -1.002 -0.963 -0.426
Location ft% 6.000 7625 9.375 8.000
L/Defl Ratio { 187.4 1826 2337 450.6
-
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paul Zacher - Structural Engineers

-Truss 1

Yisualhnalysis 4.00 Report

Company: Paul Zacher - Structural Engineers Fngineer: Paul Zacher
File: C:\Documents and Settings\Paul zacher\Desktop\Lu04 335\Truss 1l.vap

Nodes
Node X ¥ Fix DX Fix DY Fix RZ
£t £t

N1 0.00 0.00 Yes Yes No

N2 20.00 Q.00 No “ Yes

N3 10.00 5.00 7 No No

N4 10.00 0.00 0~ - ”

N5 5.00 2.50 - -

N6 15.00 2.50 ” "

Member Elements

Menber Saction Matarial Length

£t
M1-2 582x4 Wood 10.00
M1-3 “ " 10.00
M2-2 ” " 5.59
M2-3 “ - 5.99
M3-2 ” “ 5.59
M3-3 * * 5.59
M4 ” ” 5 . 59
M5 ” “ 5.00
M6 i " 5.59
Section Properties
Category Section Ax Iz Sz{+y) Sz(-y)
in*2 in~4 in"3 in~3
Wood Sha SS82x4 5.25 5.36 3.06 3.06

Material Propertles

Matarlal Strength Elasticity Poisson Density
psi psi lb/ft‘B

Wood -NA- 1700000.00 0.36 40.47

Load Combination Summary
Equation Case: UBC97 12.8a

Combination: 1D+1Ly

Contributing Cases & Source

Dead Load (Dead ioads)

Roof Live Load (Roof Live loads)

Nodal Reactions

Node Load Case FX FY MZ
1b 1» 1b-1ft




Paul Zacher - Structural Engineers

“Node Leoad Case FX EY ME

ib 1ib 1b-Fft

N1 UBCY7 12.8a 0.00 568.00 ~NE~

N2 “ ~NA- 568.00 £.00

Member Results

Member Fx vy Mz Dx Dy
1b Ib 1b-ft in in
M1-2 g83.67 -52.89 -98.94 0.01 -(.05
" 883.67 -—24.23 29.56 0.01 ~{0.10
” 8B3.67 4.44 67.54 0.00 -0.11
" 883.67 33.11 0.00 0.00 0.00
M1-3 883.67 —-33.11 0.00 0.02 0.00
“ g883.67 -4 .44 62 .54 .02 -0.11
” f83.67 24,23 29_56 0.02 -0.10
o~ 883.67 52 .80 -98.94 0.01 ~0.05
M2—-2 -1029.5 83.23 0.00 Q.00 0.00
" -993,67 11.38 88.10 -0.00 ~-0.06
” 057,74 ~(0. 47 A2 36 ~0.00 —.07
i ~.g21.82 -132.32 ~137.22 ~0.01 -(.05%
M2-3 ~773.33 132.32 -137.22 -0.01 -0.05
" ~-687.40 60.47 42,36 -0.01 -0.08
“ ~651.48 -11.38 88.10 -0.01 ~0.09
” —_615.55 -83.23 Q.00 ~-0.01% -3.05
M3-2 ~723.33 ~-132.32 —-137.22 0.03 ~0.04
” -587.40 -60.47 42 .30 0.03 -0.07
- ~-651.48 11.38 88.10 0.03 ~0.04
” —-615.55 83.23 0.00 0.03 -0.04
M3-3 ~-1029.5 -83.23 0.00 0.02 g.01
” -9483.67 -11.38 88.10 0.02 -{.05
” 957 .74 60.47 42 .36 .03 ~-0.05
” -921.82 132.32 ~137.22 0.03 -0.04
M4 -330.81 0.00 0.00 0.03 ~0.04
" -330.81 0.00 0.00 0.04 —-0.04
” -330.81 .00 Q.00 0.04 -, 04
” -330.81 0.00 0.00 0.04 -0.04
M5 401 .67 O.00 .00 -0.058 ~0.01
” 401.67 0.00 0.00 ~(.05 -0.01
" 401.67 0.00 0.00 -0.05 -0.01
” 401.67 0.00 0.00 -0.05 -).01
Mé6 -330.81 0.00 0.00 -0.02 —-0.0%
” -330.81 0.00 0.00 -0.02 -0.05
" —-330.81 0.00 0.00 -0.01 -0.05
“ ~-330.81 0.00 0.00 ~0.01 —U0.05

¢




BENDING & COMP: TRUSS I - MEMBER 2-2

Design based on 1997 UBC 2321 Division V and ANSI/TPI 1-1995

Grading:
2x or 4x
Assumiptions:

Doug-fir larch: No. 2

Solid sheathing on top chord of truss. Therefore,
continuous lateral support is provided along compression face
Maximum center-center spacing = 24"

Width, b

Depth, d

Length

Max Axial Comp, C
Max Reaction, R
Max Moment, M
Max LI Deflection
Max TL Deflection
LL Deft Criteria = L/
TL Defl Criteria = L/
Duration factor, Cd
Repetitive Factor, Cr
Size Factor, Cf bending
Size Factor, Cf comp
Buckling Factor, CT =
fc=

Fce=

Fc*:‘_‘"f

F'e=

fb:—

Fb=Fb*=

Shear D/C ratio
Interaction equation:
(fe/F'ey"2 +

b/ (Fb(1-fc/Fee)) =
Live Load defl ratio
Total Load def! ratio

1.5 inches

3.5 inches

5.59 teet

921 lbs

132 Tbs

137 ft-tbs

0.03 inches

0.05 inches

240

180

1.25

1.15

1.5 1.5 for 2x4, 1.3 for 2x6
1.15 1.15 for 2x4, 1.1 for 2x6
1.15

175 psi
1602 psi
2084 psi
1239 psi

537 psi
2156 psi

0.32 < 1.0, Member OK

0.30 < 1.0, Member OK
0.11 < 1.0, Member OK
0.13 < 1.0, Member OK
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- Truss 2
Visualhnalysis 4.00 Report
Company: Paul Zacher - Structural Enginears

File: C:\Documents and Settings\Paul Z

Paul Zacher - Structural Engineers

Engineer: Paul Zacher
acher\Desktop\Lu04_335\Truss 2.vap

Nodes
Node X Y Fix DX Fix DY Fix RZ
£t ft
N1 0.00 0.00 Yes Yes No
N2 15.00 0.00 No “ Yes
N3 16.00 8.00 No No
N4 32.00 0.00 ” Yeas Yes
N5 15.00 2.50 " No No
N6 22.00 2.50 " ” ”
N7 22.00 5.00 *~ - ”
N8 5.33 Q.00 ” " “
N9 10.67 .00 ~ ” “
N1G 5.33 Z2.67 * ” -
N1i 10.67 5.33 7 ” .
N12 27.00 1.25 "7 ” ”
N13 27.060 2.50 ” ” ”
Member Elements
Member Saction Material Length
ft

M1-2 582x4 Wood 5.33
M1-3 ” " H.34
M1-4 ” - 4.33
M2 & " 7 . 00
M3-2 " “* 5.15
M3-3 - " D045
M4-2 " ” 5.96
M4-3 ” ” 5.97
M4-4 " " 5.96
M5 “ “ 6.71
ME-2 - - 5.59
M6-3 ” ” 5.59
M7 o 7 "— B 67
M3 ” “ 5.97
M9 - ” H5.33
M10 “ ” 5.17
M1l ” - 5.00
M12 " ” 2.50
M13 ” v 5.59
Mi4 ” r 7.43
M15 ” ” 2.50
ML6 “ ” 5.00
M17 “ ” 1.25
Section Properties
Category Section Ax Iz Sz (+y) S=z{-y)

in*2 in~4 in™3 in"3
Wood Sha 552x4 5.25 5.36 3.06 3.0¢




Material Properties

Material Strength Elasticity Poisson Pensity
psi psi Ib/E£E"3
0 40,47

—NA~- 1700000.00

-36

L.oad Combination Summary

Equation Came: UBC97 12.8a

Combination: 1D+1Lr

Contributing Cases & Source

Dead Load (Dead loads)
Roof Live Load (Roof Live loads)

Nodal Reactions

Node Load Case FX FY MZ

1b ib  Ib-ft

N1 UBC97 12.8a 0.00 203.11 ~NA-

N2 " ~NA- 1328.37 0.00

N4 ” ~-NA- 286.13 0.00

Member Results

Member Fx vy Mz Dx Dy
16 1b  1b-ft in in
M1-2 161.13 =-27.05 =22.04 0.00 ~0.01
“ 161.13 -11.78  12.44 0.00 -0.02
” 161.13 3.50 19.79 0.00 -0.01
” 161.13  18.78 0.00 0.00 0.00
M1-3 161.07 -22.19 -17.91 0.00 -0.01
“ 161.07 -6.88 7.95 0.00 ~0.01
“ 161.07 8.43 6.57 0.00 -0.01
” 161.07 23.74 -22.04 0.00 -0.01
M1-4 0.00 -14.48 0.00 0.00 0.00
" 0.00 -2.07 11.94 0.00 -0.01
“ 0.00 10.34 5.97 0.00 ~0.01
” 0.00 22.76 =~17.91 0.00 -0.01
M2 74.92 -30.10 0.00 -0.00 -0.04
" 74.92 -10.03 46.80 -0.00  -0.07
" 74.92 10.03 46.80 -0.00 -0.06
- 74.92  30.10 0.00 ~0.00 ~0.00
M3-2 663.51 -21.43  -2.96 0.01  -0.06
" 666.98  =7.53  21.91 0.01 -0.06
” 670.46 6.38  22.89 0.01  -0.06
- 673.94  20.28 0.00 0.01  -0.04
M3-3 663.80 -20.28 0.00 0.02 0.00
g 667.27 -6.38 22.89 0.02  -0.03
- §70.75 7.53  21.91 0.02 -0.05
” 674.22 21.43 -2.96 0.01 ~0.06
M4-2 -226.55  92.79 0.00 0.00 0.00
" ~188.23  16.15 108.20 -0.00 ~-0.06
" ~149.90 -60.48 64.15 -0.00 -0.06
g -111.58 -137.12 -132.16 -0.00 -0.01
M4-3 133.29 113.39 -132.16 -0.00 -0.01
“ 171.61 36.68 17.00 -0.00 -0.01
” 209.92 -40.03 13.67 -0.00 -0.01
“ 248.24 -116.74 -142.14 0.00 -0.01

Ma-4 695.74 138.72 -142.14 0.00 ~0.01 (7.

Paul Zacher - Structural Engineers




* Member Fx vy Mz Dx Dy
ib 1B 1b-ft in in

- 734.00 62.14 57.33 0.00 ~0.0¢
o 772.38 -14.44 104.71 0.00 -0, U7
" g10.70 -91.03 0.00 0.01 -0.02
M5 519.69 -154.08 -166.03 0.02 ~0.04
" 562.80 -67.86 82.04 0.02 -0.11
" 605.91 18.36 137.38 0.02 -0.11
" 649.02 104.58 0.00 .02 -0.01
M&e—2 ~130.63 -93.73 -87.52 0.02 -0.06
” -94.71 -21.88 20.15 0.02 -0.05
” -58.78 49,97 ~6.02 0.a2 ~0.04
- _22.85 121.82 -166.03 0.02 -0.04
M6-3 ~771.55 -92.12 0.00 0.02 0.01
” -735.62 -20.27 104.686 0.02 -0.07
” ~689.70 51.58 75.49 0.02 -0.08
- -663.77 123.43 -87.52 0.02 -0.06
M7 50.7% 0.00 0.00 0.01 0.00
” 50.79 0.00 0.00 Q.01 0.00
~ 50.779 0.00 0.00 0.01 0.00
” 5(0.79 0.00 .00 0.01 0.00
M8 -370.00 0.00 0.00 0.01 -0.01
“ -370.00 Q.00 0.00 0.01 -0(.01
“ -370.00 0.00 .00 0.01 -0.01
” -370.00 0.00 0.00 0.01 -0.01
M9 308.44 0.00 0.00 -0.01 -0.00
o 308. 44 0.00 .00 -0.01 -0.00
# 308.44 0.00 Q.00 -0.01 -0.00
“ 308.44 0.00 0.00 -0.01 -0.00
M10 -614.67 0.00 0.00 0.00 -0.00
” -614.67 0.00 0.00 0.00 -0.00
e -614.867 0.00 0.00 0.00 -0.00
o -614.67 0.00 0.00 0.01 0,00
Mil -196.20 0.00 0.00 0.00 0.00
“ -196.20 0.00 0.00 0.00 0.00
" -196.20 Q.00 0.00 0.00 0.01
" -196.20 G.00 0,00 0.00 0.01
M12 -1313.8 0.00 0.00 -0.00 -0.00
" -1313.8 0.00 0.00 -0.00 0.00
“ -1313.8 .00 0.00 -0.00 0.00
” -1313.8 0.00 0.00 0.00 =-0.00
M13 ~841.5% 0.00 0.00 -0.01 -0.02
” -841.55 0.00 0.00 -0.01 -0.01
” -$41.55 0.00 0.00 -0.01 -0.01
” -941.55 0.00 0.00 -0.00 0.00
Mid -646.31 .00 0.00 -0 .01 (.04
“ -646.31 0.00 0.00 -0.01 -0.03
" -646.,31 0.00 0.00 -0.00 -0.02
” ~646.31 0.00 Q.00 ~0.00 -0.00
M15 213.23 .00 .00 Q.04 -0.00
“ 213.23 0.00 0.00 0.04 0.00
” 213,23 0.00 0.00 0.04 0.00
o 213.23 0.00 0.00 0.04 0.01
M16 ~573.97 0.00 ¢.00 -0.00 -0.06
" -573.97 0.00 0.00 -0.00 -0.05%
" -573.97 0.00 0.00 -0.00 ~0.05
- ~573,97 0.00 0.00 -0.00 ~0.04
ML7 44,18 0.00 0.00 0.06 ~-0.00
” 44.18 .00 0.00 0.06 ~-0.00
“ 44.18 0.00 0.00 0.06 -0.00
“ 0.00 0.00 0.06 ~0.00

44.18
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BENDING & COMP: TRUSS 2 - MEMBER 6-3

Design based on 1997 UBC 2321 Division V and ANSUTPI 1-1995

Grading:
2x or 4x
Assumpijons:

Doug-fir larch: No. 2

Solid sheathing on top chord of truss. Therefore,
continuous lateral support is provided along compression face
Maximum center-center spacing = 24"

Width, b

Depth, d

Length

Max Axial Comp, C
Max Reaction, R
Max Moment, M
Max L1 Deflection
Max TL Deflection
LL Defl Criteria = L/
T1. Defl Criteria =L/
Duration factor, Cd
Repetitive Factor, Cr
Size Factor, Cf bending
Size Factor, Cf comp

fc—=

Fee=

Fc*:

F'e=

th=

Fb=Fb*=

Shear D/C ratio
Interaction equation:
(fe/F'ey'2 +

b/ (F'b(1-fc/Fee)) =
Live Load defl ratio
Total Load def] ratio

1.5 inches
3.5 inches
5.59 feet
663 1bs
123 lbs

87 fi-lbs
0.03 inches
0.06 inches

240
180
1.25
1.15
L3
1.15
1.15

1.5 for 2x4, 1.3 for 2x6
1.15 for 2x4, 1.1 for 2x6

126 psi
1602 psi
2084 psi
1239 psi
341 psi
2156 psi
0.30 < 1.0, Member OK

0.18 < 1.0, Member OK
0.11 < 1.0, Member OK
0.16 < 1.0, Member OK




o



Paul Zacher - Structural Engineers

- Truss 3

VisualBnalysia 4.00 Report

Company: Paul Zacher - Structural Engineers Engineer: Paul Zacher
File: C:\Documents and Settings\Paul zacher\Desktop\Lu04_335\Truss 3.vap

Nodes
Node X Y Fix DX Fix DY Fix RZ
£t £t
N1 (.00 0.00 Yes Yes Mo
N2 16.00 0.00 No Na ”
N3 16.00 8.00 ~ ” ”
N4 16.00 4.00 ” "
NS 32.00 0.00 Yes Yas
N6 2.00 0.00 ~ No No
N7 24,00 2.00 ” "
N8 3.00 4.00 ~ ” -
Na 21.33 5.33 ~ “ "
N1C 26.867 2.67 “ "

Member Elements

Member Saction Material YXength

£t
Ml-2 552x4 Wood 8.00
M1-3 ” - 8.00
M2-2 ” o #.20
M2-3 ” “ g8.25
M3~2 ” ” 8.94
M3-3 " " 8.94
M4-2 ” ” 5,496
M4-3 . ” 5.96
M4-4 ” “ 5.96
M5 " “ 4.00
M6 ” o H.94
M7 "« - 5.50
M8 ” - 4.27
M9 " " 2.75
M10 ” ” 1,00
M1l “ “ 4,00
M12 ” i 8.00
Section Properties
Category Section Ax Iz Sz{+y) S=z(-v)

in"2 in~4 in"~3 in™3

Wood Sha 5352x4 5.25 5.36 3.06 3.06

Material Properties

Mat:er:.al Strength Elasticity Poisson Density
psi psi 1b/ft"3

Wood -NA- 1760000.00 0.3 40.47
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Load Combination Summary
E¢uation Case: UBCY97 12.8a

Combination: 1D+1LC

Contributing Cases & Source

Dead Load (Dead loads)

Roof Live Load (Roof Live loads)

Nodal Reactions

Node Load Case FX FY MZ

1ib 1b 1b~£t
N1 UBCS7 12.8a 0.00 908.80 —NA-

N5 “ -NA-  908.80 0.00

Member Results

Membear Fx vy Mz Dx Dy
1b ip 1b-ft in in

M1-2 1467.56 =-40.66 ~50.10 0.02 ~-U. 31
" 1467.56 ~17.73 27.73 0.01 ~0.25
“ 1467.56 5.20 44.43 0.01 -0.15
” 1467.56 28.14 0.00 0.00 0.00
M1-3 1467.56 -28.14 0.00 0.03 -0.47
” 1467.56 -5.20 44.43 0.03 ~-0.4%6
” 1467.56 17.73 27.73 0.02 -0.40
” 1467.56 40.66 ~50.10 0.02 -0.31
M2-2 2519.64 ~-35.19 -14.95 0.29 -0.40
" 2525.20 —12.94 51.16 0.28 ~0.47
” 2530.76 9.31 56.15 0.27 -0.48
- 2536.33 31.56 0.00 0.26 -0.42
M2-3 3123.36 =~31.56 0.00 0.32 0.08
” 3128.92 ~9.31 56.15 0.31 -0.15
“ 3134.48 12.94 51.16 0.30 -0.31
" 3140.04 35.19 -14.95 G.29 -0.40
M3-2 -1706.4 131.38 0.00 0.00 0.00
” ~-1648.9 16.41 220.17 ~0.01 -0.37
" ~1591.5 -98B.55 97.72 -(.01 ~-0.41
” ~15%34.0 -213.52 -367.34 -0.02 -0.34
M3-3 -2125.8 213,52 -367.34 ~0.02 -0.34
i ~-2068.4 98.55 97.712 -0.03 -0.58
" -2010.9 -16.41 220.17 ~0.04 -0.70
” -1953.4 ~131.38 0.00 -0.04 -0.49
M4-2 ~2100.5 -136.73 -129.79 0.35 -0.36
” -2062.1 -60.09 65.75 0.36 -0.40
” -2023.8 16.55 109.01 0.36 ~0.40
” ~1985.5 93.20 0.00 0.37 -0.33
M4-3 ~3066.3 ~103.66 -62.42 0.33 -0.28
” -3028.0 -—27.02 67.40 0.33 -D.34
” ~2989.6 49.62 44.94 0.34 -0.36
” -2951,3 126.26 -129.79 0.35 -0.36
M4-4 -3448.5 -104.50 0.00 .30 0.15
" -3410.2 -27.85 131.47 0.31 -0.08
“ -3371.9 48.79 110.66 0.32 -0.21
" -3333.6 125,43 -62.42 0.33 -0.28
M5 81.32 0.00 0.00 0.31 0.0z
“ 81.32 0.00 0.00 0.31 0.06
“ §1.32 0.00 0.00 0.31 0.09
“« 81.32 0.00 0.00 0.31 0.13
M6 -1627.7 0.00 0.00 0.24 ~0.41
" ~1627.7 0.00 0.00 0.25 -0.35




* Member ¥Fx vy Mz Dx Dy
ib ib  1b-ft in in
” ~1627.7 0.00 0.00 0.25 -0.28
” ~1627.7 0.00 0.00 0.26 -0.22
M7 -654. 90 0.00 0.00 0.03 -0.50
“ -654. 90 0.00 0.00 0.03 -0.50
“ -654.90 0.00 0.00 0.03 ~0.50
“ ~654.90 0.00 0.00 0.04 -0.49
M8 389.46 0.00 0.00 0.47 -0.18
” 389.46 0.00 0.00 0.47 -0.17
” 389.46 0.00 .00 0.47 -0.16
i 389.46 0.00 0.00 0.47 -0.14
M9 -352.03 0.00 0.00 0.07 -0.49
” -352.03 0.00 0.00 0.07  -U.47
. ~352.03 0.00 0.00 0.07 -0.45
i -352.03 0.00 0.00 0.07 -0.42
M10 756.10 11.63 -46.53 0.47 0.15
- 756.10 11.63 -31.02 0.47 U.12
o 756.10 11.63 -15.51 0.47 0.08
" 756.10  11.63 0.00 Q.47 0.03
M1l 1560.70 -11.63 0.00 -0.46 -0.18
o 1560.70 =-11.63 15.51 ~0.46 -U0.18
" 1560.70 -11.63  31.02 -0.47 0.7
” 1560.70 -11.63 46.53 -0.47  -0.15
M12 1794.33 0.00 0.00 0.13 -0.31
“ 1794.33 0.00 0.00 0.14  -~0.3%
- 1794.33 0.00 0.00 0.15  =0.47
“ 1794.33 0.00 0.00

0.15

-0.42
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BENDING & COMP: TRUSS 3 - MEMBER 3.2

Design based on 1997 UBC 2321 Division V and ANSY/TPT 1-1995

Grading:
2x or 4x
Agsumptions:

Doug-fir larch: No. 2

Solid sheathing on top chord of truss. Therefore,
continuous lateral support is provided along compression face
Maximum center-center spacing = 24"

Width, b

Depth, d

Length

Max Axial Comp, C
Max Reaction, R

Max Moment, M

Max LL Deflection
Max TL Deflection
LL Defl Criteria = L/
TL Defl Criteria =L/
Duration factor, Cd
Repetitive Factor, Cr
Size Factor, Cf bending
Size Factor, Cf comp
Buckiing Factor, CT =
fc=

Fece=

F'c=

b=

F'b=Fb¥*=

Shear D/C ratio
Interaction equation:
(fe/E'e)™2 +

ft/ (F'b(1-fc/Fee)) =
Live Load defl ratio
Total Load defl ratio

3 inches
3.5 inches
8.39 feet
1534 1bs
213 lbs
367 fi-lbs
0.17 inches
0.34 inches

240
180
1.25
1.15
1.5
1.15
1.23

1.5 for 2x4, 1.3 for 2x6
1.15 for 2x4, 1.1 for 2x6

146 psi
759 psi
2084 psi
690 psi
719 pst
2156 psi
0.26 < 1.0, Member OK

0.46

< 1.0, Member OK

041 < 1.0, Member OK
0.61 < 1.0, Member OK







-Truss 4

VisualAnalysis 4.00 Report

Paul Zacher - Structural Engineers

Engineer: Paul Zacher
Desktop\Lu04 335\Truss 4.vap

Company: Paul Zacher - Structural Engineers

File: C:\Documents and Settings\Paul Zacher\

Nodes

Node X Y Fix DX Fix PY Fix RZ
£t ft

N1 32.00 0.00 No Yes Yes

N2 0.00 0.00 Yes " No

N3 16.00 8.00 No No ”

N4 10.67 0.00 ” “ -

N5 21.33 0.00 ~ ” “”

N6 8.00 4.00 7 ” -

N7 24.00 " ” ”

4.00

Member Elements

Member Saction Material Length

i =4
M1-2 8552x4 Wood 10.67
M1-3 ” “ 10.67
Ml-4 o ” 10.67
MZ2-2 ” “ 8.94
M2-3 - . 8.94
M3-2 ” " 8.94
M3-3 “ “ 8.94
M4 “ “ 4.81
M5 “ - Y.61
M6 “ - 9.61

’” ”

M7 4.81

Section Properties

{-¥)

Category Section Ax Iz Sz(+y) S8z
in"2 in~4 in*3 in”3
Wood Sha SS52x4 5.25 5.36 3.06 3.06

Material Properties

Material Strength Elasticity Poisson Density
psi psi 1b/ft 3

Wood ~NA- 1700000.00 0.36 40.47

Load Combination Summary
Equation Case: UBCS7 12.8a

Combination: 1D+1Lx

Contributing Cases & Source

Dead Load (Dead loads)

Roof Live Load (Roof Live loads)

Nodal Reactions

T
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Node Load Case FX FY MZ

Ib 1b 1b-ft

N1 UBRC97 12.8a ~NA~ 908 .80 0.00

NZ ” 0.00 908.80 -~NA~—~

Member Results

Membex Fx vy Mz Dx Dy
1b ib 1b~ft in in
M1-2 1450.26 ~54.32 -80.13 0.02 -0.14
- 1450.26 -23.74 48.59 0.01 ~-0.21
” 1450.26 6.84 78.63 0.01 ~0.1%
” 1450.26 37.42 .00 0.00 0.00
M1-3 g04.78 -45.87 ~%0.13 0.03 -0.14
” 904.78 -15.29 18.55 0.03 -0.1¢
” 904.78 15.29 18.55 0.03 -0.16
“ 904,78 45,87 -90.13 0,02 -0.14
M1l-4 1450.26 -—37.42 0,00 0.05 0.00
“ 1450.26 -6.84 78.63 0.05 -0.19
s 1450.206 23,714 48 .99 0.04 ~0.21
i 1450.26 54.32 ~90.13 0.03 ~-0.14
M2-2 ~1686.8 130.81 Q.00 0.00 0.00
" -1629.3 15.85 218.50 -0.01 -0.29
” ~1571.8 -—-99.11 94 .38 -0.01 ~3.27
o -1514.4 -214.08 ~372.36 ~0.02 -0.13
M2-3 -1460.8 214.08 -372.36 -0.02 -0.13
” -1403.4 99.11 94,38 -0.02 -0.31
- -1345.9 =-15.85 218,50 -0.03 -0.38
“ -1288.4 -130.81 0.00 -0.04 -0.L3
M3-2 ~1460.8 -214.08 -372.36 0.07 ~-0.11
- -1403.4 -99.11 94 .38 0.07 ~(0.29
” -1345.9 15.85 218.50 Q.08 ~0.36
- -1288.4 130.81 Q.00 0.08 ~0.11
M3-3 ~-1686.8 —-130.81 Q.00 Q.05 0.02
” -1629.3 -15.85 218.50 0.06 ~0.27
” -15%71.8 99.11 94,38 0.086 -0.25%5
" ~1514.4 214.08 -372.36 0.07 -0.11
M4 ~-431.49 0,00 .00 0.13 -0.06
” -431 .49 0.00 0.00 0.13 -0.05
- ~-431.49 .00 0.00 G.13 -0.04
“ -431.49 G.00 0.00 0.13 ~0.04
M5 551.89 0.00 0.00 -0.10 -, 10
- 551.89 0.00 0.00 -0.10 -0.10
” 551.89 0,00 0.00 -0.10 -0.10
“ 551.89 .00 0.00 ~0.10 -0.09
Mo 551.89 0.00 0.00 0.13 -0.05
“ 551.89 Q.00 0.00 0.13 ~(.05
" 551.89 0.00 6.00 0.13 -0.05
” 551.89 0.00 0.00 .13 ~-0.05%
M7 -431.49 0.00 0.00 -0.10 -0.11
” —-431.49 0.00 0.00 ~0.310 -0.10
“ —431_.49 .00 0.00 -0.10 -0.09
” -431.49 0.00 .00 ~0.10 -0.08




BENDING & COMP: TRUSS 4 - MEMBER 2-2

Design based on 1997 UBC 2321 Division V and ANSI/TPI 1-1995

Grading:
2x or 4x

Assumptions:

Doug-fir larch: No. 2

Solid sheathing on top chord of truss. Therefore,
continuous lateral support is provided along compression face
Maximum center-center spacing = 24"

Width, b

Depth, d

Length

Max Axial Comp, C
Max Reaction, R
Max Moment, M
Max LL Deflection
Max TL Deflection
LL Defl Criteria = L/
TL Defl Criteria = L/
Duration factor, Cd
Repetitive Factor, Cr
Size Factor, Cf bending
Size Factor, Cf comp
Buckling Factor, CT =
fC P

Fee=

Fc*z

F'ce=

fb:

F'b=Fb*=

Shear D/C ratio
Interaction equation:
(fc/Fey2 +

fb/ (F'b(1-fe/Fee)) =
Live Load defl ratio
Total Load defl ratio

3 inches

3.5 inches
8.94 feet
1514 Ibs
214 lbs
372 fi-lbs
0.07 inches
0.13 inches
240

180

1.25

1.15

1.5 1.5 for 2x4, 1.3 for 2x6
1.15 1.15 for 2x4, 1.1 for 2x6

1.25
144 psi
676 psi
2084 psi
623 psi
729 psi
2156 psi
0.26 < 1.0, Member

0.48 < 1.0, Member
0.16 < 1.0, Member
0.22 < 1.0, Member

=
ol

OK

Ok
oK
0K
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- Truss 5
VisualBnalysis 4.00 Report
Company: Paul Zacher - Structural Engineers Engineer: Paul Zacher
File: C:\Documents and Setbtings\Paul Zacher\Desktop\Lu(4_335\Truss 5.vap

Nodes
Node X ¥ Fix DX Fix DY Fix RZ
£t £t

N1 0.00 0.00 Yes Yes No
N2 10.00 2.00 No No “
N3 22,00 2.00 * ” “
N4 32.00 0.00 *~ Yes Yes
NS 16.00 8.00 No No
N6 5.00 2.50 7 ” ”
N7 10.00 500 ~ - -
N8 22.00 5.00 ~ - “
N9 27.00 2.50 - ”
N10 5.00 1.0 ~ - “
N1l 27.00 1.060 - ” ”
N1l2 16-00 2.00 ¢ ” i

Member Elements

Momber Section Material Length

£t
M1-2 852x4 Wood 5.10
M1-3 ” ” 5.10
M2-2 ” “ 6.00
M2-3 ” " 6.00
M3-2 ” " 5.10
M3-3 " “ 5.10
M4-2 “ " 5.5%
M4-3 g ” 5.59
MA-4 ” ” 6.71
Mb~2 ” " 6.71
M5-3 “ i 5.59
M5-4 ” ” 5.59
M6 “ “ 1.50
M7 " “ 5.02
M8 “ ” 3.00
M9 ” ” 6.71
M10 ” “ 6.00
M11 “ " 6.71
MiZ ” - 3.00
M13 “ " 5.02
M14 ” v 1.50
Section Properties
Category Section Ax Iz Sz(+y) Sz(-y)
in~2 in~4 in"3 in"3
Wood Sha SS5Z2x4 5.25 5.36 3.06 3.06

Material Properties

Material Strength Rlasticity Poisson Density 'L?




psi psi 1b/£E"3

Wood -NA- 1700000.00 0.36 40.47

Load Combination Summary

Equation Case: UBCS7 12.8a
Combination: 1D+1Lr
Contributing Cases & Socurce
Dead Load (Dead loads)

Roof Live Load {Roof Live loads)

Nodal Reactions

Paul Zacher - Structural Engineers

Node Load Case FX FY MZ

1b ib 1b-ft

N1 UBCS7 12.8a 0.00 908.80 —NA~

N4 ” -Na- 908.80 0.00

Member Results
Member Fx Vy Mz Dx Dy
1b 1b 1b~ft in in
Ml-2 2609.56 28.71 0.00 0.00 0.00
“ 2612.37 14.65 36.84 0.01 -0.12
- 2615.18 0.60 49.80 Q.01 —-0.23
- 2618.00 -13.4% 38.88 0.02 -0.30
M1-3 2612.,61 13.46 38.88 0.02 -0.30
“ 2615.42 -0.60 49_80 Q.02 ~0.36
” 2618.23 -14.65 36.84 0.03 ~-0.38
- 2621 .05 -28.71 0.00 0.04 ~-0.39
M2-~2 2134.40 ~31.88 -36.49 0.13 -(.38
” 2134.40 -14.68 10.06 0.12 -0.39
“ 2134.40 2.52 22.22 0.12 -0.39
* 2134.4¢ 19.72 0,00 0.11 -0.38
M2-3 2134.40 -19.72 0.00 0.15 -0.38
” 2134.40 -2.52 22.22 0.14 -0.39
" 2134.40 14.68 10.06 0.13 -0,3%
“ 2134.40 31.88 -36.49 0.13 -0.38
M3-2 2612.61 -13.46 38.88 0.24 -0.25%
” 2615.42 Q.60 49.80 .23 -0.31
“ 2618.23 14,65 36.84 0.22 -0.33
” 2621.05 28.71 0.00 0.22 -0.34
M3-3 2608.56 -~-28.,71 0.00 Q.25 0.05
- 2612.37 -14.65 36.84 0.25 -0.07
” 2615.18 ~0.60 49.80 0.24 -0.18
" 2618.00 13.4¢ 38.88 0.24 -0.25
M4-2 -~2916.4 98.54 0.00 0.00 0.00
” —2880.5 26.69 116.62 -0.0L -0.1.7
” —-2844.6 —45.17 99.40 ~0.01 ~0.27
” -2808.7 -117.02 -51.65% ~0.02 ~0.32
M4-3 -2430.9 89.26 -51.65 ~(,.02 -0.32
. —239% 0 17.490 47,67 -0.03 -0.36
“ —-2359.1 ~54.45 13.15 -0.03 -0.38
” -2323.1 ~126.30 -155.20 Q.04 ~0,40
M4-4 -1437.7 152.47 -155.20 -0.04 -0.40
” ~1394 .6 €6.25 89.26 -0.,04 -0.48
- -1351.5 =~19.98 140.99 -0.05 -0.50
” ~1308.4 -106.20 0.00 ~{.05 -0.39
M52 -1437.7 -1582.47 -155.20 0.27 -0.28
-
AV
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Member Fx vy Mz Dx Dy
ib 1b 1b~£t in in

- ~1394.6 -66.25 89.26 D.27 -0.37
" -1351.5 19.98 140.99 0.28 ~-(.38
i -1308.4 106.20 0.00 0.28 -0.28
Mo-3 ~2430.9 -89.26 -51.65 0.25 ~0.20
” ~-2395.0 =~17.40 47.67 0.26 -0.25
- -2359.1 54.45 13.15 0.26 -0.27
” -2323.1 126.30 -155.20 0.27 ~0.28
M5-4 -2916.4 -—98.54 0.00 0.23 0.12
" -2880.5 -26.69 116.62 0.24 -0.06
” ~2844.6 45,17 99.40 0.25 -0.16
” -2808.7 117.02 -51.65 0.25 -D.20
M6 27.45 0.00 0.00 0.29 0.08
* 27.45 0.00 0.00 0.29 0.0%9
” 27.45 0.00 0.00 0.29 0.11
- 27.45 0.00 0.00 0.29 0.12
M7 -432.26 0.00 0.00 0.15 -0.36
" ~432.26 0.00 0.00 0.15 -0.34
” ~432.26 0.00 0.00 0.15 -0.31
“ -432.26 0.00 0.00 0.15 ~0.28
M8 604.91 0.0D 0.00 ~0.38 -0.13
" 604.91 0.00 0.00 -0, 38 -0.12
” 604,91 0.00 0.00 -0.38 -0.11
o 604.91 0.00 0.00 -0.37 -0.14
M9 -1024.7 0.00 0.00 0.29 -0.28
- ~1024.7 0.00 0.00 0.29 -0.28
~ ~1024.7 0.00 0.00 0.29 -0.28
“ -1024.7 0.00 0.00 0.30 =0.27
M10 980.35 0.00 0.00 -0.38 -0.13
” 980. 35 0.00 0.00 -0.38 ~-0.13
” 980.35 0.00 0.00 -0.38 =0.13
” 980.35 0.00 0.00 -0.37 -0.13
M1l -1024.7 0.00 .00 -0.06 -0.40
" ~1024.7 0.00 0.00 -0.06 ~0.40
“ -1024.7 0.00 0.00 ~0.086 -0.39
" -1024.7 .00 0.060 -0.06 ~0.39
M12 604,91 0.00 0.00 0.37 0.12
" 604.91 0.00 0.00 0.38 0.13
” 604.91 0.00 0.00 0.38 0.14
" 604.91 0.00 0.00 0.38 0.15
M13 ~-432.26 0.00 0.00 0.11 ~(.39
" -432.26 0.00 0.00 0.11 -0.36
” -432.26 0.00 0.00 0.11 -0.33
” -432.26 0.00 0.00 0.11 ~0.31
M14 27.45 0.00 0.00 0.29 0.14
i 27.45 0.00 0.00 0.29 0.15
- 27.45 0.00 0.00 0.29 0.17
“ 27.45 0.00 0.00 0.29 0.18




BENDING & COMP: TRUSS 5 - MEMBER 4-3

Design based on 1997 UBC 2321 Division V and ANSI/TPI 11995

Grading:

2x or 4x
Assumptions:
Solid sheathing on top chord of truss. Therefore,

continuous lateral support is provided along compression face
Maximum center-center spacing = 24"

Doug-fir larch: No. 2

Width, b 1.5 inches

Depth, d 3.5 inches

Length 5.59 feet

Max Axial Comp, C 2323 Ibs

Max Reaction, R 126 lbs

Max Moment, M 155 ft-Ibs

Max LL Deflection 0.10 inches

Max TL Deflection 0.20 inches

L1 Defl Criteria < L/ 240

TL Defl Criteria = L/ 180

Duration factor, Cd 1.25

Repetitive Factor, Cr 1.15

Size Factor, Cf bending 1.5 1.5 for 2x4, 1.3 for 2x6
Size Factor, Cf comp 1.15 1.15 for 2x4, 1.1 for 2x6
Buckling Factor, CT = 1.15

fc= 442 psi

Fee= 1602 psi

Fe*= 2084 psi

Fe= 1239 psi

b= 607 psi

Fb=Fb*= 2156 psi

Shear D/C ratio 0.30 < 1.0, Member OK
Interaction equation:

(fe/F'ey™2 +

o/ (F'b(1-fc/Fee)) = 0.52 < 1.0, Member OK
Live Load defl ratio 0.36 < 1.0, Member OK
Total Load defl ratio 0.54 < 1.0, Member OK
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ERAMING NOTES:
1. Scab a 2x6 {0 existing 2x6 raflers where the span is greater than 12'-0” (total 3).
2. Scab a 2x10 rafter to the top choed of the existing truss that has had the web cut due to the installation
of the existing HVAC system (total 1). See detail 2.
3. Scab a 2x4 DF#2 x 120" long rafier to the top chord of the existing frusses #2 and #3 (total 8). See detail 3.

NOTES:

A. This is & reroof project. The new roofing material shalf be a Light Weight Concrete Tile. The tile shall weigh
less than or equal to 7.3 psf.

B. All structural wood members that were observed appear to be in sound condition and without structural defact,

4 ROOF PLAN - FRANKLIN
Not {o Scale
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—— Scab 2x10w/ 16d @ 12" oc
staggered ta top chord of
existing truss.

Existing fruss —
top chord

- Existing bearing wall . Existing truss web

TRUSS REINFORCEMENT DETAIL

scale: 1/2" = 1"




Scab 2x4 wi 16d @ 12°0c  —--
staggered to top chord of
existing russ

Existing truss —

top chord

3

.

/. _ Existing truss web

TRUSS REINFORCEMENT DETAIL

scale: 127 =108

e
&
wr?




W,
oo

LEGACY REPORT

N\ . =% s

ER-4660
Relssued June 1, 2003

ICC Evaluation Service, Inc.
www.lcc-es.org

Buslness/Regional Office w 5350 Workman Mil Road, Whitller, Calfornla 90601 w (562) 899-0543
Reglonal Offlca » 500 Monlelalr Road, Sulle A, Birmhgham, Alabama 35213 » (205) 689-9800
Redlonll Office ® 4051 Woest Flossmoor Road, Country Club Hills, Hinols 60478 » (708) 709-2305

Legacyreporton the 1997 Uniform Building Code™

DIVISION: 07T-~=THERMAL AND MOISTURE PROTECTOR
Section: 07320—Roof Tile

EAGLE AND EAGLELITE INTERL‘OCKING CONCRETE
ROOFING TILES

EAGLE ROOFING PRODUCTS
3546 NORTH RIVERSIDE AVENUE
RIALTO, CALIFORNIA 92377

1.0 SUBJECT N
Eagle and Eaglelita™ Interlocking Concrete Roofing Tiles.

2.0 DESCRIPTION
‘2,1 General;

2,141 Eagle Tiles: Eagle conventlonal-welght Interlocking
concrete roofing files. are produced in high-profile
(Capistrano), low-profile (Malibu), and flat-profile styles wilh
either smooth surfaces (Bel Air Standard, Bel Alr Estale or
Bel Alr Double Eagle) or textured surfaces (Ponderosa
Standard, Ponderosa Estate, Ponderosa Double Eagla or
Ponderosa Golden Eagle). Ridge and rake trim units are
prodyced lo match each product,

Thatiles are composed of Typs Il porlland cement, washed
sand, and propristary additives, Mineral colering oxides are
added to or are mixed with portland cement and water for
surface application following extrusion, Units are cured under
controlled temperature and humidily conditions. Tilas are 17
Inches (432 mm) long, 12, inches (315 mm) wide, and
nominally ', Inch (12.7 mm) thick. They are manufactured in
elther flat or profils style with %/,-inch-wide (19 mm)
Interlocking sldelaps designed 1o resist surface watar
penelration and. maintain proper alignment. All tiles have
protruding head lugs on the underside, which provide for
mechanical altachment over woodan battens, or provide a
stable foundalion for nail atlachment to solld dacking, Two
nail holes are provided in each tile for use where half tiles are
needed at roof edges, chimnays, skylights, etc. Approximata
installed dry weights with 34nch (76 mm) head laps are 9.5
psf (46 kg/m?) for Capistrano tilas, 9.5 psf (48 kg/m?) for
N’Iallbu lles and 10.0 psr(49 kg/m*) for Ponderosa and Bel Alr

2.1.2 Eaglelife Tiles: Eaglelite tiles aro produced In the
same slze, manner and shapes as the conventional-weight
Eagle tiles described in Sedtion 2.1,1, excapt for substitution
oflightweightaggregates and additives forsand. Approximate
Installed dry weights with 3-inch (76 mm) head laps are 5.7
psf (28 kg/m?) for Caplstrano tiles, 5.5 psf (27 kg/m?) for

Malibu tiles and 7.0 psf (34 kg/m?) for Pondercsa and Bel Alr
lites, :

. 2.2 Installation:

2.2.1  New Construction: Installation shallbe In accordance
with the Concrate and Clay Roof Tila Installaton Manual for
Moderate Climate Regions. See evaluation report ER-6034P,

2.2.2 Reroofing: Eagle liles, as descrbed In Section 2,14,
provide a Class A roof when Installed over existing asphalt -
shingle roofs, Care should be taken to ensure both horizontal
and vertical alignment on the roof, Forelgn matter must be
cleaned from all Interlocking areas. Cracked or broken files
must be removed from tha roof, Damaged or rustad flashing
should ba replaced. Existing framing must be adequale for

" the additional load, Structural data verifying adaquacy should

be submitted to the building official, The existing roof must be
Inspected In accordance with Appendix Chapter 15, Section
1518, of the 1997 Uniform Building Code™ (UBC). When
reroofing wood shake roofs, existing shakes mustbe removed
and solid decking and tile must be installed, as wilh naw

- conslruction, When Installed over existing spaced sheathing

boards, underlayment complying with the UBC or an
underlayment recognized $pacifically for thls type ofuse in an
ICC-ES evaluation report, installed with or without ballens,
may-be used:- One layer of No, 30 falt or approvad equal
underlaymentmust ba installed on the roof priorto application
of lile. In lieu of this underlayment's being provided, the
building official may determine that the existing roof covering
provides the required underlayment protaction,

Detalls not covered under this saction are ldentical o those
described In Seclion 2.2.1.

23 :' Roof Classification:

When Installed over solid sheathing in accordance with thig
report, Eagle and ‘Eaglelite roofing tiles are Class A roof
coverings In accordance with Section 1504.1 of the UBC,
When installed over spaced or solid sheathing In accordance
with this repont, the tiles are noncombustible roof coverings in
accordance with-Section 1504.2 of the UBC. The tiles are

Class A roof coverings when installed over existing asphalt
st_ﬂngles in accordance with Section 2,2.2 of this raport,

2.4 Identification:

The name EAGLE and the evaluation report number {ER-
4660) are Imprinted on each tile, A tag on each shipping
pallet indicales the producing plant location, product
Identificalion and the instaliad welght. Each Eaglelite tile 3
Identified by tha product name “Eaglslite” onatagandalight

TCC-ES legacy reportt ore nof 1n he consirued of represeniing aestheiles or an
an endarsement of the subfect of the tepori ora recommendation for s use,
any finding of aiker matler In this Teport, or ax lo any product cavered by the report,

Copytight © 2003

y ether aliribuler mupuVlcgb;qddnmd,u,[fu-an they to he consirued ax
There e no warranly lfy 100 Bva Iuallmvl Service, Inc., express or Imp lied, ar 10
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3.0 EVIDENCE SUBMITTED

Results of tests In accordance with the ICC-ES hterim
Criterla for Clay and Concrete Roof Tiles (AC180), dated
January 2002, and a quality control manual,

4.0 FINDINGS

That the Eagle Concrete Roofing Tiles described in this
report comply with the 1997 Uniform’ Bullding Code™,
subject to the following conditions: '

" 41 Tiles are manufactured, Identified and Installed In

accordance with this report and the manufacturer's
Instructions,

4.2 Tiles are manufactured at Eagle Roofing Products
facilities located in Rialto, California, and Phoenix,
Arizona, '

Thls repor_t'ls subject to re-examination In two years,

. WEATHER
PARS

FIELD AND TRIM SPECIFICATIONS




