CITY OF SACRAMENTO Permit No: 0004731

1231 I Street, Sacramento, CA 95814 Insp Area: 4

Site Address: 4801 KENMAR RD SAC Sub-Type: AOTHR
Parcel No: 226-0042-010 Housing (Y/N): N
CONTRACTOR OWNER ARCHITECT

MOLINA JOEL M/JOY EB
4801 KENMAR RD
SACRAMENTO CA 95835

Nature of Work: CONVERT SINGLE FAM RES TO CARE FACILITY UP TO 6 CLIENTS
AMBULATORY.

CONSTRUCTION LENDING AGENCY : | hereby affirm under penalty of perjury that there is a construction lending agency for the performance
o7 the work for which this permit is issued (Sec. 3097, Civ. C).

Lender's Name Lender'sAddress

LICENSED CONTRACTORS DECLARATION: | hereby affirm under penalty of perjury that ['am licensed under provisions of Chapter 9
{vommencing with section 7000) of Division 3 of the Business and Professions Code and my license is in full force and effect.

License Class License Number Date Contractor Signature

| OWNER-BUILDER DECLARATION: | hereby affirm under penalty of perjury that I am exempt from the contractors License Law for the

: following reason (Sec. 7031.5, Business and Prolessions Code; any city or county which requires a permit to construct, alter, improve, demolish, orrepair
any structure, prior to its issuance, also requires the applicant for such permit to file a signed statement that he or she is licensed pursuant to the provisions
o the Contractors License Law (Chapter 9 (commencing with Section 7000) ‘'of Division 8 of the Business and Professions Code) or that he or she is
evempt therefron and the basis for the alleged exemption. Any violation of Section 7031.5 by any applicant for a permit subjects the applicant to a civil
penaity of not more than five hundred doilars (S500.00);

S F L
'—#7 % as a owner of the property, or my employees with wages as their sole compensation, will &é‘:{he work, and the structure is not intended or offered
forl sale (Sec. 7044, Business and Professional Code: The Contractors License Law does not apply to an owner of property who builds or improves
thereon, and who does such work himself or herself or through his/her own émployees, provided that such improvements are not intended or offered for
sale If. however. the building or improvement is sold within one year of completion, the owner-builder will:Kave the burden of proving that he/she did
not build or improve for the purpose of sale.)

I, as owner of the property, am exclusively contracting with licensed contractors to construct the project (Sec. 7044, Business and Professions
Code: The Contractors License Law does not apply to an owner of property who builds or improves thereon, and who contracts for such projects with a
contractor(s) licensed pursuant to the Contractors License Law).

“lamexemptunder See. B & PC for this reason:
>( Date g} [//[} N Owner Signature M (‘AM/L\,/\/ @ ‘O(A‘/{r“/_

.0
IN ISSUING THIS BUILDING PERMIT, the applicant represents, and the€ity relies on the representation of the applicant, that the applicant verified
all measurements and locations shown on the application or accompanying drawings and that the improvement to be constructed does not violate any law
or private agreement relating to permissible or prohibited locations for such improvements. This building permit does not authorize any illegal location of
any improvement or the violation of any private agreement relating to location of improvements.

| certify that | have read this application and state that all information is correct. 1 agree to comply with all city and county ordinances and state laws
relating to juilding construction and herby authorize representative(s) of this city to fnter upon the abovementioned property for inspection purposes.

>ﬁ Date ’S' "Hn Applicant/Agent Signature X Z"“"“\‘,\/g‘ O%A—v‘

WORKER'S COMPENSATION DECLARATION: [ hereby affirm under penaltVof perjury one of the following declarations:

| have and will maintain a certificate of consent to self-insure for workers' compensation as provided for by Section 3700 of the Labor Code, forthe

performance of work for which the permit is issued.

1 have and will maintain workers' compensation insurance, as required by Section 3700 of the Labor Code, for the performance of the work for
which this permit is issued. My workers' compensation insurance carrier and policy number are:
; Carrier Policy Number Exp Date
% %&Z (This section need not be completed if the permit is for $100 or less) [ certify that in the performance of the work for which this permit is issued,]
all not employ any person in any manner so as to become subject to the workers' compensation laws of California and agree that if I should become
subject to the workers' compensation provisions of Section 3700 of the Labor Cofe, 1 shall forthwith comply with those provisions.
¢

% Duate 3 )"/ /m Applicant Signature
i —~+—F ¥
WARNING: FAILURE TO SECURE WORKER'S COMPENSATION COVERAGE& UNLAWFUL AND SHALL SUBJECT AN EMPLOYER TO

CRIMINAL PENALTIES AND CIVIL FINES UP TO ONE HUNDRED THOUSAND DOLLARS ($100,000) IN ADDITION TO THE COST OF
COMPENSATION, DAMAGES AS PROVIDED FOR IN SECTION 3706 OF THE LABOR CODE, INTEREST AND ATTORNEY'S FEE.

THIS PERMIT SHALL EXPIRE BY LIMITATION IF WORK IS NOT COMMENCED WITHIN 180 DAYS.




APPLICATION FOR COMMERCIAL BUILDING PERMIT

CITY OF SACRAMENTO
DEVELOPMENT SERVICES DIVISION

PERMIT SERVICES SECTION
1231 1 Street, R, 200 .
Sacramento, CA 95814  (916) 264-7619 FAX 264-7046 o Applicant MUST complete ALL Unshaded areas

ADDRESS A/KO\ Kenweay La- Sac yam ?'\/\b Cop. 5 83y Suite
PARCEL #

. CONTACT . LICENSED CONTRACTOR Lic No. #
Name oYy B, ok L MAUIWA Name )

Street Address_</¥0!  Kéuwar  kd - Address
City/State/Zip __ SACT R AWG WTD  CA -Gsk3s City/State/Zip
Phone_ Al ) W5 -¥4BT  pax Phone FAX
E-mail: E-mail:

ARCHITECT/ENGINEER ) OWNER
Name Name -\C&l- / Joy o MO s
Address Address 1801  Kevimatr R\ -
City/State/Zip City/State/Zip __SPACEAMeWTD A
Phone Phone 1S “84%5F FAX

E-mail: E-mail:

-¥ will permittee have any emplovees on the jobsite? [ No [ Yes - INSURANCE CO:
—) WORKER’S COMPENSATION POLICY # EXPIRATION DATE:

NATURE OF WORK IN DETAIL: ___%_é, /Mﬁc& /‘m _
il vt ot

Tromtarea

Ocep Group Const :\137
ﬂ 22 .4

Gkt

.COMMENTS
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GRINNELL FIRE PROT

O

System Sensor’s KMS/KBS Series belis are low current,
high decibel notification appliances for use in fire and
burglary systems or other signaling applications. Both
models are vibrating type devices and are polarized for
use with supervision circuitry.

UNDERDOME STRIKER DESIGN

Built with special materials to provide loud resonant
tones.

UL APPROVED FOR

INDOOR/OUTDOOR INSTALLATION

Mounts to a standard 4” square electrical box for indoor
use, or with Model WBBF Weatherproof Back Box for
outdoor applications.

=SYSTEM SENSOR—

——— A D/VIS/ON OF PITTWAY

3825 Ohio Avenue « St. Charles, liinols 60174
1-800-SENSQR2 (736.7672) » FAX: 708.377.6495
An 1S0 9001 Certified Company

)% Same witha, hﬁ”}f(’i"} 0r ety
B T””r'f.&” BEriiy
TEoeo m,J ga —— Tk, |CAT. NO. e 1 2
Ciar e Ll e " [amps. 04= JvoiTs 12
. O e Atk o |HEZ. 60
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APPROVED

ISSUED
MAY 0 4 2000

Sacramento Building Division

GENERAL SPECIFICATIONS
Agency listings:

Slzes Available:

Voltages Available:

Service Use:

Operating Temperature Range:

UL, FM, CSFM

6", 8%, 10

24 VOC (21-30) polarized
120 VAC polarized

Fire alarm, general signaling,
burglar alarm

Indogr or outdoor use, -31" to
150°F!

Termination: 14 AWG max, stranded or solid
wires; 10 or 12 AWG with use
of spdclal terminal - Panduit
PV106LF

Warranty: 3 ydars

-
Opérating Typical Sound
Voltage Cprrent Output*
KMS-6-24 _ 97
KMS-8-24 21 -30VDC 0.11 Amps 102
KM5-10-24 104
KBS-6-120 95
KBS-8-120 120 VAC | 0.045 Amps 98
KBS-10-120 ' 102

* Sound output measured at 10 ft. in anechoic chamber.

————
T
ot i —
MADK I THE UB.A,

-
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BASIC MECHANISM AND GONGS

9169919384

GRINNELL FIRE PROT

= STRIKER LOCATED ON BOTTOM
L OF BELL (VISIBLE FROM REAR)
33 .

3-3/8" SQUARE
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MOUNTING HOLE PATTERN
(H?LES ARE LOCATED TO MOUNT TO A
STANDARD 4" 5QUARE OUTLET BOX)

A78-1582-01

WEATHERPROOF INSTALLATION

A72.23898-00

107 BELL

PAGE 83

4 SOUARE . Alarm

ELECTANCAL
NGT mcwoggf

SURFACE INSTALLATION

Bells
" KMS/KBS

AT78-2387-00
CONCEALED CONDUIT INSTALLATION .
(SEMIFLUSH)
e
ADAPTCR PLATE

{NOT T
Pany No\'mm

A78-2388.00

Engineer/Architect Specifications: KMS/KBS Alarm Bells

Model shall be a KMS or KBS Series alarm bell as manufactured by System Sensor. Bells shall have underdome strikers and operating mechanisms.
Gongs on said bells shall be no smaller than nominal §7/8*/10” {specify which) with an operating voltage of 24 VDCor 120 VAC (specify which). Bells
shall be suitable for surface or semiflush mounting. Outdoor surface mounted installations shall be weatherproof {using optional WBBE
weatherproof electrical box). Otherwise bells shall mount to a standard 4” square electrical box having a maximum projection of 2'4:*, Bells shall be
located as shown onthe drawings or as determined by the authority having jurisdiction. Bells shali be listed for indoor/outdooruse by Underwriters
Laboratories and the California $tate Fire Marshal, and approved by Factory Mutual.

@ System Sensor 1/95

This document is not Intended to be used for instaliation purposes.

Ordering Information
Waterflow Switches Alarm Bells
WFD20 Waterflow Detector, Scheduls 10/40, 2* KM5.6-24 Bell, 6%, 24 VDC, Polarized, 97 dBA
WFD25 Waterflow Detector, Schadulg 10740, 25" KMS5-8:24 Bell 87, 24 VDC, Polarized, 102 dBA
WFD30 waterflow Detector, Schedule 10/40, 37 KMS-10-24 8ell, 10%, 24 VDC, Polarized, 104 dBA -
WED35 Waterflow Detector, Schedule 10/40, 3'/;” KBS-6-120 8ell, 6, 120 VAC, Polarized, 95 dBA
WFD40 Waterflow Detector, Schedule 10/40, 47 KB5-8-120 Bell, 87, 120 VAL, Polarized, 98 d8A
WFDRS0 Waterflow Detector, Schedule 10740, 5* KBS5-10-120 Bell, 107, 120 VAC, Polarized, 102 dBA!
WEDLD Waterflow Detector, Schedule 10/40, 6% :
WFDED Waterflow Detector, Schedule 10/40, 87 Sprinkler Product Replacements
WFDT Waterflow Detector, Fits 1%, 1',°, 12" ferrous and brass A3010-00 Replacement Assembly Kit for PIBVZ (Wrenches, Screw
threaded tees; 17, 1'/.°, 1'/17, 27 copper sweat tees; 17 CPVC Pack) .
tees; and 1Y/1" polybutylene tees OSYRK Raplacement Assembly Kit for O5Y2 (Wrenches, Screw
WEFDTNR Waterflow Detector, non-retard, fits same tees as Model Pack, 1 hooks) :
WFDT A3008-00 Replacement Delay Machanism for WFD £-B* sizes
Master Packed: 6 units (Black)
A77-01-02 Replacement Terminal Block for WED and WFDT
Supervisory Switches A77-01-08  Replacemant Terminal Biock for WFDTNH
osy2 Qutside Screw and Yoke Valve Supervisory Switch — Two PRKS Replacement Paddle Kit — 9 paddles for WFDT and
SPDT Switches WFDTNR (see WFDT for sizes included)
PIBV2 Post Indicator/Butterfly Valve Supervisory Switch — Two 546-7000 Tamper Switch Kit for WFD, WEDT, P8V, and 0SY2
SPDT Switches 507-66.02 Replacement Tamper Screws for Covers of WFD, WFDT,
. WFDTNR, OSY2, PIBV2, and EPS :
Pressure Switches WBBF weatherproot Back Box for KMS and K8
EP510-1 Alarm Waterflow Pressure Switch, One SPDT, 4-20 PSI WFDW Replacement Tamper Proof Wrench for Cover of WFD,
EP510-2 Alarm Waterflow Pressure Switch, Two SPDT, 4-20 PSI WFDT, WFDTNR, O5Y2, PIBV2, and EPS
EPS40-1 Supervisory Low Pressure Switch, One SPDT, 10-100 PSI HEXW Roplacement Hex Wrench for O§YZ, Pigv
EPS40-2 Supervisory High/Low Pressure Switch, Twa SPDT, WFDN4 WED NEMA4 Gaskat Kit :
10-100 Psi

AU05-184-02
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LISTING No.
CATEGORY:

LISTEE:

DESIGN:

INSTALLATION:

MARKING:

APPROVAL:

XLF;

9169919384

FROM: SYSTEM SENSOR FAX TO: 115 _I [ AGE

CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION

OFFICE OF THE STATE FIRE MARSHAL e gy =

FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM Lsting Expirce

Juhe 311, 2000

LISTING SERVICE | i

7135-1209:100 . Pagie 1 of 1

Audible Devices

System Sensor, 3825 Qhio Ave, St. Charles I{, 60174
Contact: Adam Kozlowski (630) 377-8580 )

Models KBS-6, -8, -10 with suffix 120AC and SSV120-6, -8, -10 vibradng b: H§
Refar to listee's data sheet for detwiled product description and op“tammal
considerations.

In sccordehce with listee's printed installation instuctions, applicable chdes and
ordinances and in a manner acceptable to the suthority having Jutisediciion

Listee's name, model number, electrical rating and UL label.

Listad as audible devices for use with separately listed compatible cont-ol units.
Suitable for outdoor use with weatherproof back box.

tf this appliance is required to produce a distinctive three-puise Tempojal
Pattarn Fire Alarm Evacuation Signal (for total evacuation) in accordance with
NFPA 72, 1983 Edition, the appliance must be used with 3 fire alarm p:ontrol
unit that can generate the termporal pattern signal. Refer to manufactirer:::
Installation Manual for details,

7135-0587:002

Corrected 02-0¢ .95

GRINNELL FIRE PROT _ PAGE B4

This listing is based upon technical data submitted by the applicant CSFM Fire Engineering staff has reviewed taa tes: resul ¢ and/or
other data but does not make an independent verification of any claima. This listing is not an endorsement or re¢omn n:ndation of the

itern listed. This listing should not be used to verify correct operational requirements or installation criteria. Refer to lict:e’s data sheet,
installation instructions and/or other suitable information sources.

“ate Issued: JULY 1, 1999

Autharized By:

fective Issue date 10 expiration date

BEN HO, Deputy State Fire Marshal 1l
Program Manager !

T

Y
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AUTOCALL ®

RMS Series

Features
m Die Cast Metal

Construction

» Low Profile,

Functional Design

Optional Features
u Pual Action
= Break Glass
= Institutional

{(Key-Operated)

= Weatherproof
= Explosionproof
o Hex Screw or Key

Lock Reset

RMS-1T-DAH (P/N 960683)
Break Glass

.....,m_‘_............_,, .

HIRE = ALARM

RMS-EX-WP-LP (P/N 960680)

Explosionproot

9169919384

9169919384

MANUAL S TATIONS

GRINNELL FIRE PROT

PAGE @5

]FIRE < ALARM

#*_RMS-1P (P/N 980672) Single Action

HRE ALARM

RMS-1T-KL (P/N 960677) Key lock reset

Qeneral information

The AUTOCALL RMS saries manual pull
stetions are of high guality, nontoxic, die cast
construction.

Low profile and smooth edges offer an at-
tractive yet functional design. All componants
are pre-painted or have plated surfaces to
inhibit corrosian.

The RMS series manual pull stations have a
10 amp snap action switch, All stations, ex-
cept the RAMS-1T-KQ and RMS-1T-KO-WP
institutional manual stations, can be used
with or without a break giass rod (included)
for positive indication that the unit has been
operated.-

e

*FIRE << ALARM!

DPERATED

-

< ONLY

RMS-1T-KO (P/N 960682) Institutional

Hazardous Locatiohs

The AUTOCALL RMSlseries explosionproof,
waatherproof pull staticing are constructed of
high strength metal die:cast alloy.

The UL rating of class | group B {hydrogen)
C & D. class Il groups E F.G. class il and
outdoor rating of type 4X, allows these sta-
tions to offer unmaitched placement tlexibility.
The terminal block connections and contacts
rated @ 10 amps meet most elactrical re-
quirements indoors or dut.

Having a “conventional” puli station desugn
the RMS saries stations offer easy identification,

Listings & Approvals
» UL File Number $$11
» CSFM No. 7150-14938:156

Grinnell

FIRE PROTECTION SYSTEMS COMPANY

1V-224/1198
Page 1 of 2
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MANUAL STATIONS

AUTOCALL®

RMS Series

Specifications

Contact Single pole, single throw; double pole, single throw option
Wire AWG 12 to 22 AWG

Wiring Terminal block connections (6-32 wisem plate)

Switch 10 amp @ 125VAC

Key Swilch (pre-signal) 3 amp @ 125VAC

Optional LP Li#t & Pull (P/N 576400)
Shown w/ RMS-1P (P/N 960672)

Ordering Information

Switch Pigtalis/

Part No, Mode! Config. Termipals Action Dimensions* Additional Faatures
¥k 960672 RMS-1P SPST P Single 43M4'Hx33/16Wx7/8D

960673 RMS-1T SPST T Single 4 3/4'Hx3316'Wx7/8D R

960674 RMS-2T DPST T Single 4 3/4™H x 3 3/16'W x 7/8°D )

960675 RMS-1T-LP SPST T Dual 43/4"Hx33BWx 1D )

960677 RMS-1T-KL - . SPST T Single 43/4Hx33A8Wx 1 1/8D - Key lock reset

960681 RMS-1T-KL-LLP SPST T Dual 43/4"Hx33/8Wx11/8'D Key lock resst

960682 RMS-1T-KO SPST T Single 4 3/4H x 3 3/16'Wx 1 1/8'D Key opergted, institutional

960676  RMS-1T-PS SPST T Single 4 3/4™H x 3 3/16'W x 15/16'D Pre-signal station

960683 RMS-1T-DAH SPST T Dual  55/8H (withrod) x 4'W x 1 9/16'D  Break giass

960678™ RMS-1T-WP-LP SPST T Dual 43/4'Hx33/8Wx 1D Weatherproof™
Station with backbox: 2 3/4'D ,

960679** RMS-2T-WP-LP DPST T Dual 43/4"Hx33/8Wx 1D Weatherproof*-
Station with backbox: 2 3/4D :

960680™ RMS-EX-WP-LP  DPDT T Dual 4 3/4"H x 3 3/8"W x 1°D Station with Explosicnproof,
backbox (includes mounting Weatherp?oor“
brackets) 6'"H x 3 3/8W x 3 1/2'D :

876408 RMS-1T-KO-WP SPST T Single 43/4'Hx33/16'Wx 11/8°D Key operdted, Institutional,
Station with backbox: 2 136D Waatherptoof™

“Oeoin does not inSiuge swich snd/or termunal Block.

“TIncludes surface mownt backiox

Accessories

FPart No. Model Description

280687 BB Indoor backbox. surface mount, 4.750"H x 2.325'W x 1.75°D

960884 -GR Class rod )

976409 LP Lift and pull, used 10 conven single action stations to gouble action stations

260685 KY-15 Set ot 2 keys, 1or key lock reset and institutional pull stations L

960686 KY.PR Set of 2 keys, for pre-signal keyswitch :

NOTE: Key-reast units are keyed tha 2ame 3 AUTOCALL control panels {resel key only). 1t doas not apply to the pre-signal keyiock or 1he instituuona! glaton,
Flease refargngg both the mode! and part numbers whan ordaring.

Thig literatura oges not cover ait the vartalions In the squipment describad, nor doas It provids for every possible comtingsncy 10 ba mat in conneciion with Ingtaliation, oparation and
maintenance. Al specitications and Fstings arg subject 3 change wihout notice. If you nee move nformation on thie product, or have a question. comact Grnrall Fire Protection Systeme Com-
pany, Westiake, Ohio 44145. ® 1998 Grinnell Firg Protection Systems Company, a Divigign of the Grinnall Corporation, AUTOCALL® 1 & regieterad rscemark of e Grinnell Corporation.

B35 Sharon Drive, Waestlake, Ohio 44145
S ® Phone: (440) 839-5445; RAX (440) 87 1-2301
nnne http:/Awww . grinnelifire.com

ATYCD INTERNATIONAL LTD. COMPANY
FIRE PROTECTION SYSTEMS COMPANY

V-Z24/1198
Cage ¢ of 2
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS UISTING PROGRAM

LISTING SERVICE

June 30, 2000

. LISTING No. 7150-1493:156 Page 1 of 1
CATEGORY: Pull Station/Boxes
LISTEE: Grinnell Fire Protection Systems, 835 Sharon Drive, Westlake, OH 44145
Contact: R.D. McDonngll (216) 871-8900 :
DESIGN: Mpdel RMS-1P, RMS-1T, RMS-2T with or without suffixes PS, iDAH, LP, KL,

WP, KO*; Models IXA-RMS* and IXA-RMS-KL* non-coded manual pull
stations. Refer to listee’s data sheet for additional detailed product description
and pperational considerations.

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes
and ordinances and in a manner acceptable to the authority having jurisdiction,

MARKING: . Listee's name, model number, electrical rating and UL label.
APPROVAL: Listed as fire alarm manual pull stations for use with separately listed
' compatible control units. Models with suffix -WP are suitable for outdoor use.

NOTE: Formerly 7170-0062:170

*Rev. 02-05.98

This listing ts based upon technical data submitted by the applicant. CSEM Fire Engineering staff has réviewed the test results andc
other data but does not make an independent verification of any claims. This listing is not an endorsement or recommendation of th
item listed. This listing should not be used to verify correct operational requirements or installation criteria. Refer to Hstee’s data shee
installation instructions and/or other suitable information sources.

' Date Issued: JULY 1, 1999 Authorized By:

Effective issue date to expiration date A W\/

BEN HO, Deputy State Fire Marshal 11}
Program Manager -
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Grinnell’

FIRE PROTECTION SYSTEMS COMPANY

Troy Lancaster

Designer
5'_)04 Dty Creek Road
Rio Linda, CA 95673 Phone (916) 9915977
23 HR. EMERGENCY $ERVICE Fax (916) 991-9384

A LILTL INTERNGTIONAL LTD. COMBANY

—




