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CITY OF SACRAMENTO

PLANNING AND CALIFORNIA 915 | STREET, 3" Floor
BUILDING SACRAMENTO, CA
DEPARTMENT 95814-2998
PHONE 916-264-5381 FAX 916-264-7046

Over-The-Counter Project Review

Address: 2737 % Del Paso Blvd
Description: Dry Rot Repairs

Applicant: Double D Builders
Date Approved: January 30, 2006
Staff Contact: Diana Parker, Planning Technician, 808-5194

STAFF ACTION AND CONDITIONS OF APPROVAL:

Staff has reviewed the proposed project, and approves it with the following conditions of approval:

1. Eliminate dry rot from existing porch deck, posts and railings. New posts, deck and railings to
match existing.

2. Stucco exterior to be repaired using a smooth stucco finish.

3. .. Entire house fo be painted a neutral color. Trim to be painted a complementary color.

4 The scope of exterior work is limited to the above listed items. Any changes are subject to
Design Review staff approval.

et

Diana Parker
Planning Technician
Design Review
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AC/LPC 23T

AC—Twin design allows easy Instaltation.
LPC—Adjustable design allows greater connection versatility.
MATERIAL: AC, LPC4—18 gauge; LPC6 —16 gauge
FINISH: Gajvanized. Some products available with Z-MAX; see
Corrosion-Resistance, page 5.
INSTALLATION: w Use all specified fasteners. See éna}al Notes.
= Install AC and LPC in pairs. LPC—2%," beams may be
used if 10dx1'%%" nails are substituted for 10d commons.
CODES: BOCA, ICBO, SBCC! Nos. NER-421, NER-443, NER-469;
Dade County FL 93-1016.1, 92-0828.05; City of L.A. RR 25076.

Uplitt | Allowable Loads
od Dimensions Fasteners Avg (133 & 160" -

W1 L | Beam | Post | UR_| Uplift | Lateral | 1.Alowable loads have been
AC4 |3%6!| 6' |12-16d | 8-16d | 4467 | 1080 715 I’r(;t"-re?sded 33"/; :Jlgasg%
wing of ga

AC4R| 4 | 6 [12-16d | 8-16d | 4467 | 1080 | 715 loading it o farther
ACE4l —— | 4 8-16d { 6-16d o 810 715 increase aflowed: reduce
ACE | 5% | 8'% |12-16d ] 8-16d | 4467 | 1080 | 715 for o(rr:jqr Iolad‘ :ura‘;i:ns

1 . - according lo the code.
ACER| 6 | 8% [12-16d|8-16d | 4467 [ 1080 | 715 | 4o 2mply orty when
ACES| — | 6'% | B-16d|6-16d] — | 810 | 715 o

used in pairs,
LPC4 [3%s| 3% | B-10d | 8-10d | 2333 | 760 325

LPC6 |5%e | 5% | 8-10d(8-10d | 2817 [ 915 | 490
B POST
CAPS/BASES

Dual purpose post cap/base for light cap or base conn
MATERIAL: 18 gauge
FINISH: Galvanized
INSTALLATION: = Use all spacified fastene Gen
= Installed with 16d commons or 16cx2 " joRt h
= Not recommended for non-top-supporfed install
such as fences when ussed as a base.
CODES: BOCA, ICBO, SBCCI No. NER-421; DRRde Cou
No. 92-0828.05; City of L.A. No. RR 2506 (exc:

Dimensions Fasteners (Each

Ll Sur;ace Sur;ace

CAPS

BC4 2% 3-16d | 3-16d

BCA46 474 | 2% 6-16d | 3-16d

BC4R 4 4 6-16d | 6-16d

B8Cé 4% 6-16d | 6-16d
BC6R 6 6 6-16d | 6-16d

BC8 7Y 6-16d | 6-16d

BASES

BC40 3V 3-16d

BC4OR| 4 4 4-16d

BC460 | 5% 3% 4-16d

BC6O 5 i 5 Y 6-16d

BC8
Cap/Base

owable loads have
been increased 33%
and 60% for wind or
earhquake loading
with no further
increase allowed;
reduce for other load
durations according
1o the code.

Strong-Ti¢
s RONINECTONS

Typical ACE
Installation

~ SURFACE
~ A

——

SURFACE
C

BC60O

It Base
(otheg similar)

BC4 Cap/Base

"BCBOR| 6 I 6 6-16d

AP ALUMINUM
POST STANDOFF

APS standoff height above concrete Dimensions | Allowable

or masonry floors or decks reduces decay . W | H Eg‘;‘:,‘
at post and colurmnn ends.

3V 1 4065
MATERIAL: Cast aluminum :

4% 1 4065
INSTALLATION: » See General Notes,

s y 5% 1 6335
= Attach to post before instaltation 8 |1y 13215
using four nail holes. !

= Embed rod into concrete and 9% | 1% | 24000

extend into wood member. N¥% | 1% | 24000

= For nominal or rough sawn lumber.
for short-term loading.

1.Loads may not be increased

APS6
(others similar)

Typical APS4
Installation
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This sct of plans and specifications must be
kept on the job at all times and it is uniawiul
te mcke 2ny chanjes o alierations frem the
same without written permission from the
Building Inspection Division.

The approval of this plan and specification
SHALL NOT ba held to parmit or approve the
violation of any City Ordinance or State Law.

ISSUEDL
CITY CF SACRAMENTC




