CITY OF SACRAMENTO ) Permit No: 0003338

1231 I Street, Sacramento, CA 95814 Insp Area: 2

Site Address: 661 CULLIVAN DR SAC Sub-Type: ASFR
Parcel No: 031-1140-059 Housing (Y/N): N
CONTRACTOR OWNER ARCHITECT

MID CONSTRUCTION MELCHIORI TIM

5417 BUENA PARK COURT 661 CULLIVAN DR

ANTEL OPE. CA. 95843 SACRAMENTO CA 95831

Nature of Work: ADDITION TO EXISTING STRUCTURE FOR FAMILY ROOM. 360 SQ. FT.

CONSTRUCTION LENDING AGENCY : [ hereby affirm under penalty of perjury that there is a construction lending agency for the performance
of the work for which this permit is issued (Sec. 3097, Civ. C).

Lender's Name_ Lender'sAddress

LICENSED CONTRACTORS DECLARATION: 1 hereby affirm under penalty of perjury that I am licensed under,praiglons of Chapter 9
commencing with section 7000) of Division 3 of the Business and Professions Code and my license is in full force and effgct.

License Class Zj ___ License Number, 50@0( 7 Date 5 -Js. e Contractor Signature

OWNER-BUILDER DECLARATION: | hereby affirm under penalty of perjury that [ am exempt from the contractors License Law for the
tollowing reason (Sec. 7031.5, Business and Professions Code; any city or county which requires a permit to construct, alter, improve, demolish, orrepair
any structure, prior to its issuance, also requires the applicant for such permit to file a signed statement that he or she is licensed pursuant to the provisions
of the Contractors License Law (Chapter 9 (commencing with Section 7000) of Division 8 of the Business and Professions Code) or that he or she is
excmpt therefrom and the basis for the alleged exemption. Any violation of Section 7031.5 by any applicant for a permit subjects the applicant to a civil
penalty of not more than five hundred dollars (S500.00);

___1,as a owner of the property, or my employees with wages as their sole compensation, will do the work, and the structure is not intended or offered
for sale (Sec. 7044, Business and Professional Code: The Contractors License Law does not apply to an owner of property who builds or improves
thereon. and who does such work himself or herself or through his/her own employees, provided that such improvements are not intended or oftered for
sale. If. however, the building or improvement is sold within one year of completion, the owner-builder will have the burden of proving that he/she did
not build or improve for the purpose of sale.)

1, as owner of the property, am exclusively contracting with licensed contractors to construct the project (Sec. 7044, Business and Protessions
(ode: The Contractors License Law does not apply to an owner of property who builds or improves thereon, and who contracts for such projects with a
contractor(s) licensed pursuant to the Contractors License Law).

a [ am exempt under Sec. B & PC for this reason:

Date Owner Signature

IN ISSUING THIS BUILDING PERMIT, the applicant represents, and the city relies on the representation of the applicant, that the applicant verified
all measurements and locations shown on the application or accompanying drawings and that the improvement to be constructed does not violate any law
or private agreement relating to permissible or prohibited locations for such improvements. This building permit does not authorize any illegal location of
any improvement or the violation of any private agreement relating to location of improvements.

I certify that | have read this application and state that all information is correct. [ agree to comply
relating to building construction and herby authorize representative(s) of this city to enter upon al 10ffed property for inspection purposes.

b

v - \. * N
Date -/ “vj/A/" oe Applicant/Agent Signature

WORKER'S COMPENSATION DECLARATION: I hereby affirm under pena’ﬁy of gérjury one of the following declarations:
a I have and will maintain a certificate of consent to self-insure for workers' compensation as provided for by Section 3700 of the Labor Code, forthe
performance of work for which the permit is issued.

[ have and will maintain workers':cémpé%séﬁbn 1 ”w ra
which this permit is issued. My, waikers' compensation insurance,
B A

LS P

S Te uired by Section 3700 of the Labor Code, for the performance of the work for
d policy number are:

Carrier Policy Number Exp Date

I A NPt L L e

/%’"Q (This section nee cernple qi}#ﬂi&fﬁ fi4s & or less) 1 certity that in the e
shall not employ any person in any mantfer seids’ Bivig he workers' compensg
subject 10 the workers' compensation provisions of Section $bor Code, | shg

e/Of the work for which this permit is issued,|
¢f California and agree that if [ should become
ply with those provisions.

— 2,
Date__ -~ «)}/ ¢ Applicant Signature

WARNING: FAILURE TO SECURE WORKER'S COMPENSATION COVERAGE IS UNLAWFUL AND SHALL SUBJECT AN EMPLOYER TO
CRIMINAL PENALTIES AND CIVIL FINES UP TO ONE HUNDRED THOUSAND DOLLARS ($100,000) IN ADDITION TO THE COST OF
COMPENSATION, DAMAGES AS PROVIDED FOR IN SECTION 3706 OF THE LABOR CODE, INTEREST AND ATTORNEY'S FEE.

THIS PERMIT SHALL EXPIRE BY LIMITATION IF WORK IS NOT COMMENCED WITHIN 180 DAYS.




A .
- MiTek industries inr
3033 GOLD CANA[. DRi
SUITE 200
RANCHO CORDOVA Cs 95:7(

MiTek
: : | 4% FAX (916) 631 8225

TELEPHONE (916 <531 77

Re 3323dl
MIKE DENN

The truss drawing(s) referenced below have been prepared by MiTek Industries, Inc. under my direct supervision
based on the parameters provided by Placerville

Pages or sheets covered by this scalw R2881225 thru R2881228
My license renewal date for the state of Califorma is  August 30, 2000.

March 23,2000

Yu. Rav

The seal on these drawings indicate acccptance of professional engineering responsibility solely for the
truss components shown. The suitability and use of this component for any particular building is the
responsibility of the building designer. per ANSI/TPI-1995 Sec. 2.
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LOADING (psf) ' SPACING 2-0-0 csl DEFL (in) (loc) lidefl PLATES GRIP
TCLL 200 Plates Increase 1.15 TC 053 Vert(LL) 0.35 8 >682 M20 220/195
TCOL 10.0 tumber Increase  1.15 BC 044 | Vert(TL) -0.44 8 >550
BCLL 00 Rep Stress Incr NO wB 073 ! Horz(TL) 037 5 n/a
BCDL 50 i Code UBC97/ANSI9S5 ; 1st LC LL Min i/defl = 360 Weight: 79 Ib
WLL]IQ!?ER“ - o 7 BRACING -
TOP CHORD 2 X 4 DF No.1&BU-G TOP CHORD Sheathed or 3-2-12 on center purlin spacing.
BOT CHORD 2 X 4 DF No.1&BItr-G BOT CHORD Rigid ceiling directly applied or 5-3-5 on center bracing.
WEBS 2 X 4 DF Std-G

REACTIONS (Ib/size) 1=702/0-3-8, 5=829.0-3-8
Max Horz 1=-68(load case 3)
Max Uplift 1=-457{load case 5), 5=-558(¢

FORCES (Ib) - First Load Case Only
TOP CHORD 1-2=-2972, 2-3=-2163, 3-4=-2163, 4-5=-2872. 56205
BOT CHORD 1-9=2771, 8-9=2771, 7-8=2771, 5-7=27714

WEBS 3-8=1664. 2-9=50, 4-7=50, 2-8=-698, 4.5=-£98

NOTES

1) This truss has been checked for unbalanced loading conditions

2) This truss has been designed for the wind loads generated by 80 mph winds at 25 ft above ground level, using 5.0 psf top chord dead load and 5.0 psf bottom chord dead
load, 100 mi from hurricane oceanline, on an occupancy category |. condition | enclosed building, of dimensions 18 ft by 20 ft with exposure C ASCE 7-93 per
UBC97/ANSISS If end verticals or cantilevers exist, they are exposed to wind. If porches exist, they are exposed to wind. The lumber DOL increase is 1.33, and the plate

grip increase is 1.33

3) All plates are M20 plates unless otherwise indicated

4) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads per Table No.
16-B, UBC-87.

5) A plate rating reduction of 20% has been applied for the green lumber members.

6) Bearing at joint(s) 1,5 considers parallel to grain value using ANSITPI 1-1995 angle to grain formula. Building designer
should verify capacity of bearing surface.

7} Provide mechanical ccrnection (by others) of truss to Learnts plate capable of vithstanding 457 Ib uplift at joint 1 and 558 Ib
uplift at joint 5.

3) This truss has been designed with ANSITPI 1-1995 criteri:

LOAD CASE(S) Standatd
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LOADING (psf) : SPACING 2-0-0 csi DEFL (in) (loc) l/defl PLATES GRIP
TCLL 200 Plates Increase 115 TC 035 | Vert{LL) 013 5-7 >989 M20 197/144
TCDL 100 Lumber Increase  1.15 B8C 035 | Ver(TL) -0.17 7 >999
BCLL 20 Rep Stress Incr NO wB 032 ! Horz(TL) 0.10 5 n/a
BCDL 50 Code UBCS7.ANSI95 ‘Matrix) | 1st LC LL Min I/defi = 360 Weight: 64 Ib
'LUMBER ' ' BRACING -
TOP CHORD 2 X 4 DF No.18Btr-G TOP CHORD Sheathed or 4-3-13 on center purlin spacing, except end verticals
BOT CHORD 2 X 4 DF No.1&Btr-G BOT CHORD Rigid ceiling directly applied or 6-0-0 on center bracing.
WEBS 2 X 4 DF Std-G "Excepl”
2-92 X 4SPFNo2-G

REACTIONS (Ibisize) 10=515/0-3-8, 5=652/0-3-8
Max Horz 10=-230(load case 2)
Max Uplift 10=-328(load case 5), 5=-458(load case 5

FORCES (Ib) - First Load Case Only

TOP CHORD 1-2=11, 2-3=-1117, 3-4=-1115, 4-5=-1913, 5-6=50, 1-8=-564
BOT CHORD 9-10=-163, 8-9=233, 7-8=1718, 5-7=1712

WEBS 3-8=672, 4-7=31, 4-8=-678. 2-3=734

NOTES

1) This truss has been checked for unbalanced loading conditions

2) This truss has been designed for the wind loads generated by 80 mph winds at 25 ft above ground level, using 5.0 psf top
chord dead load and 5.0 psf bottom chord dead load, 100 mi from hurricane oceanline, on an occupancy category I, condition
I enclosed building, of dimensions 18 ft by 20 ft with exposure C ASCE 7-93 per UBCS7/ANSISS If end verticals or
cantilevers exist, they are exposed to wind. if porches exist. they are exposed to wind. The lumber DOL increase is 1.33,
and the plate grip increase is 1.33

3) All plates are M20 plates unless otherwise indicated

4) This truss has been designed for a 10.0 psf bottom chord live lcad nonconcurrent with any other live loads per Tabie No.
16-B, UBC-97.

5) A plate rating reduction of 20% has been applied for the green lumber members.

6) Bearing at joint(s) 10, 5 considers parallel to grain value using ANEITP! 1-1995 angle to grain formula. Building designer
should verify capacity of bearing surface

7) Provide mechanical connection (by others) cf truss ¢ bearing plate capabie of withstanding 328 1b uplift at joint 10 and 458 Ib
uplift at joint 5.

3y This truss has been designed with ANSITTPI 1-1895 criena
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LOADING (psf) ' SPACING 2-0-0 csl
TCLL 200 Plates Increase 115 TC 050
TCDL 100 Lumber Increase 115 8C  0.40
BCLL 0.0 Rep Stress Incr NO wB 072
BCDL 50 Code UBC97/ANSISS
LUMBER ) o
TOP CHORD 2 X 4 DF No.1&Btr-G
BOT CHORD 2 X 6 SPF 1650F 1.5E
WEBS 2 X 4 DF Std-G "Except”
2.92 X 6 SPF 1650F 1.5E, 2-9 2 X 6 SPF 1650 1.5E

REACTIONS (Ibisize) 1=1433/0-3-8, 5=1084/0-3-8
Max Horz 1=-72(load case 3)
Max Uplift 1=-933(load case 5), 5=-724(lcad case &)

FORCES (Ib) - First Load Case Only

TOP CHORD 1-2=-7923, 2-3=-3936, 3-4=-3936, 4-5=-4758, 5-6=17
BOT CHORD 1-8=7438, 8-9=7438, 7-8=4470, 5-7=4470

WEBS 3.8=3256, 4-7=50, 2-8=-3572, 4-8=-721. 2-9=1034

NOTES

1) 2-ply truss to be connected together with 0.131"x3" Nails as follovss’ Top chords connected with 1 row(s) at 0-9-0 on center. Bottom chords connected with
1 row(s) at 0-8-0 on center, 2 X 6 - 2 row(s) at 0-8-0 on center.

0-8-0 on center. Webs connected as follows: 2 X 4 -
2) This truss has been checked for unbalanced loading conditions.
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! DEFL iin) (oc) Vdefl 5 PLATES GRIP
Vert(LL)  0.41 9 >587 M20 197/144
Vern(TL) 046 9 >521
Horz(TL) 035 5 n/a
; 1st LC LL Min l/defl = 360 | Weight: 1791b
. 1 e A

BRACING
TOP CHORD Sheathed or 4-6-6 on center purlin spacing.
BOT CHORD Rigid ceiling directly applied or 9-1-15 on center bracing.

2 row(s) at

3) This truss has been designed for the wind loads generated by 80 mph winds at 25 fl above ground level, using 5.0 psf top
chord dead load and 5.0 psf bottom.chord dead load, 100 mi from hurricane oceanline, on an occupancy category |, condition

| enclosed building, of dimensions 18 ft by 20 ft with exposure C
cantilevers exist, they are exposed fo wind. If porches exist they
and the plate grip increase is 1.33

ASCE 7-93 per UBC97/ANSISS If end verticals or
are exposed to wind. The lumber DOL increase is 1.33,

4) Except as shown below, special connection(s) required 1o suppornt concentrated foad(s). Design of connection(s) is delegated

to the building designer

5) All plates are M20 plates uniess otherwise indicated

5) This truss has been designed for a 10.0 psf bottom =
16-B, UBC-97.

71 A plate rating reduction of 20% has been applied for the green lumber

3 Bearing at joint(s) 1, 5 considers parallel to grain value usir-g ANSETPI
should verify capacity of bearing surface.

3, Provide mechanical connection {by cthers) of truss
uplift at joint 5

55 This russ has been designed vith ANSUTPE1-1295 cntena

LOAD CASE(S) Standard
11 Regular Lumber Increase=115, Plate Increase=1 15
Unifarm Loads (pif)
Vert. 1-2=-600
“oncentrated Loads (b}
Vert 9=-984

2.3=.60 0, 3-4=-60 0. 4-5=-50 13 5.8=-50 C, 1-9=-10.0, 8-9=-10.0, 7-8=-10 0, 5-7=-10 0

rord hee load nonconcurrent with any other hve loads per Table No.

members.
1-1995 angle to grain forniula. Building designer

) Leating plate capable of vithstanding 933 1b uplift at joint 1 and 724 1b
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LOADING (psf) SPACING 2-0-0 (in) (loc) ldefl
TCLL 200 Plates Increase 1.15 Vert(LL) 0.02 5 >099
TCDL 10.0 Lumber Increase  1.15 Vert(TL) -0.03 5 >999
BCLL 00 Rep Stress Incr NO : Horz(TL) 0.00 4 n‘a !
BCDL 50 Code UBC97/ANSISS L 1st LC LL Min l/defl = 360
LUMBER . " BRACING _
TOP CHORD 2 X 4 DF No.1&Btr-G TOP CHORD Sheathed, except end verticals.
BOT CHORD 2 X 6 SPF 1650F 1.5€ BOT CHORD Rigid ceiling directly applied or 6-0-0 on center bracing.
NVEBS 2 X 4DF S14-G
REACTIONS (Ibisize) 6=984/0-3-8, 4=984/0-3-8
Max Horz 6=-45{load case 3)
Max Uplift6=-260(load case 3), 4=-260(Ioad case 4)
FORCES (Ib) - First Load Case Only
TOP CHORD 1-6=-653, 1-2=-1927, 2-3=-1927, 3-4=-552
BOT CHORD 5-6=0, 4-5=-0
WEBS 2-5=-321 1-5=1988, 3-5=1988
NOTES
1) 2-ply truss to be connected together with 0.131"x3" Naiis as follows: Top chords connected
0-9-0 on center. Webs connected as follows: 2 X 4 - 1 row(s) at 0-9-0 on cenler.
2) This truss has been designed for the wind loads generated by 80 mph winds at 25 ft above ground level, using 5.0 psf top
chord dead load and 5.0 psf bottom chord dead load, 100 mi from hurricane oceanline, on an occupancy category |, condition
| enclosed building, of dimensions 18 ft by 20 ft with exposure C ASCE 7-93 per UBC97/ANSI95 If end verticals or
cantilevers exist, they are exposed to wind. If porches exist, they are exposed to wind. The lumber DOL increase is 1.33,
and the plate grip increase is 1.33
3) Provide adequate drainage fo prevent water ponding.
4) All plates are M20 plates unless otherwise indicated
5) This truss has been designed for a 10.0 psf bottorn ¢hord five joad nonconcurrent with any other live loads per Table No.
16-B, UBC-97
5) A plate rating reduction of 20% has been applied fo ihe green lumber members.
7) Provide mechanical connection (by others) of truss 1o bearng plate capable of withstanding 260 b uplift at joint 6 and 260 Ib
uplift at joint 4
3+ This truss has been designed with ANSITPI 1-1235 criteria
LOAD CASE(S) Standard
11 Regular Lumber increase=115 Plate Increase=1 15
Urniform Loads (plf
Ver 5-6=-232 4 4-3=-2324,1-2=-1125, 2.3=-112 5
&
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