CITY OF SACRAMENTO Permit No: 0412446

1231 I Street, Sacramento, CA 95814 Insp Area: 2
Thos Bros: 336H1

Site Address: 20 SAGE RIVER CR SAC Sub-Type: RES
Parcel No: 031-0770-021 Housing (Y/N): N
CONTRACTOR OWNER ARCHITECT

MONARCII ROOFING INC MILLS JEFFREY THERON/KAREN

8262 ALPINE AVE SUITE A 20 SAGE RIVER CR

SACRAMENTO, CA 95826 SACRAMENTO CA 95831

Nature of Work: T/0 SHAKE, INSTALL METAL BATTEN SYSTEM, REROOF W/ 34 SQ LIGHTWEIGHT TILE

CONSTRUCTION LENDING AGENCY : T hereby affirm under penalty of perjury that there is a construction lending agency for the performance of
the work for which this permit is issued (Sec. 3097, Civ. C).

Lender's Name Lender'sAddress

LICENSED CONTRACTORS DECLARATION: 1 hereby affirm under penalty of perjury that I am If€€nsed u ovisions of Chapter 9
(commencing with section 7000) of Division 3 of the Business and Professions Codg and my license ismm_{'(‘)ynd effect.
ure

License Classfz ‘;S 7 License Number 806787 Date @ ‘5‘ (2] 2 Contractor Signat \ o L k = b %

OWNER-BUILDER DECLARATION: I hereby affirm under penalty of perjury that I am exempt from the contractors License Law f#r the following
reason (Sec. 7031.5, Business and Professions Code; any city or county which requires a permit to construct, alter, improve, demolish, or repfir any stru
prior to its issuance, also requires the applicant for such permit to file a signed statement that he or she is licensed pursuant to the provisions o
License Law (Chapter 9 (commencing with Section 7000) of Division 8 of the Business and Professions Code) or that he or she is exempt therefrom and the
basis for the alleged exemption. Any violation of Section 7031.5 by any applicant for a permit subjects the applicant to a civil penalty of not more than five
hundred dollars ($500.00);

1, as a owner of the property, or my employees with wages as their sole compensation, will do the work, and the structure is not intended or offered for
sale (Sec. 7044, Business and Professional Code: The Contractors Licensc Law does not apply to an owner of property who builds or improves thereon, and
who does such work himself or herself or through his/her own employees, provided that such improvements arc not intended or offered for sale. If, however,
the building or improvement is sold within one year of completion, the owner-builder will have the burden of proving that he/she did not build or improve for
the purpose of sale.)

I, as owner of the property, am exclusively contracting with licensed contractors to construct the project (Scc. 7044, Bus m Professions Code:

The Contractors License Law does not apply to an owner of property who builds or improves thereon, and who rgentractq for suc a contractor(s)
licensed pursuant to the Contractors License Law). }

p ) --'Tv np SACP""”?’““;\'-,-’._

Tam exempt under Sec. B & PC for this reason: ALIE o o e
AYTV e AU
Date Owner Signature ANV Y b5 N I,
AR AT

IN ISSUING THIS BUILDING PERMIT, the applicant represents, and the city relies on the representation of the applicany { N’f icant veriticd all
measurements and locations shown on the application or accompanying drawings and that the improvement to be constructed does not vidlate any law or

private agreement relating to permissible or prohibited locations for such improvements. This building permit does not authorize any illegal location of any
improvement or the violation of any private agreement relating to location of improvements.

and county ordinances and state laws relatingto
erty for inspection purposes.

I certify that I have read this application and state that all information is correct. 1agree to co
building construction and herby authorize representative(s) of this city to@ abovementione

Da@é,:g gvtd o :& Applicant/Agent Signature ( ol ) S L \(99

WORKER'™S COMPENSATION DECLARATION: I hereby affirm under penalty of petjury one of the owmg declarations:
I have and will maintain a certificate of consent to self-insure for workers' compensation as provided fop/by Section 3700 of the Labor Code, for the
performance of work for which the permit is issued.

I have and will maintain workers' compensation insurance, as required by Section 3700 of the Labor Code, for the work for which

this permit is issued. My workers' compensation insurance carrier and policy number are:
p y P policy

Carrier VIRGINIA SURETY COMPANY, INC Policy Number 005-00016796 Exp Date 01/01/2005

_____ (This section need not be completed if the permit is for $100 or less) 1 certify that in the performance of the work for which this permit is issued, Ishall
not employ any person in any manner so as to become Subject to the workers compensation laws o agree that if I should become subject tothe

SUBJECT AN EMPLOYER TO
ADDITION TQ THE COST OF
JORNEY'S FEE.

CRIMINAL PENALTIES AND CIVIL FINES UP TO ONE HUNDRED THOUSAND DOLLARS (5100, 000)
COMPENSATION, DAMAGES AS PROVIDED FOR IN SECTION 3706 OF THE LABOR CODE, INTEREST AND




) pgul Zacher — Structural Engineers. inc

-

Brown

4701 Lakeside Way . : TEL: 916.961.3960

Fair Oaks, CA 95628 : - FAX: 916.961.6552
July 23, 2004
Monarch Roofing
8262 Alpine Avenue, Suite A ‘SSU ED
Sacramento, CA 95826 City of Sa_crarner\“(f..j
TEL: (916) 978-3182 o
FAX: (916) 456-1703 AUG O 3 200

. AL
Attn.: Mr. Neal Weber, NQRTH P‘:‘RM‘ '

CENTER

re; Job 2004430: BROWN

Subject: Structural Investigation Report of the Roof for the Residence located at 20 Sage River Circle,
Sacramento, CA 95831.

As requested by Mr. Neal Weber, this is a report to determine what needs should be addressed to correct
any structural deficiencies of the roof. Paul Zacher visited the site July 23, 2004. The investigation was
made to determine the existing condition of the structure. All information, data and analysis contained
within this report are based on the 1997 Uniform Building Code with 2001 CBC Title 24 Amendments.

The following is based on visual observations with no subsurface investi gation being made.

DESCRIPTION: This set of plans and specifications must be
Type of Facility:  Residence. kept on the job at all times and it is unlawlul
Year Built: Estimated 1980°s vin to make any changes or alterations from the
Occupancy: Residential. same without written permission from the
No. of Stories: Two. Building Inspection Division,

Dimensions: Approximately 3000 s The approval of this plan and Specification
SHALL NOT be held to permit or approve the
violation of any City Ordinance or State Law,

CONSTRUCTION:

Roof:

The roof covering will consist of a Light Weight Concrete Tile over a batten system. The roof structure is
conventionally framed with 2x10 rafters spaced at 24" on center. The garage arca is framed with 2x6
rafters spaced at 24 on center and 2x1 0 cross ties spaced at 4°-0” on center.

CONCLUSIONS:

Roof:

The roof structure currently lacks sufficient structural capacity for the applied live and dead loads. See
“Recommendations” for location and repair to bring the roof structure up to the required capacity.

There is an existing sag in the garage door header of approximately 2 inches and is due to the original
construction.

’
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} Paul-Zacher — Structural Engineers, Inc

i

Brown

4701 Lakeside Way _ _TEL: 916.961.3960
Fair Oaks, CA 95628 : . FAX: 916.961.6552

RECOMMENDATIONS:
If any of the following recommendations do not correspond to actual field conditions, the engineer of

record shall be notified for further investigation and evaluation before continuing work.
Roof Structure:
1. Remove and replace the existing posts due to the dry rot at the bottom. Install a Simpson AC44
post cap at the top and ABE44 post base at each post. See detail 1.
2. Scabal 3/4” x 11 1/4” LVL to the existing header. Per the owner’s approval, jack up the
existing beam as required where the existing sag occurs to provide an even contour at the roof
level before installation of the LVL. See details | and 2.

It shall be noted that small hairline cracking may occur at exterior stucco and interior gypboard finished
walls that are load bearing or distributing roof strut loads. These cracks are a natural occurrence as the
existing structure re-distributes the new roof weight. They are cosmetic in nature and are not an
indication of a structural hazard or failure.

It shall be noted that some deflection of the rafters may be evident after installation of the tile. The
existing roof framing has deflected but this may not be readily evident due to the uneven nature of the
existing roofing material. Concrete tile is a very consistent and uniform product and when installed in an
even plane, even small deflections can become apparent. This is only a cosmetic issue and not a
structural concern.

The inspection consisted of visual observation only, made solely to determine the structural capacity of
the existing roof. Analysis does not determine any effects on the overall structure under lateral forces or
effects on the foundation unless specifically noted in the calculations and in this document. No
warranties, expressed or implied, are made or intended in conjunction with this report. The inspection
was made only to the portions that were accessible. The specific items noted were those that were
observable and there may be defects that are not observable, or are hidden by architectural and structural
materials.

It you have any questions on the above, do not hesitate to call.

Sipcerely,

Paul Zacher, P.E_, S.E.
file
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DESIGN LOADING:

Rocef Pitch
Pitch Adjustment Factor

LOCATION: ROOF BATTEN SYTEM

MATERIAL

Light Weight Tile
Roofing felt

1x4 skip sht'g
Batten system

2x6 rafters @ 24" oc

Load

Roof Pitch Adjustment

Total Load

1.12

WEIGHT

7.30
0.30
1.09
0.50
1.00
10.2
1.20
11.4

in 12

psf

psf
psf
psf
pst
psf
psf




PAUL ZACHER- STRUCTURAL ENGINEERS, INC. 4701 Lakeside Way

Job#: 04 430
Date: 07/23/2004

Fair Oaks, Ca 95628
TEL: (916) 961-3960
FAX: (916) 961-6552

LOADING:

Rafter:

Dr=11.4 psf x 2'-0" = 22.8 pif
Lr=16.0 psf x 2'-0" = 32.0 pif

Rafter:
Dr= 114 psf x 2'-0" = 22.8 pif
Lr=16.0 psf x 2°-0" = 32.0 plf

B1:
Dr=11.4 psf x 11'-0" = 125 pff
Lr=16.0 psfx 11-0" = 176 pH

B2:

Dr=11.4 psf x 7-0" = 80 plf
Lr =160 psf x 7-0" = 112 pif

22.8/32.0

g e ] t
2x6 #2 2_,.1 20" _|

22.8/32.0

T T T

;l 1] n
2x10 #2 189" _

125/ 176
i::'.'.__.I'.".'."Z — i
4x12 #2 + 1-3/4"x11-1/4" LVL _16-0" |

80/112
4x12 #1 12w

t

|

-
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FRAMING NOTES:

1. Remove and replace 4x4 posts and install Simpson ABE44 post bases and AC44 post caps.
2. Scaba13/4"x 11 1/4" LVL to the existing 4x12 beam. See defail 2,

NOTES:

A. This is a reraof project. The new roofing material shall be a Light Weight Concrete Tile. The tile shall weigh
less than or equal to 7.3 psf,

B. All rafters are 2x6 DF#2 and hips and vallgys are 2x8 DF#2 unless otherwise noted.

C. Alf existing rafter, hips, valleys, rafter ties, and purlins are braced per UBC Section 2320.1 "Roof and Ceiling
Framing” unless otherwise shown.

D. Al structural wood members that were observed appear to be in sound condition and without structural defect.

1 }_ROOF PLAN - BROWN

Not to Scale
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LEGACY REPORT

ISSUEL

Gity of Sacramentc

AUG 0 3 75 ER-4660
NORTH PERM; - Relssued June 1, 2003
CENTER

Buslness/Reglonal Ofice m 5380 Workman Mil Road, Whittler, Calfomnia 90601 w
Reglonal Offlea » 900 Moniclalr Road, Suile A, Blrmhgham, Alabama 35213 (206) 539.9800
Reglonal Office » 4051 Wesl Flossmoor Road, Country Club Hills, Hlinols 60478 » (708) 799-2305

ICC Evaluation Service, Inc,
www.[cc-es.org

(562) 699-0543

Legacy report on the 1997 Uniform Building Code™

DIVISION: 07-~THERMAL AND MOISTURE PROTECTOR
Saction: 07320—~Roof Tile

EAGLE AND EAGLELITE INTERL
ROOFING TILES

EAGLE ROOFING PRODUCTS
3546 NORTH RIVERSIDE AVENUE
RIALTO, CALIFORNIA 92377

o

OCKING CONCRETE

2,11 Eagle Tiles: Eagle conventional-weight Interlocking
concrete roofing tiles. are produced In high-profile
{Capistrano), low-profila (Malibu), and flat-profile styles with
either smooth surfaces (Bel Alr Standard, Be! Alr Estate or
Bel Alr Double Eagle) or textured surfaces (Ponderosa
Standard, Ponderosa Estats, Pondsrosa Double Eagle or
Ponderosa Goldan Eagle). Ridge and rake trim unifs are
produced to match each product,

The tiles are composed of Type ll portland cement, washed
sand, and propristary additives, Mineral colering oxides are
added fo or are mixed with portland cement and waler for
surface application following extrusion, Units are tured under
controlled temperature and humidity conditions. Tiles are 1 7
inches (432 mm) long, 12%, Inches (315 mm) wide, and
nominally Y Inch (12.7 mm) thick. They are manufactured in
elther flat or profils styls with *finch-wide (19 mm)
Interlocking sidelaps designed to resist surface water
penelralion and. maintain proper alignment, All tiles have

protruding head lugs on the underside, which provide for _

mechanlical attachmant over woodsn battens, or provide a
stable foundation for nail attachment to solld decking. Two
nail holes are provided In each tile for use where halftiles are
needed at roof edges, chimnays, skylights, ete. Approximate
Installed dry weights with 34nch {76 mm) head laps are 9.5
psf (48 kg/m?) for Caplstrano tiles, 0.5 psf (48 kg/m?) for
Mallbu tlles and 10.0 pst (49 kg/m?) for Ponderosaand Bel Alr
tiles, - : '

2.1.2 Eaglelite Tiles: Eaglelite tiles are produced In the
same size, manner and shapes as the conventional-weight
Eagle liles described In Section 2.1.1, except for substitution
of lightweightaggregates and additives forsand. Approximate
Installed dry waights with 3-inch (76 mm) head laps are 5.7
psf (28 kg/m?) for Caplstrano liles, 8.5 psf (27 kg/m?) for

Mallbu tiles and 7.0 psf (34 kg/m?) for Pondarosa and Bel Alr
tiles, ‘

. 2.2 Installation:

2.2.1 New Construction; Installation shallbe inaccordance
with the Concrete and Clay Roof Tile Installaton Manual for

coovgn ol prans a0d Moderate' Climate Relfions. See evaluation report ER-6034P,
keut u the job al ai timgzgzanga;gam{g@ggﬁ,e liles, s described In Saclion 214,

‘ toln'aake any changes opraiteeabiagsomy .
same without writégr_\
| Buildi tion Divis
M%gﬁﬁ@% this
SHALL NOT be held to 44
violation of any City Ogliudiih

when Installed over exlsling asphalt
flegsnfa. G sthwuld be taken to ensure both horizontal
vertical alignment on the roof, Foreign matler must be
ned from all king areas. Cracked or broken tiles
Dbﬁém ] he roof. Damaged or rustad flashing

b.rrlrm Wlsting framing must be adéquale for
MOQG m H tural data verifying adequacy should

ullding officlal, The existing roof must be
inspected In accordance with Appendix Chapter 15, Section
1515, of the 1997 Uniform Building Code™ (UBC), When

reroofing wood shake roofs, existing shakes mustbe removed
and soiid decking and tile must be installed, as with new

- construction. When Installed overexisting spaced sheathing

boards, underlayment complying with the UBC or an
underlaymentrecognized $pecifically forthls type ofuseinan
ICC-ES evaluation report, installed with or without battens,
maybe'used: One 1ayer of No, 30 felt or approved equaf
underlaymentmust ba installed ontha roof priorto application
of tile, In lieu of this underlayment's being provided, the
building official may delermine that the existing roof covering
provides the required underlayment protection,

Details not covered under this saction are Identical to those
describsd in Section 2.2.1.

2.3 Roof Classification;

When installed over solig sheathing.in accordance with thig
report, Eagle and ‘Eaglelite roofing liles are Class A mof
coverings in accordance with Section 1504.1 of the UBC,
‘When installed overspaced or solid sheathing In accordancs
withthis report, the tiles are noncombustible roof coverings in
accordance with-Section 1504.2 ©of the UBC, The tiles are

Class A roof coverings when installed over existing asphall
shingles in accordance With Section 2.2.2 of this report,

2.4 Identification:

The name EAGLE and the evaluation report number (ER- .
4660) are Imprintéd on each tila, A’

[CCYES legacy reporisore nol ta be construed ax reprer
an eadarsement of the subjectof the repori ora recamm
any fnding or other matier In th Isecport, or ar to any product covered by ihe HpOH,

Copyright © 2003

eniing aestheies or anyaiher aliclhuley g-qlJplr.‘Vltgl[?l;qﬂ'dru\rl-d,ug‘nk»arl they 13 br consirued ae
endatlon for lif use, There Is no warranl,'v by Icc Evclunllna‘ Service, Ine., exprect or Implied, as io
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" Pagedof2




. Pagadof2

ER-4860 ~

3.0 EVIDENCE SUBMITTED

Results of tests In accordance with the ICC-ES Interim
Criterla for Clay and Concrete Roof Tiles (AC180), dated
January 2002, and a quality control manual,

4.0 FINDINGS

That the Eagle Concrete Roofing Tiles described In this
report comply with the 1997 Uniform Buil

subject to the following conditions:

* 41 Tiles are manufactured, Identified and Installed In

accordance with this report and the manufacturer's
Instructions.

4.2 Tiles are mandfactur'ed at Eagle Roofing Products
facilities located In Rialto, California, and Phoenlx,
Arizona, '

ding Code™, Thls repo;t'ls subject o re-examination In two years,

FIELD AND TRIM SPECIFICATIONS




