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RESIDENTIAL ROOF INSPECTION REPORT
7758 EL RITO WAY, SACRAMENTO CA

Prepared for:

Aguirre Roofing PROGRESS ROOF

3515 Binghampton
Sacramento, CA 95 ECTION REQUIRED

This report was prepared in compliance with Sacramento City Code, Section
9.03.146 (D) 3) and is evidence that Frank L. Gregorin, P.E., with the assistance
of Jose Aguirre (Roofer) has inspected the roof structure of the residence which
is subject of this report. The sole purpose of this inspection and report is to
determine the general conditions of the roof construction and evaluate it's
structural adequacy for supporting the roof loads of the newly proposed roof
assembly as prescribed herein.

The structure is a single family one story house built in the mid-1980’s. The roof
structure consists a 6:12 roof slope with 1x skip sheathing over of prefabricated
gang-nailed roof trusses at 24" o.c. The chords and webs of the trusses consist
of 2x4 framing. The existing roof framing shows no visible of distress or
deterioration and are deemed to be in sound condition.

The loads to the existing roof structure expressed herein are exclusively meant
for the application of Monier Villa — Duralite tile having an installed weight of 580
pounds per square (100 square feet) placed over 7/16” plywood or osb sheathing
over existing roof framing as shown in the load table on page 2. Roofer may
substitute other light-weight tile with the conditions the prescribed allowable roof
dead load of this report are not exceeded and an 1.C.B.O. Evaluation Report
showing the installed weight of the substituted tile is submitted to the Building

Department for approval.

Roofer shall bring to the attention of the Engineer of Record any wood found
during the course of roofing work showing signs of deterioration (dry rot, termite
infestation, etc.) or distress (splitting, warping, etc.). The Roofer will be liable for
any repairs that were performed without the Engineer of Record’s knowledge or
consent.

It is the condition of this report that the Roofer, if requested, shall arrange for the
Engineer of Record to perform additional inspection(s) of the existing roof
framing and if necessary shall remove existing roof sheathi
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Evaluation of roof loads for determining the adequacy of the existing roof trusses
to support the newly proposed light-weight tile as prescribed in this report.

Based on the engineering assumption that the practice of designing prefabricated
roof trusses use a roof dead load of 10psf or greater top chord loading:

The weight of the new roof assembly of trussed area will consist of:

(e) 2x4 top chord @ 24" o.c. 0.70 psf

(e) 1x skip sheathing 1.125 psf

(n) 7/16” sheathing 1.313 psf

roofing paper 0.25 psf

(n) light-weight tile 5.80 psf (Installed weight, see load
information in 1.C.B.O. ER
2656 included with this
report.)

9.19 psf

x13.417/12 (6:12 roof slope adjustment)

10.272 psf approx. 10 psf allowable
assumed for truss top
chord loading. Less than
1% increase in total dead
+ live load allowable on
roof. Say OK.
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ER-2656

prior to installation of battens in accordance with Section
2.2.4.

2.3.3 Eave Preparation: Existing roof material shall be cut
back to allow instaliation of a raised fascia board or eave clo-

~ sure material, flush with the end ofthe roof sheathing in accor-
danice with Section 2.2.5.

2.3.4 Flashing: New pipe flashing and minimum 24-inch-
wide (610 mm) metal valley flashing shall be instalied over ex-
isting flashing. Existing chimney and wall-counter flashing
shall be used only if they are in good condition and sufficient
height exists to insert new tile flashing. Flexible flashing shall

be used with profiled tiles.

2.3.5 Wood Shakes and Shingles: Existing wood shakes
and shingles shall be removed and tiles installed as for new
construction.

2.4 Roof Classification:

When installed in accordance with Section 2.2 of this report,
the roof tiles are noncornbustible roof coverings in accor-
dance with Section 1504.1 of the UBC. When installed over
minimum 15/4.-inch-thick (11.9 mm) plywood, in accordance
with Section 2.2 and in the rerocfing applications described
in Sections 2.3.1 through 2.3.4 of this report, the tiles are
Class A roof coverings, in accordance with Section 1504 .2 of
the code.

2.5 ldentificalion:

The underside of each field tile is imprinted with the Monier
Litetite LLC logo or the name Monier, Lifetile or Boral Lifetile.
Pallets bear a tag with the Monier Lifetile LLC name and ad-
dress, the evaiuation repori number (ICBO £S ER-2656) and
the installed weight of the product. Cedarlite tiles also have
an *M" imprinted on the top side of the tile.

EVIDENCE SUBMITTED

Reponts of tests conducted in accordance with the ICBO ES
Acceptance Criteria for Special Roofing Systems (AC07),
dated April 1999, and installation and quality control details,

FINDINGS

That the extruded concrete interlocking roof tiles de-
scribed in this report comply with the 1997 Uniform
Building Code™, subject to the following conditions:

41 They are manufactured, identified and installed in

accordance with this report and the manufactur-
er’s instructions.

They are manufactured at plants jocated in Phoe-
nix, Arizona; French Camp, California; Gilroy, Cali-
fornia; Lathrop, California; Rialto, California; San
Bernardino, California; Kapolei, Hawaii; Hender-
son, Nevada; Katy, Texas; and Tacoma, Washing-
ton.

This report is subject to re-examination in one year.

THE DESIGNATION

TABLE 1—TiLE D@%mmms
WNSTALLED WEIGHT LENGTH
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- Reguiar wei
« Duralite

17
17

Espana, Tejas

D

Mission “5”
« Monicr 2000

16}/

Capri
- Regular weight
- Duralite

17
17

Sentry Classic

1672

Xjlla,

1642
16Y/>

Roma

161/»

Classic 1007

16}/

Shake, Country Slate, Couniry Shake, Colonial Slate, and Split Shake
- Regular weight

17

Shake, Sentry State, Country Shake, Country Slate, Country Split Shingle
and Country Split Slate (Split Slate—Texas plant only)
- Regular weight

Homestcad

Split Shake and Slaie Flat
- Tradition
- Premivm Duralite

Cedarlite

Monier 2000 Split Shake and Monier 2000 Slate
Duralite Sghit Shake, Duralite 2000 Shake and Duralite Slate

tor 5i: 1 mch = 25.4 mm, 1 psf = 0.0479 kPa.
Hnstalled weight was determined with 2 3-inch headlap.
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SCHEMATIC ROOF PLAN
(DIMENSIONS ARE APPROXIMATED)




