CITY OF SACRAMENTO Permit No: 0519964
(" 12311 Street, Sacramento, CA 95814 : Insp Area:
Thos Bros:

_Site Address: 1061 APPOLLO.WY SAC e Sub-Type:
Parcel No: 016-0182-015 o Housing (Y/N): N

" CONTRACTOR OWNER ARCHITECT
'MARSHALL STOLL & ASSOCIATES DEVELOPMENT CORP INC VARGAS ADRIAN/KELLY

3800 WATT AVENUE SUITE 275 1061 APPOLLO WY
SACRAMENTO, CA 95821 SACRAMENTO, CA 95822

Nature of Work: NEW 175 SF BATH ADDITION

CONSTRUCTION-LENDING AGENCY : I hereby affirm under penalty of perjury that there is a construction lending agency for the performancé of
the'work-for which this permit is issued (Sec. 3097, Civ. C).

Lender's Name Lender'sAddress

LICENSED CONTRACTORS DECLARATION: I hereby affirm under penalty of perjury that I am licensed under provisions of Chapter 9
(commericing with section 7000) of Division 3 of the Business and Professions Code and my license is in full force and effect.

License Class B License Number 861034 Date Ol,/ o) ?'/6‘ Contractor Signature W W

OWNER-BUILDER DECLARATION: 1 hereby affirm under penalty of perjury that I am exempt from the contractors License Law for the following
~“reason (Sec. 7031.5, Business and Professions Code; any city or county which requires a permit to construct, alter, improve, demolish, or repair any structure,
prior to its issuance, also requires the applicant for such permit to file a signed statement that he or she is licensed pursuant to the provisions of the Contractors
«License:-Law (Chapter 9 (commencing with Section 7000) of Division 8 of the Business and Professions Code) or that he or she is exempt therefrom.and the
basis for the alleged exemption. Any violation of Section 7031.5 by any applicant for a permit subjects the applicant to a civil penalty of not more than five
‘hnndrcd dollars ($500.00);

L, as a owner of the property, or my employees with wages as their sole compensation, will do the work, and the structure is not intended or offeredfor
‘sale (Sec 7044, Business and Professional Code: The Contractors License Law does not apply to an owner of property who builds or improves thereon, and
who does’such work himself or herself or through his/her own employees, provided that such improvements are not intended or offered for sale. If, iowever,
the biilding or improvement is sold within one year of completion, the owner-builder will have the burden of proving that he/she did not build or improve for

the purpose of sale.) - ﬁ ﬁ D
I, as owner of the property, am exclusively contracting with licensed contractors to constru pﬁmm Profess :_e?ns Code:
. The Contractors License Law does not apply to an owner of property who builds or improves thereon, and who co with a contractor(s)
licensed pursuant to the Contractors License Law). JAN 0 9 2008
“Tam exempt under Sec. B & PC for this reason:

e Ownes Sigasture NEW CITY HALI

IN ISSUING THIS BUILDING PERMIT, the applicant represents, and the city relies on the representation of the applicant, that the applicant vérifiedall
measurements and locations shown on the application or accompanying drawings and that the improvement to be constructed does not violite any law or
private agreement relating to permissible or prohibited locations for such improvements. This building permit does not authorize any illegal location of any
improvement or the violation of any private agreement relating to location of improvements.

I certify that I have read this application and state that all information is correct. Iagree to comply with all city and county ordinances and state laws relatingto
building censtruction and herby atithorize representative(s) of this city to enter upon the abovementioned property for inspection purposes.

S(\Date Jen 7-00‘ Applicant/Agent Signature M‘J’

WORKER'S COMPENSATION DECLARATION: I hereby affirm under penalty of perjury one of the following declarations:
T have and will maintain a certificate of consent to self-insure for workers' compensation as provided for by Section 3700 of the Labor Code, for the
performance of work for which the permit is issued.

: %! 1 have and will maintain workers' compensation insurance, as required by Section 3700 of the Labor Code, for the performance of the work. for whick
this permit is issued. My workers' competisation insurance carrier and policy mimber are:

Carrier EXEMPT (NO EMPLOYEE) Policy’Number Exp Date

:(This section need not be.completed if the permit is for $100 or less) I certify that in the performance of the work for which this permit is 1ssued Ishall
not employ any person in any manner so as to become subject to the workers' compensation laws of California and agree that if I should become subjcct tothe
workers compensation provisions of Section 3700 of the Labor Code, I shall forthwith.comply with those provisions.

‘\\Date J"'\ T Zoof Applicant Signature__[, Ao

WARNING: FAILURE TO SECURE WORKER'S COMPENSATION COVERAGE IS UNLAWFUL AND SHALL SUBJECT AN EMPLOYER TO
CRIMINAL PENALTIES "AND CIVIL FINES ‘UP TO ONE HUNDRED THOQUSAND DOLLARS ($100,000) IN ADDITION TO THE COST-OF
COMPENSATION DAMAGES ‘AS PROVIDED FOR IN SECTION 3706 OF THE LABOR CODE, INTEREST AND ATTORNEY'S FEE. B




Downtown Permit Center

t 3 CQITY OF SACRAMENTO 1231 | Street, Suite 200

Sacramento, CA 95814
www.cityofsacramento.org

Developmem Help Line: 1-916-808-5656 OR 1-866-EZ-PERMIT
Inspaction: 1-916-808-7622 North Permit Center
) 2101 Arena Blvd., Suite 200
We H(’lp Build A Great Cﬂ}’ Sacramento, CA 95834

SITE DRAINAGE AND ENCROACHMENT QUESTIONNAIRE

PARCEL #_ O/ ~O/82-OfS™ PERMIT#_(OS7/ 290 <
SITEADDRESS /O @/ APPoie O ¢/%  ACREAGE

The City of Sacramento requires a building site to be graded to drain correctly and site drainage routed to
an approved location. To help us understand the site drainage for your project and determine if a
driveway permit or an encroachment permit is required please answer the following questions. All
questions must be answered.

—

Are there existing structures on the site?

Is there an existing concrete or paved driveway to this parcel from the street? @ *N
Will the existing access to this parcel be changed in any way for this project? ‘ﬁY

Are all portions of the lot higher than the crown of the street? @

Are all portions of the lot higher than the back of the sidewalk? ®

Is there a curb and gutter at the street level?

Is there a sidewalk with a curb and gutter at the street?

Is the curb at the street square?

2 NS kN

Is there a rolled curb at the street?

—
(=]

. Is there a drainage ditch or culvert at the street?

—
fo—

. Does the lot drain from back to front?

—
N

. Does the lot drain from front to rear?

[a—
W

. Does another lot drain across this parcel?

—
B

. Does the lot drain from side to side?

p—
wh

. Does the site have an existing low area or drainage swale?

—
=)

. Does the drainage swale drain to an adjacent parcel?

—
~

. Does the drainage swale drain to the street?

—
o]

. Will existing drainage be re-routed?

[
hd

. Will drainage ditches or culverts be constructed or modified?

N
<o

. Did this project require approval from the Zoning Administrator?

b
et

. Did the project require approval from the Planning Administrator?

D702 2z 0ex 2




SITE DRAINAGE AND ENCROACHMENT QUESTIONNAIRE

22. Is there any tree, telephone pole, guy wire or similar obstruction located at the front of
the property adjacent to the street or road?

23. Is this a corner lot?
24. Is the posted speed limit on this street greater than 25 MPH?
25. 1Is this parcel located on a four-lane street?

26. If site is greater than ' acre has an erosion and sediment control plan been submitted?

27. If site disturbs 1 acre or more has a copy of the State General Permit NOI and SWPPP
been submitted?

28. If site is part of a larger subdivision greater than 1 acre has a copy of the State General
Permit NOI and SWPPP been submitted?

CIRCLE THE DRAWING NUMBER BELOW THAT BEST ILLISTRATES THE EXISTING
CONDITION AT THE LOCATION OF THE PROPOSED DRIVEWAY OR SITE ACCESS.

#1) NO CURB, GUTTER OR SIDEWALK STREET OR ROAD

#2) SIDEWALK ROLLED CURB

STREET

#3) SIDEWALK VERTICAL CURSE
L H_‘—___:_,.—::_‘:—':;‘-‘——_

#4) NO SIDBWALK DITCH WITH CULVERT

O

#5 OTHER

PROVYIDE
DETAIL HERE

The information provided on this document is accurate. | understand that if this form is incomplete,
contains inaccurate or misleading information, the project located at this

address may be delayed until any drainage or encroachment issues are resolved to the satisfaction
of the City of Sacramento.

SIGNED _ﬁ%/ 7/@"%// DATE //O ‘i’/ 0f

TTLE__ LonTrechor
PHONE NO. F/6~2"15—/4%3

U:/Forms/Counter/DrainageAndEncroachment.doc 04/12/04 —1d




CITY OF SACRAMENTO

PLANNING & BUILDING DEPARTMENT
BUILDING DIVISION

www.cityofsacramento.org

Help Line: 1-916-808-5656 OR 1-866-EZ-PERMIT T ILDING
inspection: 1-916-808-5191 W LD o:rARTHENT

Downtown Permit Center North Permit Center
1231 | Street, Suite 200, Sacramento, CA 95814 2101 Arena Bivd., Suite 200, Sacramento, CA 95834

PRELIMINARY RESIDENTIAL APPLICATION
1-916-808-5656 OR 1-866-EZ-PERMIT

1081 Agolfo _1s, Frvrennd, <A GEBZZ Z_

BUILDING SITE ADDRESS '/ SUITE INSP. AREA
L/60/IE2 OS | P,

ASSESSOR’S PARCEL NO. COMMUNITY PLAN NO. PLAN CHECK NO.

NAME OF APPLICANT ADDRESS ZIP CODE | PHONE # FAX #

% _ ‘33'0@ WA,  Hee 5‘7;‘&:'5__ 7/6 a6
Ardrews  IerShet! S trenede Ca 9sg2l | 2751983 | 4/9-2541

PROPERTY OWNER

L3

/40’1“?“\« Vergn$ 108/ Aymlfs iy 95822 |1/6-447-3821
LICENSED CONTRACTOR ! LICENSE#: g{/034

MS; ﬂﬁ/a/a/;—a eﬂV 3800 W]~ Ave SE 275 7/6 “2'75"_/(,!;5
Didrew f1erShofl  |Seernmedte A 9587 9552)

ARCHITECT/ENGINEER

th HNew 5= lgfcl,}f«?‘b"‘f p(nd.: 57 st S30~ _
CLW}S (‘AMMC// Lo af hend 4 CH 95675 2—629 8

/

No. of No. of Roof Area 1° Total Garage Area Patio Area
Stories - Rooms Covering Floor Area

THIS PERMIT IS FOR: :
K] BUILDING [] MECHANICAL w PLUMBING E ELECTRICAL [ SITE [ FIRE

NATURE OF WORK IN DETAIL

//)4'\577\:/* Bt addifien ‘75”\(7&

$

VALUATION

12/28/2004




Downtown Permit Center

CITY OF SACRAMENTO e S Gt

www.cityofsacramento.org

Help Line: 1-916-808-5656 OR 1-866-EZ-PERMIT North Permit Center
‘ \ Inspection: 1-916-808-7622 2101 Arena Biva., Suite 200
We Help Build A Great City Sacramento, CA 95834

RESIDENTIAL PLAN REVIEW
2001 CBC Adopted Codes
Effective November 1*, 2002

PROJECT

PERMIT
pescrirrion_AVE L2 Apsree Sagrs pae_ 7~ 32006 N, OS/9965

These sheets, when attached to a set of plans, become part of those plans and must remain attached thereto. The
approval of this plan and the specifications shall not be held to permit or approve the violation of any City
ordinance or State or Federal law. (Note: Authorized nt_must provide a letter from Owner verifying
Authorization.)( The code require ts circled do not limit e requirements for this project.

[ have;zd andwill comply with the items in this document and as marked on the plans.
0 @ Date @ 0 (_ﬂ

Sighatdreof: |_] Owner [_| Authorized Agent [ ] Contractor [Y| Architact/Engineer

BUILDING CODE REQUIREMENTS

Smoke detector location within dwelling units. In dwelling units, a detector shall be installed in each
sleeping room and at a point centrally located in the corridor or area giving access to each separate
sleeping area. When the dwelling unit has more than one story and in dwellings with basements, a
detector shall be installed on each story and in the basement. In dwelling units where a story or basement
is split into two or more levels, the smoke detector shall be installed on the upper level except that, when
the lower level contains a sleeping area, a detector shall be installed on each level. When sleeping rooms
are on an upper level, the detector shall be placed at the ceiling of the upper level in close proximity to the
stairway. In dwelling units where the ceiling height of a room open to the haliway serving the bedrooms
exceeds that of the hallway by 24 inches (610 mm) or more, smoke detectors shall be instalied in the
hallway and in the adjacent room. Detectors shall sound an alarm audible in all sleeping areas of the
dwelling unit in which they are located. In new construction, required smoke detectors shall receive their
primary power from a commercial source and have a battery back up. 2001 CBC, Section 310.9.1.

When alteration, repairs, or additions having a value in excess of $1,000 are made, provide an
approved smoke detector to protect existing sleeping rooms. The detector may be battery operated as per
2001 CBC, Section 310.9.1.2.

Exception: Repairs to the exterior surfaces of a Group R occupancy are exempt from the requirements of
this section.

Emergency escape and rescue. Basements in dwelling units and every sleeping room below the fourth
story shall have at least one operable window or door approved for emergency escape or rescue that shall
open directly into a public street, public way, yard, or exit court. Escape or rescue windows shall have a
minimum net clear openable area of 5.7square feet / 821 SQ. inches. The minimum net clear openable
height dimension shall be 24 inches. The minimum net clear openable width dimension shall be 20 inches.
Emergency escape or rescue windows shall have a finished sill height not more than 44 inches above the
fioor. 2001 CBC, Section 310.4.

All Group U occupancies attached to Group R, Division 3 occupancies shall be separated by
materials approved for one-hour fire-resistive construction. The separation may be limited to the garage
side only and requires a self-closing, tight fitting solid wood door 1 3/8 inches in thickness or a self-closing,
tight fitting d oor having a fire protection rating of not less than 20 minutes. 2001 CBC, Section 302.4,
Exception 3.

I I\EAarme\RacidantiaNRiAEArmm Ane




Note: All members supporting such separation shall be equivalent fire-resistive construction as per 2001
UBC, Section 302. All electrical outlet boxes on opposite sides of the wall shall be separated by a
horizontal distance on not less then 24 inches per 2001 CBC 709.7, Exception 1

Fire dampers need not be installed in air ducts passing through the wall, fioor, or ceiling separating a
Group R-3 occupancy from a Group U occupancy provided such ducts within the Group U occupancy are
constructed of steel having a thickness not less than #26 galvanized sheet gauge and have no openings
into the Group U occupancy. 2001CBC, Section 302.4, Exception 3.

Provide a dequate light and ventilation in habitable rooms within a dwelling unit as per 2001 CBC,
Section 1203.

Bathrooms, water closet compartments, laundry rooms, and similar rooms shall be provided with natural
or mechanical ventilation as per 2001 CBC, Section 1203.3.

Provide safety glazing for all glazing located in “hazardous locations” as specified in 2001 CBC,
Section 2406.

Showers in all occupancies shall be finished with a smooth, hard, nonabsorbent surface to a height of 70
inches above the drain inlet. 2001 CBC, Section 807.1.3.

Provide an approved attic access 22" x 30" with 30 inches minimum vertical headroom as per 2001 CBC
Section 1505.1.

Note: Attics with a maximum vertical height of less than 30 inches need not be provided with access
openings.

Enclosed usable space under interior stairways shall have the walls and soffits protected on the
enclosed side as required for one-hour fire-resistive construction as per 2001 CBC Sections 1003.3.3.9.

Private stairways with an occuvancy load of less than 10 may be consiructed with an 8 inch
maximum rise, a 9 inch minimum run, and a*36 inch minimum width. The largest tread run and the
greatest riser height within any flight of stairs shall not exceed the smallest by more than 3/8 inch. The top
of handrails shall be placed not less than 34 inches nor more than 38 inches above the nosing of the
treads. Maintain 6 feet 8 inches of headroom clearance. Two or more risers constitute a stairway as per
2001 CBC, Section 1003.3.3.3.

Guardrails in Groups R-3 and U-1 shall be a minimum of 36 inches high. Open guardrails shail have
intermediate rail or an ornamental pattern such that a sphere 4 inches in diameter cannot pass through.
2001 CBC, Section 509.

Water closets shall be located in a clear space not less than 30 inches in width. The clear space in
front of the water closet shall not be less than 24 inches. 2001 CBC, Section 2904. :

Dwelling units, guest rooms, and congregate residences shall be provided with heating facilities
capable of maintaining a room temperature of 70° F at a point 3 feet above the floor in all habitable rooms.
2001 CBC, Section 310.11.

Factory built chimneys and factory built fireplaces shall be listed and installed in accordance with the
terms of their listing and the manufacturer’s instructions as per 2001 CBC, Section 3102.5.

Masonry and concrete chimneys, unless a specified design is provided, shall be reinforced and
anchored as per 2001 CBC, Section 3102.4.3.

Braced wall lines shall consist of braced wall panels that meet the requirements for location, type, and
amount of bracing specified in Table 23-IV-C-1 and are in line or offset from each other by not more than
4 feet. Braced wall paneis shall start at not more than 8 feet from each end of a braced wall line. All
braced wall panels shall be clearly indicated on the plans. 2001 CBC Section 2320.11.3 Note: 1" x 4"
let-in braces are not allowed to meet section 2320.11.3 bracing requirements in Seismic Zone 3.

B-18B Alternate braced wall panels. 2001 CBC 2320.11.4

U:\Forms\Residential\BidForm.doc




Any braced wall panel required by the 2001 CBC, Section 2320.11.3 may be replaced by an alternate
braced wall panel constructed in accordance with Section 2320.11.4:1 for one-story buildings and section
2320.11.4:2 for the first story of two-story buildings. See B.1.D. Form #289 for additional information.

Cripple walls having a stud height exceeding 14 inches shall be braced in accordance with Table 23-
IV-C-2. Solid blocking or wood structural panel sheathing may be used to brace cripple walls having 2
stud height of 14 inches or less. 2001 CBC 2320.11.5.

Stud size, height, length, and spacing shall conform with Table 23-IV-B, 2001 CBC.

Conventional wood foundation cripple walls shall be framed as per 2001 CBC Section 2320.11.5.
Provide under-floor access a minimum size of 18” x 24”. 2001 CBC, Section 2306.3.

Provide under-floor ventilation as per 2001 CBC, Section 2306.7.

All sills, plates, sleepers, posts, and columns that rest on concrete or masonry must be foundation
grade redwood or treated and marked or branded by an approved agency. 2001 CBC, 2306.4 & .5.

Foundation plates or sills shall have plate washers a minimum of 2 inch by 2 inch by 3/16 inch thick on
each anchor bolt. 2001 CBC 1806.6.1.2.

Cutting and notching of exterior walls anc bearing partitions shall not be greater than 25 percent of the
stud width. Cutting or notching of studs to a depth not greater than 40 percent of the width of the stud is
permitted in nonbearing partitions supporting no loads other than the weight of the partition. 2001 CBC,
Section 2320.11.9.

Bored holes. A hole not greater in diameter than 40 percent of the stud width may be bored in any wood
stud. Bored holes not greater than 60 percent of the width of the stud are permitted in nonbearing
partitions or in any wall where each bored stud is doubled, provided not more than two such successive
doubled studs are so bored. Leave 5/8" of wood f‘(;om edge. 2001 CBC, Section 2320.11.10.

Bearing walls. All bearing walls shall be supported on masonry, concrete, foundations, piles, or other
approved foundation systems that will be of sufficient size to support all loads, Where a design is not
provided, the minimum foundation requirements for stud bearing walls shall be as set forth in Table 18-1-C
as per 2001 CBC, Section 1806.3.

Post-beam connections. Where post and beam or girder construction is used, a p ositive ¢ onnection
shall be provided to ensure against uplift and lateral displacement. 2001 CBC, Section 2314,

Provide rafter ties. Where rafters are not parallel with the ceiling joist, rafters shall be tied to 1” x 4"
(nominal) minimum size crossties. Rafter ties shall be spaced not more than 4 feet on center. 2001 CBC,
Section 2320.12.6.

Provide attic ventilation as per 2001 CBC, Section 1505.

Fire and draft stopping shall be installed according to 2001 CBC, Section 708.

All gypsum board, stucco, plaster, and lath shall be installed as per 2001 CBC, Chapter 25.
Note: When lath is applied over wood base sheathing, include two layers of grade D paper.

Exterior wall coverings shall be applied as per 2001 CBC, Sections 1402 and 2310.

Pier Height: Individual concrete piers shall project at least 8” above exposed ground. 2001 CBC 2306.5.
Foundation Elevation: On graded sites, the top of all foundations shall extend above the elevation of the
street gutter point of discharge or inlet device a minimum of 127 plus 2% per foot(1/4” plf distance

measured from gutter to edge of footing). Where a gutter is not present, measure from the crown of road.
2001 CBC 1806.5.5.

U:\Forms\Residentia\BidForm.doc




MECHANICAL CODE REQUIREMENTS

Domestic clothes dryer moisture exhaust ducts shall terminate on the outside of the building and shall
be equipped with a back draft damper. Sheet metal screws or other fasteners that will obstruct the flow
shall not be used. Unless otherwise permitted or required by the dryer manufacturer's installation
instructions and by the building official, domestic dryer moisture exhaust ducts shall not exceed a total
combined horizontal and vertical length of 14 feet including two 90° elbows. Two feet shall be deducted for
each 90° elbow in excess of two. 2001 CMC, Section 504.3.

Make up air. When a closet is designed for the installation of a clothes'dryer, a minimum opening of 100
square inches for make up air shall be provided in the door or by other approved means. 2001 CMC,

Section 908.2.

Installation of a Listed Cooking Appliance or Microwave Oven above a Listed Cooking Appliance.
The installation of a listed ¢ ooking appliance or microwave oven over a |listed ¢ ooking appliance s hall
conform to the conditions of the upper appliance’s listing and the manufacturers’ installation instructions.
2001 CMC, Section 906.3.

Domestic range vents. Ducts for domestic kitchen downdraft grili-range ventilation shall be installed as
per 2001 CMC, Section 504.2.

Fuel burning equipment shall be assured a sufficient supply of combustion air as per Chapter 7, 2001
CMC.

Warm air furnaces shall not be installed in a room used or designed to be used as a bedroom,
bathroom, or closet or in any enclosed space with access only through such room or space. 2001 CMC,
Section 304.5. See Section 304.5 Exception for other Alternatives.

Attic furnace. The distance from the passageway access to the furnace shall not exceed 20 feet
measured along the center line of the passageway. The passageway shall be unobsfructed and shall have
continuous solid flooring not less than 24 inches, wide from the entiance opening fo the furnace. A ievel
working platform not less than 30 inches in depth and width shall be provided in front of the entire fire box
side of the warm air fumace. If the furnace temperature |imit ¢ ontrol, air filter, fuel c ontrol valve, vent
collar, or air handling unit is not serviceable from the fire box side of the furnace, a continuous floor not
less than 24 inches in width shall be provided from the platform in front of the fire box side of the furnace
to and in front of this equipment. A permanent electric outlet and lighting fixture controlled by a switch
located at the required passageway opening shall be provided at or near the furnace. 2001 CMC, Section
307.3.

Vent termination. Type B or BW gas vents with listed vent caps 12 inches in size or smaller shall be
permitted to be terminated in accordance with Table 8-A, provided they are located at least|8 feet from the
vertical wall or similar obstruction. All other Type B gas vents shall terminate not iess than 2 feet above the
highest point where they pass through the roof and at least 2 feet higher than any portion of a building
within 10 feet. 2001 CMC, Section 806.4. <

Note: Single wall metal vent connectors shall not originate in an unoccupied saltlc or concealed space and
shall not pass through an attic, inside wail, or concealed space.

Approval of Equipment. Listed and unlisted equipment shall comply with the 2001 CMC, Section 302
provisions.

ion at least 18
ted on stands,

spark, or flame capable of igniting flammable vapors shall be installed with sources of igni
inches above the floor level. 2001 CMC, Section 303.1.3. When such equipment is mou
such stands shall be enciosed. 1999 SCC, Section 303.1.4.

Ignition source. Equipment covered by this code that is located in a garage and that g}nerate a glow,
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ELECTRICAL CODE REQUIREMENTS
Provide a grounding electrode as per 2001 CEC, Article 250-50.
Contact SMUD’s Customer Service Department for service location. Phone 732-5700 or 452-3211.
At least one wall switch-controlled lighting outlet shall be installed in every habitabie room, in

bathrooms, hallways, stairways(6-steps or more) , attached garages, detached garages with electric
power, and at outdoor entrances or exits. 2001 CEC, Article 210-70(a)(b)(c).

Dwellings with direct grade level access shall have at least one receptacle outlet at grage level at the
front and back of the dwelling. All 125 volt, 15 and 20 amp, receptacles installed outdoors with direct
grade level access shall be G.F.C.I. protected. All receptacles installed outdoors in wet or damp locations
shall be in a weatherproof enclosure as per 2001 CEC, Articles 210-52(e), 210-8(a)(3), and‘ 410-57.

At least one receptacle outlet, in addition to any provided for laundry equipment, shall be installed in each
basement, in each attached garage, and in each detached garage with electric power. 2001 CEC,
Article 210-52(g). |

\
Provide G.F.C.l. protection to all 125 volt, 20 amp, receptacles installed in bathrqus, garages,
receptacles to serve counter top surfaces installed in kitchens, and receptacles to serve counter top
surfaces installed within 6 feet of a wet bar sink. 2001 CEC 210-8(a) \
Exception: Receptacies for dedicated appliances and receptacles that are not readily accessible.

Receptacie outlets shall be spaced not more than 12 feet apart and a maximum of 6 feet from the
ends of walls or openings. Receptacle outlets are also required in walls 2 feet or greater. A receptacle
outlet shall be installed at each wall counter.space 12 inches or wider. 2001 CEC, Articie 210-52(a) & (c).

Provide two or more 20 amp small appliance b ranch circuits evenly proportioned iin the kitchen,
pantry, breakfast room, dining room, or similar area. Such circuits shall have no other outl?ts. 2001 CEC,
Article 210-52(b). N SR

Note: One additional 20 amp branch circuit shall be provided to supply the laundry receptacle outlet(s).
This circuit shall have no other outlets. 2001 CEC, Article 210-52(f).

Fixtures installed in recessed cavities in walls or ceilings shall comply with Sections 410-65 through
410-72, 2001 CEC.

Surface mounted and recessed lighting fixtures in clothes closets shall be installed as per 2001 CEC,
Article 410-8.

Provide fuses or approved circult breakers at air conditioning units and heat pumps as per 2001 CEC,
Article 440-22(c), 440-43, 410-55(c). (Do not exceed maximum fuse requirements or minimum on
equipment specification plate).

Hydro massage bathtubs and their associated electrical components shall be protected by a ground-
fault circuit interrupter (GFI) as per 2001 CEC, Article 680-70.

A fixture that weighs more than 6 pounds or exceeds 16 inches in any dimension shall not be
supported by the screw shell of a lamp holder. 2001 CEC, Article 410-15(a).

Outiet boxes shall not be used for sole support for ceiling fans. 2001 CEC, Article 370-27(c).

Hallways of 10 feet or more In length shall have at least one receptacle outlet. 2001 CEC, Article 210-
52(h).

Bedrooms: 15 or 20 Amp outlets shall be protected by an “ARC FAULT" circuit interrupter. 2001 CEC
210-12 (b).

UFER: Where a Ufer/Grounding source cannot be verified when an_addition to a home has been

permitted, the new footing must have a Ufer installed, fieid verified prior to concrete installation. 2001
CEC 250-50 (c).
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PLUMBING COD_E REQUIREMENTS

Provide an approved dishwasher air gap fitting as per 2001 CPC, Section 807 4.

Potable water outlets with hose attachrments, other then water heater drains, boiler drains, and clothes
washer connectors, shall be provided a listed non-removable hose bibb type backflow preventor or a listed
atmospheric vacuum breaker as per 2001 CPC, Section 603.4.7.

Joints. Where a fixture comes in contact with the wall or fioor, the joint between the fixture and the wall or
floor shall be made watertight. 2001 CPC, Section 408.2.

No underfloor cleanout shall be located more than 20 feet from an access door, trap door, or crawl hole.
2001 CPC, Section 707.10.

Water heaters generating a glow, spark, or flame capable of igniting flammable vapors may be
installed in a garage, provided the pilots, burners or heating elements, and switches are at least 18 inches
above the floor. 2001 CPC, Section 510.1. When such equipment is mounted on stands, such stands
shall be enclosed. 1999 SCC, Section 510.1.

Fuel burning water heaters shall be installed per 2001 CPC, Section 507.0, and Table 5-1 for
combustion air.

Water heaters that depend on the combustion of fuel for heat shall not be installed in a room used or
designed to be used for sieeping purposes, bathrooms, ciothes closets, or in a closet or other confined
space opening into a bath or bedroom. 2001 CPC, Section 509.0.

Exception: Direct vent water heaters.

Every water heater installation shall be accessible for inspection, repair, or replacement. The
appliance space shall be provided with an opening or doorway of sufficient size to remove the water
heater. In no case shall such opening or doorway be less than 24 inches in width. 2001 CPC, Section
511.0. o ‘

Any water system containing storage water heating equipment shall be provided with an approved,
listed, and adequately sized combination pressure and temperature relief valve. 2001 CPC, Section 608.3.

Relief valves located inside a buliding shall be provided with a drain of galvanized steel, hard drawn
copper piping and fittings, CPVC, or listed valve drain. The drain shall extend from the valve to the outside
of the building with the end of the pipe not more than 2 feet nor less than 6 inches above the ground and
pointing downward. 2001 CPC, Section 608.5,

Note: No part of such drain pipe shall be trapped, and the terminal end of the drain pipe shall not be
threaded.

Water heaters shall be anchored or strapped to resist horizontal displacement due to earthquake
motion. Strapping shall be at points within the upper one-third and lower one-third of its vertical
dimensions. At the lower point, a minimum distance of 4 inches (101.6 mm) shall be maintained above the
controls with the strapping. 2001 CPC, Section 510.5. '

All gas outlets located in a barbecue or fireplace shall be controlled by an approved o perating v alve
located in the same room and outside the hearth but not more than 4 feet from such outlets. 2001 CPC,
Section 1211.14.

Showers and tub-shower combinations in all buildings shall be provided with individual control valves
of the pressure balance or the thermostatic mixing valve type. 2001 CPC 420.0.
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SACRAMENTO CIiTY CODE REQUIREMENTS

CSS-1 Ordinance # 84-056  CITY OF SACRAMENTO PERSONAL SAFETY BUILDING CODES.

1.

All building numbers and street addresses shall be clearly visible from public or private access streets.
The_letters and numbers shall be no less than four inches in height and of a contrasting color to their

background.

All entry doors shall be of the solid core type and be equipped with a single cylinder deadbolt lock meeting
the following minimum standards:

A. The bolt shall have a throw of at least one-inch and be constructed so as to repel cutting tool
attack.

The cylinder of the deadbolt shall be equipped with a guard to repel attack by prying or
wrenching.

The deadbolt shall be of the pin tumbler type with a minimum of five pins for a maximum of two
entry doors only. Additional entry doors may be fitted with keyless deadbolts.

Double cylinder deadbolt locks may be used only in accordance with the Uniform Fire Code.

Each exterior door hinge shall be secured with a minimum of two (2) number eight screws which must
penetrate at least two (2) inches into solid backing beyond the frame to which the hinge is attached.

The strike p lates d esigned to receive the d eadbolt | ocks s hall be constructed of a minimum 16 U>A>
gauge steel, bronze or brass and shall be secured to a wood jamb with not less than (2) number eight
screws which must penetrate at least two (2) inches info solid backing beyond the surface to which the
strike is attached. Strike plates attached to metal jambs shall be secured with a minimum of four (4)
number eight machine screws.

Sliding door assemblies shall have an auxiliary-locking device permanently mounted on the interior and
which is not accessible from the exterior.

Sliding door and/or window assemblies shall be designed so that the door or window cannot be lifted from
the track when in the closed position.

All primary egress doors shall be so equipped as to provide the occupant with a clear view of that area
immediately outside the door. This view may be provided by a one-way door viewer designed to provide a
180-degree field of view. Such viewer shall not be mounted in excess of 54" inches from the interior floor.

An additional requirement of this ordinance is that all above items are retroactive for all non-owner occupied living
units (dwellings, half plex, duplex, etc.) and must comply at the time of final inspection.

Ord. # 84-056, Eff. 10-21-84
Added to Chap. 9, Art. XX111
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