- CITY. OF SACRAMENTO - - e - - Permit Neo: --0607346

Insp Area: 2
cITY OF 3ACRAMENT0 Thos Bros: 337D4

1231 I Street, Sacramento, CA 95814

o | 006
‘Site Address: 7745 MANORSIDE DR SAC MAY 1 L L Sub-Type: REM

Parcel No: 052-0210-050 Housing (Y/N): N
e NEW CITY HALL

CONTRACTOR OWNER : ARCHITECT

FOOTHILL FIRE AND WIRE INC JESSAMYN BAJAO

3031 STANFORD RANCH RD STE.2 7745 MANORSIDE DR

ROCKLIN CA 95765-5537 SACRAMENTO CA 95832

Nature of Work: INSTALLATION OF FIRE ALARM IN RESIDENTIAL CARE FACILITY (6 OR FEWER)

CONSTRUCTION LENDING.AGENCY : 1 hereby affirm under penalty of perjury that there is a construction lending agency for the performance of
the work for which this permit is issued (Sec. 3097, Civ. C).

T.ender's Name Lender'sAddress

LICENSED CONTRACTORS DECLARATION: I hereby affirm under penalty of perjury that I am licensed under provisions of Chapter 9
(commencing with section 7000) of Division 3 of the Business and Professions Code and my license is in full force and effect.

License Class License Number 832156 Date Contractor Signature

OWNER-BUILDER DECLARATION: T hereby affirm under penalty of perjury that | am exempt from the contractors License Law for the following
reason (Sec. 703 1.5, Business and Professions Code; any city or county which requires a permit to construct, alter, improve, demolish, or repair any structure,
prior to its issuance, also requires the applicant for such permit to file a signed statement that he or she is licensed pursuant to the provisions of the Contractors
License Law (Chapter 9 (commencing with Section 7000) of Division 8 of the Business and Professions Code) or that he or she is exempt therefrom and the

'basis for the alleged exemption. Any violation of Section 7031.5 by any applicant for a permit subjects the applicant to a civil penalty of not more than five
hundred dollars ($500.00);

I, as a owner of the property, or my employees with wages as their sole compensation, will do the work, and the structure is not intended or offeredfor
sale (Sec. 7044, Business and Professional Code: The Contractors License Law does not apply to an owner of property who builds or improves thereon, and
‘who does such work himself or herself or through his/her own employees, provided that such improvements are not intended or offered for sale. If, however,
the building or improvement is sold within one year of completion, the owner-builder will have the burden of proving that he/she did not build or improve for
t_}_u? purpose of sale.)

1, as owner of the property, am exclusively contracting with licensed contractors to construct the project (Sec. 7044, Business and Professions Code:
: ¢ Contractors License Law does not apply to an owner of property who builds or improves thereon, and who contracts for such projects with a contractor(s)
i licensed pursuant to the Contractors License Law).

- ~ 1am exempt under Sec. B & PC for this reason:
yﬁc_Da(e N / 2’2// 0 c’ Owner Signature

IN ISSUING THIS BUILDING PERMIT, the applicant represents, and the ¢

measurements and locations:shown on the application or accompanying drawings- e

private agreement relating to permissible or prohibited locations for such improvements. This building permiftoes-not authorize any illegal location of any
improvement or the violation of any private agreement relating to location of improvements.

[ certify that I have read this application and state that all information is correct. 1 agree to comply with all city and county ordinances and state laws relatingto
building construction and herby authorize representative(s) of this city to enter upon the abovementioned property for inspection purposes.

Date Applicant/Agent Signature

WORKER'S COMPENSATION DECLARATION: I hereby affirm under penalty of perjury one of the following declarations:
I have and will maintain a certificate of consent to self-insure for workers' compensation as provided for by Section 3700 of the Labor Code, for the
performance of work for which the permit is issued.

1 have and will maintain workers' compensation insurance, as required by Section 3700 of the Labor Code, for the performance of the work for which
this permit is issued. My workers' compensation insurance carrier and policy number are:

Carrier STATE FUND Policy Number 713-0011956 Exp Date 05/10/2006
(This section need not be completed if the permit is for $100 or less) 1 certify that in the performance of the work for which this permit is issued, Ishall
not employ any person in any manner so as to become subject to the workers' compensation laws of California and agree that if T should become subject tothe

workers' compensation provisions of Section 3700 of the Labor Code, I shall forthwith comply with those provisions.

‘Date Applicant Signature,

WARNING: FAILURE TO SECURE WORKER'S COMPENSATION COVERAGE IS UNLAWFUL AND SHALL SUBJECT AN EMPLOYER TO
CRIMINAL PENALTIES AND CIVIL FINES UP TO ONE HUNDRED THOUSAND DOLLARS ($100,000) IN ADDITION TO THE COST OF
COMPENSATION, DAMAGES AS PROVIDED FOR IN SECTION 3706 OF THE LABOR CODE, INTEREST AND ATTORNEY'S FEE.

"YHIS PERMIT SHALL EXPIRE BY LIMITATION IF WORK IS NOT COMMENCED WITHIN 180 DAYS,




CITY OF SACRAMENTO

www.cityofsacramento.org

Help Line: 1-916-808-5656 OR 1-866-EZ-PERMIT
Inspection: 1-916-808-7622

Development

We Help Build A Great City

Downtown Permit Center
1231 | Street, Suite 200
Sacramento, CA 95814

North Permit Center
2101 Arena Bivd., Suite 200
Sacramento, CA 95834

RESIDENTIAL APPLICATION

1-916-264-5656 OR 1-866-EZ-PERMIT
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Manorside Guest Home
7745 Manorside Drive
Sacramento, Ca 95832
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kept on the job at all times and it Is uniawiul
10 make any changes or alterations from the
same without written permission from the

Bullding inspection Division.
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STATL OF CALIFURITA - -« v H A HUNAN SERVICES AGENCY

FAC!LITY SKETCH (Floor Plan)

ketch of the ﬂoor plan of the home or facxhty and outsnde
such as the kitchen, bath, living room, , etc. Circle the names of the rooms that will be used by
window exits from the rooms must be shown in case of an emergency {see Emergency Disaf

ApkaantS are requnred to prcwxde as

CALIFQRNIA [EPARTMENT OF SOCIAL SERVICES
COMMUNITY CARE LICENSING

yard The ﬂoor sketch must label rooms
Ltaffiresidents/clients/children. Door and
Lter Plan). Show room sizes (e.g. 8.5 x

ADDRESS:

12). Keep close o scale. _Use the space ! below. ._See back ack for yard s sketch.

ERCIUTY NAMT:
Manorsxde Guest Home

7745 Manorsxde Dnve Sacramento CA., 95832

AL WORK

DE ALY ELECT
FLD thit

PROVAL
uBJEcT
LIviNG

SRa

Dol STATION

G SounDER STRoBE TEMP 3
® Fire Erfingaishon.
@ Yol by Swppe DeTelT8ES

APPROVED PER 2o 2~
NATIONAL ELECTRICAL CODE
AND CITY OF SACRAMENTO

AMENDMENTS
y C-0b

ECTRICAL DIVISION




1

P e T et
(LRI S RN

GE Interlogix

Oyeeview

The 103 Saries fira alarms aré manually apsraied non-coged
duvices for initiating fire alaim signals. The pull frandie 1atches
until the station is reset by nperating the station covel

Oparation of the pull fandle cioses 8 single-pole or doithle-pole
switoh. Two wire barrier terminals are provided, gach
acromimodating two conductirs, #14 AWE ar smatter. Opening

she cover also cioses the alarm initiating switch to aliow tasting.

Both 103-27 {Hex hey resat) and 103-42 {nat 30 key reset) are dual
aption stations that are piovided with: a cover which miust be
fiftad 1o expose the pull handle. A preak-giass rod Is inciuded with

each station for opticna! use.

Eor cutdoar of harsh environment appiications. use the 103-50

(water/weatherprsof single action st@alion).

Application

Tha 103 Saries mantiat fire alarm stations &t intended for use as

al Fire Alarm Stations

Single & Dual Actien
103 Series

more than 10 amperes.  Standarl Foatures

@ Single action

o fusgl action

© Terping conneotiens

© felosss slamit ailoy
i-ffueh or surface mounting

phtferpinod models avedlahiy




Speciivations

Cantact Ratings
Mounting

Surface Modsi 163-25 Surface Box

Material
Lolor
Gperation

Pre-Signai—Key Operated

Shipping Weight
Station
Surfsce Box

e

QL)

LISTED

104 @ i35 VAL _ ‘
Flush Standard Qutigt Box with one device
caver at jeast 13/4° deep.

S Hx 3" Wx 23" D

Oia zast ahuminum atlov — enameled finish
Red housing — white handio

General alarm — single o dual action
Remaovabla in sither position

20 0z,
140z,

Singie action manuai fis slenmn siation, nex key resei, nan-coded SPS

Sirgia action manual fire aiarm station, hex kav reset, non-coded CPST

Dual sovon maral fire alarm station, hex key reset, non-coded SPST (s} with NY

sUrigse

Dual soton mansal fire alarm station, ex key reset, non-coded BPST {s” with NY|

st

pe

Singie action {SPST) with key raset

Tual action marual fire aiarm station, cat 30 key reset, non-taded SPST

Water/ weatherproaf, single action {SP3T) with key reset

Accessories

10525

Red surface boy for 103-20 through 183-42

163-26

Replacement glass rod for 163-20 through 103-607

“Note: (lass fod replacements are anly intended for use with LSt marwal fire alarn

513

Ha

HbS

GE Interlogix

ol s

WV, - ftasiagix.com

D203 G Itertogix.
E-7277 Rau T KAQA0Z

12245 SW Laveton Drive Z265 Second Stest Morth
Jualatin, OR 97062 Nothy 5t Faul, VN 58169
Phong: 503-682-4552 Brene: B51-777-2690

LiSh & Canada: 800-547-2555 L84 § Cansoa; BOG-777-548
Tachiical Service, G00-545- 7453

Faxback: B00-483-2465




CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION

OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7150-0447:138 ' Page 1 of 1
CATEGORY: Boxes/Pull Stations

LISTEE: ESL/Sentrol, 12345 SW Leveton Drive, Tualatin, OR 97062
Contact: Gene Mukkanen (503) 691-7369 FAX (503) 691-7575

DESIGN: Model 103-20, 103-21, 103-22, 103-23, 103-24, 103-31, 1¢3-32, 103-42, and 103-60
non-coded manual pull stations. Refer to listee's data shegt for additional detailed
product description and operational considerations.

INSTALLATION: In accordance with listee's printed instaliation instructions, [applicable codes & ordinances
and in a manner acceptable to the authority having jurisdidion.

MARKING: Listee's name, model number, electrical rating and UL labgl.

APPROVAL: Listed as fire alarm manual pull stations for use with sepanately listed compatible fire
alarm control units. Model 103-60 is suitable for outdoor yse.

7150-1039:101

12-17-96

This listing is based upon technical data submitted by the applicant. CSFM Firg Engineering staff has reviewed the test results
and/or other data but does not make an independent verification of any flaims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify forrect operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suithble information sources.

Date Issued: MAY 9, 2005 Listing |Expires June 30, 2006

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager




Description:
Wheelock's Series MT and MT Strobe Multitone electronic

appliances offer a choice of eight (8) nationally and
internationally recognized alerting sounds: Horn, Bell, March
Time Horn, Code-3 Tone, Code-3 Horn, Slow Whoop, Siren
or Hi/Lo Tone. The Code-3 Horn and tone patterns are
engineered to comply with NFPA/ANSI Temporal Pattern
specifications without requiring additional equipment. With
MT and MT Strobe appliances, one alarm appliance meets
most of your signaling needs. The MT strobes can be
synchronized using the Wheelock SM, DSM Sync Modules
or the PS-12/24-8MP and PS-12/24-8CP Power Supplies
with Wheelock's patented Sync Protocol.

The MT Strobes are designed for ADA applications while
meeting or exceeding the latest requirements of NFPA 72,
ANSI 117.1, UFC and UL Standard 1971 as well as meeting
ADA requirements concerning photosensitive epilepsy.

Each MT and MT Strobe appliance has two installer selective
sound output levels: STANDARD dBA and HIGH dBA.
Non-strobe versions provide selectable voltage capability in
one unit, 12VDC or 24VDC, Strobe versions are specific for
either 12VDC or 24VDC and all models may be used with
filtered or unfiltered (full-wave-rectified) input voltages.
Separate input terminals are available, shunt wires are
provided to enable both tone and strobe to operate
simultaneously from a single input.

The Series MT Multitone Strobe appliances are UL Listed
for indoor wall mount applications under Standard 1971 for

Signaling Devices for the Hearing impaired and under
Standard 464 for Audible Signaling Appliances.

MT4-115-WH SERIES MT w/o
STROBE

For Weatherproof MTWP See Data Sheet 59004

Copyright 2004 Wheelock, inc, All rights reserved,

@ ujheelbd«.m.

SERIES MT AND MT STROBE
MULTITONE ELECTRONIC APPLIANCES

Features:

SERIES MT STROBE

Approvals include: UL Standard 1971, UL Standard 464,
California State Fire Marshal (CSFM), New York City

(MEA), Fac

ory Mutual (FM) and Chicago (BFP) See

approvals by model in Specifications and QOrdering

Information

. Designed tq meet or exceed ADA/NFPA/UFC/ANSI

Standards

nd Accessibility Guidelines

- Complies with OSHA 29, Part 1910.165
. Series MT dppliances have IN and QUT wiring

terminatio

that accept two #12 to #18 American

Wire Gauge (AWG) wires at each terminal. Inputs

are polariz

polarity typ
+ One alarm

d for compatibility with standard reverse
b supervision
hppliance with (8) eight selective signals

toprovide guperior sound penetration for various

ambient ar
sound outfs
+ Code-3 Ho
pattern for
+ Audible an
circuit or fr
eight audil
+ MT Strobe
patented M
selectable
single can
synchroniz
supplies W
+ Selectable
Strobe ver
24VDC, w
and FWR
- Mounts to

d wall conditions with two field selectable

Lt levels

Fn and Tone meet ANSI/NF PAtemporal
Ltandard emergency evacuation signaling

H strobe can operate from a single NAC

bm separate NAC circuits with any of the (8)
le sounds

models are available with Wheelock's

\CW Multi-Candela strobes with field
candela settings at 15/30/75/110cd or with
Hela 1575¢cd strobes. The strobes can be
ed using Wheelock's sync modules or power
ith built in Sync Protocol

input voltage on non-strobe versions.

sions are factory set for either 12 or

th wide-Listed voltage range, filttered (DC)

either 4" square or double gang boxes

(important for retrofit installations). Attractive flush or

surface m
« No additiq

bunting
nal trimplate required for flush mounting




NOTE: All CAUTIONS and WARNINGS are identified by the symbola . All warnings are grinted in bold capital letters .

A WARNING: PLEASE READ THESE SPECIFICATIONS AND INSTALLATION INSTRUCTIDNS CAREFULLY BEFORE USING,
SPECIFYING ORAPPLYING THIS PRODUCT. FAILURE TO COMPLY WITH ANY OF THESE INSTRUCTIONS, CAUTIONS AND
WARNINGS COULD RESULTIN IMPROPER APPLICATION, INSTALLATION AND/OR OPERATIDN OF THESE
PRODUCTS IN AN EMERGENCY SITUATION, WHICH COULD RESULT IN PROPERTY DAMAGE, AND SERIOUS INJURY OR
DEATH TO YOU AND/OR OTHERS.

General Notes:

. Strobes are designed to flash at 1 flash per second minimum over their "Regulated Voltage Range" (16-33v for 24VDC units and
8-17.5v for 12VDC units). Regulated Voltage Range is the newest terminology used by UL [to identify the listed voltage range.

- Al candela ratings represent mini ffective Multitone Strobe intensity based on UL Stgndard 1971.

. MT Strobe models are UL Standard 1971 Listed for indoor use with a temperature range ofl 32°F to 120°F (0°C to 49°C) and
maximum hurnidity of 93% +2%. The MT-12/24, MTWP and MT4 models and listed for outdoor use at -31°F to 150°F (-35°C to
66°C) and maximum humidity of 95% (See Data Sheet 9004 or Installation instruction Sheet P84150 for more detail on MTWP).
MTWP and MT4 strobes are listed under UL 1638.

« MT Audible is UL Standard 464 Listed.

Alarm Tones

ALARM TONES
PATTERN DESCRIPTION

HORN BROADBAND HORN (Cortinuous)

BELL 1560 Hz MODULATED (0.07 sec. ON/Repeat)

MARCH TIME HORN | HORN (0.25 sec. ON/0.25 sec. OFF/Repeat

CODE-3 HORN HORN (ANSI $3.41 Temporal Pattern) ‘

CODE-3 TONE 500 Hz (ANS1$3.41 Temporal Pattern) J

SLOW WHOOP 500-1200 Hz SWEEP (4.0 sec. ON/0.5 sec. OF F/Repeat)

MLO 1000/800 Hz (0.25 sec. ON/Atternate)

SIREN §00-1200 Hz SWEEP (1.0 sec. ON/Repeat) 1

rTable 1: dBA and Current Ratings for Mulfitone Audible Portion

RMS Currert (amps) o dBA @ 10R (UL{Reverberant) | dBA @ 10ft (anechoic)
24 VvDC 12 vDC 24 vDC T 12 vDC 12 and 24 VDC

HI Output STD Ouput HI Output STD Ouput
HI STD Hi sTD

@24 UL | @24 | U | @24 | uL |@24| UL | Oupu | Oupu ||Output | Oulpik HiOuput | STD Output
vDC max* vDC max® vDC max* | VDC | max

0074 0.108 0.033 0.044 0.145 | 0.176 -0.023 0.034 92 . a7 90 7 99 a3

0.040 0.053 0.018 0.024 0077 | 0.095 | 0.014 | 0.020 QG 80 - 85 69 a2 ' ' 87

March Time Horn 0.067 0.104 0.033 0.038 01 09—_”0.1 42 1 0.023| 0.034 89 84 §9 . 74 99 93
Code-3 Horn ) 0.069 0.001 0.026 0.035 0100 | 0.142 | 0.023 | 0.034 88 83 88 73 99 a3 ‘

Code-3 Tone 0.061 0.075 0026 | 0.035 | 0088 | 0105 | 0.015| 0.021 85 80 84 - 70 95 80

Slow Whaop 0069 | 0098 | 0028 | 0.037 | 0100 | 0.142 | 0025| 0035 | 90 89 89 75 9 94
Siren 0080 | 0104 | 0027 | 0036 | 0122 | 0.152 | 0.021| 0030 | 89 84 89 75 98 93
HULO ooas | 0057 | 0020 | 0026 | 0089 | 0.114 | 0018| 0.026 | 86 81 86 71 93 88

Note: ¥ the strobe and audible operate on the
same drcuit, add the strobe current from Table
RMS Current (amps) 2 to the audible current from Table 1.

Model MT-121575 | MT-241575 | MTWP-2475 MT-24MCW » RMS| current ratings are per UL average

Candela 1575¢d 1575¢d 180cd 30cd | 75cd RMS rhethod. UL max current rating is the

@24VDC 0152 0.060 0094 0.063 | 0.109 maximum RMS current within the listed

voltag range (16-33v for 24v units). For

UL max’ 0255 0080 0138 0092 | 0.185 strobeg the UL max current is usually at the
minimbm listed voltage (16v for 24v units).
For audibles the max current is usually at the
maxinfum listed voltage (33v for 24v units).
For uffiltered FWR ratings, see installation
instrugtions.

Table 2: $trobe Cuirent Ratings




Wiring Diagrams (for all maodels)

MT SIGNAL AUDIBLE SIGNAL AND STROBE UDIBLE SIGNAL AND STROBE
OPERATE INDEPENDENTLY DPERATE IN UNISON. RED AND
LACK SHUNT-WIRES ARE

FROM
FROM I, TO NEXT preceome T A UPPLIED
PRECEDING - T APPLIANCE OR ODELFOR LIED.

APPUANCE, ~ EQLR Face

SMIDS .
ps_?;;:‘cp' FROM PRECTDING Ecl-?zlEDING + + TONEXT )
PS.12124-8MP o+ + TonEx: APPLIANCE
POWER R . e eece or_ STROBE OR APPLIANCE | . OREOQLR

SUPPLIES or £E-1224-BMP - foR DR FACK
FACP POWER SUPPLIES

SlGNAL QR FACP

+-|l@ |+-
STROBE  AUDIBLE STROBE AUDIBLE

Specifications and Ordering Information -

Model Order - Input Rated Mounting | Agency Approvals
Number Gode Voltage Candela Options™™ ? OSFM‘ EM ‘ BFP

MT-1 2124 5023 12124 . D,EFLMOPR ] X X

MT-241575W-FR* 8422 24 15 (75 on AXIS) D.EFLMOPR [ X X
- ) "

MT-24MCW-FR 3300 24 15/30/75M110 D.EFLMOPR

N‘MZ’IS’)SW—FR‘ 8421 12 [» 15 (75 on AXIS) DEFLMOPR X

* Pending

*

MTWP-2475W-FR™ 8420 24 180 @ 77°F (25°C) M b4

MT4-115-R 6223 118VAC . D.E,J, K N O.R

X X X X
LMTM‘I‘IS—WH-VFR” L 6224 115 VAC 15 D,E.4LKNOQR X XJ

NOTE: “*MTWP-2475W is Weatherproof and rated for 180 cd @ 77°F (25°C). See Data Sheef 58004 or installation Instruction F84150.
«Eor additional information on mounting please refer to Data Sheet $7000.
# 1575 strobes are UL Listed for 15cd with 75¢d on AXIS.
## Series WH Strobe is listed for UL Standard 1638 only. See Instruction Sheet P8316D.

AWARNING: CONTACT WHEELOCK FORTHE CURRENT “INSTALLATION INSTRUCTIONS” P82467 MT-12/24, P84155 MT w/
Strobe P84150 MTWP WEATHERPROOF “GENERAL INFORMATION” SHEET (P8238p) ON THESE PRODUCTS. THESE DOCUMENTS
DO UNDERGO PERIODIC CHANGES. IT 1S IMPORTANT THAT YOU HAVE CURRENTINFORMATION ON THESE PRODUCTS. THESE
MATERIALS CONTAIN IMPORTANT INFORMATION THAT SHOULD BE READ PRIOR[TO SPECIFYING OR INSTALLING THESE
PRODUCTS, INCLUDING:
« TOTAL CURRENT REQUIRED BY ALL APPLIANCES CONNECTED TO SYSTEM SECONDARY POWER SOURCES.

« FUSE RATINGS ON NOTIFICATION APPLIANCE CIRCUITS TO HANDLE PEAK CURRENTS FROM ALL APPLIANCES ON
THOSE CIRCUITS.

« COMPOSITE FLASH RATE FROM MULTIPLE STROBES WITHIN A PERSON’S{FIELD OF VIEW.

« THE VOLTAGE APPLIED TO THESE PRODUCTS MUST BE WITHIN THEIR RATED INPUT VOLTAGE RANGE.

« INSTALLATION IN OFFICE AREAS AND OTHER SPECIFICATION AND INSTALLATION ISSUES.

« USE STROBES ONLY ON CIRCUITS WITH CONTINUOUSLY APPLIED OPERAJTING VOLTAGE. DO NOT USE STROBE ON
CODED OR INTERRUPTED CIRCUITS IN WHICH THE APPLIED VOLTAGE IS ¢YCLED ON AND OFF AS THE STROBE MAY
NOT FLASH.

« FAILURE TO COMPLY WITH THE INSTALLATION INSTRUCTIONS OR GENERAL INFORMATION SHEETS COULD RESULT
IN IMPROPER INSTALLATION, APPLICATION, AND/OR OPERATION OF THESE PRODUCTS IN AN EMERGENCY
SITUATION,WHICH COULD RESULTIN PROPERTY DAMAGE AND SERIOUS INJURY OR DEATHTO YOU AND/OR OTHERS.

+ CONDUCTOR SIZE (AWG), LENGTH AND AMPACITY SHOULD BE TAKEN INTO CONSIDERATION PRIOR TO DESIGN AND
INSTALLATION OF THESE PRODUCTS, PARTICULARLY IN RETROFIT INSTALLATIONS.

Wheelock products must be used within their published specifications and must be P ROPERLY specified, applied, installed, operated,
maintained and operationally tested in accordance with their installation instructions gt the time of installation and at least twice a year
or more often and in accordance with local, state and federal codes, regulations gnd laws. Specification, application, installation,
operation, maintenance and testing must be performed by qualified personnel for prgper operation in accordance with all of the latest
National Fire Protection Association (NFPA), Underwriters’ Laboratories (UL), Natidnal Electrical Code (NEC), Occupational Safety
and Health Administration (OSHA), local, state, county, province, district, federal and other applicable building and fire standards,
guidelines, regulations, laws and codes including, but not limited to, all appendices and amendments and the requirements of the
focal authority having jurisdiction (AHD).




Architects and Engineers Specifications

The notification appliance shall be a Wheelock Series MT audible/visual appliance or eqgpivalent. Notification appliance shall
be electronic and use solid state components. Electromechanical alternatives are not approved. Each electronic appliance
shall provide eight (8) field selectable alarm tones. The tones shall consist of: HORN, BfLL, MARCH TIME HORN, CODE-3
HORN, CODE-3 TONE, SLOW WHOOP, SIREN and HI/LO. Tone selection shall be by durable dip switch assembly and not
clips or jumpers. The Multitone Audible appliance shall be UL Listed under Standard 464|for Audible Signal Appliances. The
audible and the strobe shall be able to operate from a single NAC circuit while producing any of these tones. The appliance
shall provide two output sound levels: STANDARD and HIGH dBA. The HIGH dBA settjng shall provide a minimum 5 dBA
increase in sound output at nominal voltage. The HIGH anechoic dBA measurement at 1 feet at the alarm HORN SETTING
shall be 99 dBA minimum. Operating voltages shall be either 12 VDC or 24 VDC using filtered power or unfiltered power
supply (full-wave-rectified). All models shall have provisions for standard reverse polarity type supervision and IN/OUT field
wiring using terminals that accept #12 to #18 AWG wiring.

Combination audible/visual appliances shall incorporate a Xenon flashtube enclosed in f rugged Lexan® lens or equivalent
with solid state circuitry. Strobe shall produce a flash rate of one (1) flash per second minimum over the voltage range. The MT
strobe intensity shall be rated per UL and Listed under Standard 1971 for Signaling Devices for the Hearing Impaired for
1575¢cd multi-candela with field selectable 15/30/75/110 candela settings. The 1575 carldela strobe shall be specified when
15 candela or with 75 candela intensity on-axis is required. Strobe Models shall incorporate circuitry for synchronized strobe
flash and shall be designed for compatibility with Wheelock SM and/or DSM Sync Module$ or Wheelock’s Power Supplies with
Sync Protocol. The strobes shall not drift out of synchronization at any time during operatipn. If the module fails to operate (i.e.,
contacts remain closed), the strobes shall revert to a non-synchronized default flash ratg.

Strobe activation shall be via independent input or from the same input circuit as the auglible.

The combination audible/visual appliances shall be installed indoors and may be surface or flush mounted. They shall mount
1o standard electrical hardware requiring no additional trimplate or adapter. The aesthitic appearance shall not have any
mounting holes or screw heads visible when the instaliation is completed. The appliange shall be finished in a texiured red
color.

The Series MT-12/24, MTWP and MT4 appliances may be installed indoor or outdoor with the proper back box.

NOTE: Due to continuous development of our products, specifications and offerings are subject change without notice in accordance
with Wheelock Inc. standard terms and conditions.

WE SUPPORT AND ENCOURAGE NICET CERTIFICATION
MADE IN THE USA
3 YEAR WARRANTY

National Sales Office . Distributed By:
800-631-2148
Canada 800-397-5777
E-Mail: Info@wheelockinc.com

http://www.wheelockinc.com Mm
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273 BRANCHPORT AVENUE - LONG BRANCH, NJ 07740 - TEL: 73p-222-6880 - FAX: 732-222-2588
$2000 07/04
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LISTING No. 7135-0785:118 Page 1 of 1
CATEGORY: Audible Devices

LISTEE: Wheelock Inc., 273 Branchport Ave., Long Branch NJ 07740
Contact: Luy Nguyen (732) 222-6880 Fax (732) 222-5607

DESIGN: Model MT-12/24, MT-115 and MT4-12/24, and MT4-115 multi-tone audible devices
followed by R, W, S, or X to indicate package color.

Models MT-12, MT4-12, MT-24, MT4-24 multi-tone audiblg/strobe signals followed by A,
B, G, R or W to indicate lens color, followed by S (15 cd), H (15 ¢d) or M (117 cd) to
indicate strobe intensity, and other suffixes to designate ofientation, lens lettering and
plate color.

Models MT-115-WH and MT4-115-WH muiti-tone audible/visuail devices (Rated 15 cd).

Refer to listee's data sheet for additional detailed product flescription and operational
considerations.

Suffix -12: *8-17.5 VDC
-24: *16-33 VDC
-115: 120 VAC

INSTALLATION: In accordance with listee's printed installation instructions] NFPA 72, applicable codes
and ordinances and in a manner acceptable to the authority having jurisdiction. Models
MT series are surface mount and suitable for outdoor with Model |OB back box. Models
MT4 series are flush mount and suitable for outdoor with modei WBB back box.

MARKING: Listee's name, model number, electrical/candela rating and UL label.

APPROVAL.: Listed as audible and audible/visual signaling devices for se with separately listed
electrically compatible fire alarm control units. Not suitable for the hearing impaired
application.

These appliances can produce a distinctive three-pulse Temporal Pattern Fire Alarm
Evacuation Signal (for total evacuation) in accordance with NFPA 72, 1999 Edition. Refer

to manufacturer’s Installation Manual for details.

*Rev. 12-22-2002KK

This listing is based upon technical data submitted by the applicant. CSFM Firg Engineering staff has reviewed the test results
and/or other data but does not make an independent verification of any ¢laims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify gorrect operational requirements or installation
criteria. Refer to listee's data sheet, installation instructions and/or other suitble information sources.

Date Issued: MAY 21, 2005 Listing [Expires June 30, 2006

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager




