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CYspo 24MST QU346

Rob Globus

‘From: James Christensen [jeChristensen@cityofsacramento.org]
Sent:  Friday, August 03, 2007 11:26 AM

To: Rob Globus o

Subject: Fwd: RE: Fire Station 60 & 12

Rob, Robin asked me to send this to you, he wants to have it on hand when he gets the FS12 final.
Thanks,

James

>>> "Melissa Dubovik" <mdubovik@bbse.com> 4/20/2007 11:11 AM >>>
James,

i took a look and it is acceptable to use 5/8" diameter w/4" embed Hilti KB3's either stainless steel or hot-dipped
galvanized. We typically spec the hole to be of the same nominal diameter of the bolt plus 3/16". Will it be a
problem to drill the holes in the tank plate t013/16" diameter? Going down to a 1/2" bolt does not work with
the increased tank weight. Please let me know if this works for you, and if you need a memo or a sketch with
the changes.

Thanks,

Melissa

From: James Christensen [mailto:jeChristensen@cityofsacramento.org]
Sent: Friday, April 20, 2007:10:10 AM

To: Melissa Dubovik

Subject: RE: Fire Station 60 & 12

Melissa, please find attached the generator submittal. The generator did not change, however this is the

information we received after award of the contract. The information you for design was what was provided
before the contract.

There appear to be some changes, induding the bolt holes.

Let me know what you think.

James

>>> "Melissa Dubovik” <mdubovik@bbse.com> 4/20/2007 9:51 AM >>>

James,

The generator drawings we designed for are attached. I have clouded the area which I anticipated would be the
attachment to the slab, with 15/16" diameter holes. Has there been a change in the generator? Would you
please look at the drawings we have and let me know if the generator is different than we were designing for. I

would appreciate it. I can then give you a more definite answer once I hear back. Feel free to send a pdf of
the generator submittal you are referring to.

8/3/2007




Page 2 of 2

Thanks,

Melissa Dubovik
Buehler & Buehler Structural Engineers

600 Q St, Suite 200
Sacramento, CA 95814
Ph: 916.443.0303

Fax: 916.443.0313
www.bbse.com

From: James Christensen [mailto:jeChristensen@cityofsacramento.org]
Sent: Friday, April 20, 2007 8:36 AM

To: mdubovik@bbse.com

Cc: Mike George

Subject: Fire Station 60 & 12

Melissa, the generator submittal shows a 5/8" hole (typical 4) for securing the generator and tank to the pad.
Your drawings have a 3/4" expansion bolt as an anchor.

The 3/4" bolt will not fit through the hole without drilling the hole out.

Can we reduce the securingrbolt to'a:5/8"? Or do we need to drill out the hole in the generator skid?

Thanks,

James E. Christensen, P.E.

Senior Engineer

City of Sacramento

Department of General Services
Facilities and Real Property Management

5730 24th Street, Building #4
Sacramento, CA 95822

Phone #: (916) 808-5863

Fax #:  (916) 808-8337
jechristensen@cityofsacramento.org
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