CITY OF SACRAMENTO Permit No: 0610053

12321 Street, Sacramento, CA 95814 Insp Area: 1
‘ Thos Bros: 297G4

Site Address: 585 34TH ST SAC o A Sub-Type:  NSFR
Parcel No: 004-0223-006 Housing (Y/N): N
™ ox 4/

CONTRACTOR OWNER
TBD BOGDAN KENNETH M

585 34TH ST

SACRAMENTO, CA 95816 ”5111

NatureofWorkiNEWSFR--2STORY --W/BASEMENT--1 stSTORY-lSBOSP%szRY--I 589--BASEMENT--786SF--PATIOL61 ISF
PATIO ¢
2 130 SF GARAGE 506 SF

CONSTRUCTION LENDING AGENCY : I hereby affirm under penalty of perjury that there is a construction lending agency for the performance of’
the work for which this permit is issued (Sec. 3097, Civ. C).

Lender's Name Lender'sAddress

LICENSED CONTRACTORS DECLARATION: I hereby affirm under penalty of perjury that [ am licensed under provisions of Chapter 9
(commencing with section 7000) of Division 3 of the Business and Professions Code and my license is in full force and effect.

License Class License Number C000010445 Date Contractor Signature

OWNER-BUILDER DECLARATION: [ hereby affirm under penaity of perjury that I am exempt from the contractors License Law for the following
reason (Sec. 7031.5, Business and Professions Code; any city or county which requires a permit to construct, alter, improve, demolish, or repair any structure,
prior to its issuance, also requires the applicant for such permit to file a signed statement that he or she is licensed pursuant to the provisions of the Contractors
License Law (Chapter 9 (commencing with Section 7000) of Division 8 of the Business and Professions Code) or that he or she is exempt therefrom and the
basis for the alleged exemption. Any violation of Section 7031.5 by any applicant for a permit subjects the applicant to  civil penalty of not more than five
hundred dollars ($500.00);

L, as a owner of the property, or my employees with wages as their sole compensation, will do the work, and the structure is not intended or offered for
sale (Sec. 7044, Business and Professional Code: The Contractors License Law does not apply to an owner of property who builds or improves thereon, and
who does such work himself or herself or through his/her own employees, provided that such improvements are not intended or offered for sale. If, however,
the building or improvement is sold within one year of completion, the owner-builder will have the burden of proving that he/she did not build or improve for
the purpose of sale.)

_&Q 1, as owner of the property, am exclusively contracting with licensed contractors to construct the project (Sec. 7044, Business and Professions Code:
The Contractors License Law does not apply to an owner of property who builds or improves thereon, and who contracts for such projects with a contractor(s)
licensed pursuant to the Contractors License Law).

[ am exempt under Sec. B & PC for this reason: N
8“’ / - b b Owner Signature

IN ISSUING THIS BUILDING PERMIT, the applicant represents, and the cityfelies on the representation of the applicant, that the applicant verified all
measurements and locations shown on the application or accompanying drawings and that the improvement to be constructed does not violate any law or
private agreement relating to permissible or prohibited locations for such improvements. This building permit does not authorize any illegal location of any
improvement or the violation of any private agreement relating to location of improvements.

[ certify that I have read this application and state that all information is correct. Iagree toeeply with all city and county ordinances and state laws relatingto
building construction and herby authorize representative(s) of this city to enter upon the abpven entioned pr w for inspection purposes,

A W
i 4

WORKER'S COMPENSATION DECLARATION: 1 hereby affirm under penalty of perjury one of the following declarations:
I have and will maintain a certificate of consent to self-insure for workers' compensation as provided for by Section 3700 of the Labor Code, for the
performance of work for which the permit is issued.

- ( "‘D ‘0 Applicant/Agent Signature Y

I'have and will maintain workers' compensation insurance, as required by Section 3700 of the Labor Code, for the performance of the work forwhich
this permit is issued. My workers' compensation insurance carrier and policy number are:

Carrier Policy Number Exp Date

(This section need not be completed if the permit is for $100 or less) I certify that in the performance of the work for which this permit is issued, Ishall
not employ any person in any manner 50 as to become subject to the workers' compensatipn laws of California and agree that if I should become subject tothe

workers' compensation provisions of Section 3700 of the Labor Code, I shall forthwith co @ with those proyisions.
0
Date s:-— l - D ‘0 Applicant Signature = mbb ¢

[y

WARNING: FAILURE TO SECURE WORKER'S COMPENSATION COVERAGE IS UNLAWFUL AND SHALL SUBJECT AN EMPLOYER TO
CRIMINAL PENALTIES AND CIVIL FINES UP TO ONE HUNDRED THOUSAND DOLLARS ($100,000) IN ADDITION TO THE COST OF
COMPENSATION, DAMAGES AS PROVIDED FOR IN SECTION 3706 OF THE LABOR CODE, INTEREST AND ATTORNEY'S FEE.




ABC INSULATION & SUPPLY CO.
11386 AMALGAM WAY
RANCHO CORDOVA, CA 95670
Phone (916) 635-7171
Fax (916) 635-7717
State License No. 369263

THIS IS TO CERTIFY THAT INSULATION HAS BEEN INSTALLED IN
CONFORMANCE WITH CURRENT ENERGY REGULATIONS, CALIFORNIA

ADMINISTRATIVE CODE, TITLE 24, STATE OF CALIFORNIA, IN THE BUILDING
LOCATED AT:

rO._..%. _ rl‘ ._-I.PO._-I‘ |
 Streer CITY mbahbggﬂm

EXTERIOR WALLS:

Manufacture CERTAIN TE ND ._.on:mmmllﬁm Value |~m
CEILINGS: CERTAINTEED 628" 9

_— H/D
Nmmﬂm:ﬂmoﬁ:ﬂm CERIT AINTEED \

._.:_ox:mmmlg R Value mmo
KNAUFE | 2" 28

Bi | /
EMHMchqm m RE =Ml <) Nm‘ ;mox:mmmlwbl.mvl\ R Value &

——

Square footage covered

Garage ceiling - living space above
Thickness

stcﬂmﬂcqmr.rgmox:mmml

POLYSEAL/CAULK PER TITLE 24: L

GENERAL CONTRACTOR
CALIFORNIA CONTRACTORS LICENSE#

SIGNATURE TITLE
INSULATION CONTRACTOR ABC INSULATION & SUPPLY CO. pare Z2-20-07




CERTIFICATE OF COMPLIANCE: RESIDENTIAL  (Page 1 of 5)

Pt |IVAC CHANGEOUT | ™ o3jo1/07 | Poeperemt?

Project Address 585 34TH ST. UNIT 1 RE
SACRAMENTO, CA 95816

Documentation Author Mike MOSley

Compliance Method (Prescriptive)

an Check / Date:

Telephone
916 276-3792

Climate Zone 12

ency Use Only

Alternative Component Package Method: (check one) C D D (Alternative)
* Package C and Package D choices require HERS rater field verification and/or diagnostic testing (see CF-1R page 3)
*  For Package D Alternative see Appendix B Table 151-C Footnotes 8-14 in the Residential Compliance Manual (RCM)

GENERAL INFORMATION
Total Conditioned Floor Area (CFA) fi2

Average Ceiling Height: 8 ft

Check Applicable Boxes

Building Type: (check one or more) Single Family l:l Multifamilyg Addition ;l_ Alteration
(1f adding fenestration fill-out WS-4R, Fenestration Maximum Allowed Area Worksheet and see Section 8.3.2
for Additions and 8.3.3 for Alterations in the RCM.)

fiZ (from WS-4R)
f? (from WS-4R)

Maximum Allowed Total Fenestration Area
Maximum Allowed West Facing Fenestration Area
Number of Stories: Number of Dwelling Units: __

Floor Construction Type: Slab/Raised Floor (circle one or both)

Front Orientation: North / South / East / West : All Orientations (input front orientation in degrees
from True North and ¢ircle one).

O RADIANT BARRIER (check box if required in climate zones 2., 4, 8-15

OPAQUE SURFACES INCLUDING OPAQUE DOORS

Component
Type (Wall,
Roof, Floor,

Slab Edge,

Doors)

Cavity
Insulation
R-Value

Continuous
Insulation
R-Value

Assembly U-
factor (for wood,
metal frame and

mass
assemblics) '

Joint
Appendix
v
Reference

Roof Radiant
Barrier
Installed’
Yes or No

Location
Comments
(attic, garage,
typical, etc.)

1) See Joint Appendix IV in Section IV.2, IV.3, and IV .4, which is the basis for the U-factor criterion. U-factors can not exceed
prescriptive value to show equivalence to R-values.
2) This column is for the Inspector to verify installation of roof radiant barrier.

Residential Compliance Forms December 2005




CERTIFICATE OF COMPLIANCE: RESIDENTIAL (Page 2 of 5) CF-1R

Project Title Date
HVAC CHANGEOUT | 03w1/07

FENESTRATION PRODUCTS — U-FACTOR AND SHGC

v [0 FENESTRATION MAXIMUM ALLOWED AREA WORKSHEET WS-4R — must be included for New
Construction, Additions, and Alterations.

Fenestration Exterior
#/Type/Pos. (Front, Orien- Shading/Overhangs®’
Left, Rear, Right, tation, ¥ box if WS-3R is

Skylight) N, S,E, W' included

1) Skylights are now included in West- fenestration area if the skylights are tilted to the west or tilted in any direction when
the pitch is less than 1:12. See §151()3C and in Section 3.2.3 of the Residential Manual.

2) Enter values in this column from either NFRC Certified Label or from Standards Default Table 116-A.

3) Indicate source either from NFRC or Table 116-A,

4) Enter values in this column from NFRC or from Standards Default Table 116B or adjusted SHGC from WS-3R.

5) Indicate source either from NFRC, Table 116B or WS-3R

6) Shading Devices are defined in Table 3-3 in the Residential Manual and see WS-3R to calculate Exterior Shading devices.

7) See Section 3.2.4 in the Residential Manual.

HVAC SYSTEMS

Heating Equipment Minimum Distribution .

Type and Capacity Efficiency | Type and Location | Ductor Piping | Thermostat Configuration
(furnace, heat pump, boiler, etc.) | (AFUE or HSPF) (ducts, attic, etc.) R-Value Type (split or package)
Gas Furnace 80% Atti¢ R6 setback spiit

Cooling Equipment Minimum
Type and Capacity Efficiency Distribution
(A/C, heat pump, evap. (SEER or Type and Location | Duct or Piping Thermostat Configuration
cooling) EER) (ducts, attic, etc.) R-Value Type ‘ (split or package)
alc 13 seer Attic R6 satback split

Residential Compliance Forms December 2005
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3/, inches OF greater
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CERTIFICATE OF COMPLIANCE: RESIDENTIAL (P‘EEEE of 5) CF-1R

Project Title Date
HVAC CHANGEOUT 03/01/07 J

SPECIAL FEATURES REQUIRING BUILDING OFFICAL or HERS RATER VERIFICATION
Indicate which special features are parts of this project. The list below only represents special features relevant to the prescriptive method.
(Check Applicable boxes)
Building Officiat HERS Rater
Verification of HERS Rater Diagnostic
Category Special Features Verification Testing Measure

100% of ducts in crawlspace/basement

Buried ducts

Diagnostic supply duct location, surface area, and R-value
Duct increased R-value

Duct leakage

Ducts in attic with radiant barriers

Less than 12 ft. of duct outside conditioned space
Non-standard duct location
Supply registers within two ft of floor

Envelope

Air retarding wrap

a|o

Cool roof
Exterior shades
High thermal mass

Inter-zone ventilation

Metal framed walls

Non-default vent heights

Quality insulation installation

Radiant barrier

Reduced infiltration (blower doar). May 1also require mechanical ventilation.

Solar gain targeting (for sunspaces)
Sunspace with interzone surfaces

Vent area greater than 10%

ololol\ojojo|Oojo|o|o|0|d

HVAC Equipment
o : b Adequate air flow

Air conditioner size

Air handler fan power
High EER

Hydronic heating systems

EI
0
a
o
O

Mechanical ventilation

Refrigerant charge

Thermostatic expansion valve (TXV)

Zonal control

= |O|E 010

-

Combined hydronic

High EF for existing water heaters
Non-NAECA water heater
Non-standard water heaters (wh/unit)
Water heater distribution credits

o|ojajojc

Residential Compliance Forms December 2005




SRTTFICATE OF COMPLIANCE: RESIDENTIAL Fagesots)  CE-IR

Date

Project Title
l HVAC CHANGEOUT 03/01/07

Special Remarks

COMPLIANCE STAT EMENT

This certificate of compliance lists the building features and specifications needed to comply with Title 24,
Parts 1 and 6 of the California Code of Regulations, and the administrative regulations to implement them. This
certificate has been signed by the individual with overall design responsibility. The undersigned recognizes that
compliance using duct design, duct sealing, verification of refrigerant charge and TXVs, insulation installation
quality, and building envelope sealing require installer testing and certification and field verification by an
approved HERS rater.

Designer or Owner (per Business and Professions Code) Documentation Autho
Name: . i
Mike Mosley
Title/Firm: . . ) e
On Line Heating & Air Conditioning

Address 2408 Chesline Dr.

Citrus Heights, CA 95621
Telephone: 916 276-3792

Telephone:

License #: License #: (if applicable) 590591

(\Sm aaf . 03/01/07

) @

Enforcement Agency

Telephone:

December 2005

Residential Compliance Forms




INSTALLATION CERTIFICATE (Page4 of 12) CF-6R

Site Address Permit Number

585 34TH ST. UNIT 1 RES-061005EJ
INSTALLER COMPLIAN CE STATEMENT FOR DUCT LEAKAGE

INSTALLER COMPLIANCE STATEMENT
The building was: v [@Tested at Final v O Tested at Rough-in

INSTALLER VISUAL INSPECTION AT FINAL CONSTRUCTION STAGE FOR NEW DUCTS:

Remove at least one supply and one return register, and verify that the spaces between the register boot and the interior finishing
wall are properly sealed.

O If the house rough-in duct 1

v L1 DUCT LEAKAGE REDUCTION

Procedures for field verification and diagnostic testing of air distribution Systems are available in RACM, Appendix RC4.3
NEW CONSTRUCTION:

Duct Pressurization Test Results (CFM @ 25 Pa) N{f:f;';:d o

Enter Tested Leakage Flow in CFM:

-7 cfm/(kBtwhr) x Heating
Capacity in Thousands of Btwhr, enter total calculated or measured fan flow in CFM here:
Pass if Leakage Percentage < 6% for Final or < 4% at Rough-in without air handle:
[100x] (Line # 1)/ (Line # 2T
TERATIONS: Duct System and/or HVAC Equipment Change-Out

Enter Tested Leakage Flow in CFM from Pre-Test of Existing Duct System Prior to Duct
System Alteration and/or Equipment Change-Out.

Enter Tested Leakage Flow in CEM from Final Test of New Duct System or Altered Duct
System for Duct System Alteration and/or Equipment Change-Out.

Enter Reduction in Leakage for Altered Duct System

[ (Line # 4) Minus (Line # 5)] — (Only if Applicable)

7 | Enter Tested Leakage Flow in CFM to Outside (Only if Applicable)

Entire New Duct System - Pass if Leakage Percentage < 6% for Final, il
8 | [100x] (Line #5) / Line # 2)]] : % Pass [ Fai
TEST OR VERIFICATION STANDARDS: For Altered Duct System and/or HVAC Equipment Change- v v
Out Use one of the following four Test or Verification Standards for compliance:
o | Pass if Leakage Percentage < 15% [100 x [ (Line # 5) / (Line # 2)]] O Pass [ Fail

10 | Pass if Leakage to Outside Percentage < 10% [100 x [ (Line #7) / (Line #{2)]] [0 Pass O Fail

Pass if Leakage Reduction Percentage > 60% [100 x [ (Line # 6) / (Line # 4)]] O Pass O Fail
and Verification by Smoke Test and Visual Inspection
Pass if Sealing of all Accessible Leaks and Verification by Smoke Test and Visual Inspection t o OPass O Fail
Pass if One of Lines # 9 through # 12 ass | ! .. | OPass 0 Fail
quirements for compliance
-Distribution System Ducts, Plenums and Fans comply with
Energy Efficiency standards.

Installing Subcontractor (Co. Name) OR General Contractor (Co. Name) OR Owner

On Line Heating & Air Conditioning

Signature: P\ e ron S Moo l___ Date: 03/02/07 |

Copies to: BUILDING DEPARTMENT, HERS RATﬁ!_(I‘F“ APPLICABLE) BUILDING OWNER AT OCCUPANCY

Residential Compliance Forms December 2005




IN STALLATION
Site Address

CERTIFICATE (Page 3 of 12) CF-6R
585 34TH ST. UNIT 1

Permit Number

RES-0610053

An installation certificate ig required to be posted at the building site or made available for g appropriate inspections, (The

information provided on this form is required) After completion of final inspection, 3 €opy must
department (upon request) and the build

be provided to the building
ing owner at Occupancy, per Section 10-103(a).
HVAC SYSTEMS:

Heating Equipment

. CEC Certified Mfr,
Equip Type Name and Mode)
pke. heat pump

Heating
i i ipi Capacity
Number S ic, etc.

Efficiency . Cooling
(SEER or EER) Capacity

Installing Subcontractor (Co. Name) OR General
Contractor (Co. Name) OR QOwner

On Line Heating & Air Co

'?.'" Date:  03/02/07

Copies to: BUILDING DEPARTMENT, HERS §

Residential Compliance Forms

April 2005




INSTALLATION CERTIFICATE (Page 5 of 12) CF-6R
Site Address Permit Number

585 34TH ST. UNIT 1 RES-0610053

v IX] THERMOSTATIC EXPANSION VALVE (TXV)

Procedures for field verification of thermostatic expansion valves are available in RACM, Appendix RI.
v v

Access is provided for inspection. The procedure shall

consist of visual verification that the TXV is installed on
XlYes | [INo | the system and installation of the specific equipment |
shall be verified.

Yesis apass | Pass | Fail

v [] REFRIGERANT CHARGE MEASUREMENT
Verification for Required Refrigerant Charge and Adequate Airflow for Split System Space Cooling Systems without
Thermostatic Expansion Valves

Outdoor Unit Serial #
Location

Outdoor Unit Make
Outdoor Unit Model
Cooling Capacity

Date of Verification

Date of Refrigerant Gauge Calibration (must be checked monthly)
Date of Thermocouple Calibration (must be checked monthly)

Standard Charge Measurement Procedure (outdoor air dry-bulb 55°F and aboqe):

Procedures for Determining Refrigerant Charge using the Standard Method are available in RACM, Appendix RD2.
Note: The system should be installed and charged in accordance with the manufacturer’s specifications before starting this
procedure,

Measured Temperatures

Supply (evaporator leaving) air dry-bulb temperature (Tsupply, db)

Return (evaporator entering) air dry-bulb temperature (Treturn, db)

Return (evaporator entering) air wet-bulb temperature (Treturn, wb)
Evaporator saturation temperature (Teva

Suction line temperature (T

Condenser (entering) air d

Superheat Charge Method Call
Actual Superheat = Tsuctig

Target Superheat (from Table RD-2)
Actual Superheat — Target Superheat (System passes if between -5 and +5°F)

Temperature Split Method Calculations for Adequate Airflow
Split Method Calculation is not necessary if Adequate Airflow credit is taken

Actual Temperature Split =T return, db Tsupply, db
Target Temperature Split (from Table RD3)

Actual Temperature Split Target Temperature Split (System passes if between -
3°F and +3°F or, upon remeasurement, if between -3°F and -100°F)

Residential Compliance Forms April 2005




INSTALLATION CERTIFICATE (Page 6 of 12) CF-6R
Site Address Permit Number

585 34TH ST. UNIT 1 RES-0610053

Standard Charge Measurement Summary:
System shall pass both refrigerant charge and adequate airflow calculation criteria from the same
measurements. If corrective actions were taken, both criteria must be remeasured and recalculated.

[v |OYes [ONo | System Passes

Alternate Charge Measurement Procedure (outdoor air dry-bulb below 55 °F)

Note: The system should be installed and charged in accordance with the manufacturer’s specifications and installer
verification shall be documented on CF-6R before starting this procedure. If outdoor air dry-bulb is 55 °F or above, installer
shall use the Standard Charge Measure Procedure:

Procedures for Determining Refrigerant Charge using the Alternate Method are available in RACM, Appendix RD3.
Weigh-In Chgrging Method for Refrigerant Charge

Actual liquid line length: ft
Manufacturer’s Standard liquid line length: ft
Difference (Actual — Standard): ft
Manufacturer’s correction (ounces 1ffe - = _____ounces

Measured Airflow Method for Adeq :
Calculated Airflow: Cooling Capa . = CFM

Measured Airflow is CFM (Measured airflow must be greater than the calculated airflow).

Alternate Charge Measurement Summary:
System shall pass both refrigerant charge and adequate airflow calculation criteria from the same measurements. If

corrective actions were taken, both criteria must be remeasured and recalculated.
[ v [ OvYes | ONo [ System Passes

Installing Subcontractor (Co. Name) OR General
Contractor (Co. Name) OR Owner On Line Heating & Air Canditioning
e ———

Signature:{\,,_eR P M Date:  03/02/07

Copies to: BUILDING DEPARTMENT, HERS RAJ'EI)(IF APPLICABLE) BUILDING OWNER AT OCCUPANCY

Residential Compliance Forms April 2005




INSTALLATION CERTIFICATE (Page 8 of 12) CF-6R

Eite Address

585 34TH ST. UNIT 1 et 80610053

v’ FAN WATT DRA

Portable Watt Meter Measurement
Utility Revenue Meter Measurement

\/EIYes’ O No : s
l [ Yes is a pass

v [J ADEQUATE AIRFLOW VERIFICATION
Procedures for measuring the airflow are available in RACM, Appendix RE3. ],
v’ Method For Airflow Mesasurement
RE4.1.1 Diagnostic Fan Flow Using Flow Capture Hood
RE4.1.2 Diagnostic Fan Flow Usin Plenum Pressure Matchin
RE4.1.3 Diagnostic Fan Flow Using Flow Grid Measurement
OYes | ONo |Duet design exists on plans

Measured Airflow:
Rated Tons cfm/ton

ia in Table RE-2

€s is a pass

v [J MAXIMUM CoOLING cap

Procedures for determining maximum (@linc RACM, Appendix RF3.
O No ed (see adequate airflow credit)

O No | Refrigerant charge or TXV

ONo | Duct leakage reduction credit verified

ONo | Cooling capacities of installed Systems are < to maximum cooling

capacity indicated on the Performance’s CF-1R and RF -3,
If the cooling capacities of installed systems are > than maximum
O No cooling capacity in the CF-1R, then the electrica] input for the
installed systems must be < to electrical input in the CF-1R.

Yesto 1,2, and 3; and Yes to either 4 or 5 is a pass

v HIGH EER AIR CONDITIONER
Procedures for verification are available in RACM, Appendix RI
v UINo__| EER values of installed systems match the CF-1R
O No | For split System, indoor coil is matched to outdoor coil
O No Time Delay Relay Verified (If Required)
Yesto 1 and 2; and 3 (If Required) is a pass

Installing Subcontractor (Co. Name) OR General
Contractor (Co. Name) OR Owner On Line Heating & Air Conditioning

Signature; : Date: 03/02/07
Copies to: BUILDING DEPARTMENT, HERS R@F APPLICABLE) BUILDING OWNER AT OCCUPANCY

Residential Compliance Forms April 2005




CERTIFICATE OF FIELD VERIFICATION & DIAGNOSTIC TESTING (Page10f8) CF-4R

Project Address Builder or Installer Name
585 34TH ST. UNIT 1 On Line Heating & Air Conditioning

Builder or Installer Contact , ,. Telephone  |Plan/Permit (Additions or Alterations) Number
Mike MOS|ey 916 276-3792 RES-0610053

Teleph S le Gi ‘Numb.
Steve Vasa - CC2004262 il e e

20of7
Compliance Method (Prescriptive) Climate Zone 12

Certifying Signature Date | Sample House Number
2

HERS Provider

HERS Rater

2. “Nowe 4-6-07

Firm

Capitol Energy Consultants
Street Address:

CalCerts

- ity/State/Zip:
1709 Adonis Way Cly/Sate/Zipt g acramento CA 95864
Copies to: BUILDER, HERS PROVIDER AND BUILDING DEPARTMENT

HERS RATER COMPLIANCE STATEMENT

The house was: v [1 Tested v' B Approved as part of sample testing, but was not tested

As the HERS rater groviding diagnostic testing and field verification, I certify that the house identified on this form complies with
the diagnostic tested compliance requirements as checked ¥ on this form, The HERS rater must check and verify that the new
distribution system is fully ducted and correct tape is used before a CF-4R may be released on every tested building. The HERS
lraat?ﬁi mg:t not release the CF-4R until a properly completed and signed CF-6R has been received for the sample and tested
ui .

& The installer has provided a copy of CF-6R (Installation Certificate).

B New ducts are fully ducted (i.e., does not use building cavities as plenums or platform returns in lieu of ducts).

B New ducts with cloth backed, rubber adhesive duct tape is installed, mastic and draw bands are used in combination with

cloth backed, rubber adhesive duct tape to seal leaks at duct connections.).

v O MINIMUM REQUIREMENTS FOR DUCT LEAKAGE REDUCTION COMPLIANCE CREDIT
Procedures for field verification and diagnostic testing of air distribution systems are available in RACM, Appendix RC4.3.
Duct Diagnostic Leakage Testing Results

NEW CONSTRUCTION:
Duct Pressurization Test Results (CFM @ 25 Pa)

1 | Enter Tested Leakage Flow in CFM:
o | Fan Flow: Calculated (Nominal: v* [J Cooling v" U Heating) or v L1 Measured
Enter Total Fan Flow in CFM:

3 | Pass if Leakage Percentage < 6% [100 x| (Line # 1)/ (Line # 2)]] O Pass [ Fail

ALTERATIONS: Duct System and/or HVAC Equipment Change-Out

Enter Tested Leakage Flow in CFM from CF-6R: Pre-Test of Existing Duct System Prior to
Duct System Alteration and/or Equipment Change-Out.

Enter Tested Leakage Flow in CFM: Final Test of New Duct System or Altered Duct System
for Duct System Alteration and/or Equipment Change-Out.

Enter Reduction in Leakage for Altered Duct System | (Line # 4) Minus (Line # 5)]
6 | (Only if Applicable) s
7 | Enter Tested Leakage Flow in CFM to Outside (Only if Applicable) v v
Entire New Duct System - Pass if Leakage Percentage < 6% :
8 | oox[ (Line # 5) / Line # 2)]] D Pass O Fail
TEST OR VERIFICATION STANDARDS: For Altered Duct System and/or HVAC Equipment Change-Out | s v
Use one of the following four Test or Verification Standards for compliance:

o | Pass if Leakage Percentage < 15% [100 x | (Line #35) / (Line # 2)11 O Pass [ Fail
10 Pass if Leakage to Outside Percentage < 10% [100 x | (Line #7)/ (Line # 2)]] O Pass [ Fail

Pass if Leakage Reduction Percentage > 60% [100 x | (Line #6)/ (Line # 4)]] O Pass O Fail

and Verification by Smoke Test and Visual Inspection

Pass if Sealing of all Accessible Leaks and Verification by Smoke Test and Visual Inspection 0 Pass O Fail
Pass if One of Lines # 9 through # 12 pass | OPass O Fail

Measured
Values o

4

11

Residential Compliance Forms December 2005

System Passes as a sample




CERTIFICATE OF FIELD VERIFICATION & DIAGNOSTIC TESTING (Page 3 of 8) CF-4R
Project Address Builder Name

585 34TH ST. UNIT 1 On Line Heating & Air Conditioning

. Telephone | Plan Number
Mike Mosley 916 276-3792

Tel
Steve Vasa - CC2004262 or6.0ap.g7aps cPHONe | Sample Group Number

20of7
Compliance Method (Prescriptive) Climate Zone 12

Certifying Signature Date | Sample House Number
2

HERS Provider

Builder Contact

HERS Rater

2 Noeao— 4-6-07

Firm
CalCerts

1709 Adonis Way City/State/ZiP! g acramento CA 95864
Copies to: BUILDER, HERS PROVIDER AND BUILDING DEPARTMENT

HERS RATER COMPLIANCE STATEMENT

The house was: ¥'[] Tested v Approved as part of sample testing, but was not tested

As the HERS rater grovxdmg diagnostic testing and field verification, I certify that the house identified on this form complies with
the diagnostic tested compliance requirements as checked on this form.

v Xl The installer has provided a copy of CF-6R (Installation Certificate).

Capitol Energy Consultants
Street Address:

v [J THERMOSTATIC EXPANSION VALVE (TXV)
Procedures for field verification of thermostatic expansion valves are available in RACM, Appendix RI.

v

Access is provided for inspection. The procedure shall consist of
visual verification that the TXV is installed on the system and
installation of the specific equipment shall be verified.

Yes is a pass | Pass

v [J REFRIGERANT CHARGE MEASUREMENT

Verification for Required Refrigerant Charge for Split System Space Cooling Systems without Thqrmostatlc Expansion Valves

Outdoor Unit Serial #
Location
Outdoor Unit Make
Outdoor Unit Model
Cooling Capacity | Bwhr
Date of Verification
Date of Refrigerant Gauge Calibration (must be checked monthly)
Date of Thermocouple Calibration (must be checked monthly)

Note: The system should be mstalled 1l ch¥le fancef nanufacturer’s specifications and installer verification
shall be documented on CF-6R before i 3 geure. dry-bulb is below 55 °F rater shall use the Alternative
Charge Measure Procedure

Procedures for Determining Refrigerant Charge using the Standard Method are available in RACM, Appendix RD2.
v OYes ONo A copy of CF-6R (Installation Certificate) has been provided with reﬁ1gerant charge
measurement documented.
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CERTIFICATE OF COMPLIANCE: RESIDENTIAL

Project Title

HVAC CHANGEOUT

Date

03/01/07

Project Address 585 34TH ST_ UNIT 2

SACRAMENTO, CA 95816

Documentation Author Mlke Mosley

Telephone
916 276-3792

Compliance Method (Prescriptive)

Climate Zone 12

-E@rcemem; Agency Use Only_

Alternative Component Package Method: (check one)

C D

D (Alternative)

Package C and Package D choices require HERS rater field verification and/or diagnostic testing (see CF-1R page 3)
For Package D Alternative see Appendix B Table 151-C Footnotes 8-14 in the Residential Compliance Manual (RCM)

GENERAL INFORMATION
Total Conditioned Floor Area (CFA) ft?

Average Ceiling Height: 8 ft

Check Applicable Boxes

Building Type: (check one or more) Single Family ] Multifamilyg Addition g Alteration

(If adding fenestration fill-out WS-4R, Fenestration Maximum Allowed Area Worksheet and see Section 8.3.2

for Additions and 8.3.3 for Alterations in the RCM.)

Maximum Allowed Total Fenestration Area
Maximum Allowed West Facing Fenestration Area
Number of Stories;

Floor Construction Type:
Front Orientation:

from True North and circle one).

ft* (from WS-4R)

ft* (from WS-4R)

Number of Dwelling Units: 1
Slab/Raised Floor (circle one or both)
North / South / East / West : All Orientations (input front orientation in degrees

0 RADIANT BARRIER (check box if required in climate zones 2, 4, 8-15)

OPAQUE SURFACES INCLUDING OPAQUE DOORS

Component
Type (Wall,
Roof, Floor,
Slab Edge,
Doors)

Frame
Type
(Wood or
Metal)

Continuous
Insulation
R-Value

Cavity
Insulation
R-Value

factor (for wood,
metal frame and

Assembly U-
Joint
Appendix
mass v
assemblies) ' Reference

Roof Radiant
Barrier
Installed’
Yes or No

Location
Comments
(attic, garage,
typical, etc.)

1) See Joint Appendix IV in Section IV.2, IV.3, and IV 4, which is the basis for the U-factor criterion, U-factors can not exceed

prescriptive value to show equivalence to R-values.

2) This column is for the Inspector to verify installation of roof radiant barrier.

Residential Compliance Forms

December 2005




CERTIFICATE OF COMPLIANCE: RESIDENTIAL (Page 2 of 5) CF-1R

Project Title Date
HVAC CHANGEOUT | o307

FENESTRATION PRODUCTS — U- OR AND SH :
v [J FENESTRATION MAXIMUM ALLOWED AREA WORKSHEET WS-4R - must be included for New
Construction, Additions, and Alterations.

Fenestration Exterior
#/Type/Pos. (Front, Orien- Shading/Overhangs®’
Left, Rear, Right, tation, U-factor ¥ box if WS-3R is

Skylight) N, S, E, W' U-factor® Source’ included

the pitch is less than 1:12. See §151(f)3C and in Section 3.2.3 of the Residential Manual.
2) Enter values in this column from either NFRC Certified Label or from Standards Default Table 116-A.

3) Indicate source either from NFRC or Table 116-A,

4) Enter values in this column from NFRC or from Standards Default Table 116B or adjusted SHGC, from WS-3R.

5) Indicate source ¢ither from NFRC, Table 116B or WS-3R

6) Shading Devices are defined in Table 3-3 in the Residential Manual and see WS-3R to calculate Exterior Shading devices.

7) See Section 3.2.4 in the Residential Manual.

1) Skylights are now included i acif® fenesiration area if the skylights are tilted to the west or tilted in any direction when

HVAC SYSTEMS

Heating Equipment Minimum Distribution .

Type and Capacity Efficiency | Type and Location | Ductor Piping |  Thermostat Configuration
(furnace, heat pump, boiler, etc.) | (AFUE or HSPF) (ducts, attic, etc.) R-Value Type (split or package)
Gas Furnace 80% Attic R6 setback split

Cooling Equipment Minimum
Type and Capacity Efficiency Distribution
(A/C, heat pump, evap. (SEER or Type and Location | Ductor Piping Thermostat Configuration
cooling) EER) (ducts, attic, etc.) R-Value Type (split or package)
alc 13 seer Attic R6 satback split

Residential Compliance Forms December 2005




CERTIFICATE OF COMPLIANCE: RESIDENTIAL _ (Page3of5)  CE-IR
Project Title Date

HVAC CHANGEQUT 03/01/07
SEALED DUCTS and TXVSs (or Alternative Measures
A signed CF-4R Form must be provided to the building department for each home for which the following are required.

Sealed Ducts (all climate zones) (Installer testing and certification and HERS rater field verification required.)
TXVs, readily accessible (climate zones 2 and 8-15 only)

(Installer testing and certification and HERS Rater field verification required.)

Refrigerant Charge (climate zones 2 and 8-15 only) (Installer testing and certification and HERS Rater field
verification required.)

OR

‘Alternative to Sealed Ducts and Refrigerant Charge /TXVs (See Package D Alternative Package Features for
Project Climate Zone in the RM Appendix B Table 151-C, Footnotes 7-14.

OR
No ducts installed.

New ducts from existing space conditioning equipment, not exceeding 40ft. in length.

For additions and alterations, duct systems that are not documented to have been previously sealed as confirmed
through field verification and diagnostic testing in accordance with procedures in the Residential ACM Manual.
Duct systems with more than 40 linear feet in unconditioned spaces shall meet the requirements of Section 150(m)
and duct insulation requirements of Package D.

WATER HEATING SYSTEMS
v

a

Check box if system meets criteria of a “Standard” system. Standard system is one gas-fired water heater per dwelling

unit. If the water heater is a storage type, 50 gallons is the maximum capacity and recirculation system is not allowed.

Check box when using Preapproved Alternative Water Heating table, Table 5-4 in Chapter 5 in the Residential

Manual. No water heating calculations are required, and the system complies automatically.

Check box if system does not meet criteria of “Standard” system, and does not comply with the Preapproved

m Alternative Water Heating table. In this case, the Performance Method must be used and must be included in the

submittal.

O | Check box to verify that a time control is required for a recirculating system pump for a system serving multiple units

Systems serving single dwelli i 5.4, Alternative Water Heating Systems for recirculation requirements)

Ener; Tank

Tank Factor' or External
Water Heater istri Capacity | Thermal Standby' | Insulation

Type/Fuel Type (eallons) | Efficiency | Loss (%) R-Value

O

System serving multiple dwelling units (See Residential Manual Section 5.3.
Enet Tank
&fﬁg Factor%yor External

Water Heater Distribution Number (Wor | Capacity | Thermal Standby' | Insulation
Type Type in System Brwhr) (pallons) | Efficiency | Loss (%) | R-Value

For small gas storage water heaters (rated inputs of less than or equal to 75,000 Btu/hr), electric resistance, and heat pump water heaters, list
Energy Factor. For large gas storage water heaters (rated input of greater than 75,000 Btu/hr), list Rated Input, Recovery Efficiency, Thermal
Efficiency and Standby Loss. For instantaneous gas water heaters, list Rated Input and Thermal Efficiencies.

Pipe Insulation (kitchen lines > 3/4 inches) All hot water pipes from the heating source to the kitchen fixtures
that are ¥ inches or greater in diameter shall be thermally insulated as specified by Section 150 (j) 2 A or 150 (j) 2 B.

Residential Compliance Forms December 2005




CERTIFICATE OF COMPLIANCE: RESIDENTIAL _ (Page 4 of 5) CF-1R

Project Title Date
HVAC CHANGEQUT 03/01/07

SPECIAL FEATURES BUILDING OFFICAL or HERS RATER VERIFICATION
Indicate which special features are parts of this project. The list below only represents special features relevant to the prescriptive method.
(Check Applicable boxes)

Building Official HERS Rater

Verification of HERS Rater Diagnostic
Category Special Features | Verification Testing Measure

100% of ducts in crawispace/basement

Buried ducts

Diagnostic supply duct location, surface area, and R-value
Duct increased R-value

Duct leakage

Dugcts in attic with radiant barriers

Less than 12 ft. of duct outside conditioned space
Non-standard duct location

Supply registers within two ft of floor

Air ratarding wrap

Cool roof

Exterior shades

High thermal mass

Inter-zone ventilation

Metal framed walls

Non-default vent heights

Quality insulation installation

Radiant barrier

Reduced infiltration (blower door). May also require mechanical ventilation.

Solar gain targeting (for sunspaces)
Sunspace with interzone surfaces

Vent area greater than 10%

oojojojgd{ojOja|o|g|ojoin

quipment

HVAC

Adequate air flow

Alr conditioner size

Air handler fan power

High EER

Hydronic heating systems
Mechanical ventilation

Refrigerant charge

Themaostatic expansion valve (TXV)
Zonal control

O
O
O
O
O
0
0
&
[,

x

Combinad hydronic

High EF for existing water heaters
Non-NAECA water heater
Non-standard water heaters (wh/unit)
Water heater distribution credits

o|a{ojoio
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CERTIFICATE OF COMPLIAN CE: RESIDEN TIAL
Project Title

HVAC CHANGEOUT
Special Remarks

(Page 5 of 5) CF—IR_
P 03101/07

COMPLIANCE STATEMENT
AL L O TATEMENT

Designer or Owner
Name;

: On Line Heating & Air Qonditioning
Address: .
" 7125 Chesline Dr.
Citrus Heights, CA 95621

License #: @if applicable) 690591
f {

(signature)

iy

(date)

Enforcement Agency

Residential Compliance Forms

December 2005



INSTALLATION CERTIFICATE

(Page 30f12) CF-6R

Site Address

585 34TH ST. UNIT 2

Permit Number

RES-0610053

An installation certificate is required to be posted at the building site or made available for all appropriate inspections. (The
information provided on this form is required) After completion of final inspection, a copy must be provided to the building
department (upon request) and the building owner at occupancy, per Section 10-103(a).

HVAC SYSTEMS:

Heating Equipment

Equip Type
(pkg. heat pump)

CEC Certified Mfr.
Name and Model
Number

#of
Identical
Systems

Efficiency
(AFUE, etc.)’
(2CF-IR value)

Duct
Location
(attic, etc.)

Duct or
Piping
R-value

Heating

Load

(Btu/hr)

Heating
Capacity
(Btuwhr)

split-gas furnace

Bryant

1

80%

Attic

R6

317JAV048080

Cooling Equipment

Equip Type
(pkg. heat pump)

CEC Certified Mfr.
Name and Model
Number

#of
Identical
Systems

Efficiency
(SEER or EER)
(=CF-1R value)

1

Duct
Location
(attic, etc.)

Cooling
Load
(Btwhr)

Cooling
Capacity
(Brwhr)

split-a/c

Bryant

1

13 seer

Attic

4 Ton

538AN048

1. > symbol reads greater than or equal to what is indicated on the CF-1R value.
Include both SEER and EER if compliance credit for high EER air conditioner is claimed.

v X I, the undersigned, verify that equipment listed above is: 1) is the actual equipment installed, 2) equivalent to or
more efficient than that specified in the certificate of compliance (Form CF-1R) submitted for compliance with the
Energy Efficiency Standards for residential buildings, and 3) equipment that meets or exceeds the appropriate

requirements for manufactured devices (from the Appliance Efficiency Regulations or Part 6), where applicable.

Installing Subcontractor (Co. Name) OR General
Contractor (Co. Name) OR Owner

_Signature: m NWS

Copies to: BUILDING DEPARTMENT, HERS RATER (IF APPLICABLE) BUILDING OWNER AT OCCUPANCY

On Line Heating & Air Conditioning
Date:  03/02/07

Residential Compliance Forms April 2005




INSTALLATION CERTIFICATE (Page 4 of 12) CF-6R
Site Address Permit Number

585 34TH ST. UNIT 2 RES-0610053

INSTALLER COMPLIANCE STATEMENT FOR DUCT LEAKAGE

INSTALLER COMPLIANCE STATEMENT
The building was: v Bl Tested at Final v O Tested at Rough-in

INSTALLER VISUAL INSPECTION AT FINAL CONSTRUCTION STAGE FOR NEW DUCTS:

Remove at least one supply and one return register, and verify that the spaces between the register boot and the interior finishing
wall are properly sealed.

O If the house rough-in duct leakage test was conducted without an air handler installed, inspect the connection points between the
air handler and the supply and return plenums to verify that the connection points are properly sealed.

& Inspect all joints to ensure that no cloth backed rubber adhesive duct tape is used on new ducts.

v [ DUCT LEAKAGE REDUCTION
Procedures for field verification and diagnostic testing of air distribution systems are available in RACM, Appendix RC4.3

NEW CONSTRUCTION:
Duct Pressurization Test Results (CFM @ 25 Pa)

Measured
Values

Enter Tested Leakage Flow in CFM:

Fan Flow: Calculated (Nominal: v E Cooling v [] Heating) or v' [] Measured

Tf Fan Flow is Calculated as 400 cfin/ton x number of tons or as 21.7 cfm/(kBtu/hr) x Heating

Capacity in Thousands of Btwhr, enter total calculated or measured fan flow in CFM here: v v

Pass if Leakage Percentage < 6% for Final or < 4% at Rough-in without air handle: [] Pass [ Fail
[100x | (Line # 1)/ (Line # 2)]]

ALTERATIONS: Duct System and/or HVAC Equipment Change-Out

Enter Tested Leakage Flow in CFM from Pre-Test of Existing Duct System Prior to Duct

System Alteration and/or Equipment Change-Out.

Enter Tested Leakage Flow in CFM from Final Test of New Duct System or Altered Duct

5 | System for Duct System Alteration and/or Equipment Change-Out.

Enter Reduction in Leakage for Altered Duct System

611 (Line # 4) Minus (Line # 5)] — (Only if Applicable)

7 | Enter Tested Leakage Flow in CFM to Outside (Only if Applicable)

Entire New Duct System - Pass if Leakage Percentage < 6% for Final. & P Fail
8 | [100x[ (Line #5)/ Line #2)]] |4 ass U Fai

TEST OR VERIFICATION STANDARDS: For Altered Duct System and/or HYAC Equipment v v

Out Use one of the following four Test or Verification Standards for compliance:
9 Pass if Leakage Percentage < 15% [100 x [ (Line #5)/ (Line # 2)]] {1 Pass [ Fail

10 | Pass if Leakage to Outside Percentage < 10% [100 x | (Line #7)/ (Line # 2)]] O Pass [J Fail

Pass if Leakage Reduction Percentage > 60% [100 x [ (Line # 6)/ (Line # 4)]] O Pass O Fail
11 | and Verification by Smoke Test and Visual Inspection

12 | Pass if Sealing of all Accessible Leaks and Verification by Smoke Test and Visual Inspection
Pass if One of Lines # 9 through # 12 pass

v [Xl1, the undersigned, verify that the above diagnostic test results were performed in conformance with the requirements for compliance
credit. I, the undersigned, also certify that the newly installed or retrofit Air-Distribution System Ducts, Plenums and Fans comply with
Mandatory requirements specified in Section 150 (m) of the 2005 Building Energy Efficiency standards.

3

4

Installing Subcontractor (Co. Name) OR General Contractor (Co. Name) OR Owner ) ' _ o
On a, AGe C owd On Line:Heating & Air Conditioning

Signature: WA Chgn I\l\gu_»_\ Date:  03/02/07
)
Copies to: BUILDING DEPARTMENT, HERS RATER (IF APPLICABLE) BUILDING OWNER AT OCCUPANCY
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INSTALLATION CERTIFICATE

(Page 5 of 12) CF-6R

Site Address so5 34TH ST. UNIT 2

e e RES-0610053

v [X] THERMOSTATIC EXPANSION VALVE (TXV)

Procedures for field verification of thermostatic expansion valves are available in RACM, Appendix RI.

v v

Access is provided for inspection. The procedure shall
consist of visual verification that the TXV is installed on
the system and installation of the specific equipment
shall be verified.

O

Yes is a pass

Pass | Fail

v [J REFRIGERANT CHARGE MEASUREMENT

Verification for Required Refrigerant Charge and Adequate Airflow for Split System Space Cooling Systems without

Thermostatic Expansion Valves

Outdoor Unit Serial #

Location

Outdoor Unit Make

Outdoor Unit Model

Cooling Capacity

Date of Verification

Date of Refrigerant Gauge Calibration (must be checked monthly)

Date of Thermocouple Calibration (must be checked monthly)

Standard Charge Measure Procedure (outdoor air dry-bulb 55°F and above):
Procedures for Determining Refrigerant Charge using the Standard Method are available in RACM, Appendix RD2.
Note: The system should be installed and charged in accordance with the manufacturer’s specifications before starting this

procedure.,

Measured Temperatures

Supply (evaporator leaving) air dry-bulb temperature (Tsupply, db)

Return (evaporator entering) air dry-bulb temperature (Treturn, db)

Return (evaporator entering) air wet-bulb temperature (Tretumn, wb)

Evaporator saturation temperature (Tevaporator,

Suction line temperature (T

Condenser (entering) air dz

Superheat Charge Method Ca

Actual Superheat = Tsuctio

Target Superheat (from Table RD-2)

Actual Superheat — Target Superheat (System passes if between -5 and +5°F)

Temperature Split Method Calculations for Adequate Airflow
Split Method Calculation is not necessary if Adequate Airflow credit is taken

Actual Temperature Split = T return, db Tsupply, db

Target Temperature Split (from Table RD3)

Actual Temperature Split Target Temperature Split (System passes if between -
3°F and +3°F or, upon remeasurement, if between -3°F and -100°F)

Residential Compliance Forms
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INSTALLATION CERTIFICATE (Page 60f12) CF-6R

Site Address Permit Number

585 34TH ST. UNIT 2 RES-0610053

Standard Charge Measurement Summary:
System shall pass both refrigerant charge and adequate airflow calculation criteria from the same
measurements. If corrective actions were taken, both criteria must be remeasured and recalculated.

{v |DOYes [ONo [ System Passes

Alternate Charge Measurement Procedure (outdoor air dry-bulb below 55 °F)

Note: The system should be installed and charged in accordance with the manufacturer’s specifications and installer
verification shall be documented on CF-6R before starting this procedure. If outdoor air dry-bulb is 55 °F or above, installer
shall use the Standard Charge Measure Procedure:

Procedures for Determining Refrigerant Charge using the Alternate Method are available in RACM, Appendix RD3.
Weigh-In Charging Method for Refrigerant Charge

Actual liquid line length; ft
Manufacturer’s Standard liquid line length: ft

Difference (Actual — Standard): ft
Manufacturer’s correction (ounces

Measured Airflow Method for Adeqilte ( ¢
Calculated Airflow: Cooling Capa 5 CFM

Measured Airflow is CFM (Measured airflow must be greater than the calculated airflow),

Alternate Charge Measurement Summary:
System shall pass both refrigerant charge and adequate airflow calculation criteria from the same measurements, If
corrective actions were taken, both criteria must be remeasured and recalculated.

v [ Oves | ONo | System Passes

Installing Subcontractor (Co. Name) OR General
Contractor (Co. Name) OR Owner On Line Heating & Air Conditioning

Signature:tn, sGrermr ) \DRA Date:  03/02/07

Copies to: BUILDING DEPARTMENT, ER (IF APPLICABLE) BUILDING OWNER AT OQCCUPANCY
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INSTALLATION CERTIFICATE (Page 8 0f12) CF-6R
Site Address Permit Number

585 34TH ST. UNIT 2 RES-0610053

v ] FAN WATT DRAW
Procedures for measuring the air handler wait draw are available in RACM, Appendix RE3.2.
v Method For Fan Watt Draw Measurement
0 RE3.2.1 | Portable Watt Meter Measurement
O RE3.2.2 | Utility Revenue Meter Measurement

Watts
cfim
Watts/cfin

Yes 1s a pass

v [0 ADEQUATE AIRFLOW VERIFICATION
Procedures for measuring the airflow are available in RACM, Appendix RE3. 1.
v’ Method For Airflow Measurement
O RE4.1.1 _{ Diagnostic Fan Flow Using Flow Capture Hood
O RE4.1.2 | Diagnostic Fan Flow Using Plenum Pressure Matching
0 RE4.1.3 | Diagnostic Fan Flow Using Flow Grid Measurement
O No _| Duct design exists on plans

Measured Airflow: Total ¢fim
Rated Tons cfim/ton cfim/ton

ia in Table RE-2 v v

o0

es is a pass Fail

v [0 MAXIMUM COOLING CAP.
Procedures for determining maximum dg@ling i RACM, Appendix RF3.
1 v | OYes OONo | Adequate airflow verified (see adequate airflow credit)

2 | v | OYes ONo | Refrigerant charge or TXV
3 | v | OYes [ONo | Ductleakage reduction credit verified
4 (Vv

O Yes | ONo Coolipg capacities of installed systems are < to maximum cooling
capacity indicated on_the Performance’s CF-1R and RF-3.
If the cooling capacmes of installed systems are > than maximum
v | OYes | ONo | cooling capacity in the CF-1R, then the electrical input for the
installed systems must be < to electrical input in the CF-1R.
Yes to 1, 2, and 3; and Yes to either 4 or 5 is a pass

v HIGH EER AIR CONDITIONER
Procedures for verification are available in RACM, Appendix RI.
1 [ v [ OYes | [dNo | EER values of installed systems match the CF-1R
2 | ¥ | O Yes | CINo | For split system, indoor coil is matched to outdoor coil
31vY [ Ove | ONo Time Delay Relay Verified (If Required)
Yes to 1 and 2; and 3 (If Required) is a pass

Installing Subcontractor (Co. Name) OR General
Contractor (Co. Name) OR Owner On Line Heating & Air Conditioning

Signamrewmv\m-o—\ Date: 03/02/07

Copies to: BUILDING DEPARTMENT, HERS RATER (IF APPLICABLE) BUILDING OWNER AT OCCUPANCY

Residential Compliance Forms April 2005




CERTIFICATE OF FIELD VERIFICATION & DIAGNOSTIC TESTING (Bage 1 of 8) CF-4R

Project Address Builder or Installer Name
585 34TH ST. UNIT 2 On Line Heating & Air Conditioning

Builder or Installer Contact , ,. Telephone | Plan/Permit (Additions or Alterations) Number
Mlke MOS|ey 916 276-3792 . RES-0610053

Teleph Sample Group Numb
Steve Vasa - CC2004262 016.682.6730. ephone | Sample Group Number

3of7

HERS Rater

Compliance Method (Prescriptive) Climate Zone 12
Date | Sample House Number
3

Certifying Signature = o 4-6-07

Firm Capitol Energy Consultants HERS Provider

Street Address:

CalCerts

: ity/State/Zip:
1709 Adonis Way City/StatelZip: g acramento CA 95864
Copies to: BUILDER, HERS PROVIDER AND BUILDING DEPARTMENT

HERS RATER COMPLIANCE STATEMENT ‘
The house was: v/ [1 Tested v & Approved as part of sample testing, but was not tested

As the HERS rater grovidin.g diagnostic testing and field verification, I certify that the house identified on this form complies with
the diagnostic tested compliance requirements as checked ¥ on this form. The HERS rater must check and verify that the new
distribution system is fully ducted and correct tape is used before a CF-4R may be released on every tested building. The HERS

{)atgirc'l must not release the CF-4R until a properly completed and signed CF-6R has been received for the sample and tested
uildings.

B The installer has provided a copy of CF-6R (Installation Certificate).

B New ducts are fully ducted (i.e., does not use building cavities as plenums or platform returns in lieu of ducts).

B New ducts with cloth backed, rubber adhesive duct tape is installed, mastic and draw bands are used in combination with
cloth backed, rubber adhesive duct tape to seal leaks at duct connections.).

v" 0 MINIMUM REQUIREMENTS FOR DUCT LEAKAGE REDUCTION COMPLIANCE CREDIT
Procedures for field verification and diagnostic testing of air distribution systems are available in RACM, Appendix RC4.3.

Duct Diagnostic Leakage Testing Results
NEW CONSTRUCTION:

Duct Pressurization Test Results (CFM @ 25 Pa) \17; Tszgred

1 | Enter Tested Leakage Flow in CFM:

) Fan Flow: Calculated (Nominal: v* O Cooling v' IJ Heating) or v' [J Measured
Enter Total Fan Flow in CFM:

3 | Pass if Leakage Percentage < 6% [100 x [ (Line # 1)/ (Line # 2)]] [ Pass O Fail
ALTERATIONS: Duct System and/or HVAC Equipment Change-Out

Enter Tested Leakage Flow in CFM from CF-6R: Pre-Test of Existing Duct System Prior to
Duct System Alteration and/or Equipment Change-Out.

Enter Tested Leakage Flow in CFM: Final Test of New Duct System or Altered Duct System
for Duct System Alteration and/or Equipment Change-Out,

Enter Reduction in Leakage for Altered Duct System [ (Line # 4) Minus (Line # 5)]
6 | (Only if Applicable)

7 | Enter Tested Leakage Flow in CFM to Outside (Only if Applicable)

Entire New Duct System - Pass if Leakage Percentage < 6% .
8 | [100x [ (Line #5)/ Line # 2)]] O Pass O Fail
TEST OR VERIFICATION STANDARDS: For Altered Duct System and/or HVAC Equipment Change-Out | v

Use one of the following four Test or Verification Standards for compliance:

9 Pass if Leakage Percentage < 15% [100 x [ (Line #5)/ (Line # 2)]] 0 Pass [ Fail
10 Pass if Leakage to Qutside Percentage < 10% [100 x | (Line #7)/ (Line # 2)]] O Pass O Fail

Pass if Leakage Reduction Percentage > 60% [100 x [ (Line # 6)/ (Line # 4)]] O Pass O Fail

and Verification by Smoke Test and Visual Inspection

Pass if Sealing of all Accessible Leaks and Verification by Smoke Test and Visual Inspection [ Pass O Fail
Pass if One of Lines # 9 through # 12 pass | O Pass [J Fail

4

11
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CERTIFICATE OF FIELD VERIFICATION & DIAGNOSTIC TESTING (Page3of8) CF-4R
Project Address Builder Name

585 34TH ST. UNIT 2 On Line Heating & Air Conditioning

. Telephone | Plan Number
Mike Mosley 916 276-3792

HERS Rater Telephone | Sample Group Number
Steve Vasa - 002004262 916-682-8730 p p 30f7 P
Compliance Method (Prescriptive) Climate Zone 12

Certifying Signature Date | Sample House Number
3

HERS Provider

Builder Contact

= Woae— 4-6-07

i
o CalCerts

1709 Adonis Way Clty/State/Zip:. g4 cramento CA 95864
Copies to: BUILDER, HERS PROVIDER AND BUILDING DEPARTMENT

HERS RATER COMPLIANCE STATEMENT

The house was: ¥'[] Tested v Approved as part of sample testing, but was not tested

As the HERS rater providing diagnostic testing and field verification, I certify that the house identified on this form complies with
the diagnostic tested compliance requirements as checked on this form.

v" [XI The installer has provided a copy of CF-6R (Installation Certificate).

Capitol Energy Consultants
Street Address:

v [J THERMOSTATIC EXPANSION VALVE (TXV)
Procedures for field verification of thermostatic expansion valves are available in RACM, Appendix RI.

4

Access is provided for inspection. The procedure shall consist of
visual verification that the TXV is installed on the system and
installation of the specific equipment shall be verified.

Yes is a pass

v [ REFRIGERANT CHARGE MEASUREMENT

Verification for Required Refrigerant Charge for Split System Space Cooling Systems without Thermostatic Expansion Valves
Qutdoor Unit Serial #

Location

Outdoor Unit Make
Outdoor Unit Model
Cooling Capacity l Btwhr
Date of Verification
Date of Refrigerant Gauge Calibration (must be checked monthly)
Date of Thermocouple Calibration (must be checked monthly)

: U . 4 A
Note: The system should be installed O : ANCE nanufacturer’s specifications and installer verification
shall be documented on CF-6R before filti g diure. dry-bulb is below 55 °F rater shall use the Alternative
Charge Measure Procedure

Procedures for Determining Refrigerant Charge using the Standard Method are available in RACM, Appendix RD2.
v OYe [ONo A copy of CF-6R (Installation Certificate) has been provided with refrigerant charge
measurement documented.
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CERTIFICATE OF COMPLIANCE: RESIDENTIAL _ (Page 1 of 5)

Project Title Date Building Permit #
HVAC CHANGEOUT 03/01/07 i L
Project Address 585 34TH ST. UNIT 3 ES"0610053

SACRAMENTO, CA 95816

Documentation Author

i Telephone : : -
Mike M°S|ey 916 276-3792 Field Check / Date

Compliance Method (Prescriptive) Climate Zone 12

Enfdrcement Agency Use Only

Alternative Component Package Method: (check one) C D D (Alternative)
*  Package C and Package D choices require HERS rater field verification and/or diagnostic testing (see CF-1R page 3)
* . For Package D Alternative see Appendix B Table 151-C Footnotes 8-14 in the Residential Compliance Manual (RCM)

GENERAL INFORMATION
Total Conditioned Floor Area (CFA) f¥?

Average Ceiling Height: 8 ft

Check Applicable Boxes

Building Type: (check one or more) Single Family L] Multifamily D Addition g Alteration
(If adding fenestration fill-out WS-4R, Fenestration Maximum Allowed Area Worksheet and see Section 8.3.2
for Additions and 8.3.3 for Alterations in the RCM.)

Maximum Allowed Total Fenestration Area ft? (from WS-4R)

Maximum Allowed West Facing Fenestration Area ft (from WS-4R)

Number of Stories: Number of Dwelling Units: !

Floor Construction Type: Slab/Raised Floor (circle one or both)

Front Orientation: North / South / East / West : All Orientations (input front orientation in degrees
from True North and circle one).

O RADIANT BARRIER (check box if required in climate zones 2. 4. 8-15)

OPAQUE SURFACES IN DING OPAQUE DOORS

Component Assembly U- 3

Type (Wall, Frame factor (for wood, Joint Roof Radiant Location

Roof, Floor, Type Cavity Continuous | metal frameand | Appendix Barrier Comments

Slab Edge, | (Woodor | Insulation | Insulation mass AY Installed’ (attic, garage,
Doors) Metal) R-Value R-Value assemblies) ' Reference Yes or No typical, etc.)

1) See Joint Appendix IV in Section IV.2, IV.3, and V.4, which is the basis for the U-factor criterion. U-factors can not exceed
prescriptive value to show equivalence to R-values.
2) This column is for the Inspector to verify installation of roof radiant barrier.
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CERTIFICATE OF COMPLIANCE: RESIDENTIAL (Page2 of 5) CF-1R

Project Title

Date
| 0301007

HVAC CHANGEOUT

FENESTRATION PRODUCTS — U- R AND SHGC
v [ FENESTRATION MAXIMUM ALLOWED AREA WORKSHEET WS-4R — must be included for New

Construction, Additions, and Alterations.

Exterior
Shading/Overhangs® ’
v box if WS-3R is
included

Fenestration
#/Type/Pos. (Front,
Left, Rear, Right,
Skylight)

Orien-
tation,
N, S,E, W!

U-factor
Source’

Area

(f2) U-factor’

1) Skylights are now included in West- fenestration area 11 the skylights are tilted to the west or tilted in any direction when
the pitch is less than 1:12. See §151(f)3C and in Section 3.2.3 of the Residential Manual.

2) Enter values in this column from either NFRC Certified Label or from Standards Default Table 116-A.

3) Indicate source either from NFRC or Table 116-A,

4) Enter values in this column from NFRC or from Standards Default Table 116B or adjusted SHGC from WS-3R.

5) Indicate source either from NFRC, Table 116B or WS-3R

6) Shading Devices are defined in Table 3-3 in the Residential Manual and see WS-3R to calculate Exterior Shading devices.

7) See Section 3.2.4 in the Residential Manual.

HVAC SYSTEMS

Heating Equipment
Type and Capacity
(fumace, heat pump, boiler, etc.)

Minimum
Efficiency
(AFUE or HSPF)

Distribution

Type and Location
(ducts, attic, etc.)

Duct or Piping
R-Value

Thermostat
Type

Configuration
(split or package)

Heat Pump

8

Attic

R6

setback

split

Minimum
Efficiency

Cooling Equipment
Type and Capacity
(A/C, heat pump, evap.
cooling)

Heat Pump

(SEE Distribution
EER or | Type and Location
EER) (ducts, attic, etc.)

13 seer Attic R6

Thermostat Configuration
Type (split or package)

satback split

Duct or Piping
R-Value
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CERTIFICATE OF COMPLIANCE: RESIDENTIAL _ (Page3 of 5) CF-1R
Project Title Date

HVAC CHANGEQUT - 03/01/07
SEALED DUCTS and TX r Alte ¢ Measures
A signed CF-4R Form must be provided to the building department for each home for which the following are required.

Sealed Ducts (all climate zones) (Installer testing and certification and HERS rater field verification required.)
TXVs, readily accessible (climate zones 2 and 8-15 only)

(Installer testing and certification and HERS Rater field verification required.)

Refrigerant Charge (climate zones 2 and 8-15 only) (Installer testing and certification and HERS Rater field
verification required.)

OR
Alternative to Sealed Ducts and Refrigerant Charge /TXVs (See Package D Alternative Package Features for
Project Climate Zone in the RM Appendix B Table 151-C, Footnotes 7-14.

OR
No ducts installed.

New ducts from existing space conditioning equipment, not exceeding 40ft. in length.

For additions and alterations, duct systems that are not documented to have been previously sealed as confirmed
through field verification and diagnostic testing in accordance with procedures in the Residential ACM Manual.
Duct systems with more than 40 linear feet in unconditioned spaces shall meet the requirements of Section 150(m)
and duct insulation requirements of Package D.

WATER HEATING SYSTEMS
v
O Check box if system meets criteria of a “Standard” system. Standard system is one gas-fired water heater per dwelling
unit. If the water heater is a storage type, 50 gallons is the maximum capacity and recirculation system is not allowed.
O Check box when using Preapproved Alternative Water Heating table, Table 5-4 in Chapter 5 in the Residential
Manual. No water heating calculations are required, and the system complies automatically.
Check box if system does not meet criteria of “Standard” system, and does not comply with the Preapproved
O | Alternative Water Heating table. In this case, the Performance Method must be used and must be included in the
submittal,
O Check box to verify that a time control is required for a recirculating system pump for a system serving multiple units
Systems serving single dwelling units (See RM Table 5-4, Alternative Water Heating Systems for recirculation requirements)
Ener$y Tank
Tank Factor’ or External
Water Heater stri Capacity | Thermal Standby' | Insulation
Type/Fuel Type (gallons) | Efficiency | Loss (%) | R-Value

System serving multiple dwelling units (See Residential Manual Section 5.3.3)
Ener, Tank
R
In?)t:t(} Tank Factof%}:)r External
Water Heater Distribution Number (kW or Capacity | Thermal Standby’ | Insulation
Type Type in System Btu/hr) (gallons) | Efficiency | Loss (%) | R-Value

For small gas storage water heaters (rated inputs of less than or equal to 75,000 Btu/hr), electric resistance, and heat pump water heaters, list
Energy Factor. For large gas storage water heaters (rated input of greater than 75,000 Btu/hr), list Rated Input, Recovery Efficiency, Thermal
Efficiency and Standby Loss. For instantaneous gas water heaters, list Rated Input and Thermal Efficiencies.

Pipe Insulation (kitchen lines > 3/4 inches) All hot water pipes from the heating source to the kitchen fixtures
that are %4 inches or greater in diameter shall be thermally insulated as specified by Section 150 (j) 2 A or 150 (j) 2 B.
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CERTIFICATE OF COMPLIANCE: RESIDENTIAL  (Page 4 of 5) CF-1R

Project Title Date
HVAC CHANGEQUT 03/01/07

SPECIAL FEATURES G BUILDING OFFICAL or HERS RATER VERIFICATION

Indicate which special features are parts of this project. The list below only represents special features relevant to the prescriptive method.
{Check Applicable boxes)

Building Official HERS Rater
Verification of HERS Rater Diagnostic
Category Special Features | Verification Testing Measure

Ducts
0 . 100% of ducts in crawlspace/basement
Buried ducts

O

O Diagnostic supply duct location, surface area, and R-value
O | Duct increased R-value

£ L Duct leakage
O

O

O

0

Ducts in attic with radiant barriers

Less than 12 ft. of duct outside conditioned space
Non-standard duct location

Supply registers within two ft of floor

O

Envelope
O N Air retarding wrap

Cool roof
Exterior shades

High thermal mass

0

O

O

O Inter-zone ventilation

O Metal framed walls

O 5 Non-default vent heights
O L | Quality insulation installation
O

O

O

O

O

]

Radiant barrier
Reduced infiltration (blower door). May also require mechanical ventilation.

Solar gain targeting (for sunspaces)

Sunspace with interzone surfaces

Vent area greater than 10%

HVAC Equipment

Adequate air flow

Air conditioner size

Air handler fan power

High EER

Hydronic heating systems
Mechanical ventilation

Refrigerant charge

Thermostatic expansion valve (TXV)

Zonal control

Combined hydronic

High EF for existing water heaters
Non-NAECA water heater
Non-standard water heaters (wh/unit)
Water heater distribution credits
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CERTIFICATE OF COMPLIANCE: RESIDENTIAL _ (Page 5 of 5) CF-1R
Project Title Date

HVAC CHANGEOUT 03/01/07

Special Remarks

COMPLIANCE STATEMENT

This certificate of compliance lists the building features and specifications needed to comply with Title 24,
Parts 1 and 6 of the California Code of Regulations, and the administrative regulations to implement them. This
certificate has been signed by the individual with overall design responsibility. The undersigned recognizes that
compliance using duct design, duct sealing, verification of refrigerant charge and TXVs, insulation installation

quality, and building envelope sealing require installer testing and certification and field verification by an
approved HERS rater.

Designer or Owner (per Business and Professions Code) Documentation Author

e Y Mike Mosley

On Line Heating & Air Conditioning

7125 Chesline Dr.

Citrus Heights, CA 95621
Telephone: g1¢ 276-3792

Title/Firm: Title/Firm:

Address: Address:

Telephone:

License #: License #: (if applicable) 690591

Ml WA 107

3/01/0
(signature) (signature) ——\ (date)

Enforcement Agency

Comments:

| (signature / stamp)
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(Page 3 of 12) CF-6R

Permit Number

RES-0610053

INSTALLATION CERTIFICATE

Site Address
585 34TH ST. UNIT 3

An installation certificate is required to be posted at the building site or made available for all appropriate inspections. (The
information provided on this form is required) After completion of final inspection, a copy must be provided to the building
department (upon request) and the building owner at occupancy, per Section 10-103(a).

HVAC SYSTEMS:

Heating Equipment

Equip Type
(pkg. heat pump)

CEC Certified Mfr.
Name and Model
Number

# of
[dentical
Systems

Efficiency
(AFUE, etc.)’
(2CF-IR value)

Duct
Location
(attic, etc.)

Duct or
Piping
R-value

Heating
Load
(Btu/hr)

Heating
Capacity
(Btwhr)

split-heat pump

Bryant

1

8

Attic

R6

FX4CF024

Cooling Equipment

Equip Type
(pkg. beat pump)

Name and Model
Number

CEC Certified Mfr.

#of
Identical
Systems

Efficiency
(SEER or EER)'
(>CF-1R value)

Duct
Location
{attic, etc.)

Duct
R-value

Cooling
Capacity
(Btwhr)

split-a/c

Bryant

1

13 seer

Attic

R6

2Ton

538BN024

1. > symbol reads greater than or equal to what is indicated on the CF-1R value.
Include both SEER and EER if compliance credit for high EER air conditioner is claimed.

v Xt I, the undersigned, verify that equipment listed above is: 1) is the actual equipment installed, 2) equivalent to or
more efficient than that specified in the certificate of compliance (Form CF-1R) submitted for compliance with the
Energy Efficiency Standards for residential buildings, and 3) equipment that meets or exceeds the appropriate
requirements for manufactured devices (from the Appliance Efficiency Regulations or Part 6), where applicable.

Installing Subcontractor (Co. Name) OR General
Contractor (Co. Name) OR wa:
e N

Signature: m \

Copies to: BUILDING DEPARTMENT,

On Line Heating & Air Conditioning
Date:  7/30/07

T
vA

TER (IF APPLICABLE) BUILDING OWNER AT OCCUPANCY
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INSTALLATION CERTIFICATE (Page 4 of 12) CF-6R

Site Address Permit Number

585 34TH ST. UNIT 3 RES-0610053

INSTALLER COMPLIANCE STATEMENT FOR DUCT LEAKAGE

INSTALLER COMPLIANCE STATEMENT
The building was: ¥* Xl Tested at Final v [ Tested at Rough-in

INSTALLER VISUAL INSPECTION AT FINAL CONSTRUCTION STAGE FOR NEW DUCTS:

Remove at least one supply and one return register, and verify that the spaces between the register boot and the interior finishing
wall are properly sealed.

O If the house rough-in duct leakage test was conducted without an air handler installed, inspect the connection points between the
air handler and the supply and return plenums to verify that the connection points are properly sealed.

[ Inspect all joints to ensure that no cloth backed rubber adhesive duct tape is used on new ducts.

v O pUCT LEAKAGE REDUCTION
Procedures for field verification and diagnostic testing of air distribution systems are available in RACM, Appendix RC4.3

NEW CONSTRUCTION:
Duct Pressurization Test Results (CFM @ 25 Pa)

Measured
Values

Enter Tested Leakage Flow in CFM:

Fan Flow: Calculated (Nominal: ¥v" & Cooling v' [] Heating) or v' [] Measured

If Fan Flow is Calculated as 400 cfm/ton x number of tons or as 21.7 cfin/(kBtuhr) x Heating

Capacity in Thousands of Btwhr, enter total calculated or measured fan flow in CFM here:

Pass if Leakage Percentage < 6% for Final or < 4% at Rough-in without air handle: [ Pass OJ Fail
[100x[ (Line# 1)/ (Line # 2)]]

ALTERATIONS: Duct System and/or HVAC Equipment Change-Out

Enter Tested Leakage Flow in CFM from Pre-Test of Existing Duct System Prior to Duct
System Alteration and/or Equipment Change-Out.

Enter Tested Leakage Flow in CFM from Final Test of New Duct System or Altered Duct

5 System for Duct System Alteration and/or Equipment Change-Out.

Enter Reduction in Leakage for Altered Duct System

6 [ (Line #4) Minus (Line # 5)] — (Only if Applicable)

7 | Enter Tested Leakage Flow in CFM to Outside (Only if Applicabie)

Entire New Duct System - Pass if Leakage Percentage < 6% for Final. :
8 | 1100x] (Lyine 45)/ Line # 21 = 5.2% & Pass [ Fail

TEST OR VERIFICATION STANDARDS: For Altered Duct System and/or HVAC Equipment Change- v v

Out Use one of the following four Test or Verification Standards for compliance:

9 Pass if Leakage Percentage < 15% [100 x [ (Line # 5) / (Line # 2)]] O Pass O Fail
10 Pass if Leakage to Outside Percentage < 10% [100 x | (Line #7)/ (Line # 2)]] [1 Pass [ Fail

Pass if Leakage Reduction Percentage > 60% [100 x [ (Line # 6) / (Line # 4)]] O Pass O Fail
1 | and Verification by Smoke Test and Visual Inspection
12 | Pass if Sealing of all Accessible Leaks and Verification by Smoke Test and Visual Inspection 2. .. | OPass O Fail
Pass if One of Lines # 9 through # 12 pass | .o | OPass OO Fail

v X1, the undersigned, verify that the above diagnostic test results were performed in conformance with the requirements for compliance
credit. I, the undersigned, also certify that the newly installed or retrofit Air-Distribution System Ducts, Plenums and Fans comply with
Mandatory requirements specified in Section 150 (m) of the 2005 Building Energy Efficiency standards.

3

4

Installing Subcontractor (Co. Name) OR General Contractor (Co. Name) OR Owner o
On Line Heating & Air Conditioning

( A o o
Signature: \ VW’)}-\ Date:  7/30/07
Copies to: BUILDING DEPARTMENT, HERS F APPLICABLE) BUILDING OWNER AT OCCUPANCY
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INSTALLATION CERTIFICATE (Page 5 of 12) CF-6R
Site Address Permit Number

585 34TH ST. UNIT 3 RES-0610053

v [XI THERMOSTATIC EXPANSION VALVE (TXV)

Procedures for field verification of thermostatic expansion valves are available in RACM, Appendix R{.
v v

Access is provided for inspection. The procedure shall

consist of visual verification that the TXV is installed on
the system and installation of the specific equipment OJ
shall be verified.

Yes is apass | Pass | Fail

v [J REFRIGERANT CHARGE MEASUREMENT

Verification for Required Refrigerant Charge and Adequate Airflow for Split System Space Cooling Systems without
Thermostatic Expansion Valves

Outdoor Unit Serial #
Location

Outdoor Unit Make
Outdoor Unit Model
Cooling Capacity

Date of Verification
Date of Refrigerant Gauge Calibration (must be checked monthly)
Date of Thermocouple Calibration (must be checked monthly)

Standard Charge Measurement Procedure (outdoor air dry-bulb 55°F and above):

Procedures for Determining Refrigerant Charge using the Standard Method are available in RACM, Appendix RD2.
Note: The system should be installed and charged in accordance with the manufacturer’s specifications before starting this
procedure.

Measured Temperatures

Supply (evaporator leaving) air dry-bulb temperature (Tsupply, db)

Return (evaporator entering) air dry-bulb temperature (Treturn, db)

Return (evaporator entering) air wet-bulb temperature (Treturn, wb)

Evaporator saturation temperature (Teva

Suction line temperature (T

Condenser (entering) air d

Target Superheat (from Table RD-2)
Actual Superheat — Target Superheat (System passes if between -5 and +5°F)

Temperature Split Method Calculations for Adequate Airflow
Split Method Calculation is not necessary if Adequate Airflow credit is taken

Actual Temperature Split = T return, db Tsupply, db
Target Temperature Split (from Table RD3)

Actual Temperature Split Target Temperature Split (System passes if between -
3°F and +3°F or, upon remeasurement, if between -3°F and -100°F)
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INSTALLATION CERTIFICATE (Page 6 of 12) CF-6R
Site Address Permit Number

585 34TH ST. UNIT 3 RES-0610053

Standard Charge Measurement Summary:
System shall pass both refrigerant charge and adequate airflow calculation criteria from the same
measurements. If corrective actions were taken, both criteria must be remeasured and recalculated.

v |OYes | ONo | System Passes

Alternate Charge Measurement Procedure (outdoor air dry-bulb below 55 °F)

Note: The system should be installed and charged in accordance with the manufacturer’s specifications and installer
verification shall be documented on CF-6R before starting this procedure. If outdoor air dry-bulb is 55 °F or above, installer
shall use the Standard Charge Measure Procedure:

Procedures for Determining Refvigerant Charge using the Alternate Method are available in RACM, Appendix RD3.
Weigh-In Charging Method for Refrigerant Charge

Actual liquid line length: ft
Manufacturer’s Standard liquid line length: ft

Difference (Actual — Standard): ft
Manufacturer’s correction (ounces ifferegie ounces

Measured Airflow Method for Adeqiie :
Calculated Airflow: Cooling Caps . CFM

Measured Airflow is CFM (Measured airflow must be greater than the calculated airflow).

Alternate Charge Measurement Summary:
System shall pass both refrigerant charge and adequate airflow calculation criteria from the same measurements. If
corrective actions were taken, both criteria must be remeasured and recalculated.
| v | OYes | ONo | System Passes

Installing Subcontractor (Co. Name) OR General
Contractor (Co. Name) OR. Owner On Line Heating & Air Conditioning

Sig | Date:  7/30/07

Copies to: BUILDING DEPARTMENT, ER (IF APPLICABLE) BUILDING OWNER AT OCCUPANCY
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INSTALLATION CERTIFICATE (Page 8 of 12) CF-6R
Site Address Permit Number

585 34TH ST. UNIT 3 RES-0610053

v'[J FAN WATT DRAW
Procedures for measuring the air handler watt draw are available in RACM, Appendix RE3.2.
v Method For Fan Watt Draw Measurement
O RE3.2.1 | Portable Watt Meter Measurement
O RE3.2.2 | Utility Revenue Meter Measurement

Watts
cfim
Watts/cfin

Yes is a pass

v [] ADEQUATE AIRFLOW VERIFICATION
Procedures for measuring the airflow are available in R4CM, Appendix RE3. 1,
v’ Method For Airflow Measurement
O RE4.1.1 | Diagnostic Fan Flow Using Flow Capture Hood
O RE4.1.2 | Diagnostic Fan Flow Using Plenum Pressure Matching
0 RE4.1.3 | Diagnostic Fan Flow Using Flow Grid Measurement
O No | Duct design exists on plans

Measured Airflow: Total cfin
Rated Tons cfim/ton cfm/ton

he criteria in Table RE-2 v

O

Fail

v' 0 MAXIMUM COOLING CAP/
Procedures for determining maximum g RACM, Appendix RF3.
v | OYes | [ONo | Adequate airflow verified (see adequate airflow credit)

1
2 | v | OYes | ONo | Refrigerant charge or TXV

31 v | OYes CINo | Duct leakage reduction credit verified
4 |V

Cooling capacities of installed systems are < to maximum cooling
capacity indicated on the Performance’s CF-1R and RF-3.
If the cooling capacities of installed systems are > than maximum
v | OYes | ONo | cooling capacity in the CF-1R, then the electrical input for the
installed systems must be < to electrical input in the CF-1R.

Yes to 1, 2, and 3; and Yes to either 4 or 5 is a pass

O Yes [ No

v'[J HIGH EER AIR CONDITIONER

Procedures for verification are available in RACM, Appendix RI,

v | OYes | CINo | EER values of installed systems match the CF-1R

v | OYes | OONo | For split system, indoor coil is matched to outdoor coil
Y | Yes | ONo Time Delay Relay Verified (If Required)

Yes to 1 and 2; and 3 (If Required) is a pass

Installing Subcontractor (Co. Name) OR General
Contractor\( On Line Heating & Air Conditioning

Signature: V Nﬂﬁ : 7/30/07

Copies to: BUILDING DEPARTMENT, HERS RATER LICABLE) BUILDING OWNER AT OCCUPANCY
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CERTIFICATE OF FIELD VERIFICATION & DIAGNOSTIC TESTING (Page1of8) CF-4R

Project Address Builder or Installer Name

585 34TH ST. UNIT 3 On Line Heating & Air Conditioning

Builder or Installer Contact o 4. Telephone  Plan/Permit (Additions or Alterations) Number
Mike MOSIey 916 276-3792 RES-0610053

HERS Rat Telephone | Sample Group Number
ater Steve Vasa - 002004262 916-682-8730 P P £

77
Compliance Method (Prescriptive) Climate Zone 12
Certifying Signature Date | Sample House Number
7

HERS Provider:

= Woae— 8-2-07

Firm

Capitol Energy Consultants
Street Address:

CalCerts

1709 Adonis Way City/State/Zip: g acramento CA 95864
Copies to: BUILDER, HERS PROVIDER AND BUILDING DEPARTMENT

HERS RATER COMPLIANCE STATEMENT
The house was: v [J Tested v X Approved as part of sample testing, but was not tested

As the HERS rater groviding diagnostic testing and field verification, [ certify that the house identified on this form complies with
the diagnostic tested compliance requirements as checked v on this form. The HERS rater must check and verify that the new
distribution system is fully ducted and correct tape is used before a CF-4R may be released on every tested building. The HERS
gatﬁl('l must not release the CF-4R until a properly completed and signed CF-6K has been received for the sample and tested
uildings.

& The installer has provided a copy of CF-6R (Installation Certificate).

B New ducts are fully ducted (i.e., does not use building cavities as plenums or platform returns in lieu of ducts).

® New ducts with cloth backed, rubber adhesive duct tape is installed, mastic and draw bands are used in combination with

cloth backed, rubber adhesive duct tape to seal leaks at duct connections.).

v [0 MINIMUM REQUIREMENTS FOR DUCT LEAKAGE REDUCTION COMPLIANCE CREDIT
Procedures for field verification and diagnostic testing of air distribution systems are available in RACM, Appendix RC4.3.

Duct Diagnostic Leakage Testing Results
NEW CONSTRUCTION:

Duct Pressurization Test Results (CFM @ 25 Pa) heasured

1 | Enter Tested Leakage Flow in CFM:

Fan Flow: Calculated (Nominal: v" I Cooling v' L Heating) or v' [J Measured
Enter Total Fan Flow in CFM: v
3 | Pass if Leakage Percentage < 6% [100x[_____ (Line#1)/ (Line # 2)]] O Pass O Fail
ALTERATIONS: Duct System and/or HVAC Equipment Change-Out 5(

Enter Tested Leakage Flow in CFM from CF-6R: Pre-Test of Existing Duct System Prior to
Duct System Alteration and/or Equipment Change-Out.

Enter Tested Leakage Flow in CFM: Final Test of New Duct System or Altered Duct System
for Duct System Alteration and/or Equipment Change-Out. :
Enter Reduction in Leakage for Altered Duct System (Line # 4) Minus (Line # 5)]
6 (Only if Applicable)

7 | Enter Tested Leakage Flow in CFM to Outside (Only if Applicable)

Entire New Duct System - Pass if Leakage Percentage < 6% .
8 | r100x[ (Line #5) / Line # 2)]) O Pass B Fail
TEST OR VERIFICATION STANDARDS: For Altered Duct System and/or HVAC Equipment Change-Out | v
Use one of the following four Test or Verification Standards for compliance:

g | Pass if Leakage Percentage < 15% [100 x [ (Line # 5)/ (Line # 2)]1] O Pass [ Fail
10 Pass if Leakage to Qutside Percentage < 10% [100 x | (Line #7)/ (Line # 2)]] O Pass I Fail

Pass if Leakage Reduction Percentage > 60% [100 x [ (Line #6)/ (Line # 4)]]
and Verification by Smoke Test and Visual Inspection ‘
Pass if Sealing of all Accessible Leaks and Verification by Smoke Test and Visual Inspection | O Pass O Fail

Pass if One of Lines # 9 through # 12 pass | O Pass O Fail

2

4

11 O Pass O Fail

Residential Compliance Forms December 2005
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CERTIFICATE OF FIELD VERIFICATION & DIAGNOSTIC TESTING (Page 3 of 8) CF-4R
Project Address Builder Name

585 34TH ST. UNIT 3 On Line Heating & Air Conditioning

. Telephone | Plan Number
Mike Mosley 916 2763792
Telephone | Sample Group Number

Steve Vasa - CC2004262 916-662-8730 7ol7

Builder Contact

HERS Rater

Compliance Method (Prescriptive) Climate Zone 12

< Date | Sample House Number
= Voa— 8-2-07 P

Certifying Signature

Firm HERS Provider

CalCerts
1709 Adonis Way Clty/State/Zip: g4 ramento CA 95864
Copies to: BUILDER, HERS PROVIDER AND BUILDING DEPARTMENT

HERS RATER COMPLIANCE STATEMENT
The house was: v'[1 Tested v X Approved as part of sample testing, but was not tested

Capitol Energy Consultants
Street Address:

As the HERS rater providing diagnostic testing and field verification, I certify that the house identified on this form complies with
the diagnostic tested compliance requirements as checked on this form.

v X The installer has provided a copy of CF-6R (Installation Certificate).

v' ] THERMOSTATIC EXPANSION VALVE (TXV)
Procedures for field verification of thermostatic expansion valves are available in RACM, Appendix RI.

v

Access is provided for inspection. The procedure shall consist of
visual verification that the TXV is installed on the system and
installation of the specific equipment shall be verified.

Yes is a pass | Pass

v [] REFRIGERANT CHARGE MEASUREMENT

Verification for Required Refrigerant Charge for Split System Space Cooling Systems without Thermostatic Expansion Valves
Outdoor Unit Serial #

Location

Outdoor Unit Make
Outdoor Unit Model
Cooling Capacity | Btw/hr
Date of Verification
Date of Refrigerant Gauge Calibration (must be checked monthly)
Date of Thermocouple Calibration (must be checked monthly)

Standard Charge Measurement (outdogiiss ANg ,

Note: The system should be installed a B i nanufacturer’s specifications and installer verification
shall be documented on CF-6R before S diure. dry-bulb is below 55 °F rater shall use the Alternative
Charge Measure Procedure

Procedures for Determining Reftigerant Charge using the Standard Method are available in RACM, Appendix RD2.
v OvYes [ONo A copy of CF-6R (Installation Certificate) has been provided with refrigerant charge
measurement documented.
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