
ORDINANCE NO. 732 , FOURTH SERIES

AN ORDINANCE AMENDING ORDINANCE NO. 316, FOURTH
SERIES, PASSED'JANUARY 13, 1927, AND ENTITLED:
"AN ORDINANCE REGULATING THE ERECTION, CONSTRUC-

. TION, ENLARGEMENT, ALTERATION, REPAIR, MOVING,
REMOVAL, DEMOLITION, CONVERSION, OCCUPANCY OF
BUILDINGS OR STRUCTURES IN THE. C ITY OF SACRAMENTO,
PROVIDING FOR THE ISSUANCE OF PERMITS AND COLLECT-
ION OF FEES THEREFOR',.PROVIDING PENALTIES FOR THE
VIOLATION THEREOF, AND REPEALING ORDINANCE NO. 389,
THIRD SERIES, PASSED JUNE 17TH, 1919,.ORDINANCE NO.
12, FOURTH SERIES, PASSED SEPTEMBER 8TH, 1921,
ORDINANCE NO. 122, FOURTH SERIES, PASSED JULY 26TH,
1923, SECTION 8 OF ORDINANCE N0. 117','FOIIRTH SERIES,
PASSED APRIL 9TH, 1923, ORDINANCE NO. 648 (OLD SERIES)

PASSED. APRIL .11TH, 1, AND ALL OTHER ORDINANCESERSESj
PASSED APRIL 14TH,' 1890,
OR PARTS.OF ORDINANCES, IN C ONFLICT HEREWITH."
BY ADDING.A NEW SECTION THERETO TO BE NUMBERED 1301-a.

BE IT ENACTED BY THE COUNCIL OF THE CITY OF SACRAMENTO:

SECTION l.' Ordinance No. 316, Fourth Series, passed January
13, 1927, is hereby amended by adding a new section.thereto to be

numbered 1301-a.

SECTION 1301-a. Apartment houses of frame construction
may be built to a height of forty (40) feet; measured from the
finished ceiling of the top story to grade-, provided that:

1. There shall be not more than.three stories of living or
sleeping apartments and that the ground or basement story shall not
be used for this purpose, except that caretaker's -quarters may be

built on this floor.

2. The curtain walls of the ground or basement story shall
be built of concrete,.reinforced concrete, brick, stone or tile at
least eight (8) inches thick. The ceiling of the ground or basement
floor shall be . of reinforced concrete not less than three inches (3")

thick.' The floor shall be of concrete not less than three inches

(3").thick. Only-one-hour fire-resistive construction will be per-

mitted for interior work on this floor.

3. Openings from the ground or basement-floor to other
parts of the building-shall be protected by vestibules with eight
:(8) inch walls and two metal-clad fire doors for each vestibule.

4. All walls and ceilings of the floors used for living
or sleeping apartments are covered with thre.e-quarter (3/4) inch
metal lath and plaster or with,3/8 inch gypsum lath and plastered

3/8-inch thick. Metal lath shall weigh not less th an.two and two-

tenths (2.2) pounds per square yard.

5.' All exterior walls above the ground or basement floor
shall*be of at least one-hour fire-re sistive construction and
openings in exterior walls, except on street fronts, which are
less than five (5) feet-from adjacent property lines, shall be
protected by doors or windows of one-hour fire-resistive construction.
When openings are placed closer than three (3) feet to the property
lines other than street fronts, the sum of the widths of such open-
ings shall constitute not more than twenty-five (25) percent of the

total length of such wall affected.

6. The maximum height of any portion of the roof structure
.shall be not more than ten (10) feet above the uppermost ceiling.

;- .`e , .. • _
" ORDINANCE No.^?^-^-



'7. Apartment houses-built to a height of 35 feet measured
to the coping of .a flat roofthe deck line of a,mansard roof, or
the average heighti of a gable or pitch roof need-not comply with
the.above requirements, except-in. so far as required by the State
Housing Act..

P:ASSED : March 18, 1937
EFFECTIVE: April 17, 1937

ATTEST:^

CITY CLERK


